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INTRODUCTION

1.1 PURPOSE

In April 1985 a task force was formed to estab~ish a common basis for

drainage management in all jurisdictions within Maricopa County. This was

deemed to be desirable because it would result in consistent analysis of

drainage requirements, less staff time and cost in annexing County areas, and

equal and common protection from the hazards of stormwater drainage for the

residents. Additionally, developers would have the advantage of having only
wen

one set of drainage standards to comply withVdeveloping land within the

incorporated or unincorporated areas of Maricopa County. The task force

determined that the effort should be in three phases:

Phase 1

Phase 2

Phase 3

Research, evaluate, develop, and produce uniform policies and

standards for drainage of new development within Maricopa

County (Resolution FCD 87-7).

Establish a Stormwater Drainage Design Manual for use by all

jurisdictional agencies within the County.

Prepare an in-depth evaluation of regional rainfall data and

establish precipitation design rainfall guidelines and

isohyetal maps for Maricopa County.

As part of fulfilling Phase 2 the Design Hydrology Manual will provide

the necessary inputs for the Stormwater Drainage Design Manual.



1.2 SCOPE AND LIMITATIONS

When using the procedures detailed in this manual, it is important to

keep several things in mind. First, this is a DESIGN HYDROLOGY MANUAL. The

methods, techniques and parameter values described herein are not necessarily

valid for real-time prediction of flow values, or for re-creating historic

events, although some of the methods are physically based and would be

amenable for uses other than design hydrology.

Second, the lack of runoff data for urbanizing areas of the County for

the most partlprecludes the use of flood frequency analysis for stormwater

drainage design. For those watercourses with sufficient record, flood

frequency analysis may be acceptable. Similarly, for those watercourses with

established regulatory floodplains, the FEMA accepted flood frequency curves

may be used for design purposes, unless they are demonstrably inappropriate.

The purpose of this manual is to provide a means of predicting the runoff

which would result from a design storm of a given return interval.

Third, the design storm has no point of reference in terms of a singular

historic event. Rather, it is intended to provide the best available

information by utilizing historic data as well as other precipitation design

concepts. This storm provides not only the peak intensities which would be

expected from a storm of a given duration and return interval, but also the

volumes associated with it. The tables describing the temporal distribution

of the design storm for use in a hydrologic model, i.e., HEC-l are

approximately equivalent to the graphs used to determine the rainfall

intensity to be used in the Rational Method. The net effect is that,

regardless of the size of the area being investigated or the method of

analysis, the same design storm is used as the driving input.



1.3 USES OF MANUAL

The use of the methods presented in this manual, even the rigorous

application thereof, in no way ensures that the predicted values are

reasonable or correct. Hydrology is a discipline which, in some respect, is

much like musicjquality requires not only technical competence but also a

"feel" for what is right. It often requires the exercise of "hydrologic"

judgement. The user of this manual is thus encouraged to validate the

reasonableness of the predicted values by applying alternative methods, such

as envelope curves, regression equations. or other such "checks" which have

been developed for this area.

The last Chapter in the Manual, APPLICATION, is intended to provide some

general suggestions when solving a particular problem. In addition, a number

of examples were designed to aid the user with the development of input

variables and parameter estimation.

It is not the intent of this manual to inhibit sound innovative design or

the utilization of new techniques. It is anticipated that over time, as more

data becomes available and/or more appropriate techniques are developed, this

manual will be revised. With the exception of minor "editorial" corrections,

such revisions will probably take place every three-five years. If. in the

intervening period, gross inadequacies/inaccuracies are found with any of

these procedures, they should be brought to the attention of the Flood Control

District of Maricopa County, or another agency which subscribes to these

procedures.



RAINFALL

2.1 GENERAL

Precipitation in Maricopa County is strongly influenced by variation in

climate, changing from a warm and arid desert environment to a cool and

moderately humid mountainous area. Mean annual precipitation ranges from

about 7 inches in the Phoenix vicinity to more than 30 inches in the mountain

regions of northern Maricopa County. Precipitation is typically divided into

two seasons, summer season (June through October) and winter (December through

March), and these seasonal rainfall depths are about equal. The storm

patterns are generally categorized into three types, though any combination of

the storm types is possible. Warm moist tropical air can move into Arizona at

anytime of the year, but most often in the summer months.

2.1.1 General Winter Storms. This type of storm normally moves in from the

north Pacific Ocean, and produces light to moderate precipitation over

relatively large areas. These storms occur between late October and

May, producing the heaviest precipitation from December to early March.

A pattern could last over several days with slight breaks in between

storms. Because of orographic effects the mountain areas generally

receive more precipitation than the lower desert areas. These storms

are characterized by low intensity, long duration, and large areal

extent, but on occasion, with an additional surge of moisture from the

southwest can contribute to substantial runoff volumes and peak

discharge on major river systems.



2.1.2 General Summer Storms. The Pacific Ocean north of the equator and

south of Mexico is a breeding ground for tropical storms. On the

average, about two dozen tropical storms and hurricanes are generated

in this area from June through early October. Most move in a

northwesterly direction. The remnents of these storms can be caught up

in the large scale circulation around a low pressure center in southern

California and can bring a persistant flow of moist tropical air into

Arizona. The storm pattern consists of a band of locally heavy rain

cells within a larger area of light to moderate rainfall. Whereas,

general winter storms usually cover the entire state, general summer

storms are more localized along a southeast to northwest band of

rainfall. They are similar to winter storms in that higher elevations

receive greater rainfall because of orographic influences. The period

of late September through October may have storm patterns which are

similar to both general summer and winter events.

2.1.3 Local Storms. These storms consist of scattered heavy downpours of

rain over areas of up to about 300 square miles for a time period up to

about 6 hours. Within the storm area, exceptionally heavy rains

usually cover up to 20 square miles and often last for less than 60

minutes. They are typically associated with lightning and thunder, and

are referred to as "thunderstorms" or "cloudbursts." While they can

occur any time during the year, they are more frequent during summer

months (July to September) when tropical moisture pushes into the area

from the southeast or southwest. These storms turn into longer

duration events in late summer and may be associated with general

summer storms (see above). Local storms generally produce record peaks



for small watersheds. They can result in flash floods, and sometimes

loss of life and property damage.

2.2 DEPTH-DURAT~ON-FREQUENCYANALYSIS

The commonly required precipitation parameters used in hydrologic

modeling are depth, intensity, duration, spatial distribution and frequency of

rainfall. The selection of a design frequency is often influenced by

administrative or economic decisions as well as hydrologic ones. The duration

of the design storm is usually a function of the size and topography of the

watershed. In general, one should insure that the design storm is of

sufficient duration to allow the entire watershed to contribute to the flow at

the point of interest.

Spatial and temporal variation of precipitation, and lack of long term

data in Maricopa County requires a procedure for rainfall input for design

purposes. Regardless of whether the desired output is a peak discharge for

sizing a conveyance structure, or a volume for sizing a basin, or the overland

flow from a natural watershed, the designer needs to know the total depth of

the design precipitation event and how it is structured both in time and

space. However, selection of the appropriate event is constrained by

availability and quality of data.

2.2.1 Source of Data. The most comprehensive, available source of data for

depth-duration-frequency analysis is the Precipitation-Frequency Atlas

for Arizona. This data was published by National Weather Service

(NWS), National Oceanic and Atmospheric Administration (NOAA), (Miller,

et al., 1973). Until a more up to date data base becomes available,

NOAA Atlas is to be used for all design purposes within Maricopa

County.



2.3 DEPTH-AREA RELATION

The problem of spatial variability of rainfall is quite difficult to

handle because of an irregular limited network of raingauges. Work in the

southwest by the United States Deparment of Agriculture, Agricultural Research

Service, indicates that high intensity storms do not have large areal extent.

Most runoff producing thunderstorms cover less than twenty square miles.

The above argument supports development of areal reduction curves which

reflect the nature of the thunderstorms in the southwest. However, drainage

facilities such as storm drains, channels, and culverts should be sized to

handle the peak discharge resulting from the design storm critically centered

above them so as to create the worst case discharge. Retention/detention

facilities serving as an outfall for a small contributing area of up to 10

square miles would not appear to justify areal reduction of the depth. In all

other applications, areal reduction seems appropriate for runoff calculations

of contributing areas of any size.

2.3.1 Procedure For Depth-Area Adjustments. The Depth-Area Reduction Curves

developed by Osborn, et al., (1980) are to be used. These curves were based

on data from Arizona and are appropriate for use in Maricopa County. F~gures

I .S: I'?J
2.1 to A illustrate the curves, which are for 2-, 10-, and 100-year frequencies A

\ ~ .l (l' •

If areal reduction is needed for a 25-, or 50- year frequencies, the values

for the 10-year and the 100-year frequencies can be used, respectively.

a. Determine the size of the drainage area, and decide if areal

reduction is necessary.

b. Use SECTION 2.4 to calculate depth for the design frequency.

c. If more than one isoline is shown over the drainage area, calculate

average depth.

d. Use Figures 2.1 to 2.4 to select the reduction coefficient. For



1.0 .-------,-------,-------,---------,

30-MIN DURATION

0.9

«
w
~

«
z O.B
W
>
c:>

~

0
LL

---! 0.7
-.J

li
z
«
~

f-
Z

0.6
0
Cl...

LL
0

Z 10-YR
0
f- 0.5
U«

100-YR~
LL

0.4 L·--------'--------~------'----__-'

o 20 40 60 BO

FIGURE2·/. Point-to-area conversion rations for 30-min duration
rainfalls for selected frequencies.



1.0 .----------------------,---------,

50-MIN DURATION

0.9

«w
n:::
<{

z 0.8

W
>
0

n:::
0
lJ....

---.J 0.7
---.J
<{
lJ....
Z
<{
n:::
f--
Z

0.5-
0
CL

lJ....
0

Z 10-YR
0
f-- 0.5
U«n:::
lJ.... 100-YR

0.4
1

0 20 40 60 80

FIGURE 2,.2. Point-to-area conversion ratios for 50-min duration
rainfalls for selected frequencies.



1.0 .-----------------..,--------------,

120-MIN DURATION

0.9 l
I

« Iw
~

«
z 0.8
W
>
C)

~

0
1.L

-! 0.7
-!
«
1.L
Z
«
~

f-
Z

0.6
0
CL

1.L
0

Z 10-YR
0
f- 0.5
U«
0:::
1.L 100-YR

0.4 L- -L ---L- --'-- --.J

o 20 40 60 80

AREA (mi 2)

FIGUREt·3. Point-to-area conversion ratios for 2-h duration
rainfalls for selected frequencies.



1.0

350-MIN DURATION

0.9

1
<{
W
0:::
«
Z 0.8
W
>
C)

0:::
0
l..L

-l 0.7
-l
<{
l..L
Z
<{
0:::

I-
Z

0.6
0
0...

l..L
0

Z
10-YR

0
I- 0.5 --
U
<{
er:: 100-YR
l..L

0.4 L- -----''--- ---''--- ---' ---'

o 20 40 50 80

FIGURE~,4. Point-to-area conversion ratios for 6-h duration
rainfalls for selected frequencies.



use Figure 2.4 at e~~end

large areas (>80 square miles) or durations longer than 6 hours,
oi.
. n-t-vcrhre-s.

Y'

e. Multiply reduction coefficient by the average rainfall depth.

2.4 SELECTION OF APPROPRIATE DESIGN STORM

The design hydrologist must specify the appropriate rainfall frequency,

duration, depth and the corresponding time distribution for any design

purposes which require calculation of runoff volume and peak discharge.

Application of the Rational Formula does not require a time distribution. The

Hydrology Manual applied the NOAA procedures which led to the 100-year, 6-hour

mass curve for small areas up to 0.5 miles 2 . This mass curve is also known

as pattern # 1, and will b

requires that a mass curve
PeAr AI-

particular application

e following procedures

PREFRE by the National(NOAA) or, alternatively, ~

Weather Service can be use ~p
1) Using Plates 1-12, read rainfall depths for 2-, 5-, 10-, 25-, 50,

and 100-year return periods, for 6- and 24-hour durations, employing

linear interpolation between isolines when required. The numbers on

the isolines show tenths of inches of rainfall (i.e, 23=2.3 inches).

2) Plot the values from 1 for each duration on a separate line on

Figure 2.5, look for any deviation from a straight line and make

corrections on the line. This process will minimize any error due to

transposition of values on the maps. Also, any error due to reading

and interpolating values between the isolines will be minimized. Note

that these numbers are already in partial-duration series, so there is

no need for annual to partial-duration conversion.

3) At this point the data should include 6-hour and 24-hour durations

for all frequencies with the exception of I-year values.
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e. Multiply reduction coefficient by the average rainfall depth.

2.4 SELECTION OF APPROPRIATE DESIGN STORM

The design hydrologist must specify the appropriate rainfall frequency,

duration, depth and the corresponding time distribution for any design

purposes which require calculation of runoff volume and peak discharge.

Application of the Rational Formula does not require a time distribution. The

Hydrology Manual applied the NOAA procedures which led to the 100-year, 6-hour

mass curve for small areas up to 0.5 miles 2 This mass curve is also known

as pattern # 1, and will be discussed later. If a particular application

requires that a mass curve should be developed, the following procedures

(NOAA) or, alternatively, a program referred to as PREFRE by the National

Weather Service can be used:

1) Using Plates 1-12, read rainfall depths for 2-, 5-, 10-, 25-, 50,

and 100-year return periods, for 6- and 24-hour durations, employing

linear interpolation between isolines when required. The numbers on

the isolines show tenths of inches of rainfall (i.e, 23=2.3 inches).

2) Plot the values from 1 for each duration on a separate line on

Figure 2.5, look for any deviation from a straight line and make

corrections on the line. This process will minimize any error due to

transposition of values on the maps. Also, any error due to reading

and interpolating values between the isolines will be minimized. Note

that these numbers are already in partial-duration series, so there is

no need for annual to partial-duration conversion.

3) At this point the data should include 6-hour and 24-hour durations

for all frequencies with the exception of l-year values.



RlOW R9W R8W R7W R6W R5W R4W RJW R2W R1W RIE R2E RJE R4E R5E R6E R7E R8E R9E RIOE RIlE 1<12E

50

N

40

TlN

T2N

111

HNl
T5N

R12E

T6N

DN

11S

T2S

12 14 16
13 15

.. . .~~f;. RilE R10E RllE

1111

112
:

\

T8S

1'4'14

. . .. . . , , , . : , , ~ .

1

. .
, ... , .... , .. ', ....

. .
, ..... "., ..... , ..

nos

T9S

13

TS2

HN

TJS

T2N

TJN

ns

TSN

T6N 14

nN

TBS

T7N

12 !
. . TJS I 0 10 20 3P

................... i · : ; :.: :..... RJEI R.E R5£ R6E R7E .

;~12 :...............................•...1 : , ;............... .....................,..............•..........................,.'1 , -----1-1- - - - +[____--'--.I_ _ _ _ --'I~I~E~

::'..-1:::" ::: i I~~~~~~~ A 2~~~ N6T:'R i~~IC~p~~~~
T7S .' 13 T7S j IN TENTH 0FIN CH

.,'. ',"',. ',"'" ',' ., .... , .. "., ,

!j NOAA ATLAS 2, Volume VIII .

!. Prepared by U.S. Dept of Commerce
T9S i National Oceanic '" Atmospheric AdminIstration

no, 11 ?;~;:o;;~,~;:;:;. ,;.;;,;,:~;;~~;:;:::,:



RIOW R9W RBW R7W R6W RSW R4W RJW R2W R1W Rlf R2[ RJ[ R4[ R5[ R6[ R7[ RBE R9[ RIO[ RII[ 1<12[

113 1 2 1 1

N

T1N

111

T5N

T6N

T7N

RIOE RIlE R12E

T1S

T2S

: T2N

2~
'>; ~~';"'''''-~o!---''''')

. .. '., .... I'··········

. .
•••• ," •••••••• OM." \ .,•••

18

..................... , ..... ~ ...

.. ,'..... or···· .-•......... '".

. .....................

..... ,...... . .

..••.••••• ", •••.• I' .,. \ ••

18

19 /. .. ,t ..
/ .

nos

T9S

TBS 17

TJS

T7S

T6S

TS2

ns

HN

T2N

TJN

nN

T6N

T5N

T7N

17 i 16

HS 17 '.' .•.... ; ; ; . .; ' :. . . . . .. . . . . ::: RJ[ i R<[ '" ROE R7£ I 10 ,0 3i 40 10
MILES

3 3
, :.1. .. : '.. ..:' i :.7.. l......................: ~ : ! ~ :..; :..:..:.: ..:..: :..;..:.:..:..:.:.::..:.:..:..:.:.::..:.:..:.: -'..:.:..:..:..: ·····························1························ ··:···················t······························· :...J '-'

TSS ., . . T5S MARICOPA COUNTY :ARIZONA
··.n';' T6S !':. ISOPLUVIALS 5- YR 6 -H'R; PRECIPITATIOt\

: /"' : '" : T7S

...: : : /<' : >..... IN TENTH OF
. . '//' . . "-

. / " 19 T8S NOAA ATLAS 2, Volume VIII

.... : .... .;..... //~ .. ]..... ':' :....•.\. . . . . T9S Prepared by U.S. Dept of Commerce

..L~---~J .... :..., ,. .; ... nos ::~:~:'::d ~:::~: ~::~.~~g::~:"::::~~~~~~oo
)9 . 20 ! Soil Conservation Service, Engineering Division

11 ~ '''IV 0"'/ """ mr 112



N

T1N

1

1

1

1

R12ER1OE: RllERQE

TIS

19 T2S

2

. .. .. '.' . . . . ~ . . . . . . . . . . .

2

1

1

T6S

TlS

2422

21

T9S

1'1 os

DS 20r---"---- ~ ..... ----:'--:--,
. . . . . . : //: . . "-.... ':' ':' '. T' .. : : : 'i/O : : :. .... 23

rBS 21 : i I . • TBS

.....: : : : : / .: : : : .
. I .•
. I
:1
I.~l~'~~;'//: j' ~ ..... . .

f6S

rs2

Rl0W R9W RBW R7W R6W R5W R4W RJW R2W RJW RI£ R2E RJE R.E RSE R6E R7E RBE R9£ RIOE RII£ 1'<12E

f2N

"'_-:1-·-" TJ' R<E '" R6f RlE 0 10 20 30 40 50

.•5 i . . '. :. HS. I I I I I I MILES

3.3 .~.~ : :~:..:.:..:..:..:;:..+.:..:..:.;..:..:.:..:.. :.~..:..' :..:.;..::.:..:..:.~ :..:.:..:..:~ :..:.:..:..:~ :..:.:..:..~:..:.: :..: ..· ····· ·i · ·..· · ·..· ··· t·· ..·.. ··· .. ···· ·· .. ··· ·· ·.. ··· ··· .. ···· ..··3 3-

~S : ~ ......~.I.· .. :" TSS I MARICOPA COUNTY, \ARIZONA
\ ISOPLUVIALS 10-YR 6-HR'PRECIPITATION
liN TENTH OF INCH :

\ NOAA ATLAS 2, Volume VIII

::, \:~:::~ ~::~~: ~::\;.i~~:~:":~::~~~~~~o,
5011 Conservation Service, Engineering Division

11 3

~4"'''''''~~-,o----+--~-

7N

"6N 22



RlOW R9W R8W R7W R6W RSW R4W RJW R2W RIW RIE R2( RJ( R4( R~( R6( R7( RBE R9( RIO( RIlE /'I12E

50

N

40

TIN

:

111

T4N I
T~N

TSN

R12E

T6N

RIlERIOEROE

TlS

T2S

: T2N

_~_~_,;"",I,~~~ .... 0

23

I'
\ .
\' .

. ; .... ~.... -'.~.~'\ .
:', :25

31

2827

... t : •.... ~ .

. ~

· . . . . . . .. . - ..... :.: ... : ..... : ..... : ..... :..... ~ .....' ...
. /":'-',.

: '.' . I ,.. . .' . .. .."
.·.·.·.·.·•.·.·.·.·.·.·.··.· ..·.·il.·.·.·..·.·.··•··..·.·.· •.·.·.·.··•.·.·.·.·.· ..·.·X.·.·.··.· ..··.·.

. , ,.
· : : ;---r-:-:-;-:";':-""~ ;... .: J .~ :. . . . . . TJS RJE' R4( R3( R6E R7( 0 10 20 3p
--_~ :__/:: : : '): : ~ I:: HS i 1 I I I I I MILES

........................ ···::·:····:··:·:··:;:·:i:··:·:··:·~···· ..:··:·:··:·i-/·:.:..: !.:..:..: :.::.:..:..:.:..:.~~/: .. :~:.:..:..:.:..:\.:.:..:..:.:..: ··· · ·1 ·.. ·· .. ·········· ·.. ···· ..· ··· .. ·· ! -3 -3
,//, //. T3S i :

· : ~.i :/·.: ··~.···~><··:······:· :..... i MARICOPA COUNTY iARIZONA
. . : i // . />--/ . . T6S i ' i

........... .>{ ../.... ..·· .... ·28 i ISOPLUVIALS 25-YR 6-HRi PRECIPITATION

·••• -_·:::/~/k?/ ....•.•..•••••••.••••...••.•.••.• :: II;,.;;;d~;,l~v~~~;~;;:~::;O;"'QtlOO '
.....:.. :;__ ';' . . . . . . . .. ; : ; ; ~ . . . . . 1 National Weather Service, Office of Hydrology

:/ : Inos I Prepared for U.S. Dept of Agriculture,
I Soil Conservation Service, Engineering Division
I

1 1 ')

T3N

HN

ns
26

TS2

TJS

25
HS

33......
T5S

T6S

TlS 25

26
TBS

T9S

nos

T2N

nN

26 .'
..... :~.. : ..... :..

TBN 28 :;,: :
. • .. ~ ',1(, ...' •••••.••

,.,.:/ .
./

T5N 27

11 2 111
~ 4 ~~~~-!-~_-~.2 ;L:::::±~~__-J~32~~ !~.~ ~: ··· .. ···..· ·..· ····· ··· ·.. ·· ..·· · ·34t8N , . . . .. : 1 · · ~ 2·8·::.. .··..:..~··..::·:..:·:..:~t:·:..:..:·:..:~·:·:· : .

.: 36 TIN :

:~"'----';-....,. . . . : . ... . \ . . . . .
TlN



RIOW R9W R8W R7w R6W R5W R4W RJW R2W R1W RIE R2£ RJE R4£ R:)£ R6£ R7£ RB£ R9£ RIO£ RII£ /'112£

50

N

40

TlN

i T2N

3p

R12E

20

R11ERl()(

10

T1S

T2S

o

21

T9S

TBS

111

r:r:±~~ ~~36~~ :.~~ ~ · ·..-34
40 T7N I

T6" i
T5N

T4N

iN

. ... : ; ; : .

.: : : : : : .

32'
1

· ..... '., .... '" ....

nos

T9S

fas 30

fas

TS2

TJS 29

T3N

T4N 30

T2N

ns

nN

30' : "1"-"
T6N .3 2. . ~ : : L.. ; ; i ~ : : :..

: . .

· . .; . . . . . I' .

·········:-i .. ··)··
...... ~""'~""': .j : :.~L~;;<"" ':':~"'" ~ :..

· . ; -- ..._--....:./ . . .~ . 29 .

TJS
F<3£ R6£ R7£

f4S ..: I : : /: : : :: T4S: I I I I I I MILES

3 3·..· :..:..:.:.. :i.:.:.. :.:.. :..:::.. :..:.:..:.. :.::.. :.i:.:..:..:.;..:..:.:..:..:.><:..::..:..:.:..:..:.: :..:.:..:..:~ :..:.:..:..:: :..:.:..:..~:..:..:.:..:..: ..l : ··t.. ··· .. ········ ..············ .. ··· .. ···· ············ J 3

f3S J :./</~ ~ ~ , ;...... T5S I MARleoPAC0 UNTY .ARIZ0 NA
· . : : /1 : ' :

.................;..v. .. T6S ! ISOPLUVIALS 50 -YR 6 -HR\ PRECIPITATION
f7S 29 ---0-- . //'1 32 T7S : IN TEN TH OF [N CH :

.....:.. ,-.-.7~- : 1 ' , .: ', :, :..... l j
:

I NOAA ATLAS 2, Volume VIII

!:.:: Prepared by U.S. Dept of Commerce
Natlon'al Oceanic &. Atmospheric Administration

. Notional Weather Service, Office of Hydrology

nos ! Prepared for U.S. Dept of Agriculture,
I Soli Conservation Service, Engineering Division
i

110

T5N

T7N



Rl0W R9W R8W R7W R6W R5W R4W RJW R2W RIW Rlf R2f RJf R4f R5f R6f R7f R8f R9f RlOf Rllf K12f

N

RllE R12ERl0E

TIS

.~f!E.. ROE

T95

18S

36 TlS

11 1

;r:~~~~ -~~~ !.~~ !- · · ···3 4
45 nN [

T6N

T5N

T~

1N

: T2N

ii TIN

I

38

.. ";"""".;""" .. : .....

38

.. '" ..... :. . .. . ~ ..... :... , .. :. . ....: ....:......

. . '. ................. ' '., " " .. . '.

1
36

. ..... ", .... '., .... ','

. . ..... '" .... '.' .... ','

nos

rBS 34

19S

rlS 32

r6S

T"2N

I'1S

I'1N

33 113
~4 ......·..~~~~---_··

ON 33...«i.'.·.~·.....,....;....
r6N 34 . :

:: ~~' ~ ••••:•••••••••[•• '•.••• '~ •••• '; •.•• ,·.. ·.~·.·.·.·.;>,~;--=3~1·.·.·.· ..•·.·.·.··.,·.··.·: :
·····:·····:···:,,·:··:v I ..:

.......... ...... ··-,...,·:·················.1···············
. . ~........... /

:: 33 --------~-~yL~,tJt '.] PS RJ< ; R« '" 30
R

" R7f om 10 20 3r 40 50

f4S 32 : : :!: : / : : :: HS I I I I I I I MILES

3 3······ .. ':":':":":::";":':";":::":":':":":~:":-r-':":':"; .. :..:.:..:..:.; :;./.:.. : .. :.. :.:..::..:.:..:..:.:.::..:.:.. :..:.:.::.:.. :.. :..:..~.:..:.:.. :..:..: ·..· · ·..· i · · · ·..·..· ·..· · ·..· · · ··· ·..· ···· t··· .. ·· · ·· ·· ..· ·..·.. ··· ..···.. ···.. ·· .. ·· ..··33

rss --1 1 ; : : : : T5S I MARICOPA COUNTY, IARIZONA
: I :

i T65 IISOPLUVIALS 100-YR 6 -HR\ PRECIPITATION
liN TENTH OF INCH I
! :
i :
: :
i NOAA ATl.AS 2, Volume VIII i
: :
! 1! Prepared by U.S. Dept of Commerce i
! National Oceanic & Atmospheric Administration i
i National Weather Service, Office of Hydrology i

! j
nos ! Prepared for U.S. Dept of Agriculture, i

: Soil Conservation Service, Engineering Division :
~ ~

11'1 111



RIOW R9W R8W R7W R6W R5W R4w RJW R2W RIW RIE R2E RJE R4E H5E R6E R7E R8E R9E RIOE RllE t<12E

N

40 50
-------I MILES

TlN

111

TSN

T6N

Prepared for U.S. Dept of Agriculture,
Soil Conservation Service, Engineering Division

Prepored by U.S. Dept of Commerce
National Oceanic &. Atmospheric Administration
National Weather Service, Office of Hydrology

NOAA ATI.AS 2. Volume VIII

21

nos

T9S

T8S

T7S

T6S

T5S

111

.~~ti~~-.,;~_~~~3~0 TeN i 34

16

."

......... ,', ,. -

: 1

· :

1

HN I
tN

RilE R10£ R11E R12E

TIS

'" i
TJS ! 0 10 20 30

.. , . . .. .., :...•. '" : :. . . . . RJ£ I R.£ "Sf R6E R7f :

· ! HS ! I !
.....; :..:.:.. :..:,:..:j.:.:..:..:.:..:.. :..:.:.. :.: :.. :..:.:.. :..:.. :.. :.: :.; :..:.:..:..:~ :..:.:.. :..::' :.:.. :.. :..~.:..:..:.:..: + ··················t··································· -3 3

! MARICOPA COUNTY, !ARIZONA
1 :

! ISOPLUVIALS 2 -YR 24-HR!PRECIPITATION
! IN TENTH OF INCH

11 ?

.... "" .... ','"

.... '.' '.' : ~ : : : :- : : .

............: ~ .j : : . . .. ~ : : : : .
· :

nos

T9S

TBS

res

T7S

3314 : .

T5S

T4S

T6N
16

TSN

15
TW

TJN

T2N

15
nN
........

ns

TS2

TJS

T7N

113

~4···········~'r-r-~~.-...-_~~ ..



RIOW R9W R8W R7W R6W RSW R4W RJW R2w R1W RIE R2E RJE R4E R5E R6E R7E R8E R9E RIOE RilE i<12E

N

TIN

: T2N

111
~

T~ I
fuN

T5N

T6N

T7N

21

2

2

2

HN

TSN

T6N

T7N

1]3
~4"""" ~~.....,..------~~ ..

r6S

rlS

TBS T8S NOAA ATLAS 2, Volume VIII

23
T9S T9S

nos nos

. 21 22
1 1 -z;



RIOW R9W RBW R7W R6W R5W R4W RJW R2W RIW Rlf R2f RJf R4f R5f R6f R7f RBf R9f RlOf Rrlf /'il2f

T1N

T2N

111

T4N I
-QN

T6N

T5N

.........................T8N~: l ·········3 4

N

1 2

. ........... - - , .26

T'lOS

HN

T8N

TSN

TlN

HS

T8S

TlS

..... : . . . .. : '.' .",,:, ~ : . . . ',' '. . . . . . .. . . .. . .. ....:.-:----....
. . . . . . 25: . /~. 23 :'\ ' . . . . .

:.... ....: ••.••••.• (-LL~>/(+/r:~;~>L~//).· •;•.••:•.••;••••:••••• ~ .....'.. ROE .'OC 'HE ""

:2\'>1<~~~<;.// i ::

TJS 25 ---~--~-~~~-~~:.j-~~~:._~~~)'(f TJS 0 10 20 1 40 50

... ";-' : :.. " ... : .... .; ..... : ..) :.. .. . HS R5f R6f R7f I I I I I I MILES

~S3 , : :..:..:;:..: :..: :,:..:..:..:.;..:..:.:..:..:.! :..:.:.~>/.: ..: ;:..:..:.: ::.. :.:..:..:.:.::..:.:..:..:..~: ..:.:..:..~. 2~i"·~~·;··""···...l ..· ·.. ··· ..·..·..· ·..·..··· · · \ ·········3 3

.....• : /'/~'>,_~~~~i::~~~/ i MARICOPA COUNTY, iARIZONA
........ :/<.: / : :..... T6S !ISOPLUVIALS 10 -YR 24-HR: PRECIPITATION

/~: . / : TlS ! IN TENTH OF INCH !
. . / .: .'I. '.: :

••• '.' , •• , ",;/, • • ',' ~ • I .... , ••• " • , •• '/...1, •.. '.' :. , .•. . :. • • • . ... . . . 1

: 25 ~'-~///,j,~<';/<'</:".' : , ':.' :.. 28:: I ~~11~;~~~:i~v~:8~;:~i~~:~~~:~~o\~~t:'"
26 :' 28 . 28 28 nos I:;; Prepared for U.S. Dept of'Agrlculture,

Soil Conservation Service. Engineering Division

27 1 1 '7., 1 -1 r;



RlOW R9W R8W R7W R6W R5W R.W RJW R2W RIW Rlf R2£ RJ£ R.£ R5£ R6£ R7E R8E R9E RIDE Rllf 1'<12£

N

TlN

Rl0E RIlE R12f

T25

..:... "8·,/~~, ROE

: :2: T1S
..... , .. . .. .

1

nos

T9S

TBS

TJS

T6S

T7S

TS2

TlS 32

HN

T2N

TJN

TlN

11 3 112
46 111

32 ! 25 '
~4""" ~2 ..5~" ":"."."".""""""".:.~~""......"""...."""..""l..""·.. ,,·,,·,,,,·,,,..""..""·""·.."..""""·,,,,.. ,,..34...<......;.... 'y.~." i,i.,.:.,.,.: .....

: .l-l~l.-)..>': !:: :. DN I
T6N 32 i>~\..-o········,:·'j" _.. ,,... ,.. " ... , - -' T6N I

3 :, .... :, ..... :...1.·.:··· .. ;.. ,.. : , ; :.....:.... ,.;. 1

T5NJ

~
T~N

...............,_~~~ 4.. " ./ .. : , : r'" 42\ T2N

I
I
I
i

I
I
!

, • . i . . . : . '. 32 pO 28 28 i

..... ;......:..... : .1.... ~ ..... : ..... ~ ... ":'\ .... :......:......:.. ... TJS RJ£ I R.£ [(5£ R6£ R7£ 0 '0 20 3P 40 50

;S3', ..".,." •• ,•• ,.1.,." ..": .. ,..)....,.,,..... ~~~:'.j_III(lml~I~E~
T5S '" i . . . /. : :. T5S I i

·····.. ····".. ··,·,~·i····~···,·~··;/(<.··~·····;······:., ....:.,... ! MARl COP A COU NTY, !AR IZON A
. :! : /<"': : : : : .3

4
T6S I !

............:..... :.j ...;/...:...... ~ .. :..:...<......:......:..... ! ISOPLUVIALS 25--:YR 24-HR\ PRECIPITATIOt\
, : :J/ : . . . : :. T7S I IN TENTH 0FINCHi

.....:" .. ":"~>~ j'" ':.... ':... ".:' "';"" ..:"" .... I I

,',",,••',' /< ,','",••'I,' ",',',. ,',' ,','j ,',','",'.,',',',','!,',',','I ''," """,',',',', :: I ~~f:~~i~~;~vi:~i.~~~~~:~~b~\~~~OO i
. I I !
: nos i Prepared for U.S. Dept of AgrIculture, I
'32 .34 36 i Soli Conservatlon Service, Engineering DivisIon i

i 1

11') 111

TSN

T7N



T7N

T6N

TSN

HN

T3N

T2N

RIOW R9W RBW R7W R6W R5w R4W RJW R2W R1W Rl£ R2E RJ£ R4£ RSE R6E R7E RBE R9E RIOE RIlE l'i12E

T2N

T1N

N

TllS

T7S T7S

TlS

T2S

TBS

T9S

nos
36

TBS

T9S

nos

NOAA ATLAS 2, Volume VIII

Prepared by U.S. Dept of Commerce
National Oceanic & Atmospheric AdminIstration
National Weather Service, Office of Hydrology



RIOW R9W RBW R7W R6W R5W R4W RJW R2W RIW RIE R2E RJE R4E R5E R6E R7E RBE R9E Rl0E Rll£ /'112£

RI2ERICE: RIlE

TIS

T2S

4746
1

42

40

42

nos

T9S

TS2 41

TJS

TJN

HN

ns

TBS

T6S

T2N

nN

T6N

~~~~41~1_1!-i3 """"""'1.~ _ r;:~~~~~~~50~55~6~0~6~5 :~~ :J
1

34
.. ,. <.. i·· . . .... ... . .... T7' I N

"N

15N

\

i

T4N !
mN

~_~~~~~~ ....~~~ \ "NT"

I
j

.... ....... F<~£ R6£ R7£ 0 10 20 3P 40 50

HS 40, : : "-o'>-f: \ :): : :: HS i I I I I I I MILES
3 3 :~:::';::-::::'.:-:::::::.~: ..:.:..:..:::..:!.:.:..:..:.:..:..:.:..:..:.:.J:.:..:..:·i/·:..:..:·:·..:..:..:..:·::..:.:..:..:..:i:..:· :..:..::..:..:·:..: ,J ~ · ·..· · ·33
TSS . i / ~. . T5S! :

.....:......:....... ~.! .. »<~.~/<: ....:......:..... .;......:..... I MARICOPA COUNTY \ARIZONA
:yo' :41 ,;-: T6S i ' [

..· ·· /i ~ : ..; ;-- : : 46 ! ISOPLUVIALS 100-YR 24-HRI PRECIPITATION
TlS 40 -~~ ..~~~~>j. :':':: TlS liN TENTH OF INCH I

r . ( fD C. :: ! ~~;;;~;,~~~V;I:;~~:;~;I~.~~~I""t<OUO" \
.":: .....:.: ..... j.... .~ .... ',(:' ... ~. 'I ... j ..... I National Weather Service, Office of Hydrology I

, nos i Prepared for U.S. Dept of AgrIculture, iI Soil Conservation Service, Engineering Division I
11') 111

T5N

TlN



7

6

--.... 5
if)
W
:r:
o
z

:r:
t
o....
W
o
Z 3
o
t-
«
t-
o....
o 2
W
cr
0....

1

o

2 5 10 25 50 100

RETURN PERIOD (YEARS)
PARTIAL- DURATION SERIES

IGURE-25. PRECIPITATION DEPTH VERSUS RETURN
PERIOD FOR PARTIAL-DURATION SERIES



4) A particular design may require a duration different from 24-hour
...~

or 6-hour. For example retention designYrequires a 100-year frequency,

Z-hour duration design storm. In such cases the following procedure is

used which is the established method in NOAA, 1973. The only exception

is the use of the values by Arkell and Richards (1986) for durations

of less than 1 hour.

FirstJthe 100-year, I-hour and the 2-year, I-hour depths are

calculated as follows:

Compute Yz

where:

Y
Z

= 2-yr, I-hr estimated value;

YIOO = 100-yr, I-hour estimated value;

Xl 2-yr, 6-hr value from precipitation-frequency maps;

X2 2-yr, 24-hr value from precipitation-frequency maps;

X3 100-yr, 6-hr value from precipitation-frequency maps;

X4 100-yr, 24-hr value from precipitation-frequency maps.

Then the 100-year, 2-hour, and the Z-year,Z-hour depths, as

well as depths for other durations are calculated:

Compute Z-hr

Compute 3-hr

0.341 (6-hr) + 0.659 (l-hr)

0.569 (6-hr) +0.431 (l-hr)

Compute 12-hr, Figure 2.6, using the 6-hr and the 24-hr values

Compute S-min = 0.34(1-hr)

Compute lO-min

Compute lS-min

Compute 3D-min

O.51(1-hr)

0.62(1-hr)

0.82(1-hr)
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At this point the data includes all depths for the 100-year and the

2-year frequencies, for all durations. Depths for 5-, 10-, 25-, and 50-year

frequencies will be estimated by reading the corresponding values from Figure

2.5. A rainfall mass curve can then be constructed by nesting around a
~

desired duration, i.e., l5-jd, or 3D-min.

2.5 DEVELOPMENT OF DESIGN STORM DISTRIBUTIONS

The design storms for use in Maricopa County will be a 2-hour, 6-hour, or
\t~~

a 24-hour distribution. The 2-hour storm isvused for retention design

purposes. The 6-hour storm is for all hydrologic analysis for areas of up to

500 square miles. The 24-hour storm should be used for very large, natural

watersheds (> 500 square miles).

2.5.1 2-hour Storm distribution. If the Rational Method is used, there is no

need for a t

procedures i

i.e., rainf

distribution

~

c./e

elected depth should be used based on the

al. If a time distribution is required,

dimensionless 2-hour cumulative rainfall

used. These values are for direct input
V

into REC-l, assuming either a 5-minute or a l5-minute intensity for rainfall

time step. Figure 2.7 illustrates the graphical form of this distribution.

2.5.2 6-hour Storm Distribution. The 6-hour rainfall distribution is a

function of drainage area size. For this purpose five dimensionless rainfall
h~v

patternsVdeveloped. Pattern #1 applied NOAA procedures to Phoenix Airport

data. Patterns #2 through 5 are intended to provide variability of rainfall

intensity as a function of drainage area. For this purpose the historic event

of Aug. 19, 1954 was used. In a study by the US Army Corps of Engineers a set

of rainfall patterns were developed, (US Army Corps of Engineers, 1974). This

information was modified for a 6-hour duration rainfall. A rainfall pattern

can be selected from Table 2.2 for direct input into REC-l, once the size of



At this point the data includes all depths for the 100-year and the

2-year frequencies, for all durations. Depths for 5-, 10-, 25-, and 50-year

frequencies will be estimated by reading the corresponding values from Figure

2.5. A rainfall mass curve can then be constructed by nesting around a

n
desired duration, i.e., l5->~, or 3D-min.

2.5 DEVELOPMENT OF DESIGN STORM DISTRIBUTIONS

The design storms for use in Maricopa County will be a 2-hour, 6-hour, or
,t,~

a 24-hour distribution. The 2-hour storm isvused for retention design

purposes. The 6-hour storm is for all hydrologic analysis for areas of up to

500 square miles. The 24-hour storm should be used for very large, natural

watersheds (> 500 square miles).

2.5.1 2-hour Storm distribution. If the Rational Method is used, there is no

need for a time distribution. The selected depth should be used based on the

procedures in Chapter 3 of this manual. If a time distribution is required,

i.e., rainfall input for HEC-l, the dimensionless 2-hour cumulative rainfall

distribution of Table 2.1 should be used. These values are for direct input

into HEC-l, assuming either a 5-minute or a 15-minute intensity for rainfall

time step. Figure 2.7 illustrates the graphical form of this distribution.

2.5.2 6-hour Storm Distribution. The 6-hour rainfall distribution is a

function of drainage area size. For this purpose five dimensionless rainfall
~J

patternsVdeveloped. Pattern #1 applied NOAA procedures to Phoenix Airport

data. Patterns #2 through 5 are intended to provide variability of rainfall

intensity as a function of drainage area. For this purpose the historic event

of Aug. 19, 1954 was used. In a study by the US Army Corps of Engineers a set

of rainfall patterns were developed, (US Army Corps of Engineers, 1974). This

information was modified for a 6-hour duration rainfall. A rainfall pattern

can be selected from Table 2.2 for direct input into HEC-l, once the size of



the drainage area is determined. In this case the rainfall time step is

IS-minutes. Figure 2.8 illustrates graphical representations of the

dimensionless rainfall patterns. The following should be used when selecting

a rainfall pattern, which is also shown in Figure 2.9:

For drainage area of up to 0.5 square miles use pattern #1;

For drainage area in the range (0.5-2.8) square miles use pattern 12;

For drainage area in the range (2.8-16.) square miles use pattern 13;

For drainage area in the range (16.-90.) square miles use pattern #4;

For drainage area in the range (90.-500) square miles use pattern IS.

2.5.3 24-hour Storm Distribution. In those cases that a 24-hour distribution

is found suitable, the SCS TYPE II distribution may be used. Table 2.3 shows

its mass curve distribution and Figure 2.10 illustrates its graphical form.

Time (minutes) % Rainfall Depth Time (minutes) % Rainfall Depth

0 0.0

5 1.1 65 60.1

10 1.8 70 74.3

15 2.3 75 86.3

20 2.8 80 90.1

25 3.2 85 93.0

30 4.6 90 95.4

35 7.1 95 96.2

40 10.0 100 97.0

45 13.7 105 97.9

50 17.6 llO 98.2

55 23.2 ll5 99.2

60 3?7 120 100.0

Table 2.1., 2-hour storm distribution for retention design.
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Time (hrs) Pattern #l Pattern #2 Pattern #3 Pattern #4 Pattern #5

0:00 .0 .0 .0 .0 .0

0:15 .5 .6 1.5 2.1 2.4

0:30 0.9 1.2 2.0 3.5 4.3

0:45 1.4 2.0 3.0 5.1 5.9

1:00 2.2 3.1 4.8 7.1 7.8

1:15 3.0 3.9 6.3 8.7 9.8

1:30 3.8 4.9 7.6 10.5 11. 9

1:45 4.7 5.7 9.0 12.5 14.1

2:00 5.4 6.7 10.5 14.3 16.2

2:15 6.2 7.6 11.9 16.0 18.6

*
2:30 7.5 8.7 13.5 17.9 21. 2

2:45 8.8 10.0 15.2 20.1 23.9

3:00 10.7 12.0 17.5 23.2 27.1

3:15 12.7 16.3 22.2 28.1 32.1

3:30 20.5 25.2 30.4 36.4 40.8

3:45 36.6 45.1 47.2 50.0 51.5

4:00 82.3 69.4 67.0 65.8 62.7

4:15 90.0 83.7 79.6 77 .3 73.5

4:30 92.0 90.0 86.8 84.1 81. 4

4:45 93.9 93.8 91. 2 88.8 86.4

*5:00 95.2 96.7 94.6 92.7 90.7

5:15 96.5 98.5 97.4 95.8 94.5

5:30 97.7 99.0 98.0 96.5 95.5

5:45 98.8 99.0 98.7 97.6 96.9

6:00 100.0 100.0 100.0 100.0 100.0

Table 2.2. 6-hour distributions. Pattern # represents %rainfall depth.
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Time (hours)

0:00

0:30

1:00

1:30

2:00

2:30

3:00

3:30

4:00

4:30

5:00

5:30

6:00

6:30

7:00

7:30

8:00

8:30

9:00

9:30

10:00

10:30

11: 00

11:30

ZRainfall Depth

0.0

0.5

1.1

1.6

2.2

2.8

3.5

4.1

4.8

5.6

~

6.8

7.1

8.0

8.9

9.8

10.9

12.0

13.3

14.7

16.3.
18.1

20.4

23.5

28.3

Time (hours)

12:30

13:00

13 :30

14:00

14:30

15:00

15:30

16:00

16:30

17:00

17:30

18:00

18:30

19:00

19:30

20:00

20:30

21:00

21:30

22:00

22:30

23:00

23:30

24:00

%Rainfall Depth

73.5

77 .2

79.9

82.0

83.8

*85.4

86.8

88.0

89.1

90.2

91. 2

92.1

92.9

93.7

94.5

95.2

95.9

96.5

97.2

97.8

98.4

98.9

99.5

100.0

12:00 66.3

Table 2.3, 24-hour SCS TYPE-II distribution
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RATIONAL" METHOD

3.1 GENERAL

The Rational Method was originally developed to estimate runoff from

small urban areas and its use should be generally limited to those conditions.
C\ ,.

For the purposes of this manual, its use should be limited to &~ of up to

160 acres which require retention design. In such cases the peak discharge

and the volume of runoff from rainfall events up to and including the IOO-year

2-hour duration storm falling within the boundaries of the proposed

development is to be retained. If the development involves channel routing,

the procedures given in ChaptEr 4 and Chapter 6 should be used.

3.2 RATIONAL EQUATION

The Rational Equation relates rainfall intensity, a runoff coefficient

and the watershed size to the generated runoff, expressed as peak flow. The

following shows this relationship:

Q CiA (1 )

where
P I

Q theVrunoff (cfs) from a given area.

C a coefficient relating the runoff to rainfall.

i average rainfall intensity (inches/hour), lasting for a Tc.

Tc = the time of concentration (hours).

A = drainage area (acres).



The Rational formula is based on the concept that the application of a

steady, uniform rainfall intensity will produce a peak discharge at such a

time when all points of the watershed are contributing to the outflow at the

point of design. Such a condition is met when the elapsed time is equal to

the time of concentration, Tc, which is defined to be the time for water to

flow from the most remote part of the watershed to the point of design. For

the purposes of the Hydrology Manual the time of concentration should be

computed by applying the following formula developed by Papadakis and Kazan

(1987):

where

Tc
.5 .52 -.31 -.38

11.4 L r S i
(2)

Tc

L

r

S

i

time of concentration (hours).

length of flow path.
\ i f\

=Vresistance coefficient (Figure 3.1).

+1 '" P f,= -w.a-t. ~eUF-S~e slope (feet/mile).

= rainfall intensity (inches/hour).*

*It should be noted that i is the "excess rainfall intensity" as originally

developed. However, when used in the Rational Equation, rainfall intensity

and excess rainfall intensity provide similar values. This is due to the

hydrologic characteristics of small, urban watersheds which result in minimal

soil loss, as well as a time of concentration which is typically less than

thirty minutes.
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3.3 ASSUMPTIONS

Application of Rational Formula requires consideration of the following:

1. The maximum runoff rate corresponding to a given intensity would

occur only if the rainfall duration is at least equal to the time of

concentration.

2. The calculated runoff is directly proportional to the rainfall

intensity.

3. The frequency of occurrence of the peak discharge is the same as the

frequency of the rainfall producing that event.

4. The runoff coefficient would remain the same for all storms for a

given watershed.

3.4 LIMITATIONS

Application of the Rational Formula is appropriate for small urban

watersheds. This is based on the assumption that the rainfall intensity is to

be uniformly distributed over the drainage area at a uniform rate lasting for

the duration of the storm. Beyond this limitation the rainfall distribution

may vary from the indicated point value.

3.5 APPLICATION

The Rational Formula should be used to calculate the generated peak flow

and runoff volume for small urban areas where a retention design is required.

3.5.1 Peak Flow Calculation

1. Determine the area size within the development boundaries.

2. Select the runoff coefficient, C from Table 3.1

3. Calculate time of concentration. This is to be done by an iterative

process. Select a duration from the I-D-F curves, Figure 3.2. This

value should not be longer than two hours and normally it will be

less than an hour. Determine the maximum rainfall intensity



indicated on the I-D-F curve for a frequency that includes the

lOO-year. The intensity value of the corresponding Tc in the above

is for the Phoenix area. Use it in the following equation for

application in other areas:

where

(3)

i = the desired intensity for a given duration and frequency.

ip the intensity for the Phoenix area.

6
p 10 = the IO-year, 6-hour precipitation depth at the point

of interest. It can be read from Plate 3.

4. Use the adjusted intensity in Eq.(2) to calculate time of

• 5.

3.5.2

concentration. Repeat this process until the selected and computed

Tc values are reasonably close. For more details see example 4.

Determine Q. peak flow by using the above value in Eq.(l)

Volume Calculations

Volume calculation should be done by applying the following equation:

V = C(P/l2)A

where

V calculated volume (acre-feet).

C runoff coefficient from Table 1.

PlOD-year, 2-hour rainfall depth (inches).

A drainage area (acres).

(4)



Streets

Industrial Areas

Asphaltic

Concrete

Gravel roadways & shoulders

0.70 - 0.95

0.80 - 0.95

0.40 - 0.60

Flat commercial (about %90 impervious) 0.80

Business Areas

Residential Areas

Parks, Cemeteries

Playgrounds

Heavy areas

Light areas

Downtown areas

Neighberhood areas

Lawns - flat

- steep

Suburban areas

Single family areas

Multi - unit areas

Apartment areas

0.60 - 0.90

0.50 - 0.80

0.70 - 0.95

0.50 - 0.70

0.05 - 0.15

0.15 - 0.35

0.25 - 0.40

0.30 - 0.50

0.40 - 0.60

0.50 - 0.70

0.10 - 0.25

0.20 - 0.30

Table 3.1. C Coefficients for use with the Rational Formula.
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RAINFALL LOSSES

4.1 GENERAL

Rainfall excess is that portion of the total rainfall depth that drains

directly from the land surface by overland flow. By a mass balance, rainfall

excess plus rainfall losses equals precipitation. When performing a flood

analysis using a rainfall-runoff model, the determination of rainfall excess

is of utmost importance. Rainfall excess integrated over the entire watershed

results in runoff volume, and the temporal distribution of the rainfall excess

will, along with the hydraulics of runoff, determine the peak discharge.

Therefore, the estimation of the magnitude and time distribution of rainfall

losses should be performed with the best practical technology, considering the

objective of the analysis, economics of the project, and consequences of

inaccurate estimates.

Rainfall losses are generally considered to be the result of evaporation

of water from the land surface, interception of rainfall by vegetal cover,

depression storage on the land surface (paved or unpaved), and infiltration of

water into the soil matrix. A schematic representation of rainfall losses for

an uniform intensity rainfall is shown in Figure 4.1. As shown in the figure,

evaporation can start at an initially high rate depending on the land surface

temperature, but the rate decreases very rapidly and would eventually reach a

low, steady-state rate. From a practical standpoint, the magnitude of

rainfall loss that can be realized from evaporation during a storm of

sufficient magnitude to cause flood runoff is negligible.

Interception, also illustrated in Figure 4.1, varies depending upon the

type of vegetation, maturity, and extent of canopy cover. Experimental data



on interception have been collected by numerous investigators (Linsley and

others, 1982), but little is known of the interception values for most

hydrologic problems. Estimates of interception for various vegetation types

(Linsley and others, 1982) are shown:

Vegetation Type

hardwood tree

cotton

alfalfa

meadow grass

Interception, inches

0.09

0.33

0.11

0.08

No interception estimates are known for natural vegetation that occurs in

Maricopa County. For most applications in Maricopa County the magnitude of

interception losses is essentially 0.0, and for practical purposes

interception is not considered for flood hydrology in Maricopa County.

Depression storage and infiltration losses comprise the majority of the

rainfall loss as illustrated in Figure 4.1. The estimates of these two losses

will be discussed in more detail in latter sections of this manual.

Three periods of rainfall losses are illustrated by Figure 4.1, and these must

be understood and their implications appreciated before applying the

procedures in this manual. First, there is a period of initial loss when no

rainfall excess (runoff) is produced. During this initial period, the losses

are a function of the depression storage, interception, and evaporation rates

plus the initially high infiltration capacity of the soil. The accumulated

rainfall loss during this period of no runoff is called the initial

abstraction. The end of this initial period is noted by the onset of ponded

water on the surface, and the time from start of rainfall to this time is the



time of ponding (Tp). It is important to note that losses during this first

period are a summation of losses due to all mechanisms including infiltration.

The second period is marked by a declining infiltration rate and generally

very little losses due to other factors. The third, and final, period occurs

for rainfalls of sufficient duration for the infiltration rate to reach the

steady-state, equilibrium rate of the soil (fc). The only appreciable loss

during the final period is due to infiltration.

The actual loss process is quite complex and there is a good deal of

interdependence of the loss mechanisms on each other and on the rainfall

itself. Therefore, simplifying assumptions are usually made in the modeling

of rainfall losses. Figure 4.2 represents a simplified set of assumptions

that can be made. In Figure 4.2, it is assumed that surface retention loss is

the summation of all losses other than those due to infiltration, and that

this loss occurs from the start of rainfall and ends when the accumulated

rainfall equals the magnitude of the capacity of the surface retention loss.

It is assumed that infiltration does not occur during this time. After the

surface retention is satisfied, infiltration begins. If the infiltration

capacity exceeds the rainfall intensity, then no rainfall excess is produced.

As the infiltration capacity decreases, it may eventually equal the rainfall

intensity. This would occur at the time to ponding (Tp) which signals the

beginning of surface runoff. As illustrated in both Figures 4.1 and 4.2,

after the time to ponding the infiltration rate decreases exponentially and

may reach a steady-state, equilibrium rate (fc). It is these simplified

assumptions and processes, as illustrated in Figure 4.2, that are to be

modeled by the procedures in this manual.

".' ~



4.2 SURFACE RETENTION LOSS

Surface retention loss, as used herein, is the summation of all rainfall

losses other than infiltration. The major component of surface retention loss

is depression storage; relatively minor components of surface retention loss

are due to interception and evaporation, as previously discussed. Depression

storage is considered to occur in two forms. First, in-place depression

storage occurs at, and in the near vicinity of, the raindrop impact. The

mechanism for this depression storage is the microrelief of the soil and soil

cover. The second form of depression storage is the retention of surface

runoff that occurs away from the point of raindrop impact in surface

depressions such as puddles, roadway gutters and swales, roofs, irrigation

bordered fields and lawns, and so forth. A relatively minor contribution by

interception is also considered as a part of the total surface retention loss.

Estimates of surface retention loss are difficult to obtain and are a function

of the physiography and land-use of the area. The surface retention loss on

impervious surfaces has been estimated to be in the range 0.0625 inch to 0.125

inch by Tholin and Keefer (1960), 0.11 inch for 1 percent slope to 0.06 inch

for 2.5 percent slopes by Viessman (1967), and 0.04 inch based on

rainfall-runoff data for an urban watershed in Albuquerque by Sabol (1983).

Hicks (1944) provides estimates of surface retention losses during intense

storms as 0.20 inch for sand, 0.15 inch for loam, and 0.10 inch for clay.

Tholin and Keefer (1960) estimated the surface retention loss for turf to be

between 0.25 to 0.50 inch. Based on rainfall simulator studies on undeveloped

alluvial plains in the Albuquerque area, the surface retention loss was

estimated as 0.1 to 0.2 inch (Sabol and others, 1982a). Rainfall simulator

studies in New Mexico result in estimates of 0.39 inch for eastern plains

rangelands and 0.09 inch for pinon-juniper hillslopes (Sabol and others,



1982b). Surface retention losses for various land-uses and surface cover

conditions in Maricopa County have been extrapolated from these reported

estimates and these are shown in Table 4.1

4.3 INFILTRATION

Infiltration is the movement of water from the land surface into the

soil. The driving force for infiltration is gravity and capillary forces

drawing water into and through the pore spaces of the soil matrix.

Infiltration is controlled by soil properties, vegetation influences on the

soil structure, surface cover by rock and vegetation, and by tillage

practices. Infiltration is distinguished from percolation in that percolation

is the movement of water through the soil subsequent to infiltration.

Infiltration can be controlled by percolation if the soil does not have a

sustained drainage capacity to provide access for more infiltrated water.

However, the extent by which percolation can restrict infiltration of rainfall

should be carefully evaluated before percolation can be assumed to restrict

infiltration for the design rainfalls that are being considered in Maricopa

County. For example, hydrologic soil group D has been defined by SCS soil

scientists as:

"Soils having very slow infiltration rates when thoroughly wetted and

consisting chiefly of clay soils with a high swelling potential, soils

with a permanent high water table, soils with a claypan or clay layer

at or near the surface, and shallow soils over nearly impervious

material."

This definition indicates that soils in hydrologic soil groups A, B, or C

could be classified as D if they are underlain by a near impervious strata of

clay, caliche, or rock. When these soils are considered in regard to

long-duration rainfalls (the design events for many parts of the United
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States) this definition may be valid. However, when considered for

short-duration and relatively small design rainfall depths in Maricopa County,

this definition could result in underestimation of the rainfall losses. This

is because even a relatively shallow horizon of soil overlaying an impervious

layer still has the ability to store a significant amount of infiltrated

rainfall. For example, consider the situation where only 4 inches of soil

covers an impervious layer. If the effective porosity is 0.30 then 1.2 inches

(4 inches times 0.30) of water can be infiltrated and stored in the shallow

soil horizon. For design rainfalls in Maricopa County this represents a

significant storage volume for infiltrated rainfall. Therefore, for drainage

studies in Maricopa County that contain major areas of soil that are

classified as hydrologic soil group D, the reason for the soil survey

classification as D should be determined. Hydrologic soil group D should be

retained for clay soils, soils with a permanent high water table, and rock

outcrop. Hydrologic soil group D should probably not be retained in all

situations where the classification is based on shallow soils over nearly

impervious layers, and site specific studies and sensitivity analyses should

be performed to estimate the loss rates that should be used for such soils.

4.4 RECOMMENDED METHODS FOR ESTIMATING RAINFALL LOSSES

Numerous methods have been developed for estimating rainfall losses.

Five methods are available as options in the HEC-1 Flood Hydrology Package:

1. SCS CN loss rate.

2. Initial loss plus uniform loss rate,

3. Exponential loss rate,

4. Holtan infiltration equation, and

5. Green and Ampt infiltration equation.

•••• <". ; •••



The Holtan infiltration equation is an exponential decay type of equation

for which the rainfall loss rate asymptotically diminishes to the minimum

infiltration rate, fc. The Holtan equation is not extensively used and no

application of this method in Arizona is known. Data and procedures to

estimate the parameters for use in Maricopa County are not available.

Therefore, the Holtan equation is not recommended for general use in Maricopa

County.

The Exponential loss rate method is a four parameter method that is not

extensively used, but it is a preferred method of the U.S. Army Corps of

Engineers. Data and procedures are not available to estimate the parameters

for this loss rate method for all physiographic regions in Maricopa County,

but Exponential loss rate parameters have been developed from the

reconstitution of flood events for a flood hydrology study in a portion of

Maricopa County (U.S. Army Corps of Engineers, 1982). However, adequate data

is not available to estimate the necessary parameters for all soil types and

land uses in Maricopa County, and this method is not recommended for general

use in Maricopa County.

The SCS CN method is the most extensively used rainfall loss rate method

in Maricopa County and Arizona and it has wide acceptance among many agencies,

consulting engineering firms, and individuals throughout the community.

However, the method is limited because of both theoretical and practical

deficiencies of the method. Deficiencies of the SCS CN method include:

1. Rainfall losses are independent of the duration of rainfall. That is,

for a given depth of rainfall the same rainfall loss results regardless

of the duration of rainfall, and the same rainfall excess would be

estimated for a given rainfall depth occurring in, for example, either

1 hour or 24 hours.

.0_ .. , .'



2. The estimated rainfall loss rate is a function of rainfall intensity.

Short periods of high intensity rainfall would often result in large

estimates of rainfall losses. This is contrary to the generally

accepted infiltration relation as illustrated in Figure 4.2.

3. The infiltration rate approaches zero rather than a minimum

infiltration rate, fc.

4. The initial abstraction is equal to 0.2S

where

S 1000/CN - 10

This equation is not theoretically justified nor is it based on data

for hydrologic conditions that are representative of Maricopa County.

5. The selection of CN is too subjective and is often based more on

traditional acceptance of CN values rather than on scientifically

substantiated findings.

6. At low rainfalls (less than 4 inches), the estimate of rainfall loss is

very sensitive to the selection of CN.

For these reasons the SCS CN method is not recommended for general use in

Maricopa County.

Both the Green and Ampt infiltration equation and the initial loss and

uniform loss rate (IL+ULR) method, as programmed into HEC-1, can be used to

simulate the rainfall loss model as depicted in Figure 4.2. The IL+ULR is a

simplified model that has been used extensively for flood hydrology and data

is available to estimate the two parameters for this method. The Green and

Ampt infiltration equation is a physically based model that has been in

existence since 1911, and has recently been incorporated as an option in



HEC-1. Procedures have been developed to estimate the three parameters of the

Green and Ampt infiltration equation. Therefore, because of these reasons,

the two methods that are recommended for use in Maricopa County are the

initial loss plus uniform loss rate (IL+ULR), and the Green and Ampt

infiltration equation. Other methods should be used only if there is

technical justification for a variance from this recommendation and if

adequate information is available to estimate the necessary parameters. Use

of rainfall loss methods other than those recommended should not be undertaken

unless previously approved by the Flood Control District and the local

regulatory agency. The preferred method, and theoretically the most accurate,

is the Green and Ampt infiltration equation. The IL+ULR is recommended as an

alternative if it is not possible to estimate the Green and Ampt equation

parameters, or for other valid reasons. It should be realized, as explained

later, that the use of the Green and Ampt equation and parameters, as defined

herein, will probably result in lower peak discharges and runoff volumes than

the use of the IL+ULR.

4.4.1 Green and Ampt Infiltration Equation

This model, first developed in 1911 by W.H. Green and G.A. Ampt, has

since the early 1970s received increased interest for estimating rainfall

infiltration losses. The model has the form:



'!'e
f K (1 + --) for f < i

s
F

f i for f ~ i

(1)

'.

where

f infiltration rate (LIT),

i rainfall intensity (LIT),

K hydraulic conductivity, wetted zone, steady-state rate (LIT)
s

'!' average capillary suction in the wetted zone (L),

e soil moisture deficit (dimensionless), equal to effective soil

porosity times the difference in final and initial volumetric

soil saturations, and

F depth of rainfall that has infiltrated into the soil since the

begining of rainfall (L).

A sound and concise explanation of the Green and Ampt equation is provided by

Bedient and Huber (1988).

It is important to note that as rain continues, F increases and f

approaches K , and therefore, f is inversely related to time. Equation 1 is
s

implicit with respect to f which causes computational difficulties. Eggert

(1976) simplified Equation 1 by expanding the equation in a power series and

truncating all but the first two terms of the expansion. The simplified

solution (Li and others, 1976) is:

F = -.5(2F-K ~t) + .5[(2F-K ~t)2 + 8K ~t(e'!' + F)]1 / 2 (2)
s s s

where ~t is the computation interval and F is accumulated depth of

infiltration at the start of ~t. The average infiltration rate is:
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Use of the Green and Ampt equation as coded in HEC-1 involves the

(3)

simulation of rainfall loss as a two phase process, as illustrated in Figure

4.2. The first phase is the simulation of the surface retention loss as

previously described, and this loss is called the initial loss (IA) in HEC-l.

During this first phase all rainfall is lost (zero rainfall excess generated)

during the period from the start of rainfall up to the time that the

accumulated rainfall equals the value of IA. It is assumed for modeling

purposes, that no infiltration of rainfall occurs during this first phase.

Initial loss (IA) is primarily a function of land-use and surface cover, and

recommended values of IA for use with the Green and Ampt equation are presented

in Table 1. For example, as shown in Table 1, about 0.35 inches of rainfall

will be lost to runoff due to surface retention for desert and rangelands on

relatively flat slopes in Maricopa County.

The second phase of the rainfall loss process is the infiltration of

rainfall into the soil matrix. For modeling purposes, the infiltration begins

immediately after the surface retention loss (IA) is completely satisfied, as

illustrated in Figure 4.2. The three Green and Ampt equation infiltration

parameters as coded in HEC-l are hydraulic conductivity at natural saturation

(XKSAT) equal to K in Equation 1, wetting front capillary suction (PSIF)
s

equal to ~ in Equation 1, and volumetric soil moisture deficit at the start of

rainfall (DTHETA) equal to [THETA] in Equation 1. The three infiltration

parameters are functions of soil characteristics, ground surface

characteristics, and land management practices. The soil characteristics of



interest are particle size distribution (soil texture), organic matter, and

bulk density. The primary soil surface characteristics are vegetation canopy

cover, ground cover, and soil crusting. The land management practices are

identified as various tillages as they result in changes to soil porosity.

Values of Green and Ampt equation parameters as a function of soil

characteristics alone (bare ground condition) have been obtained from

published reports (Rawls and others, 1983; Rawls and Brakensiek, 1983).

Average values of XKSAT and PSIF for each of the soil texture classes from

Rawls and Brakensiek (1983) are shown in Columns (2) and (3) of Table 4.2.

Values of XKSAT and PSIF as a function of percent of sand and percent of clay

for soil with 0.5 percent organic matter and base value (unaltered) soil

porosity are shown in Figures 3.4 and 4.4, respectively (Rawls and Brakensiek,

1983). The values of XKSAT and PSIF from Table 4.2 should be used if general

soil texture classification of the drainage area is available. The values of

XKSAT andPSIF from Figures 3.4 and 4.4 can be used if more specific soil

texture classification is available from a detailed soil survey for which the

percentages of sand and clay have been determined by an appropriate field soil

survey. The use of the information in Figures 4.3 and 4.4 will require an

extensive study of the soil for the drainage area and for most drainage

studies only general soil texture classification will be known and the values

from Table 4.2 should be used.

The soil moisture deficit (DTHETA) is a volumetric measure of the soil

moisture storage capacity that is available at the start of the rainfall.

DTHETA is a function of the effective porosity of the soil. If the soil is

effectively saturated at the start of rainfall then DTHETA equals 0.0. If the

soil is devoid of moisture at the start of rainfall the DTHETA equals the

effective porosity of the soil. Therefore the range of DTHETA is 0.0 to the

';'...-
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effective porosity. The porosity of soil as a function of soil texture

(percent of sand and percent of clay) is shown in Figure 4.5 (Brakensiek and

others, 1984).

Under natural conditions, soil seldom reaches a state of soil moisture

less than the wilting point of vegetation, and a graph of volumetric soil

moisture at wilting point as a function of soil texture is illustrated in

Figure 4.6. Due to the rapid drainage capacity of most soils in Maricopa

County, the soil would not be expected to be in a state of soil moisture

greater than the field capacity at the start of a design storm. A graph of

volumetric soil moisture at field capacity as a function of soil texture is

shown in Figure 4.7. However, Maricopa County also has a large segment of its

land area under irrigated agriculture and it is reasonable to assume that the

design frequency storm could occur during or shortly after certain lands had

been irrigated. Therefore, for irrigated lands it would be reasonable to

assume that soil moisture could be at or near effective saturation during the

start of the design rainfall.

Three conditions for DTHETA have been defined for use in Maricopa County

based on the antecedent soil moisture condition that could be expected to

exist at the start of the design rainfall. These three conditions are "Dry"

for antecedent soil moisture near the vegetation wilting point: "Normal" for

antecedent soil moisture condition near field capacity due to previous

rainfall or irrigation applications on nonagricultural lands; and "Saturated"

for antecedent soil moisture near effective saturation due to recent

irrigation of agricultural lands. Values of DTHETA have been estimated by

subtracting the initial volumetric soil moisture for each of the three

conditions from the soil porosity.



The value of DTHETA "Dry" as a function of soil texture is shown in

Figure 4.8. This figure was prepared by subtracting the wilting point soil

moisture in Figure 4.6 from the soil porosity in Figure 4.5. The value of

DTHETA "Normal" as a function of soil texture is shown in Figure 4.9. This

figure was prepared by subtracting the field capacity soil moisture in Figure

4.7 from the soil porosity in Figure 4.5. The value of DTHETA "Saturated" is

always equal to 0.0 because for this condition there is no available pore

space in the soil matrix at the start of rainfall. Values of DTHETA for the

three antecedent soil moisture conditions are shown in Table 4.2. DTHETA

"Dry" should be used for soil that is usually in a state of low soil moisture

such as would occur in the desert and rangelands of Maricopa County. DTHETA

"Normal" should be used for soil that is usually in a state of moderate soil

moisture such as would occur in irrigated lawns, golf courses, parks, and

irrigated pastures. DTHETA "Saturated" should be used for soil that can be

expected to be in a state of high soil moisture such as irrigated agricultural

land.

The hydraulic conductivity (XKSAT) can be affected by several factors

besides soil texture. For example, hydraulic conductivity is reduced by soil

crusting, it is increased by tillage, and it is increased by the influence of

ground cover and canopy cover. The values of XKSAT that have been presented

for bare ground as a function of soil texture alone should be adjusted under

certain soil cover conditions.

Ground cover, such as grass, litter, and rock will generally increase the

infiltration rate over that of bare ground conditions. Similarly, canopy

cover, such as from trees, brush, and tall grasses can also increase the bare

ground infiltration rate. The procedures and data that have been presented

are for estimating the Green and Ampt parameters based solely on soil texture
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and would be applicable for bare ground conditions. Past research has shown

that the wetting front capillary suction parameter (PSIF) is relatively

insensitive in comparison with the hydraulic conductivity parameter (XKSAT);

therefore only the hydraulic conductivity parameter is adjusted for the

influences of cover over bare ground.

Procedures have been developed (Rawls and others, 1988) for incorporating

the effects of soil crusting, ground cover, and canopy cover into the

estimation of hydraulic conductivity for the Green and Ampt equation; however,

those procedures are not recommended for use in Maricopa County at this time.

A simplified procedure to adjust the bare ground hydraulic conductivity for

vegetation cover is shown in Figure 4.10. This figure is based on the

documented increase in hydraulic conductivity due to various soil covers as

reported by investigators using rainfall simulators on native western

rangelands (Kincaid and others, 1964; Sabol and others, 1982a; Sabol and

others, 1982b; Bach, 1984; Yard, 1986; Lane and others, 1987; Yard and Bolin,

1989). This correction factor can be used based on an estimate of vegetation

cover as used by the Soil Conservation Service in soil surveys; that is,

vegetation cover is evaluated on basal area for grasses and forbs, and is

evaluated on canopy cover for trees and shrubs. Note that this correction can

be applied only to soils other than sand and sandy loa.m.

The influence of tillage results in a change in total porosity and

therefore a need to modify the three Green and Ampt equation infiltration

parameters. The effect of tillage systems on soil porosity and the

corresponding changes to hydraulic conductivity, wetting front capillary

suction, and water retention is available (Rawls and Brakensiek, 1983).

Although this information is available it is not presented in this manual, nor

is it recommended that these adjustments be made to the infiltration
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parameters for design purpose use in Maricopa County. This is because for

most flood prediction purposes it cannot be assumed that the soil will be in

any particular state of tillage at the time of storm occurrence and therefore

the base condition infiltration parameters, as presented, should be used for

flood prediction purposes. However, appropriate adjustments to the

infiltration parameters can be made, as necessary, for special flood studies

such as reconstitution of storm events.

The necessary soils information may not be available for all areas of

Maricopa County for the purpose of estimating the Green and Ampt equation

parameters based on soil texture. There is, however, extensive experience in

Maricopa County in using the SCS CN method to estimate rainfall losses, and

estimates of CN can be obtained by comparison of watersheds for which no

general soils reports are available to watersheds for which soils data are

available. Brakensiek and Rawls (1983) have grouped soil according to texture

into the four hydrologic soil groups as shown below:

Hydrologic Soil Group Soil Texture

A sand
~ loam3 sa~

B silt loam Sa~J~

loam L~~

C sandy lea. scL
silt

~

D l-clay loam
silty clay loam

sandy clay
silty clay

clay

This grouping of soils is based on the four hydrologic soil groups as

defined by SCS soil scientists, with limits for each group established by the



minimum infiltration rate as defined by Musgrave (1955). This classification

system assumes that the hydraulic conductivity (XKSAT) of the Green and Ampt

equation corresponds to the minimum infiltration rate (fc).

Classification of soil according to hydrologic soil group, only, involves

some large scale lumping of soils. For example, silt loam is placed in

hydrologic soil group B based on soil texture classification, whereas using

particle size percentages (and percent organic matter) can place silt in any

of the four groups. The A and D soil groups are most nearly invariant with

respect to soil texture classification, and the Band C soils are less

definitive in regard to soil texture. This classification indicates that the

SCS hydrologic soil groups are not uniquely related to soil hydraulics and

hydrologic properties; however, it does indicate that Green and Ampt equation

parameters can be estimated with some degree of confidence and reproducibility

from readily available soil properties and from an estimate of CN.

Brakensiek, Rawls, and Stephenson (1984) extended this general

classification of soils into a procedure for estimating hydrologic soil groups

and Curve Numbers (CN) based on soils data. Their analysis resulted in a

procedure to relate CN to saturated hydraulic conductivity of the soil. This

procedure has been modified so that hydraulic conductivity for the Green and

Ampt equation can be estimated from the eN for the soil-cover complex and

percentage of vegetation cover. This is shown in Figure 4.11, and this figure

can be used to estimate hydraulic conductivity from an estimate of CN.

Capillary suction (PSIF) is usually inversely related to the value of

hydraulic conductivity (XKSAT), as illustrated in Figure 4.12. Figure 4.12

can be used in conjunction with Figure 4.11 to estimae the Green and Ampt

equation parameters. DTHETA should be selected from Table 4.2 based on the

assumption of initial soil moisture and estimated XKSAT and PSIF.



4.4.2 Initial Loss Plus Uniform Loss Rate (IL+ULR)

This is a simplified rainfall loss method that is often used, and

generally accepted, for flood hydrology. In using this simplified method it

is assumed that the rainfall loss process can be simulated as a two-step

procedure, as illustrated in Figure 4.13. First, all rainfall is lost to

runoff until the accumulated rainfall is equal to the initial loss; and

second, after the initial loss is satisfied, a portion of all future rainfall

is lost at a uniform rate. Two parameters are needed to use this method; the

initial loss (STRTL) and the uniform loss rate (CNSTL), respectively,

according to HEC-l nomenclature. The initial loss (STRTL) is the sum of all

losses prior to the onset of runoff and is made up of surface retention loss

(IA) and an initial amount of infiltration (IL); therefore, STRTL = IA + lL.

Values of the infiltration component (lL) of STRTL for bare ground according

to soil texture classification are shown in Columns (3) through (5) in Table

4.3. These values have been derived from the Green and Ampt infiltration

equation and parameter values that are shown in Table 4.2. The value of lL

"Dry" should be used for soil that is usually in a state of low soil moisture

at or near the wilting point for vegetation. This is a reasonable assumption

for most nonirrigated lands in Maricopa County because of the infrequency of

rainfall and because of the rapid drainage of these soils after rainfall. The

value of lL "Normal" should be used for soil that is usually in a state of

moderate soil moisture such as occurs for irrigated lawns, turf, and permanent

pastures. The value of lL "Saturated" is used for a soil maintained in a

state of high soil moisture, such as in irrigated agricultural lands.

Values of lL for bare ground that have been classified according to

hydrologic soil group are shown in Table 4.4. These values within each



hydrologic soil group have been derived from the data in Table 4.3 for the

various soil texture classifications.

The uniform loss rate (CNSTL) represents the long-term, equilibrium

infiltration capacity of the soil. The values of CNSTL shown in Column (2) of

Table 3 for soils according to soil texture classification are equivalent to

the hydraulic conductivity at natural saturation (XKSAT) as determined for the

Green and Ampt equation (Table 4.2). The values of CNSTL for soils classified

according to hydrologic soil groups are shown in Table 4.2. These values

within each hydrologic soil group have been selected from inspection of XKSAT

values in Table 4.2 for the various soil texture classifications. Values of

CNSTL shown in Table 4.4 are consistent with general information available for

estimating CNSTL as shown in Table 4.5. Figure 4.11 can be used to estimate

CNSTL based on an estimate of CN if adequate soils data is not available.

4.5 PROCEDURE FOR ESTIMATING LOSS RATES

4.5.1 Green and Ampt Method

A. When soils data are available:

1. Determine the soil texture classification. Soils reports such as

those of the Soil Conservation Service can be used if available, or laboratory

analysis of appropriate soil samples from the drainage area can be used if

adequate documentation on the sampling and laboratory procedure is provided

and approved.

2. Estimate the hydraulic conductivity (XKSAT) for bare ground from Table

2 if general soil texture classification is available or from Figure

4.3 if adequate soil texture data is available from an approved

sampling program.

3. If desired, adjust the value of XKSAT for the influences of vegetation

cover using Figure 4.10.



4. Estimate the wetting front capillary suction parameter (PSIF) from

Table 4.2 if general soil texture classification is available or from

Figure 4.4 if adequate soil texture data is available from an approved

sampling program.

5. Estimate the value of DTHETA from Table 4.2 if general soil texture

classification is available or from either Figure 4.8 or 4.9 if

adequate soil texture data is available from an approved sampling

program. The value of DTHETA must be selected based on the appropriate

antecedent soil moisture condition; "Dry" for nonirrigated lands such

as desert and rangeland; "Normal" for soil that would be expected to be

near soil moisture field capacity such as irrigated lawn, turf, and

permanent pasture; and, "Saturated" for irrigated agricultural land.

6. Determine the land-use and/or soil cover for the drainage area and use

Table 4.1 to estimate the surface retention loss (IA).

B. When soils data are not available:

1. Estimate the CN based on data for similar watersheds or regional

experience. Estimate the percent vegetation cover.

2. Use Figure 4.11 to estimate XKSAT based on CN and hydrologic condition.

3. Use Figure 4.11 to estimate XKSAT for bare ground.

4. Use the bare ground XKSAT and Figure 4.12 to estimate PSIF.

5. Use the bare ground XKSAT and PSIF with Table 4.2 to estimate DTHETA.

C. Alternative methods:

As an alternative to the above procedures, Green and Ampt loss rate

parameters can be estimated by reconstitution of recorded rainfall-runoff

events on the drainage area or hydrologically similar watersheds, or

parameters can be estimated by use of rainfall simulators in field

experiments. Plans and procedures for estimating Green and Ampt loss rate



parameters by either of these procedures should be approved by the Flood

Control District and the local agency before initiating these procedures.

4.5.2 Initial Loss Plus Uniform Loss Rate Method

A. When soils data are available:

1. Determine the soil texture classification and/or the hydrologic soil

group. Soils reports such as those of the Soil Conservation Service

can be used if available, or laboratory analysis of appropriate soil

samples from the drainage area can be used to classify the soil if

adequate documentation on the sampling and laboratory procedure is

provided and approved.

2. Use values of CNSTL and IL from Table 4.3 if the losses are to be based

on soil texture classification.

3. Use values of CNSTL and IL from Table 4.4 if the losses are to be based

on hydrologic soil group.

4. Determine the land-use and/or soil cover and use Table 4.1 to estimate

the surface retention loss (IA).

5. STRTL = IA + IL.

B. When soils data are not available:

1. Estimate the CN based on data for similar watersheds or regional

2. experience. Estimate the percent vegetation cover.

3. Use Figure 4.11 to estimate CNSTL based on CN and hydrologic condition.

4. Use Table 4.3 to estimate IL based on the value of CNSTL.

5. Use Table 4.1 to estimate the surface retention loss (IA).

6. STRTL = IA + IL



TABLE 4.1

Surface retention loss for various land surfaces in Maricopa County

Land-use and/or Surface Cover

(1)

Natural
Desert and rangeland, flat slope
Hillslopes, Sonoran desert
Mountain, with vegetated surface

Developed (Residential and Commercial)
Lawn and turf
Desert landscape
pavement

Agricultural
Tilled fields and irrigated pasture

Surface Retention Loss

IA Vc~

inches
CoveR

(Cor~fr(c)
(2)

VRF

.35 30% - ~ 1.22

.15 30% - ~ 1.~2

.25 25% - ~ 1.11

.20

.10

.05

.50



TABLE 4.2

Green and Ampt loss rate parameter values for bare ground

Soil Texture XKSAT PSIF DTHETA
1

-----------------------------
Classification in/hr inches Dry Normal Saturated

(1) (2) (3) (4) (5) (6 )

sand 4.6 1.9 .35 .30 0
loamy sand 1.2 2.4 .35 .30 0
sandy loam .40 4.3" 1 .35 .25 0

loam .25 3.5;1' . .35 .25 0
silt loam .1S 6.6 .40 .25 0

silt .10 7.5 .35 .15 0
sandy clay loam .06 8.6 .25 .15 0

clay loam .04 8.2 .25 .1S 0
silty clay loam .04 10.8 .30 .15 0

sandy clay .02 9.4 .20 .10 0
silty clay .02 11.S .20 .10 0

clay .01 12.4 .15 .05 0

1 Selection of DTHETA:
Dry - for nonirrigated lands such as desert and rangeland

Normal - for irrigated lawn, turf, and permanent pasture
Saturated - for irrigated agricultural land
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TABLE JI.j

Initial Loss plus Uniform Loss Rate parameter values for

bare ground according to soil texture classification

Initial Loss, in inches
Soil Texture Uniform Loss Rate IV

Classification CNSTL Dry Normal Saturated
(1) (2) (3) (4) (5)

sand 4.6 1.3 1.3 0
loamy sand 1.2 .8 .8 0
sandy loam .40 .'1 .6 0

loam .25 .8 .7 0
silty loam .15 .6 .5 0

sandy clay loam .06 .6 .5 0
clay loam .04 .5 .4 0

sil ty clay loam .04 .6 .5 0
sandy clay .02 .4 .3 0
silty clay .02 .4 .3 0

clay .01 .3 .2 0

1 Selection of IL:
Dry - for nonirrigated lands such as desert and rangeland

Normal - for irrigated lawn, turf, and permanent pasture
Saturated - for irrigated agricultural land



TABLE 4.4

Initial Loss plus Uniform Loss Rate parameter values for

bare ground according to hydrologic soil group

Initial Loss, in inches

Hydrologic

Soil Group
(1)

A
B
C
D

Uniform Loss Rate

CNSTL
(2)

.40

.25

.15

.05

Dry Normal Saturated
(3 ) (4) (5)

.6 .5 0

.5 .3 0

.5 .3 0

.4 .2 0

1 Selection of IL:
Dry - for

Normal - for
Saturated - for

nonirrigated lands such as desert and rangeland
irrigated lawn, turf, and permanent pasture
irrigated agricultural land



TABLE 4.5

Published values of uniform loss rates

Hydrologic Uniform Loss Rate, in inches/hour

Soil Group Musgrave (1955) USBR (1975)1 USBR (1988)2 1
(1) (2) (3) (4)

A .30 - .45 .40 .30 - .50
B .15 - .30 .24 .15 - .30

C .05 - .15 .12 0 - .05

1 Design of Small Dams, Second Edition, 1975, Appendix A
2 Design of Small Dams, Third Edition, 1988
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UNIT HYDROGRAPH PROCEDURES

5.1 General

Rainfall excess can be routed from a watershed to produce a storm

discharge hydrograph at a downstream location (concentration point) by one of

two methods: 1) hydraulic routing involving the complete or some simplified

form of the equations of motion, that is, the momentum equation plus the

continuity equation; or 2) hydrologic routing involving the application of the

continuity equation. Kinematic wave routing, as available in HEC-l, is an

example of simplified hydraulic routing. Hydrologic routing is usually

accomplished by either direct application of the equation of continuity;

1-0 dS/dt (1)

or, a graphical procedure such as the application of the principles of the unit

hydrograph. Examples of hydrologic routing by direct application of the

equation of continuity are the Clark Unit Hydrograph (Clark, 1945), the Santa

Barbara Urban Hydrograph (Stubchaer, 1975), and the Single Linear Reservoir

Model (Pedersen and others, 1980). Both the Santa Barbara Urban Hydrograph and

the Single Linear Reservoir Model are simplified (one parameter) versions of

the Clark Unit Hydrograph (three parameter) procedure (Sabol and Ward, 1985).

Examples of unit hydrographs that require a graphical procedure are the SCS

Dimensionless Unit Hydrograph, Snyder's Unit Hydrograph, S-graphs, and

~nit hydrographs that are derived directly from recorded runoff data. Graphical

or tabular methods of routing rainfall excess by unit hydrographs are very

amenable to hand-calculation methods which were common practice prior to the
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ready availability of computers. Direct mathematical solution of the equation

of continuity, such as the Clark Unit Hydrograph, is more efficiently conducted

with computers and appropriate computer programs.

The procedure that is recommended for routing rainfall excess in Maricopa

County is either the Clark Unit Hydrograph or the application of selected

S-graphs. The Clark Unit Hydrograph procedure, as described herein, is

recommended for watersheds or subbasins less than about 5 square miles in size

with an upper limit of application of 10 square miles. The application of

S-graphs is recommended for use with major watercourses in Maricopa County.

A unit hydrograph is a graph of the time distribution of runoff from a

specific watershed as the result of one inch of rainfall excess that is

distributed uniformly over the watershed and that is produced during a

specified time period (duration). It is noted that the duration of rainfall

excess is not generally equal to the rainfall duration. In that a unit

hydrograph is derived from or is to be representative of a specific watershed,

it is a lumped parameter and it reflects all of the physical characteristics of

the watershed that will affect the time rate at which rainfall excess will

drain from the land surface.

The principles of the unit hydrograph were introduced by Sherman (1932).

Sherman observed that for a watershed all hydrographs resulting from a rain of

the same duration have the same time base, and that ordinates of each storm

hydrograph from the watershed are proportional to the volume of runoff if the

time and areal distributions of the rainfalls are similar. The principles that

are applied when using an unit hydrograph are:

1. For a watershed, hydrograph base lengths are equal for rainfall

excesses of equal duration.

2. Hydrograph ordinates are proportional to the amount of rainfall



excess.

3. A storm hydrograph can be developed by linear superposition of

incremental hydrographs.

Application of these principles requires a linear relation between

watershed outflow and storage within the watershed, S = KO. However, Mitchell

(1962) has shown that nonlinear storage, S = KOx , is a condition that

occasionally occurs in natural watersheds. A method has been developed by Shen

(1962) to evaluate the linearity of the storage-outflow relation for gaged

watersheds. Mitchell (1972) developed the model hydrograph for use in

watersheds that have nonlinear storage-outflow characteristics. Presently,

however, there is no method that has been devised to evaluate the linearity of

an ungaged watershed, and the assumption of linearity is a practical necessity

in virtually all cases.

A
5.2 CLARK UNIT HYDROGRipH

Hydrologic routing by the Clark Unit Hydrograph method is analogous to the

routing of an inflow hydrograph through a reservoir. This analogy is

illustrated in Figure 5.1. The inflow hydrograph, called the translation

hydrograph in the Clark method, is determined from the temporal and spatial

distribution of rainfall excess over the watershed. The translation hydrograph

is then routed by a form of the equation of continuity

O.
l

eli + (I + C) 0i_1

2M
where e

2R + I1t

(2)

(3 )

O. is the instantaneous flow at the end of the time period, Oi-1 is the
l

instantaneous flow at the beginning of the time period, Ii is the ordinate of
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the translation hydrograph, ~t is the computation time interval, and R is the

watershed storage coefficient. The Clark Unit Hydrograph of duration ~t is

obtained by averaging two instantaneous unit hydrographs spaced ~t units apart

O.
1

0.5(0. + o. 1)
1 1-

(4)

where Q. are the ordinates of the Clark Unit Hydrograph.
1

The Clark method uses two numeric parameters, Tc and R, and a graphical

parameter, the time-area relation. The first parameter, time of concentration

(Tc) is the travel time of water from the hydraulically most distant point in

the watershed to the outflow location. Clark (1945) defined this time as the

time from the end of effective rainfall over the watershed to the inflection

point on the recession limb of the surface runoff hydrograph as shown in Figure

5.2. In practice, for ungaged watersheds this time is usually estimated by

empirical equations since runoff hydrographs from the watershed are not often

available.

The second parameter is the storage coefficient, R, which has the

dimension of time. This parameter is used to account for the effect that

temporary storage in the watershed has on the hydrograph. Several methods are

available to estimate R from recorded hydrographs for a basin. As originally

proposed by Clark (1945), this parameter can be estimat~d by dividing the

discharge at the point of inflection of the surface runoff hydrograph by the

rate of change of discharge (slope of the hydrograph) at the inflection point

as shown in Figure 5.2. Another technique for estimating R is to compute the

volume remaining under the recession limb of the surface runoff hydrograph

following the point of inflection and to divide the volume by the discharge at

the point of inflection. Both of these methods require the ability to identify
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the inflection point on the recession limb of the runoff hydrograph. This is

difficult if not impossible for complex hydrographs and flashy hydrographs such

as occur from urban basins and natural watersheds in the Southwest. A method

to estimate R by a graphical recession analysis of the hydrograph has been

proposed (Sabol, 1988) and this method provides much more consistent results

than do the previously described methods. The parameter, R, should be

estimated by the analysis of several recorded events; however, in most cases

recorded discharge hydrographs are not available and R must be estimated by

empirical equations.

The time-area relation, a graphical parameter, is necessary to compute the

translation hydrograph. The time-area relation specifies the accumulated area

of the watershed that is contributing runoff to the outlet of the watershed at

any point in time. Procedures to develop a time-area relation for a watershed

are discussed in a later section of this manual.

The application of the Clark Unit Hydrograph method is best described with

a simple example. A watershed is shown in Figure 5.3(a), and a rainfall

hyetograph and rainfall excess distribution are shown in Figure 5.3(b). For

the example watershed and given intensity of rainfall excess the time of

concentration is estimated as 25 minutes. An isochrone interval of 5 minutes

is selected and the watershed is divided into five zones by isochrones as shown

in Figure 5.3(a). The areas within each isochrone zone are measured and the

dimensionless time-area relation is developed as shown in the table and

depicted in Figure 5.3(c). The translation hydrograph of the time rate of

runoff is developed by considering each incremental unit of runoff production

that would be available as inflow to a watershed routing model. For example,

at the end of the first 5 minutes of rainfall excess the runoff that is



:. '".' .:"

. ".'

. ',,:, ....... .....,."

available at the outlet of the watershed is the product of incremental area

A
1

, and the rainfall excess R
1

.

where c

11

60.5 cfs/acre-inch/minute, and nt = 5 minutes.

(8 acres)(.10 inch) (60.5 cfs/acre-inch/minute)/(5 minutes)

9.7 cfs

At the end of 10 minutes the available runoff is

1
2

(A
1

R
2

+ A
2

R
1

) x c/nt

[(8)(.55) + (24)(.10)] x 60.5/5

82.3 cfs

At the end of 15 minutes the available runoff is

1
3

(A
1

R
3

+ A
2

R
2

+ A
3

R
1

) x c/nt

[(8)(.30) + (24)(.55) + (38)(.10)] x 60.5/5

234.7 cfs

At the end of 20 minutes the available runoff is

1
4

= (A
1

R
4

+ A
2

R
3

+ A
3

R
2

+ A
4

R
1

) x c/nt

[(8)(.15) + (24)(.30) + (38)(.55) + (32)(.10)] x 60.5/5

At the end of 25 minutes the available runoff is

393.5 cfs

1
5

= (A
1

R
S

+ A
2

R
4

+ A
3

R
3

+ A
4

R
2

+ A
S

R
1

) x c/nt

[(8)(0) + (24)(.15) + (38)(.30) + (32)(.55) + (18)(.10)] x 60.5/5 416.2 cfs
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Notice that, for this example, all incremental rainfalls equal 0.0 from R5

onward. At the end of 30 minutes the available runoff is

1
6

(A
3

R
4

+ A
4

R
3

+ A
5

R
2

) x c/~t

[(38)(.15) + (32)(.30) + (18)(.55)] x 60.5/5

304.9 cfs

At the end of 35 minutes the available runoff is

1
7

(A
4

R
4

+ A
5

R
3

) x c/~t

[(32)(.15) + (18)(.30)] x 60.5/5

123.4 cfs

At the end of 40 minutes the available runoff is

1
8

(A
5

R
4

) x c/~t

[(18)(.15)] x 60.5/5

32.7 cfs

After 45 minutes (rainfall excess of 20 minutes plus travel time of 25 minutes)

the available runoff is

19 = 0 cfs.

The translation hydrograph (Ii) is shown in Figure 5.3(d). This

theoretical hydrograph has the correct volume of runoff from the watershed,

however it does not reflect the effects of routing through the watershed. The

translation hydrograph is then routed and averaged using Equations 2 through 4

resulting in the final runoff hydrograph. For this example, assume that R = 15

minutes, and the runoff hydrograph is shown in Figure 3(d). Notice that the
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Clark Unit Hydrograph itself was never developed per se but that the three

principles of the unit hydrograph were applied directly (mathematically) to the

rainfall excess without performing graphical superposition of ratios of a unit

hydrograph. Computationally, this process can be completed very quickly and

conveniently with a computer program such as is done with HEC-l.

5.3 LIMITATIONS AND APPLICATIONS

There are no theoretical limitations governing the application of the

Clark Unit Hydrograph; however, there are some practical limitations that

should be observed. The method that is used to estimate the parameters may

dictate limitations in regard to the type or size of watershed that is being

considered. If the parameters are estimated through an analysis or

reconstitution of a recorded rainfall-runoff event, the parameters would be

considered to be appropriate for that particular watershed, regardless of t1pe

or size. This is the preferred method of parameter estimation, but there will

be limited opportunity for this approach because of the scarcity of

instrumented watersheds in Maricopa County. The parameters could be estimated

by indirect methods, such as a regional analysis of recorded data. In this

case, application of the parameter estimation procedures should be applied only

to those ungaged watersheds that are representative of the watersheds in the

data base. Most often, the parameters are estimated by generalized relations

that may have been developed from a relatively large and diverse data base. The

parameter estimation procedures that are recommended herein are of this last

category.

The Clark Unit Hydrograph parameter estimation procedures that are

presented in this manual have been adopted, modified, or developed from an

analysis of a large data base of instrumented watersheds, controlled

experimental watersheds, and laboratory studies; therefore, the application of



these procedures is considered to be appropriate for most conditions that occur

in Maricopa County. The types of watersheds for which the procedures can be

applied include urban, rangeland, developed and natural alluvial fans,

agricultural, hillslopes, and mountains.

Watershed size should be 5 square miles or less, with an upper limit of

application to a single basin of 10 square miles. Watersheds larger than 5

square miles should be divided into smaller sub-basins for modeling purposes.

Many watersheds smaller than 5 square miles should also be divided into sub

basins depending on the drainage network and degree of homogeneity of the

watershed. The subdivision of the watershed into near homogeneous units should

result in improved accuracy. Subdivision may also be desirable or required to

determine discharges at concentration points within the watershed.

5.4 DEVELOPMENT OF PARAMETER ESTIMATORS

The procedures for parameter estimation are based on available literature,

research results, and analysis of original data. For example, the Tc equation

is based on the recent research of Papadakis and Kazan (1987). A large data

base of recorded rainfall-runoff data was compiled and analyzed in developing

and testing the procedures. These data are for instrumented watersheds in

Arizona, New Mexico, Colorado, and Wyoming. A discussion of the development

and testing of these procedures is contained in the Documentation Manual that

is a companion to this Hydrology Manual.

5.5 ESTIMATION OF PARAHTERRS

The following procedures are recommended for the calculation of the Clark

Unit Hydrograph parameters for use in Maricopa County. Other general

procedures, as previously discussed, can be used, however, these should be

approved by the jurisdictional agency prior to adopting such procedures.
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5.5.1 Time of Concentration - Time of concentration is defined as the travel

.,:..

time, during the corresponding period of most intense rainfall excess, for

water to travel from the hydraulically most distant point in the watershed to

the point of interest (concentration point). An empirical equation for time of

concentration, T , has been adopted with some procedural modifications from
c

Papadakis and Kazan (1987)

T
c

where T is in hours,
c

(5 )

L is length of the flow path for T , in miles,
c

~ is a representative watershed resistance coefficient,

S is watercourse slope, in feet/mile, and

i is the average rainfall excess intensity, during the time Tc, in

inches/hour.

Watercourse slope, S, is the average slope of the flow path which is the

same watercourse that is used to define L. The magnitude of S can be

calculated as the difference in elevation between the two points used to define

L divided by the length, L. Watersheds in mountains can result is large values

for S that could result in an underestimation of Tc. This is because as slope

increases in natural watersheds the runoff velocity" does not usually increase

in a corresponding manner. The slope of steep natural watercourses is often

adjusted to reduce the slope, and the reduced slope is used in calculating

runoff travel times. The slope of steep natural watercourses should be

adjusted by using Figure 5.4.

The selection of a representative watershed resistance coefficient, Kb,

similar in concept to Manning's n in open-channel flow, is very subjective and
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therefore a high degree of uncertainty is associated with its use. To diminish

this uncertainty and to increase the reproducibility of the procedure, a graph

is provided in Figure 5.5 for the selection of ~ based on watershed

classification and watershed size. Interpolation can be used for a given

watershed size and mixed classifica~ion. Equations for estimating ~ are

given in Table 5.1.

The value of "in in Equation 5 requires the knowledge of both the

distribution of rainfall excess intensity and the time of concentration, which

is, of course, unknown. Therefore, Equation 5 must be solved in a

trial-and-error procedure. First, the time distribution of rainfall excess

must be estimated for the design rainfall distribution and a graph of average

rainfall excess intensity versus time prepared. Then a value of T is
c

assumed and the corresponding value of i is read from the graph. Equation 5 is

solved with that value of i. If the calculated value of Tc is reasonably close

to the value that was assumed for i then the solution is finished; if not, then

assume a new value of T , recalculate i, and recalculate T with Equation
c c

5. The solution for T should converge within three trials.
c

A work sheet has been prepared that facilitates the calculation of T .
c

A copy of this work sheet is included in the manual and its use is included in

the Examples section of the manual.

5.5.2 Storage Coefficient - Very little literature exists on the estimation

of the storage coefficient, R, for the Clark Unit Hydrograph. Clark (1945) had

originally proposed a relation between T and R since they can both be
c

defined by locating the inflection point of a runoff hydrograph (Figure 5.2).

The Corps of Engineers has discussed the development of regionalized relations

for T and R as functions of watershed characteristics in Training Document
c

No. 15 (U.S. Army Corps of Engineers, 1982b). According to Corps procedures,
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TABLE X5.1
Equation for estimating Kb in the Tc equation.

Kb = m log A + b
Where A is drainage area, in acres

Equation Parameters

Land Classification

(1)

m

(2)

b

(3)

Urban)
900&2.$ -OLf

'Bare or nearly bare ground

(alluvial fan, agricultural land, #61375 .O~

desert rangeland)

ROl1gh and/or moderate vegetation , o~S ~ \5
(hillslopes)

Very rough and/or dense vegetation \ 0.3 0 2D
(mountains)
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T andR are estimated from relations of T + Rand R/(T + R) asc c c

functions of watershed characteristics. These forms of empirical equations

indicate an interrelation of T and R, and such dependence was observed in
c

the data base as discussed in the Documentation Manual. The equation for

estimating R for Maricopa County is

R (6 )

where R is in hours,

T is time of concentration, in hours,
c

A is drainage area, in square miles, and

L is length of flow path, in miles.

5.5.3 Time-Area Relation - Either a synthetic time-area relation must be

adopted or the time-area relation for the watershed must be developed. If a

synthetic time-area relation is not used, the time-area relation is developed

by dividing the watershed into incremental runoff producing areas that have

equal incremental travel times to the outflow location. This is a difficult

task and well defined and reliable procedures for this are not available. The

following general procedure is often used. First, using a topographic map of

the watershed, the distance from the hydraulically most distant point in the

watershed is traced along the flow path to the outflow location; this defines L

in both Equations 5 and 6. Isochrones are drawn on the map that represent

equal travel times to the outflow location. These isochrones can be

established by considering the land surface slope and resistance to flow, and

also whether the runoff would be sheet flow or would be concentrated in

watercourses. A good deal of judgement and interpretation is required for



this. Next, the incremental areas are measured and tabulated in an upstream

sequence along with the corresponding travel time for each area. A graph is

prepared of travel time versus contributing area, or a dimensionless graph can

be prepared of time as a percent of Tc versus contributing area as a percent of

total area. The dimensionless graph is preferred because this facilitates the

rapid development of new time-area relations should there be a need to revise

the estimate of T
c

Synthetic time-area relations can be used such as the default relation in

the HEC-l program

*A *O~T ~O.5 (7)

*.5<T ~l.O

*where A is contributing area, in percent of total area, and

*T is time, in percent of Tc.

Equation 7 is a symmetric relation and is not recommended for most watersheds

in Maricopa County.

Two other dimensionless time-area relations have been developed during the

reconstitution of recorded rainfall-runoff events as described in the

Documentation Manual. These dimensionless relations for urban and natural

watersheds are shown in Figures 5.6 and 5.7, respectively. Each of these

figures show a synthetic time-area relation and a shaded zone where the

time-area relation is expected to lie. It is recommended that for an urban

watershed that the synthetic time-area relation of Figure 5.6 be used, and for

a natural (undeveloped) watershed that the synthetic time-area relation of

Figure 5.7 be used. If a time-area relation is developed from the watershed

map, which is generally recommended for unusually shaped watersheds, then the
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resulting relation should lie within the shaded zones in either Figures 5.6 or

5.7. The HEC-l default time-area relation is shown for comparison in each

figure. Tabulated values of the dimensionless time-area relations are shown in

Table 5.2.

The computation interval (NMIN) on the IT record of HEC-l must be selected

to correspond to the time of concentration for the unit hydrograph. This

requirement is necessary to adequately define the shape of the unit hydrograph.

From Snyder's unit hydrographtheory, the unit rainfall duration for a unit
~

hydrograph (computation interval) is equal to lag time divided by 5.5. For the

SCS Dimensionless Unit Hydrograph, the unit rainfall duration is to equal

0.133T , and although small variation in the selection of computation
c

interval is allowed, the SCS recommends that the duration not exceed 0.25 T .
c

Although there is not a rigid theoretical limitation to how small the

computation interval can be, from a practical standpoint, too small of a NMIN

could result in excessive computer output. Therefore, as a general rule the

computation interval should meet the following:

NMIN =0.15T
c

which is preferred, however as a general requirement

(8)

O.lOT ~ NMIN ~ 0.25T (9)
c c

NMIN is normally selected as a 5-minute multiple. This may require that

watersheds with significantly different sub-basin sizes be modeled with some

sub-basins run separately and the outflow hydrographs from these separate runs

read directly into the multi-basin model.
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TABLE 5.2

Values of the synthetic dimensionless time-area relations for the
Clark Unit Hydrograph

Time as a
Percent of

Time of Concentration

(1)

Contributing Area as a Percent of
Total Area

0 £?
Urban Natural HEC-1

Watersheds Watersheds Default
(2) (3) (4)

0 0 0 0 0.0
10 5 4 3 4.5
20 16 It 5 12.6
30 30 \q 8 23.2
40 65 3Cf 12 35.8
50 77 "-14 20 50.0
60 84 ~'I 43 64.2
70 90 '63 75 76.8
80 94 92 90 87.4
90 97 "II 96 95.5

100 100 100 100 100.0
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5.6 S-GRAPHS

An S-graph is a dimensionless form of a unit hydrograph and it can be used

in the place of a unit hydrograph in performing flood hydrology studies. The

concept of the S-graph dates back to the development of the unit hydrograph

itself, although the application of S-graphs has not been as widely practiced

as that of the unit hydrograph. The use of S-graphs has been practiced mainly

by the U.S. Army Corps of Engineers, Los Angeles District, and the U.S. Bureau

of Reclamation (USBR).

An example of an S-graph from Design of Small Dams (USBR, 1987) is shown

in Figure 5.8. The discharge scale is expressed as percent of ultimate

discharge (QuIt), and the time scale is expressed as percent lag. Lag is

defined as the elapsed time, usually in hours, from the beginning of an assumed

continuous series of unit rainfall excess increments over the entire watershed

to the instant when the rate of resulting runoff equals 50 percent of the

ultimate discharge. The intensity of rainfall excess is 1 inch per duration of

computation interval ([~t). An equivalent definition of lag is the time for 50

percent of the total volume of runoff of a unit hydrograph to occur. It is to

be noted that there are numerous definitions for lag in hydrology and the

S-graph lag should not be calculated by methods that are not consistent with

this definition.

Ultimate discharge is the maximum discharge that would be achieved from a

particular watershed when subjected to a continuous intensity of rainfall

excess of 1 inch per duration ([~t) uniformly over the basin. Ultimnate

discharge (QuIt), in cubic feet per second (cfs), can be calculated from

Equation 10

: . . .



.'.. ..... ,

.,
'. . .' . '. . " .. '

'.

:------v v

./
,/

V
V

1/
/

I FLORIDA RIVER NEAR HERMOSA, COLO.

JULY 1957 EVENT
I DRAINAGE AREA-69.4 SQUARE MILES
/

II

I
I
J

./o
o 50 100 150 200 250 300 350 -400 450 500 550 600 650 700 750 800 850 900

FIGURE 5.8
Example of S-Graph from Design of Small pams (USSR. 1987)

100

90

w 80
~
::l:
5 70
::::>

lL.
o 60
f-
Z
W

~ 50
w
Cl.

~ 40
w
'-'

~
a::
:f 30
(J
Vl

a 20

10



~ . . .

645.33A
(10)

~t

where A is drainage area, in square miles, and

At is duration of the 1 inch of rainfall excess, in hours.

S-graphs are developed by summing a continuous series of unit hydrographs,

each lagged behind the previous unit hydrograph by a time interval that is

equal to the duration of rainfall excess for the unit hydrograph (At). The

resulting summation is a graphical distribution that resembles an S-graph

except that the discharge scale is accumulated discharge and the time scale is

in units of measured time. This graph is terminated when the accumulated

discharge equals Q I which occurs at a time equal to the base time of the
u t

unit hydrograph less one duration interval. The basin lag can be determined

from this graph at the time at which the accumulated discharge equals SO

percent of QuIt' This summation graph is then converted to a dimensionless

S-graph by dividing the discharge scale by QuIt and the time scale by lag.

In practice, S-graphs have generally been developed by reconstituting

observed floods to define a representative unit hydrograph and then converting

this to an S-graph. Prior to the advent of computerized models, such as HEC-l,

flood reconstitution was a laborious task of rainfall and hydrograph separation

along with numerous hand-cranked simulations to define the representative unit

hydrograph. Modern S-graph development generally relies on use of optimization

techniques, such as coded into HEC-l, to identify unit hydrograph parameters

that best reproduce the observed flood.

Although an S-graph is completely dimensionless and does not have a

duration of rainfall excess associated with it as does a unit hydrograph, its



general shape and the magnitude of lag is influenced by the distribution of

rainfall over the watershed and the time distribution of the rainfall.

Therefore, the transposition of an S-graph from a gaged watershed to

application in another watershed must be done with consideration of both the

physiographic characteristics of the watersheds and the hydrologic

- characteristics of the rainfalls for the two watersheds.

5.6.1 Limitations and Applications

S-graphs are empirical, lumped parameters that represent runoff

characteristics for the watershed for which the S-graph was developed. S-graphs

that are developed from recorded runoff data from one watershed can be applied

to another watershed only if the two watersheds are hydrologically and

physiographically similar. In addition, a recent study for the Flood Control

District of Maricopa County (Sabol, 1987) has demonstrated that the shape of

S-graphs is significantly affected by storm characteristics, particularly the

maximum intensity of the rainfall. Therefore, it may not be advisable to adopt

S-graphs that have been developed from one hydrologic zone and to apply these

to watersheds in other hydrologic zones because of possible differences in

rainfall characteristics in the two zones that may affect the shape of the

S-graph. Application of S-graphs requires the selection of an appropriate

S-graph and the estimation of the one parameter, basin lag. Two S-graphs have

been selected for use in Maricopa County and a method to estimate lag is

provided.

The USBR has revised the Flood Hydrology Studies chapter of the Third

Edition of Design of Small Dams (USBR, 1987), and it has identified S-graphs

for application in six generalized regional and physiographic type of

watersheds. Recently, the USBR has issued a Flood Hydrology Manual (Cudworth,

1989) that contains extensive discussion of flood hydrology in general, and
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S-graphs in particular. Both of these references should be consulted before

using S-graphs. The S-graph has been adopted as the unit hydrograph procedure

by Orange County and San Bernardino County, California, and selected S-graphs

are presented in the hydrology manuals for those counties. The S-graphs in

those hydrology manuals have been selected primarily from S-graphs that

previously had been defined by the Los Angeles District from a rather long and

extensive history of analyses of floods in California.

An S-graph can, in theory, be used in any application for which an unit

hydrograph can be used. In practice an S-graph must be first converted to an

unit hydrograph, and this can be done by one of two methods. First, The

S-graph can be converted to an unit-hydrograph manually; or second, the S-graph

can be converted to an unit hydrograph by use of the LAPRE1 program. The

LAPRE1 program is a HEC-1 preprocessor program that converts a psuedo- HEC-1

input file containing input for an S-graph to a valid HEC-1 input file. The

LAPRE1 program outputs the HEC-1 input file with the S-graph converted to an

unit hydrograph, and the unit hydrograph is written to the HEC-1 input file

using the UI (Given Unit Graph) record. The use of LAPRE1 greatly facilitates

the use of S-graphs and an implementation guide for the microcomputer version

of LAPRE1 is contained in Appendix A.

Although the S-graph is completely dimensionless and does not have a

rainfall excess duration associated with it, while the unit hydrograph does

require the specification of a duration. In general, the same rules and

recommendations apply to the S-graph as were made for the Clark Unit

Hydrograph: that is, the duration (computation interval, NMIN) selected for the

development of the unit hydrograph from a S-graph should equal about 0.15 times

the lag. A duration (NMIN) in the range 0.10 to 0.25 times the lag is usually

acceptable.
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5.6.2 Sources of S-Graphs

S-graphs for Maricopa County have been selected from a compilation of

S-graphs for the Southwestern United States that was recently completed (Sabol,

1987). The source of S-graphs for that compilation was reports and file data

of the U.S. Army Corps of Engineers, Los Angeles District and the USBR. That

compilation included 55 individual S-graphs and 18 regional S-graphs. An

individual S-graph is one that can be identified with the watershed from which

data was used to develop the S-graph. Regional S-graphs are those that are

graphical averages or modifications of individual S-graphs to produce an

S-graph that is respresentative of a specific physiographic type of watershed.

5.6.3 S-Graphs for Use in Maricopa County

Two regional S-graphs have been selected for use in flood hydrology

studies of major watercourses in Maricopa County. These two are referred to as

the Phoenix Mountain and the Phoenix Valley S- graphs. The Phoenix Mountain

S-graph is to be used in flood hydrology studies of watersheds that drain

predominantly mountainous terrain. For example, this S-graph should be used

for the Agua Fria River above Rock Springs, New River above the Town of New

River, the Verde River, Tonto Creek, and the Salt River above Phoenix. Although

the Corps of Engineers developed a separate S-graph for Indian Bend Wash, it is

nearly identical to the Phoenix Mountain S-graph and this S-graph is also

appropriate for Indian Bend Wash.

The Phoenix Valley S-graph is to be used in flood hydrology studies of

watersheds that have little topographic relief. For example, this S-graph

should be used for the Agua Fria River below Rock Springs, New River below the

Town of New River, Skunk Creek, Cave Creek, and urbanized watersheds.



These two S-graphs are shown in Figures 5.9 and 5.10, and the coordinates

of the graphs listed in Table 5.3. These same two S-graphs have been selected

for similar use in Maricopa County by the U.S. Army Corps of Engineers (1974

and 1982). The justification for the selection of these two S-graphs is

provided in the Documentation Manual, and a more comprehensive presentation of

S-graphs for Maricopa County is provided in the S-Graph Study report for the

Flood Control District of Maricopa County (Sabol, 1987). It is possible that

S-graphs other than the two that have been recommended for general use in

Maricopa County be selected. The selection of S-graph should be made based on

a comparison of the watershed of 1nterest to the watershed(s) used to develop

the various S-graphs. Therefore, either one of the two recommended S-graphs

should be selected or the selection of other S-graph, such as from Design of

Small Dams should be approved by the jurisdictional agency before proceeding.

5.6.4 Estimation of Lag

The application of an S-graph requires the estimation of the parameter,

basin lag. A general relationship for basin lag as a function of watershed

characteristics is given by Equation 11

Lag

where Lag is basin lag, in hours,

c
LLca

m

L is length of the longest watercourse, in miles,

L is length along the watercourse to a point opposite the centroid,ca

in miles,

S is watercourse slope, in feet per mile,

C is a coefficient, and

m and p are exponents.
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Tabulation of coordinates fo~ the Phoenix Valley. and the
Phoenix Mountain .S~Graphs

Percent
Ultimate

Discharge
(1)

o
2
4
6
8

10
12
14
16
18
20
22
24
26
28
30
32
34
36
38
40
42
44
46
48
50
52
54
56
58
60
62
64
66
68
70
72
74
76
78
80
82
84
86
88
90
92
94
96
98

100

Time',
Phoenix Valley

(2)

0.0
23.0
30.0
36.0
41. 0
45.7
50.0
54.1
58.0
61.7
65.2
68.5
71. 6
74.6
77 .5
80.2
82.7
85.0
87.2
89.0
91.1
92.9
94.6
96.3
98.1

100.0
102.0
104.1
106.3
108.6
111.0
113.5
116.1
118.8
121.6
124.5
127 .5
130.7
134.1
137.7
141. 5
145.5
149.9
154.6
159.6
165.6
173.6
186.6
200.6
223.6
298.6

in·Percent Lag
Phoenix Mountain

(3)

0.0
23.0
31.0
37.0
42.0
46.0
49.8
53.4
56.8
60.0
63.1
66.1
69.0
71.8
74.4
76.8
79.1
81.2
83.2
85.1
86.8
88.8
91.0
93.8
96.8

100.0
103.4
107.0
110.8
114.7
118.7
122.9
127.3
131.9
136.7
141.7
147.1
152.8
158.8
165.5
172.9
181.6
191. 0
201.0
212.0
226.0
244.0
265.0
295.0
342.0
462.0
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The Corps of Engineers often uses C = 20Kn where Kn is the estimated mean

Manning's n for all the channels within an area, and m = 0.38. The USBR (1987)

has recommended that C = 26Kn and m = 0.33. Both sets of values in Equation

11 will often result in similar estimates for Lag. Traditionally the exponent,

p, on the slope is equal to 0.5.

It should be noted that Kn is a measure of the hydraulic efficiency of the

watershed and it is not necessarily a constant for a given watershed for all

rainfall depths and rainfall intensities. As rainfall depth and/or rainfall

intensity increases the efficiency of runoff increases and Kn decreases.

Therefore, some adjustment in Kn should be made for use with rainfalls of

different magnitudes (frequencies). Generally, Kn is the smallest for extreme

floods such PMFs and increases as the frequency of event increases.

Several graphical relations are available for estimating basin lag. One

such relation (U.S. Army Corps of Engineers, 1982) is shown in Figure 5.11.

Several other relations that should be consulted when using S-graphs are

contained in Design of Small Dams (USBR, 1987) and the USBR Flood Hydrology

Manual (Cudworth, 1989).

When estimating basin lag the following steps should be used:

1. From an appropriate map of the watershed, measure drainage area (A), and

the values of L, L , and S.
ca

2. Calculate the basin factor LL /(SO.5).
ca

3. Use data in Figure 5.11 and the tables in Design of Small Dams (USBR,

1987) or the Flood Hydrology Manual (Cudworth, 1989) to attempt to

identify watersheds of the same physiographic type and similar drainage

area and basin factor. Make a list of watersheds with similar drainage



COIITRIBUTING E'ST,~TED GUIDE FOR ESTIMATING BASIN FACTOR (ii)
NlEA L leo s lAG n

SO. MI. IoCllES IoCILES fl./MI. HOURS R ~ 0200: ORAINAGE AREAS HI>S COMPARATNELY UNIFORM SLOPES
AND SURFACE CHARACTERISTICS SUCH THAT CHANNElJZATION DOES'

1. S"-N c.oaRiEL RIVER "T S"-N e;,.aRlEL DAM, CA. 162.0 2.'l.2 11.6 J50 3.3 O.osa NOT OCCUR. GROUND COVER CON~STS OF CULllVATEO CROPS OR
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14. lOS N«:U:S RMR AT S£PUL'o'Ellf\ twot, CA. 152.0 li.O i.o 145 3.5 .050 CONSlDEAAllLE UNDERBRUSH, NO DRAINAGE IMPROVEMENTS EXIST
15. PAOJlIoIA WASH AT P~ o.<.IoC. CI< 27.11 15.0 8.0 315 2.4 .050 IN THIS AREA.
HI. AU-... WASH AatN£ SIiORT STREU. CI< a.o i.5 4.6 115 Q.6 .01~

17. BRONJWAY DRAIN NJCNE RAYWONO 0tKE. CA 2.5 3.4 1.7 100 0.28 .015
111. QlA RIVER AT COHNOR NO. 4 0AAl SITE, 1>1. 2ll4O.0 131.0 71.0 29 21.5 .050 ii .. 0,030: DRAINAGE AREA IS GENERAllY ROWNG, WITH ROUNDED
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2.'l. /lEW RIVER AT NEW RIVER, 1>1. 115.7 2.'l.2 13.6 145 3.7 .045 GRASSES. NO DRAINAGE IMPROVEMENTS EXIST IN THE AREA.
24. NEW RIVER AT BEll ~, 1>1. 1117.0 47.11 20.7 IIJ S.3 .oJ7
2.5. SK\JNI( CREE)( NEAR PHOENIX. R 114.6 17.6 10.0 1I9 2.4 .033

0-0015: DRAINAGE AREA HAS FAIRLY UNIFORM GENTLE SLOPES
WIrn MOST WATERCOURSES EITHER IMPROVED OR AlONG PAVED
STRffiS. GROUND COVER CONSISTS OF SOME GRASStS WITH
<lPPREClABLE AREAS DEVElOPED TO THE EXTENT THAT A lARGE
PERCENTAG£ OF THE AREA IS IMPERVIOUS.
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areas and basin factors, and tabulate the estimated value of Kn for

those watersheds, and the measured lag.

4. Estimate Kn for the watershed by inspection of the tabulation, step 3.

5. Estimate lag by Equation 9. Use values of C and m corresponding to the

source (U.S. Army Corps of Engineers or USBR) that was used to estimate

Kn.

6. Compare the calculated lag with the measured lag for similar watersheds

from step 3.

The use of measured values of Kn from hydrograph reconstitutions of similar

watersheds will provide the most reliable estimates of Kn and basin lag.



CHANNEL ROUTING

6.1 GENERAL

Channel routing involves generation of an outflow hydrograph for a reach

where an inflow hydrograph is specified. A reach is either an open channel

with a certain geometrical/structural specifications, or a pipe with the

characteristics of an open channel. This type of application assumes that

the flow is not confined, and that surface configuration, flow pattern and

pressure distribution within the flow depend on gravity. It also assumes that

there is no movement of the bed or banks. In addition no backwater effects

are considered.

A routing technique is normally required for a multi-basin design where

flow is to be moved through time and space from one flow concentration point

to the next. For the purposes of this manual two types of open channels,

natural and urbanized are considered. Kinematic Wave Routing is to be applied

for urbanized channels since the routing process involves minimal attenuation.

Non-pressurized pipe flow will be through Kinematic Wave Routing procedures,

also. Muskingum-Cunge Routing is to be used for natural, undeveloped channels

since the method explains outflow peak attenuation resulting from storage

loss. Both Muskingum-Cunge and Kinematic Wave Routing methods are options in

HEC-l which is again the principle modeling tool of the Hydrology Manual. The

Modified puIs method which is typically used for routing through a structure

or a detention basin is discussed in details in the Hydraulics Manual.



6.2 KINEMATIC WAVE ROUTING

The Kinematic Wave Routing as described in HEC-1 can be applied for

routing of overland flow, collector channels and the main channel. However,

for the purposes of this manual the overland flow option of the Kinematic Wave

will not be used. The overland flow analysis will be performed using the

Maricopa County Unit Hydrograph Procedure (MCUHP) described in CHAPTER 5 of

this manual. Once a hydrograph is generated through the MCUHP, it can be used

as inflow hydrograph for an urbanized open channel or a pipe where an outflow

hydrograph is required. These reaches can be treated as collector channels or

the main channel as the case may be.

6.2.1 Collector Channel

Modeling of flow at a point where it becomes channel flow to a point

where it enters the main channel is done as a collector channel element. It

is assumed that the flow along the path of the channel is uniformly

distributed. This is a proper assumption for a case when overland flow runs

directly into a gutter. It is also a reasonable approximation of the flow as

it passes through a storm drain system from a catch basin and the collector

pipes along the collector channels.

6.2.2 Main Channel

The main channel element can be used to route inflow from an upstream

subbasin or a combination of inflows from collector channels along a subbasin.

The flow is assumed to be uniformly distributed, which appears to be a

reasonable assumption since the flow is received from collector channels at

several locations.

6.2.3 Parameter Selection

The data requirement for channel routing include surface drainage area,

channel length and slope, channel shape and geometry, Manning's n, and the



inflow hydrograph. The designer is referred to the HEC-1 manual for the

proper selection of these parameters.

When working with the Kinematic Wave Method, it is imp~rtant to be

familiar with the computational procedures inherent in the model. In order to

solve the governing equations which theoretically describe the Kinematic Wave

Method, proper selection of time step and reach length are required. The

designer will specify a channel reach length and a computational time step for

the inflow hydrograph. This time step could very well be differeqt from the

one selected by the computer for computational purposes. Further more, the

computer will use this information to select distance intervals based on the

given reach length.

The computational process could unrealistically attenuate the outflow

peak. It appears that a longer reach length would cause more attenuation. To

overcome this problem, the new version of HEC-1 will calculate the outflow

peak by applying both the time step selected by the designer as well as the

one selected by the computer. If the resulting peaks are not reasonably

close, the designer can modify the selected time step or the reach length to

improve the calculations. It should be noted that the computer will compare

peak flow values for the main channel and not the collector channels.

6.3 MUSKINGUM ROUTING

Flow routing through natural channels can be accomplished by applying the

Muskingum Routing technique. The main characteristic of natural channels with

respect to routing is that the outflow peak can be drastically attenuated

through storage loss, a process which is simulated by Muskingum routing.

6.3.1 Parameter Selection

Application of Muskingum Routing requires input values for parameters X

and K. Parameter X has a range of values 0.0 to 0.5, where 0.0 represents
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routing through a linear reservoir and 0.5 indicates pure translation.

Parameter K indicates travel time through the entire routed reach. There are

several methods which can be used to estimate K such as average flow velocity,

the time difference between peak inflow and peak outflow, or by using

stage-discharge relationships. For more details the reader is referred to the

HEC-l manual. Once again, since the computational method within HEC-l may

result in an unstable solution, parameters K, X, and NSTPS (Number of Steps)

must be checked to insure that an adequate number of subreaches was used.

In those rare situations that observed inflow and outflow hydrographs are

available, K, X, NSTPS can be calibrated by trial and error to enable

reproduction of outflow hydrographs.



APPLICATION

7.1 GENERAL

The methodologies presented in this Manual are for most parts standard

procedures and practices commonly used in hydrologic design. However, the

user of the manual may not always be familiar with these techniques because of

a different previous experience or interest. A number of examples were

developed to familiarize the user with the presented methods as well as the

details of parameter estimation. In addition, this Chapter should provide

some general suggestions so as to facilitate a particular application.

7.2 NOTES ON THE DESIGN OF RAINFALL

Examples 11-3 illustrate the development of Depth-Duration-Frequency

(D-D-F) table, Intensity-Duration-Frequency (I-D-F) table, and rainfall

distribution for a particular site. The user does not necessarily have to

redesign the rainfall distributions since those presented in the manual are

adequate for most of Maricopa County. Chapter 2, Table 2.1, and Pattern #1 of

Table 2.2 contains these distributions, which were developed from the Phoenix

Airport data. If different distributions are needed, Table 2.1 and Pattern 11

of Table 2.2 should be redeveloped. Patterns 12-S should be appropriate for

all locations without modification.

A particular site might have orographic features, resulting in a

100-year, 6-hour rainfall depth, significantly different from Phoenix Airport.

In such a case, the short duration rainfall part of the rainfall such as the

IS-minute depth would be different from the one by Pattern #1. This will give

a different peak outflow, subtantiating the design of new distributions.



As a note to developing D-D-F table, the user can alternatively use

FREPRE, a computer program by the National Weather Service. FREPRE will

produce the D-D-F Table by performing the computations internally.

7.3 NOTES ON CALCULATING LOSS PARAMETERS

1. Since many of the soil groups contain horizons of different textures,

the top horizon mayor may not control the total volume and rate of

infiltration. The decision of which soil layer controls the infiltration rate

is based on soil texture, horizon thickness, and the accumulated depth of

water during the initial low-intensity period of a design storm. As a gereral
DK

rule, sandy and loamy soils~~ inches thick will not act as the

controlling horizon during a 100-year design storm.

2. Percent Sand & Gravel: Sand is defined as that percentage of the soil

matrix between 0.5 and 2.0 mm. The SCS Soil Survey books list a percentage of

each soil type passing sieve 1200, which has openings of 0.074 mm. It can

therefore be assumed as an estimate that the percentage of particles retained

by this sieve are sand size and larger. It will also be assumed that particles

between .074mm and 3.0 inches have infiltration rates greater than or equal to

sand. This is necessary because Green & Ampt and IL+ULR loss parameters have

not been developed for cobbly, gravelly, channery, etc. soils. When choosing

the value for percent sand and clay, choose the median value from the range

listed in the "Engineering Index Properties" and "Physical and Chemical

Properties" tables. For example, if a range of 10-35% clay is listed, choose

22.5%. On rare occasions, the sum of the median vaiues for percent sand and

clay will be greater than 100%. In this case, adjust both values equally until

'1 j.", tve Ap~IIld:X
they total 100. With a known percent sand and clay, enter Figure~ to 1-

determine the textural class for that particular soil. Then choose Green &

Ampt loss parameters from Table *** or IL+ULR parameters from Table ***



3. Most soil map units consist of major and minor soil areas, as listed in

the "General Soil Map Units" sections of the Soil Survey books. The

descriptions will list the percentage of each of the major soils, and one

percentage for all (usually 2 to 4) minor soils. When calculating weighted

averages for the minor soils, assume and equal contribution from each. For

example, if a minor group makes up 20% of the map unit and consists of 3

soils, then each group member contributes (20/3)=6.67%.

4. Hydrologic Soil Groups: It is often necessary to check the hydrologic soil

group classifications against the textural infiltration rates and the

controlling horizon. In some cases, "C" and "D" soils may be so designated

because of an underlying hardpan, but it may be at an unreasonable depth given

a two or six-hour design storm. In many cases, "D" soils are so designated
\

because of a large percentage of exposed, impervious rock outcrop. When using

the IL+ULR loss rate method in HEC-l with hydrologic soil groups in this

situation, do not use the "D" soil loss rate parameters with the impervious

cover value (RTIMP), or severe underestimation of losses will occur.

5. Hydrolgic soil groups can be weighted in the following manner:

A=l - B=2 - C=3 - D=4

Say a particular soil group is 20% B, 25% C, and 55% D. Then the weighted

value is:

(.20) (2)+( .25) (3)+( .55) (4)=3.35

Since 3.35 is less than 3.5, round down to 3.0, and choose "C" group loss

parameters for this soil group.

6. Textural Classes: Textural class descriptions, as used in this context,

contain only adjectives from the three primary textures: sand, silt, and clay.

To determine the textural class, calculate the percent sand and clay for the

soil, then use Figure 4.11.



7. When using the IL+ULR loss rate methods, remember that the variable

STRTL in HEC-1 is composed of two parameters: IL-the initial loss due to

infiltration, and IA- the loss due to surface retention. STRTL=IL+IA.

8. Examples #5 and #6, and the loss rate parameters in Tables 4.2,4.3, and

4.40are for bare ground only. In areas where surface cover and/or vegetation

influences are significant, the saturated conductivity parameters (XKSAT &

CNSTL) should be adjusted using procedures outlined in Section *** of Chapter

*** and Example ***.

9. As an option to the methods of loss parameter calculation presented in

the examples, Green & Ampt and IL+ULR (by soil texture) loss parameters have

been calculated for Maricopa County soils and are presented in Tables ***, ***

and ***. Choose the parameters for each soil type within a Map Unit, then

calculate a weighted average as in Step 3 of Example i5.

10. There are currently three Soil Survey volumes available for Maricopa

County and adjoining areas, generally in the central, eastern, and northern

regions. Copies of the Soil Surveys can be obtained from the Soil Conservation

Service Field Offices.

7.4 NOTES ON CALCULATING PARAMETERS FOR USE IN THE CLARK UNIT HYDROGRAPH

1. A Note on Tc: It should be noted that Tc represents the time for water

to travel from the hydraulically most distant point in the watershed to the

outlet during the most intense period of rainfall excess. The flow path length

(L) directs the conveyance of water to the outlet. In the case of a natural

watershed, L is the length of the main, well-defined channel, such as shown in

blue on USGS maps, or that section of a channel referred to as the "Channel

Flow ll length on the SCS's "Worksheet 3" in TR-55 (Technical Release-55, 1986).

In the case of an urban basin where flow is mainly in streets and no primary



2. Excess Rainfall Values: When developing the peak period of rainfall

excess on the "Calculation of Tc & R" worksheet, start at the highest depth

for the t used, then choose the largest value above or below the peak, then

the value above ·or below those two, and so on so that a contiguous grouping

results. Do not list the depth values in a strictly descending order unless

they are contiguous. Example:

Time Excess(in) Rank Sorted

1415 .21 6 .40
1420 .28 5 .35
1425 .35 2 .32
1430 .40 ---> 1 ---> .33
1435 .32 3 .28
1440 .33 4 .21
1445 .18 7 .18

3. Worksheet: The worksheet alloys a maximum of eight excess rainfall

values to be entered, and this is sufficient in most cases. As a result, if ~t

~ = 5 minutes (where ~t is hydrograph time step), then Tc should be less than

(8*5)=40 minutes. For ~t = 10 minutes, Tc < 80 minutes, and so on. Remember

that in no case should Tc be less than ~t for computational stability.

4. Remember that Tc is a function of excess rainfall intensity and must be

recalculated when the duration or frequency of a design storm is changed. If

multiple frequencies are desired for a given duration, it may be acceptable to

construct a graph of Tc vs. Frequency, when the peak producing portion of the

distribution is maintained. In such a case plot the 2, 10, and 100 year Tc

values on semi-log paper, and interpolate intermediate values.

7.5 NOTES ON THE APPLICATION OF KINEMATIC WAVE ROUTING

The computational procedure of the Kinematic Wave Routing Method may

unrealistically attenuate the outflow peak. It appears that a longer reach

length would cause more attenuation. To overcome this problem, the more

recent versions of HEC-1 will calculate the outflow peak by applying both the
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• time step selected by the designer as well as the one selected by the

computer. If the resulting peaks are not reasonably close, the designer can

modify the selected time step or the reach length to improve the calculations.

It should be noted that the computer will compare peak flow values for the

main channel and not the collector channels.

When working with Kinematic Wave Routing channel capacity must be checked

to assure proper conveyance of flow prior to the HEC-1 run. Otherwise, if the

channel is undersized, the model will automatically extend channel boundaries

to contain the flow.

7.6 NOTES ON DEVELOPING MUSKINGUM PARAMETERS

1. The following parameter estimation procedures apply primarily to

overbank areas during design-frequency events .

natural stream channels which convey a significant amount of flow in the

• 2. NSTPS: The choice of a number of subreaches for a particular stream

reach can be checked for computational stability using the following equation

from the HEC-l Manual, (Hydrologic Engineering Center, HEC-l, 1985):

1
<

K
<

1

where K

x

~t

2(1-X) NSTPS*~t 2(X)
the travel time through the entire reach (hrs),

Muskingum 'X',

the computational time step (hrs),

NSTPS the integer number of subreaches.

3. K: K is the travel time of the floodwave peak through the entire

reach. Calculation using Manning's equation is usually an appropriate method

for estimating the floodwave velocity, with the following provisions:

A. Use an average channel area and wetted perimeter for the

reach - assume bankfull conditions.



•

B. Choose an In' value representative of the main channel only

- do not include the overbank roughness in a weighted average.

4. X: For wide, shallow channels with low to moderate slopes and

significant overbank flow during the design flood being modeled, choose X 

.15 to .25. For steep to very steep, narrow, deep channels with little

overbank flow, choose X = .25 to .40.

7.7 NOTES ON THE APPLICATION OF S-GRAPHS

The recommended S-graphs for Maricopa County, i.e., Phoenix Mountain and

Phoenix Valley S-graphs should only be applied to large, natural watersheds.

This is in part due to the fact that the original data base in Arizona applied

the methodology to large watersheds. As a lower limit of application a

watershed area of 5 square miles can be considered, although that should be

used as the absolute minimum size.



REFERENCES

Hydrologic Engineering Center, HEC-l, 1985, Flood Hydrograph Package, Users
Manual, US Army Corps of Engineers, pg. 32.

Technical Release-55, 1986, Urban Hydrology for Small Yatersheds, Soil
Conservation Service.

Simons, Li and Associates, 1988, City of Tucson Floodplain and Drainage
Standards Manual (Draft), Chapter 4, p.2.



PAGE L OF -..7'---_

FLOOD CONTROL DISTRICT OF MARICOPA COUNTY

PROJECT tlAl(t CoM CauN 1V ~Y/)g;L.orn'; t!A,.;tI/1 Lr LLJ- I
DETAIL EMt1PLE # I COMPUTED DATE _

-"",}):o...::C"-L-e-L7J....!.-'rI,---,...:..~"-,W"-,,R.=I1",-,-(,,:,,,,:'(d---=~_-____LT....:..:/(,=E...%Q:....:.. _C!A....=:.-c_I.._C. CH EC KED BY DATE _

2. - 'lEft R. :J 4> ~ flguf< OEPTI/ - /.S"f"

5 - fL.-::;JI<..) 6- ;louR. ~EPTH - Z,oo

6? - }Iou!?. / (J • '/till I( J 6>- /1{luI( £)cPTII -= 2.30

1 S' - '/cfjl( , [g- /loul( lJEPTf/ - 2;A 2".11 O€J-

, 50· '/Efi/c / u,- /loul?. LJEI'11/ -: 3. If}

No - YEA~~ (; - If/WI( !J~pTI! := 5·'-!r;

2.- tt=/I/C, L.q - )loCI/? )C,PTII :=- ,),0 0

5- 'lEAR., .2 t{- )/O{/~ ~C=P Tft -= yf0 2,. {P 0

I (7- tell/( I .2t/- ;Ill Cit< j)Efl Til - 3/ :3. /0

). L/- HoC/,f

3/02)- 'It:IJR.; .2c1- /tocJl? .PEI:J (;I = 3,SS-

5C?- jEtlR J ~t/-- HI/UK !JEt' Til ;:= ~,l-tl

/ tJo - '/Ell I!. ;J J '!~ HO(j/<. iJEPTIf ::- L/,70

® COf( uc-IC..!J 1,(11 LuE FRo/1 FtGl,.l.8E 5,



FLOOD CONTROL DISTRICT OF MARICOPA COUNTY

PROJECT WI!. IColA eo (fNyt I!Yl>,bLouX /t4dulfL PAGE L OF ---1.7_

DETAIL £"XlJtlPL.E.:/I ( COMPUTED DATE ---

________---- CHECKED BY DATE ---

I

VJ\-.elotA5 I':/Zc(jJt{e.-"'=",vCh::::: S S' L>URflTto/lJ5

Y'L =- -' Oil -r- ,Cf'-!2. (xl)(xl/x~)

'/trJO ~ . '11'-1 -t '7)) (X5 ) ( X '3 // 'i)

12 -=- - ,Oli +-q</2. (\ .C;S)(J,fr/z.oo) =-1,{2-

Y/Od:: I tJ9f -t ,7[((:3 'tJo) (3, cluj tj' 70) ...::: 2.<>3

6) /l. /\ rlj) \" 1 1/\// u ... ge P,--oilr.-:::"j) ON ;::/~l//lc s- /11,j~

j)cPTHS AJJ( (/ Tile-I!.. /t2i?tfl t1&~dCIc=s ,A;[.E CAL CtlL/J 7c£> .'

y- I/<. ,I 1- /IIL - /' ))

/O-/R} I ~ liz -- ;'jg

2;-YJ?) ) -- ;-//( - / '02-

')0 - II( ;) ) - /-I/?-. - 2. /')..-



FLOOD CONTROL DISTRICT OF MARICOPA COUNTY

PROJECT t!Al<fcoPA eouAi ~y ;-!y/)LdLO&.f ;1A."IC/A-<.. PAGE.l- OF -7+--

DETAIL EX/111ft.. £" :# I COMPUTED DATE ---

_____________ CHECKED BY DATE ---

(j) I jiG tV 2. -11 /?.. .fl;;f/ T)}J j} flE (lAt... (u L 1+ Tc .D .'

JcJo-ffC;; 2-HI?. :;:,3'1/ (Iod-I/(./ (P~fllf.) +' ~)i (/tJo-'I1? )1-lI{()

7 /t/{/-11Z 7 l-flf?-. -= ·3<1/ (3''-10) +,hS1(Z,3)) -:==2-'7/

'2 - 1f(? '2- - HfL -= 13'./ I ( 2-1/(.;/ t _filL) -t . {P)1 ( 2 - 1/7.. J I-!-/~

~ z - yR. ) z.. -/1f- = ,3 <-f I ( /' )5) +, &)7 ( /' / z.) == /. 2. 7

A.Bo VE 2 -II( I'tll!j) /00 -'lIZ j)::pT!lJ /M_E- Pto TTcc.iJ cf'~ FlutltC.<-= 5

.)~ t«) 2 - /--f I?. - I· 4> 2..--'

~ (ou-jl2.) 3~;l12 ~ .j{P7( 3.'10) --r-. '!5J(Z'-:35)==- Z'75

'L~ /I?) 3-111( - 1)01 (-z--jl() &-t-/:f_) -f ./3/ (z.-1/c) ~-lil1-)



PAGE d OF 7

_____________ CHECKED BY DATE _

b /.o/?A t. () 61'1 I1fi tlIutf- '-
j -:i.)CJ I

COMPUTED DATE _

FLOOD CONTROL DISTRICT OF MARICOPA COUNTY

PROJECT !1A«/COt=1f eoeN'l,!
DETAIL EKAl-leC1 -# (

'2.-5- 'IIC) 3-/-1 (l = L· 30

(!J LlilA!&, H&'UILE &.J !)EPTII.5 POll- TilE /2-1/1L j)[JRfiTIo/'J ~I!.E Acl/I/..!J,

THIS IS }Jot/£' 6/ f)R.t1../IA/'(;, A-- STl c/J/6j117 L/4C 8C=-Tw/E-~~ ~-/:l1<- /Jr.LJJ

2c{-1-IJ7.. ~Ef?r+S /-:;)rc Au- FLc(.fUC:II/CIC=-S:

Z - jiZ- .J )2 -HI?- - /1%0-

S--jfl ) /t-I-II- - z-] tJ-
/0 -IlL ) 11. -17I?- - 2·7RJ-

Z)- //2-) /2. -///2 --::::: 3, /4

50- ';It.J /2 -ilK - 3-{P~-

/(JeJ - 1f?.J /l.-t/R. - 4-/0



PAGE .:i OF _7<--_

FLOOD CONTROL DISTRICT OF MARICOPA COUNTY

PROJECT !1A1<.((6tA au,." 7'/ I/rMQL.(J~t/ !1Ad(/#Gr /
DETAIL FX!t~~I.c:it 1 COMPUTED DATE ---

_____________ CHECKED BY DATE ---

( 2 -'/ fl-) .50 - /1 I"'} ) -;:: , 12- (2 -i;?;) 1-)/~ ) = - <g2. ( I· /2..) == , 92-

(lbO -112 ) 30 -11//)) -::::- ,b2.- (loo-jR-) I--Hi) =- 1 '(2-(2,35) .::= 1,73

s-yl<..} 3D -1'1/d - 1·1]

/0 -'II? .I 3v - ;111,.) - /'3j-

z {" -(It ) 30 ~ N/rJ - I' )fJ-

';o--ylt l Sa - lrJ,d
/'

= ;. 7)

(j) /f-;'1/~ .iJc;o //1.5 !J 1lC= ES 11~ ;1- Tc;: j) --;-.<()JV/ .'

( z -j I. ) I;.. P'?/d ) ::: . {p z. ( 2 - yp.. .1 / - 11R..) :=.' (P 2 (I I It. ) -:: • ~ 1

(Ioo-'/IZ) 1f=-1'1/r-/) = .(,Z(/fll-(-<j/-III<.) -::·cPZ.(Z·3S-)== j,c(6

. Y7



PAGE ..k.- OF --<-7_

FLOOD CONTROL DISTRICT OF MARICOPA COUNTY

PROJECT If...,R/rC7/'d t?atJ/liT'/ ;"IyA~dL04</ t/AdtLl!Lr 7=) /

DETAIL ~£..Ll.XL!...It:....!...H.!-~~L.C~#~II---I COMPUTED DATE ---

____________ CHECKED BY DATE ---

@ 10.. tltJ t/A/...t.lES

(Z.,.1tl./ /()4I'1iN) -:= '51 (Z-tt.~ 1-;1<) ~'Sl(/'I") -::::; IS7

(IOI'j/{1 10-11/)) ::,.S"t(/OI-lJ<j I_lilt) == -5/ (Z.3f) :=: /.ZD

(}7I!c!< VAl.t./EJ l'iJf'/ 1';6tJ/(,£ S- ..

s- t Ii. I /0'- ;'1ld - ·70

/f)-jll..j /0 .. ;11",) - , %3

z. S'-yl<.j If) .. /1ld -- ·92-

'Sf) - t f() Itl-III"'! ;:: /./0

(jj) 5"- ;1/".1 VA/...tJe.>:

(2·(t! J 5 -11/rl) :::. 3 ¥ ( 2-y-< " S- /fIn!) ==. 31 ( / ·IZ ) =: ' 3 b'

( (~o. j ~j S-tll /) ::: • .3.if (1011 oj!?; J-.111..J) -:: J:J'; ( 2. . .$J) .::: ' fa

() Tlfc(/. VA,,,t?S It<o ;vi fl(, u !Z~ 5:

s- '/f(, ) s- j'1/~ :: . ~o

/tJ-jl<.) S'- /'JI,J ;;. •s-g

2(-(1'1 S -111,J - • 4J Z--

So -i~J ~- )Y71;) - '7-1-



7

6

--.... 5
(f)
w
I
U
Z
'--" 4
:r:
I-
0...
w
0

Z .3
0
I-
<{
I--
0..
U 2
W
fr:
0...

1

o

V
~Ir

V V

~
V

./

~
V

<: \or'

# kD
V v

').1.\ .... V
~ --f.V

v L---' l--V
/ ~

~
~v

vJV L-- 1---

~
l--- ---I.----~

V \.!~~L.--- L--

H
.p.

~ f-'

l~ - ~ 'v -,., ---v
~

v ~ ])'Jltft ~
~.....- 3'" ". --

V"'- L--- -- 1.----1. ... 110 '"

~"
I----'

l..---- --- -v -~~
(~ t::::------L--- ~--:-- c--- I---

c:::::= --- J- HOu~ L---::-.::~-'-----~ ~ () fl./! rtO/l I----'--- ~

~ I-- !.--I--- -I---- --L----- ~

~ --I--- -L--- --:;r:1 fJ.
j.----

1-~
l-- 15' I itA -((II"

l--I-- _I- /O-/'1',.) DIJ-I--

t-
5-1-1 1'" /)"i

f; Tlor'

-

2 5 10 25 50 100

RETURN PERIOD (YEARS)
PARTIAL- DURATION SERIES

FIGURE- 5 PRECIPITATION DEPTH VERSUS RETURN
PERIOD FOR PARTIAL-DURATION SERIES



8

7

6

5
,..--.....

(f)
(l)

...c
u
c 4

'---"" 'I (Z

...c
100 ,.

-+-'
~o- if<.0-

(l)

0
3

c
0

-+-'
0

-+-'

0- s-".- 2u f'l.E p.(l)
2-- il<

L

0-

1

6 12

Duration (Hours)

24

Figure h Precipitation depth-duration diagram

(6 to 24 hr).



PAGE -.2 OF -«7,--_

FLOOD CONTROL DISTRICT OF MARICOPA COUNTY

PROJECT ;1J~( Co.t;! e;,lhlY Af&cut.Oc,,/ii ,/!A";I//J.L

DETAIL E{1r1I'£.c =#=: I COMPUTED DATE _

_____________ CHECKED BY DATE _

z.-'/P-. 5-11<. 10 -if{ z)--,/I< ~o ''I~ lo~-t.(

S-r1 t ,.) :38 ·so ·S~ ."2- '73 ,gD

/0 - tllrJ ·S? ·70 ·f?3 '91. l·fO /·!-o

IS- !1,rJ ·{P9 ·<g1 /. (J'O ('IS' I'z~ /.</&

30-I1(rl .c/2. 1·/)" /13.> 1')0 /' 7)- 1'7.3

/ - lIoCJI~. /./2- /,3) /,5"'6 /. ~ 1- 2,./1-- 2·3j

2 - Hor/I? /·27 l'fJ2. I·g 1 2'Jv z.'tr; 2'7/

.3 -f1~(J I? /.) /p 1'7'-1 z.oS Z,)f) Zl~) 2'7J

(p-!louR I'» 2. 00 2.3 f Z·{J)o 3,/0 3. 'I ()

/:; -/ltJvR. /,&0 2'JC 2'70 3./0 3.(,;- i- Iii

2L/-/!or/R. 2 I ()'# z·/;o 3·10 3·.)-r ';,2.0 i' 7()



FLOOD CONTROL DISTRICT OF MARICOPA COUNTY

PAGE L OF LfPROJ ECT t1A f? \ Co fA Co liN 11 Ii tlZD L. (J 6. i /'JAN U d L

DETAIL £XfJI1PL E .# 2... COMPUTED DATE _

IJV'lcNSI rt-j)IJt'.AT/~";- Ttu=c?· CI1L.C. CHECKED BY DATE _

ExAl1fJLE '1/ l) ~~r/f"/,f)PI4&"JT O.P /dr~N"{ITI- Otl~l1rloN - /ICC:"(/C"(~Y

TAgLe ANLJ G~AfJli

lilE CAe. CULltien /)cPlifS nI/t..{. 85' C"III V iStt.i<.<:.£) 70 rA/7<.:"'IIIJ"/Tf (;I'I~~:

5- !1//..1 }) q t?lt T (g /II .0EI' TilS .'

2-11<. -7 . 3 g (IN(J/(.:'S) X IJ 17 -I'1'"J - ~.S(P ltV )-/ I?..-
5 - ritA! /fit..

'5-iR.
•~ ~ ( IN)_ X

(g6 -111,.) - (;. 17 0 //'i/l11!..
-';>7

5--1'4'''''' /i/l..

ItJ-ill. -7 •S-l (/It"1 .x Go -If'.-J := (P,9S IN//l1<
("'-1'11""/ /ill.

2i- ill. --7'
1(,1. ( /1'1) ;< (po - t1,-J - 7,.('/ INIIII?- -
~- t11N lin.

5"0 - ill. -7 '-;3(/';) ,X
~~ -~/~

::=:- 8'7~ i/Y' ~/R.::..---
:>-.rl14 tfll.

ItJd - lIZ. ~ .~oC!!.) X (p ~ -111rJ 9· (, '0 /"J/I/R..-
!:>~. r/I,J If~

~. --.

ItJ-I'1/,v' -lJUII.AT1tJJ .A:1'7#.f.·

.S7(/~j x "o-/'1t~ - 3. '/1.. I,J/!I~
If) - ,.",,J /IR.



PAGE L OF -..!::L-

FLOOD CONTROL DISTRICT OF MARICOPA COUNTY

PROJECT dAet(()fJ,A roth/I! /ijJJ4J<.06j IIdll/tldC

DETAIL t=Mt1PL.~..:Ib-- COMPUTED DATE _

______________ CHECKED BY DATE _

_ " --- -_ f .. _ .. - <110

_" -0 _ . __ . - -

. 7! (/;/) X (,q-I'1//J = j. ~1 11't';H1<.-
S ~ _ /'1(/!J If te.

----'-_. -.-'-. -'

/,/1.. (IN~,x 'f1-I1/~:- /./2. I#'k~
~ 0 - I'I,A IIIf.

() 7/fe.tt {AtAe.s A'-' {f W 7ifG S,AAc ?/2.4CE1:>4N(..

_______ ._. __ . _0_'-0

/.27 (I,AJ1X ~6- /"lIN - = . Ie 4 1# lit/(
/2' -I'?I~ /1~

() 7fILIL Mt..(,fG.$ ';::i.i.flr/1Hc:- S A/"fL 'i'121C.G'j)tJ/u.,



_____________ CHECKED BY DATE ---

PROJECT ttU:a.oeA C'oUN7{
/

DETAIL £,tr}I'1~tc .:;FJ- COMPUTED DATE ---

"2 - if<

- --. - ~
'-' _. _. ~

z-tll.. ~

(p-;-IO(/(?. ))cAI.A1IfJ,.) !Jcf'TIfS.'

/.)r(I,J))( i o - I1''') _ .2.4> 14j;~
.3{'~ .. 11/~ jlll.-

_'-'_'-'-._"_-

------- - .-.

/l- /10 /Ill. ebUf?,4 Tlo"; Jef'Til S :

/.%(/(1,.1 )- ~
7~ Q-j'1/~

2"- Noult ~~I?A 7{~,J i;C:(l/lIS':

;;;. .II? (I,.,)) X. GD - n,J -.::
,-{'iI-I'1IN 1fR.

--- -'" -- - -. _. -' - - -' -. -



FLOOD CONTROL DISTRICT OF MARICOPA COUNTY

PROJECT 1'14<,(CQPA (?tl(lal T<j IfLJ(t:.u.,1iz <I 1'//1'1,/(/& PAGE d OF ~
i /" / -::t-

COMPUTED DATE _

_____________ CHECKED BY DATE _

"Z - 'II< s- 'lIZ I~·il<. 2j-!,( Sd-it< /00 -rR.

£"-11 ("J '1.J-(p IR·f1o (P,9[ 7 t ,!cf 0' 7CP f,CRO

/f)- l'!/tJ 3 ,,/2- 1'1,0 "';'7~ S") 2- 4>, (Po 7·2-0

/s-- til,,) ;;. '74- 3·";~ 1'(Jo AI, !Ie S;-, /1- ')' gl.{

30 - fVl/~ /I~-I ). '3 d 2'70 3 ,~o 3,)0 3 .~4>

/- H()I/a. /1/1- /'3,[ ;.59 /.!j2.. 2·f2.. 2,35

Z -;IoWfl. .(p" '3' ,fir /. tI ~ ;'23 ('.5(P

3 - )loci/? .tis- ·Sg .(p t '77 't'l ' '13

~ - //17(/1( ,2CR .j.) .38' ,</3 ''{l- ·S;

I~ - tlcrJl< ~/J ·/7 ,.Z3 • 2.(p -:Jo '3/

~ '1- f/~,( ·oS 'If 'I "J- ,/'1 "/7 '/f
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PAGE L OF .s:
FLOOD CONTROL DISTRICT OF MARICOPA COUNTY

PROJECT dAr? (cdI'll ('OC/d 11 !/yP(20LO Gr/ !/ANC/A-L
_ -JJ. :? 7

DETAIL I:ZIt&LE -tr ..::> COMPUTED DATE ---

...l.Li~)(;:-=--:'-S=-,-"I&"'-'r/'-'-----"""o~F~R~AL£.//l2_'V £'-!}1...o.:L=L'------";;-'--'I0LL~~'tALLT CH ECKED BY DATE ---

E,X/rl1fJLE ::It 3 - A: /0::-~ To j)r?S1&# /(JO -'II(:) (p .. ;II( ~~!,y'J/1LL--t
().2 /1,' LASlni /1"1 /11£ (!;4££;:0e:- ;4flt..f'afZ.1 A,l€Il·

~

At.So.J Sldce /IlIS .tASld /5 LE5S Ttflt N (l.S- ;1/.1 17.5 /,/;4'>'> CU~I/<.::-

SHoUL-V g£ S/~/Lt4J- Tt9 ;o11"';C!<N -# / I1AJ.5 ClI,(I/E 0;: 1/16 /!ANtI,,{-L.

50 Tff~ .)1+1113 f/l.tJ(EJ)ue E 5 (Nt>AA);45" f/f71c.'"fZ-N#: I ;/I<'f.. 8E"

huotJ(!J, T!fE .J;ES/,.e~{) INTEAl.>1 TI IS /r-H/~ •

filE A- BovE toe AliO 1"11. SAME bA-TA Nfl TilE ftJo -1E"filf? Pj2£QtA~-,u C);

FOil- 1116" );uIU+TIO/,J of IS-I1(;.) To t£,- I{ou£. 5;foc/t.,D gc= LI.fc=b,

(;) .£)[;51&1'£ A TABLE" rol< A 6;-1-10£11< ])U~/tTlo;J/ WITIf /S"-n,d

-r;fY1G /l1lrc:f? vA L.5 (5EE /IE!.! ?A ~ t)
o pLAce THE IS-t1/~ .DEPT/f ,A r .q'. 0° {T1I15 ,A.55t1tJ1ES IliA T



FLOOD CONTROL DISTRICT OF MARICOPA COUNTY

PROJECT MAgcCot'1t ~tI,.,rof r~Oee.q,(q,VI1AlIIdlf-l PAGE .k.OF s:
I r!rt+ /

DETAIL qlttl~LE -=# 3 COMPUTED DATE - __

_____________ CHECKED BY DATE _

})c51c» AI ~1J1~~.ALc.. OJ..sT.e.IBu.rlf.l~

\ABl-E"

"Me ( "ouR S') Rt1/"tFALL (l,vc;lf:S) ('U /'I. KAf!Y'/'A(.' 0~CfIc'S I

O~ 00 (}·tJO 0.00

6: 15 '037)' '()375

0:30 -037S' ,07)

o~"'iS -0;7.) ~IIZ5

I ~ co ,oJ7r ./J
l ~ \5 .O3?} 'lf75
\ ~ 30 .03?; /'• Z2)

t ~ l.IS ·037f ·2 ~2{

2.:00 .OJ?! ~30

2: \5 .037{ .J37)

z ~ 30 6· 0 (p ';3 9;1)

2: ~5 (1.0 tp .O/j75

3: 00 (J.o q 'S~7S

.3: \5 G 10 c; .(P17J

.3 : 30 C)·2.1 • ~'f7S/

3 : ~J5 &. '17 /'3; 7)/

,i.( ~ (J 0 I· 1./ ~ 2· 7 tJ?J

~"15 O'Zl 2·9g7:(

~l ~30 0'0.9 3.07 7 )'

I.J ~ J.J 5 /'

o·o'! 3./fD 7)

5! 0 0 (j. 0 ~ 3,227)

5~ 15 o· Q (; 3.2 ~7J

S :30 · (37) 3'.3).)/

5 ='"15 I ~37J/ 3.3 62.5

~ :ao · 637f' 3· t./O



_____________ CHECKED BY DATE _

FLOOD CONTROL DISTRICT OF MARICOPA COUNTY

PAGE _3.. OF 5:PROJECT &1.((nt:A (/Yv,./Tj !o/AIPLOroy &AltI/k.--

DETAIL A,4-t1eI.E -#' 3 COMPUTED DATE _

o Tile (30- 111,,)) - (lj-l'1ld) lJEfJTli oP (/.9:5- /'Lf~) _ 0''-/7 IS

PtA cE j) It 7 3: tf~

.TIIE { / - 11f} (./ t<. ) - (30 -11/ IV ) j)cf 711 of (z,J S-- / I 9J ).:: tJ. Lj J{ =. 1- f

?LACc3.b lJi 3! 3 11 ,A-N.b I/.'/J.

TlfE (2 - ;loC/~) - (f- /-IOC/£) OEP l/f or ( 2 -71 -}·3, )::::. -3~ -:: . 0 1

/11c (.1 -;14 C/ fi.) - ( Z -I-f() u!. ) .uEp rIf tJ;= ( Z·9J - 2 '7/ ) -::: ';.11 <= .0 &?

:> do"" do If'
IS ?t/1cc:!:J /1-1 2:,-,0.; ~:7J:J,): ? /'1A1IJS;-: .

?tc/t5G /f6/c (/fA r lJuc 10 51flr TIA!&.J Tile LAJT 3 V-4L. UC=-5

INTo 116"C - / ·



FLOOD CONTROL DISTRICT OF MARICOPA COUNTY

PROJECT t/ltLI CbeA (lOt/IllY li;z'I)/41 La<;,y d/l/f/u/lL- PAGE ¥- OF :r:
DETAIL E4b"2hc -#- 7 COMPUTED DATE ---

_____________ CHECKED BY DATE ---

EXAMPLe #- 3-.8 ..

® OJl!cE ?A-TTc/?tV.:If 2·.3</ /,5 CotV..f TR(/{;TG= i);; I,"S cLocHE/'( Ts I}lCc

HelL T! FI./Ej) g! lifE 1(/7-1/1F/fLL. j)c=PTil (2. ·'1'-1Ir1 Ci/t?.J) ;; ~ / Vlf}ElJ g!
I~ti } ltd;) ;/tA-CEfl I~ TlfE LA-s T edt. UI'1~ (/;0/~EI- ot:s1r"d



FLOOD CONTROL DISTRICT OF MARICOPA COUNTY

PROJECT 1UR./(J!?d c?:,clA/y /1;..6bLd4)t 4ANt//h..,. PAGE ~ OF S-

DETAIL EM!'1I"i(: #3 COMPUTED DATE - __

____________ CHECKED BY DATE _

7/I1E
?/J71EfUI/ PI'!-TlFIV"; •34 (#3-1/2) P~TTcrzA )cS/G.";

"=IF 7.- #3 =# 2.1,/ RA/IY'FAt..(..

0:00 0.6 CJ·O 0·0 0·0 0

CJ :;{ (J.{p /.) 0'3 0'7 .02.fp

(J~3() ;'2- 2,b d')
.-

I'j • 0 '-I c./

~:1( 2,0 3. 0 0·3 2·3 .o0~

(!) : (go J ,I 1./ g (J.(p 3· 7 • /01

fur }·1 ~t3 0·8 ,-/·7 -/.3 g
/=;0 'I' 7 1·{P {}'7 ~. i' ' /7/
I :t/f S' 7 7,0 1'( &.~ I 20 tJ

2~OD (P-7 jd,{ 1·3 <g' (J - Z)S"

Z ~/{ 7'0 ff,9 /.j' q./ 12~g

;":Jo 0-7 ,/ /. fp !()·3 1303/3 .J

2:'/1 N·(J IS·z /- g 1/. 'g , 3'17

3!c 0 12-~ 17·) /·7 /3·9 ·'foe;
3:/J 1~,3 22-2.- .). • 0 /'l.J ·j3g
.3 :Jo 2Y·2- 30''; I' 7 Zfp.q ·77!

3:1; J./S: / il, z-- tl·? qj.<t /'3Y(P

1: dO t> ~'I ~ 7· f) -- o· 7 (p f·f 2·01

~:I) %J·7 77·~ - /. V 82.· J 2.'/2/

'-/: Jb tjo .(J diP. ! - J-/ l:%''l 2.~/';

'/1 '/J/ tjj ·8 91·2- -/). c; 92.'7 2'73/

s-~ 00 q~'7 9r'~ -0·7 1(,.0 z·f;.,

s-:/j 9j'.)" 97-'1 - CJ, t../ 93-/ z,ggf./

S :JD 9?r; f/'o - 0' 'J qg. 7 z·90
5:'1J 7!ftJ fl'-7 -0- I '11'1 Z'7o'i
~ /dv 1/)t!.(7 101'0 0'0 /00. 0 z .. 91f



COMPUTED DATE _

IhDROLOGY MANUAL PAGE _, OF -3

FLOOD CONTROL DISTRICT OF MARICOPA COUNTY
PROJECT I1ARlcOPA COUNTY

DETAIL EXAMPLE: ':t:i: 4
__R_A_T_/()_N.--,/\-=L--:..M--,--,-E--=--T..:-H-=O-=D__ CHECKED BY DATE _

< .,. :,: •.;.•.•• <.

"E;5Tlfvj'/:-iif" .. TI{£" ?£~'~j?I$.C~A~~~"L~iI~!l:t;t€",:4~{:5l«,;6',,!/)
.. THE VOL.:UHE" OF "FLoW :r()L8;~RC:-';-IAIN€:D

~. ' ..~ ~ .

SCENARIO: A RETENTION BASIN /.5 TO .BE j)£S/<$NED FOR.
AN URBAN WATERSH~D UJHICH HA~ TN't:

F6LLOWINq PNY5/CAL.CHARAcT£RISrlcs:

LOCATION > CARl:FRcE' J r6NJ 1?:#E
AReA :> 11./0 o...C r~s ,l~ .. ~' <" .. i ' .•

FLOW PATH LENGTH :>- /_2$~;rn/..,··

r .j1~ti~~LoP£ ··.·t, ··~~~t~~~~;~lM/~~ R~Sf~~N77AL
30$b.;L~/G,7Ir~f!:pvbuSTRIA L

.:. ~.:

7G =: /1. Lj (/.23ro}so(OZ7)~2(33)31 (LS·
38

-;.38

TC = O. ~5S- (LIM»

S:~ OR !A!3L.F s.l)

--.-;. --.-;.__--~----'---'---'-~--.'·"",,··w.",

L~ (.. 23~ ""1-

%; . 027 (FIGJu1l.'IE

S = 33. rt/rni,

STEP :2..

, ;"" ,"~.. ".=.,.,C""":",,-=-,-w.-----;------;-----;-,:--.-...---":_.+-+w,,....,.~,-=".'w=,:=.,.;:-"-.. , ,~>..:--,_,---'-;'..",=w--:.., .. ,. '"w.."

(.. '5TEP:1. PETERMINE TI-IE RO;\lO;Fdo£~E;CIc-.-/t/,T~:CJ·,'·
1"'/ ," ~" ..:'; ,,,.(TABl..c 3':'1)

;'.: 70/" y,uGLe; FAH/GYy4Re-As ,"~! .. '$Io:;u .. " .. ,
30% LIG;H r INI)'u.srk'tA:~'~Iu~:;·lS

••.. (. 70) (. LlQ) + (.3,0)( 05"")~ o,L.J76' '

CHDD5E A .5TAR'TlfJG. VALI.-lt;" FoR.. ~, sa!::J 20 ,wli~'l.

AT 30 VYlL'n./ Till: !OG -!dcof' RA!NFALl INTENSITY 15 L./OO L'n/hr,

(I-D-F CURVES, FI<:4UR£ 3-2)



FLOOD CONTROL DISTRICT OF MARICOPA COUNTY

PROJECT PAGE ~ OF 3
DETAIL COMPUTED DATE _

____________ CHECKED BY DATE _

SINCE THE WATERSHE,t> /s ourS/DE T.h"'E "PI/d€/t//X AReA,
THt: II'ITENISTY VALUE5 !1U5T BE AOJUS-TED USIN9 TN£"
EQ,U.A TION IN SEC T/O/'J 3. s: I. ~ :

2.3 Lt)

L (~O ~ 4, () ()) (Z. 3i//? CJ 7 =

Lp; 7(00 in / hr
(,

P:o ~

At i.'" '-I. 1It/ in/Vir

Tc ~ O.foSS"( ~.4~)-·3g -':?2.) Wlrn

TRy Tc =: 2 0 1/11/ n.

AT20 t'\'l"t'\, L"YD:: 6: / Ln/hr (FIGj,' 3:2~)~ .
APJU5/cO LIt)" = [(5/)(23)]/20 7 :: SG7 i..n/hr

.,- ..( ),36 2 33 .
f c. = o. bSS .5:~7 = . ·0· yVll n

So Use. Tc. == 2Q min J L. loa" == s:tl 'i.'1') /hr

01«-

STEP 3' : CALC LiLA,£" PEAl<. f)15C.HARqt;.

Or = C L,ClO A
Qp::; (.Lt7S)(~~7)(I'-IO);;; 39T cps

STEP ~: CALCULATE RET£NnON VOLUMe (V)
V=C( ~;)A

WHERE fZ~ = Z-!iOCA!<, /00 - ~EAR POIIJT RAIAIFALL
()E: PT1-/ , N INC J-l E"S

SINCE THE WATERSHED /S A9A1N OUTSIDt=" TilE PlioENIX
AREA, Po: I'ftl5T 8£" CALCULAT£l) FPOH T/iE f)LlRATloN

COIVVERs/o,v CQuArlolJS IN SEC T/o/\/ 2. '-I. 'V.



FLOOD CONTROL DISTRICT OF MARICOPA COUNTY
PROJECT PAGE ~ OF -=3=---

DETAIL COMPUTED DATE __

___________ CHECKED BY DATE __

-33
7C = O,ft,SS ('100)'
T:::. = CJ. 387 hr :: 23.2 mi.n.

TRY Tc. = 20 ml.n ~ L J«)::: £:/0 Ln/hr
k.. = 0, ~£:s (s: /0) -.38

Tc. ::; G. 353 hr = 2(.2 W1Ln.

TRY Tc.. ::: 22. yY\i..n.~ L,oo ~ '-/.8() i.."/hr
k = D. G5S (7:'80) -.38

Tc. :::: 0. 3" / t., r =- 2/. 7 mil'l,

STEP 3

Op: C i.,oo A

Qp~ (.47S)('-I.80) (1'-10) := 3/9 cIs

5TE P l' DE:iERMUJE RETENT/ON VOLLtME" (V)

V= C ( 7~ ) A
WHS"RE:' Rp: == 2 - HtJLl.R 1 /00 - Y5AR: POINT RAIN PA LL

PfZPTH I N I NCNCTS

S/NC.E THE WATE"RSHED /5 OUTS/J}F THE PlioENIX

AREAl !l,,; ;vJLlST BE; CALCUL.AT£O FRO!'1 THE""
DURATiON COII/Vcg.S/ON E:QUAT/ONS IN CHAPTER 2..

:2. ¥. 'I

VOID TI-I/5
PAcq~



FLOOD CONTROL DISTRICT OF MARICOPA COUNTY

PROJECT PAGE 2 OF -=3_
DETAIL COMPUTED DATE __

___________ CHECKED BY DATE __

~oo = / - hou r I /tJO - .:J EAR. PO/JIlt rat V'lfo.l!

Yoo =- o. '19'1 TO. 7SS- (>(3) (X.3 / X'-i)
w(..,er<:. X.3 = 0 - hr-

j
/00 ~ ~ear po\ni von-,{a /I ::. 3.4 It

X"i :: 2 tf- hr l /00 - tJ ea If' po I Yl t: n::t I VI f:cd I = 'i 7 II

'(,00 ~ C). '-19'1 r O.7S-S (5. 'i)(3. '-IIL/ 7)
'(,00 = 2.35/ Ln

Xz == Po: = (), 3'1/ (X3 ) + O.Ic,S"q (Yoc)

Po~ - ().3'-/ / (3.~) + CJ, 059 (2.35/) -= 2.7/ i./7

V= 0 '17S ( ~.;I) NcJ

V = IS Q2 o.G- f't



FLOOD CONTROL DISTRICT OF MARICOPA COUNTY
PROJECT /V/A R{COPA CO!lluTY !lYiJRCJL Otq Y I'1AtJUAL PAGE ~ OF 3

DETAIL FXAf'1 PiE #'S COMPUTED DATE _

_____________ CHECKED BY DATE _

GREEN i AHPT LOSS HETI-I(JO

SCENARio: CALCULA IE" THE C?REEN AND AN,oT LoSS I<ATE

PA I~;':"r--I ,=:-TEl25 ,C() R SUB B l\..s / iJ ~ 4 0 F TI-l C

EXAHPLE" 'v../AiER.5Hf.?D. ASSUME tHAT THE
wATE R5i-! ED IS LocATED vV (TI-// tV Ti--iE: BCLANDAF< (F25
OF THE." SQ!L SU.R.VEY OF A~U1L('\- CAQEFl2.EE
Ar<E:A) pAR.iS of /-1AR,ICCJPA AI'.lD PI,uAL. C()Ui!JT/~

).,;:;2.12011-41/. ".1 S5U ,'1E"" T/lc D~5/6!V STQ;"<'.f-'1 To BE A
b -HOUR, IO{) - YEAQ. EVENT 0 F 3,5' Co % 0 //vcHt=.-S,

PLAf\! I l'vIET:=:R. T/,/~;!. /<.EAs OF
3"ACfJ !v/~,;;; (//'J./~ ',,/'.'~~///l/ j'/"/!::
~ .. ! 1"- F' L -::.' , .. / /, c.:::' l.'./(F r-/lO ' ; /' C r "" ,- r- .
'J-.J'~:"_" .///. r0~'_.· __ ruf'<\ ! ,'-t . ....) -..-/-:..::.r.::. .

/'Iuff8E/?S //IIf)/CATE TilE
5{)IL HAP LIN!!; ANj)-----~

A/PEA R ()f.) 7'//E 5CJ/L
C 'I ,"'; !,c:: l/ ",IA P <;'-/I.... (""(~\..--l / ''''-

5TE(J .1

MAP UNiT

/'1
50

IS
20

I {y-/

1)/)
-;IV

IS-

/00



FLOOD CONTROL DISTRICT OF MARICOPA COUNTY

PROJECT PAGE 2. OF J
DETAIL COMPUTED DATE _

______________ CHECKED BY DATE _

jlGTE REFGR. TO "NoTES ONCALCULAi/;Vg L~S- RATE:

rA RA j'J( E;' T E {( 5 'I WIT1-/ (tJ 11-/~ "A PP LieA T / 0 AJS 1/

C HAP T s: P.. FOP" A D VI C E CJ Iv G 01\/5 T/< LA C T 10/1/ 0 F
I;--IE:. FOLLOWING; TA B LE .

STEP 2..: CONSTRUCT A -rABL.E S//'-1/LAK TO TI-!t::. FOLLOY'/IIVej

MAP ~ /'1 =j)If.,!~ l 1'1 EDI At,;' 6!~/"j E f<A L
UNIT MAP SOIL ~0 S/l.l Jj)

1
% 5~iL

>( (<c j,- F:5!F DTI-IFTA1 , ~'r-; I

/'-J A ,,-- ~ !1!\:.l" /L-L
I

"rEXiUZc I . ) (i..nj ( A:O:S U '1 E: DRY)# UNIT I ,:""(!:... I CLAY l.L:,~/vr7-''--:'-'' ..... ! '- .I

50 CARRIZO 92. r; I 2",5 SAIVD '1.00 /, '7 .3$
,-

Af·JTHO f.,!: /0 SMJi)'( LO,A.~l • '10 L(.3 .351'1 ,
20 ~ 8RI > 87.S- 7.S LO,AMY ,sAN D /.20 2.L/ o 3S-{

\ HARl PO (,S" 10 5ANOY LOAf'? _LiO 1(.3 ,35

ESTP.ELLA LiO I n..s- LOAN . /.5" ~ ::- .3S'DO ....... ~

r-O rGILMAN 3'='- 23,S" LOAM ./5' 3,5 ,35

20 VALeNC!A ~7.S 12.~ ~'(d':l LCClM

I
. «0 (/. 3 .35

( MOl-tALL 25" I 27. 5' SILTY lo.AH ?'- e"Co _ t.I {)
• -,,:'I

1 I

80 CONTINE. ?~ ,.- taL( CLAY
,

.01 12,,,/ .IS_ c..::;. I
i

"? rCAREFR E'" i 7.5" I L:'7 e:- eL-A.'!' .01 rZ.:..( .IS- 0.-'-"
LL.- E:BeN 72,S I 27·5 Sr-N~Y C~\Y !.OA,t': .0(,

~G
. ZS-2{)

ivjOHALL :.:; i 27.S" SILTY LeA I · :2S' . £/0
I

(,,, G,

///1"":<'1'-'
,

c:,o ROCK - I - - - - -•• , L "ur
I20 LEH MANS 70 30 ~A!vCY COY LOA'" · ·jG boo!:; ,2.Z;-

/01 I r .L R\7~O 7-" ! I:""' . .E: 50..1",)'..1 LOI."! : .If i3 :.;c, I -- ' -.-i,_

I ,

I j I I
I 20 I Eba.. 75 r ~ --- ::t. Lc..;li'1 · :/0 l/: " r.:

L . .:) - ........ " I ~.....,,--J

I
...-_..r~, - J,

I I PuJ,:lLE' i J
I ?'1i I

,
I 0:) 1 3.s- I 50..'/''<.·1 C!/..Y , ? .. 20i

! I
I l!...

STEP 3 :

UNIT /Lj:

C.ALC ULAiE

XK5AT .::.:

PSI F =
,

..... THI:.-'A =1.-- I I '

UNIT 50: XKS,L\T = . gO (.1~)+.007 (/S) 7-,007 (L:':J) +,ob7 (:;:5'}::: ,04 Lnlhr

PSIF == .~O (3,5)+ .oC:.7 (3.5) +- .007 (13)+,{)G7(~,~)::3.77 i.n

DTHFTA::: _70 (.3:;) -f-. oro7 (35) T. ()(;;7 (.35) T- 0 ()G7 (t/O)= ,3::



FLOOD CONTROL 'DIST~ICT OF MARICOPA COUNTY
PROJECT PAGE 2 OF 3

DETAIL COMPUTED DATE __

___________ CHECKED BY DATE __

UNIT 22

utJrT IOLj

STEP If

(

X K5AT = . <30 (. 0 ( ) -t. 0 {:; 7 (. 0 I ) -{- , 0&,7 (.OG) + , ()0 7 ( 7S) ~ , 0 -:<1 in /h r

PSIr: :::: ,8o(12,LJ)+,o07(rZ,'-I)+,oro7(3,(o)-+-.CXo7(0.f.. )::: 11.77 if)

DTHETA::::.. 'to(.IS)-t-,Ot07(_15)+.{)C,7(::<5) -+-,007('/0):= , /7

XfSAT -:::: .50 (.OC,)+.1t>7(lfO)f-,1C,7(.L/O)+-.Ic:>7(.02)-= ,1C;1i.hjhr~.

PSI F = .so (q . fo) + . I {" 7 ( '13)+. I{;7 ( '13) +. /~7 (9. l./)::: 7. 3 / Ln

DTHITA =:: • SO (.25) -t- . Its, 7 (.3S) + . I~7 (.35) + .(~7(. 20) = . ~28.'·
RT/MP = 00 %

CALCULATE VJt='/~H1ED PARAMETERS FOR TH£"
SUBBASIN 'BY PE,/(Ct=NTAqF OF StJ/LijA? C/N/rs

X 1<5A I ~ ,1.5' (3, Sf) +,30 (.17'1) +. LjtJ( 0;<9) + , /~ (/~ 7) = 0, c:'~tolhr "*'
PS/F = .1S-(2.2/.0)+,30(377)+.'10(11.77)+,/S(7,31) ~ 73Ln
DTHETA .'-:--.. . I!) (135) 1- . 3D(? s) ;t- .LI0(. 17),T ,/5(;2.~) == .. 2], +~•.... ,

RTI MP ::;: ~ , IS (. teO) =. 7%

';STE PS- SELECT A SUR-PACE ReTENTION t.OS.s (IA)"
F"oR THE? StlBBA5/N FROM TABLE .if -1 .'

FOR THIS EXAMPLE; ASSUME

35 % Mus LOPE5 -7 . /s-' ir;

15% I'1tJU 1vTAI tJ ~ , 2~ L'Y!

IA = . '65 (.IS)+ . 15(· 2S) = o. /7 Lf/!

: ~

A J ..,( T WI 71-1



FLOOD CONTROL DISTRICT OF MARICOPA COUNTY
PROJECT /'1AQICOPA COUr--..JTY /-IYDr~OI 06Y t1Ai'JI_Ji\L PAGE -.1... OF _3=--_

DETAI L _£_X-'--A-'--.:.M---'--'--P-=L:..::E'---_=#---=b=-- COMPUTED DATE _

_____________ CHECKED BY DATE _

INITIAL ANt? IJNIFORtvl LOSS R.ATE METflCJO
BY SOIL TEXTURE AND HYDR()LCJ6/C SOIL.. c4RoUP (f{S6)

5CtNAR\O: CAlClU_A.TE iNE :J.-:tJ!rll~L AUf; ~1/\//F·(~f.:/~i Li')c.s F?.ATE
PA?t,,!·i(:·r.:.~s BY SCJ/L TEXTUF:.c AND BY H'r/DI(()L~/C

SOIL q ROUP POR. SUBBASIN -±. L/ OF Ti-l£' EXA.t-'i?LE

WAi£P.. SH=D. ASSUME THAT THE l//ATER'S/IED

(5 L.0cATED vv'ITJ.-IIiV THE BOUtJDA RIE'S OF

THE: \\ SOIL SURVEY or ~.C;;UILA - tCAFzE'Ff2.EE

A REA) PA RT5 OF j//A R I COrA A NO P/lvA L
COUNtlt=S; A PliO/VA ", .As5~r"1E' II-IE: DE"5/C:[N

STORM TO BE /- ?:- - J-/()();2.; luO -YGA.!"< EVE/vT
OF 3. S- to JI 0 .L 1JC-J/=5.

?L,.1,!)ii"1~IC'2., ThE: AREAS of 5'1<L1
i'v'!AP UI'·JIT /oj( fl-:'il\) THE. 5U,BBASJt,J

ASSUiY1E F l< Tf-Jt- CA.5~:

;V(Jf18E:R5 II/DleATE" TilE
SOiL jlfA /7 i.1tI/ ITI AN[)
APPEPR ON TilE: .$OIL

SL/I?VEY !-1Ai--'''.5

5TEF .1:

MAP UNIT

/7
50
2')

IOU
J I

pERCE";! IO~/-L A!2FA

IS
30
'-10
/5'

/00



FLOOD CONTROL DISTRICT OF MARICOPA COUNTY
PROJECT PAGE 2 OF 3

DETAIL COMPUTED DATE _

______________ CHECKED BY DATE _

NOTE: REFEP. TO n·!£: II/vOTES ON CALCL-!LA;INq LC:5.s K.A7£

PAgAfV(ETEI?51/ SECT/O/I/ lNliH/I/ THE "APPLICATiON.S'"

-::.-;-;APTE"R.. FOR A DV/S E ON CcJN5TRUC. (ION G.p T/-I~

FOLLO"V INc;? ?ABLE:.

STEP? CONSTRUCT A TABLE" SIMILAR. To T/-It=' /"..-Oc.!oJ."r../// G:,

MAP ~/o

UI'JIT MAP
:l:F UNIT

50! L
NAME

!~1CDIAf'.i

Yo .s~ND

i gRA 'Jf'l..

I'll E"j) ) 4. t·J
%

CLAY

H SOIL TEXTURE' f-ISG
s I =:L CNST,L/ I.LL C/./S7l1
q Un) (LJ'!;:r) (.iTt) (D,/t.t)

ILl
CARRIZ.O

( AIJTHO

) 81':<10.5
l MARl PO

'12. '5
~S

8'7, S

105

2,S

/0

7.£:

/0

SA1\lD
5AIJDY LOAM A

LOA,MY SAND

SANDY LOAf'1

/,3
,7

• '3
,7

1.2
, LIO

CONTINE; 22.~ ,I &7
(' GAREFRf£ 17.~ 52.5"

1 E BON 72S II 27. r:;
I ( 1'10 HALL 2- 5 2- 7. 5'

50

22

20

2D

ESTR.ELL.A
(C....dUiA/\/ 3S"
~/' VALE!'JCIA G7.5'
~ MOHALL.. 2~

n.s
23. S
12..5
27.5:

LOAr~!

SA.'tJ[)'r ~OAJ!

~'ILTY L,cAJ1 I

CLAY

CLAy

sAI,Dy CLAY LOA,/'( C

,{P

.~

.7
.8
. 3
.3
.~

.B

./~

.1../0

.~5

.Of

.01

, ora
.2£)

,IS

.05"u
• I

(,,0

2.0
IO~

ROC K QUTC K'OF 1-
LEI-i MA N S 76 30 ShlDV a..flY LeN'! , (0 . cG:,

',';- ~:A'ZO ~~j /"": I ~:~~yL':~ DI .; , ~~
20 - 1- .-'- j !' I I

__-'--__I_<'_P_IN_A_L_E_i_/:...-J1"----_...-_J__ ::: ~- .,--:_:!"_i...._~j_t;'_(_L._'-f._-'\-l-I_1:.t-"_,_7_!_-'--__' 0_.2..._--,--'__-'--__

STE P L.j CAL C U l A.i" E \;I/!:IG).! -:'Cf) ,'l7A F:A ;./ !:-TER5 ,;::-O.:;'~ ::/~;:./~/ /--jA P -'. /N .';-

NOTE: 51<IP THIS STEP IF U:S!f\/Ci. Ti-IE L.O,~.s P4,r:::(AI'/I£'rE,~S""

F:JR H,'./j)'!?OL00/C 5'0/': cjROU,DS

tANiT 11./:

IL= .qQ(/.3)-f-.O'~7(7)+,OG7(.~;.-'-,CG7/'7j= 1./CJ::'r1

:':"N:5.TL:= ..70 (l/,~) -t-.O:a7(£/O)+.007(1.2..)+,Of'c,7(:JQ) = 3.8/ in/A('

UNIT SO :

Il ~ . ?O (. &,) + .Q6 7 '. c, ) + . 007(. 7) +, 0:0 7 (. s) = • Go 2 LY1

c. ;Js-rL = . ~ 0 (. IS-) -r. 007(. ,(S-) +. ()0 7 (.~:J) -1-, CG7 (. 2..5'") = . 17 in! hr



FLOOD CONTROL DISTRICT OF MARICOPA COUNTY
PROJECT PAGE 3 OF -=3,---

DETAIL COMPUTED DATE _

____________ CHECKED BY DATE _

UNIT 22.: IL=,${)(.3)+.OG7(3)+.()G7(.C:,)+-.()(f)7(.f)= .3S"Ln

GI'/STL:=: . 'l6(.0/) +. OGo? (0;) +.0(;;7(0(;,)7-, 067(2S) =:: .03 In/hr

UNII /0 L/ : T L -= . S() (, (p ) +- . / ~ 7 (. 7 ) +- • /07(, 7 ) + _/67 (. t../)::: 0 ~O if)

c;/tJSTL=- .SG{.OG)+- ./07(LlcJ)+ .1{;;7 (.LIO) +.lfa7(()2.)= ./1 inlhr

STEP S : CALCULATE II1/ElqI-/TED PAI<.AM£R.:s For?, Ti-/E C-UBP;.1S/N
By P£:RCE/VTAq~ Q.C SO/L /'-lAP UNIT.<

'-/1""" C;OIL'cui'\' ~ _ TEXiaRE:

IL =: .IS(I./q) +. 30(.~2)T. '10 (.35) +. I!J~( &())= . S-9 LI}

CNSTL= . IS' (3.BI)+.30{.17) +. '/0 (03)+.IS(.17) = .00 in!hr~

RTIMP:::; :> ./s (.00) =- 7%

FrJR f/YDRO!..Q<g Ie 5011.. G Pou ,PS :

TL:=; • /S (. &, ) + , -:( () (. S ) -f. LI() (. 5 ) -;- , I_~ (. L() =.: • 50 Ln

c tJSTL = . IS (. i/O) -+- • 30 ( ? 5) -r. L/O( /S ) -t . IS- (. OS) ::: . 20 l.n / h r

STEP b SC-LECT A -:5-0.f?FACC I?ETEI'.JfIO/i./ L.OSS (IA)
;7:::'0 R.. TI-!~ SUE 3 ~ ::;/1\/ F/J) ~l /,I~ F; ~_ ~- 3 - i)
" '/ n ~A,I.--- / J l ~ - =- S-/,/..7-/.I"r:. _' '-- I _~_ .'../ L-'- /!..-... '--'. I. _ ..

/z::- /t·;
"" J ~ - I

/5 % /10LItJTA /,V ---7 . 2 C i/i

I A = . <g~ (. IS) +. Is (. ::z.S) = G. /7 G'!?

FOR so/!... rEX 7UJ?E :
CTC-'-l
~,I'{ - U. / / -r 0.5-7 =:: G.7(" Lt',1

<TPTL::. o. /7 -+ . S-O - o. ~ 7 il1



FLOOD CONTROL DISTRICT OF MARICOPA COUN Y
PROJECT !1Ar<lcoPA CouNTY /'{YOROLOe,y t'/AN<AAt- PAGE -.2:. OF 2..

DETAIL £XAMPLE: #: 7- COMPUTED DATE _

____________ CHECKED BY DATE _

CLARK UNIT f/~/DROG~APH FoR. AN URBAN BASIN

scENARro:

STEP 1. :

STEP 2 :

DeVeLOP T1!e CLARK UNIT I/r'PROqRAPH
PARAMETERS FoR. SUBBASIN :# Z O~ Tn'E
£)(AMPLE: WATERSHE:D.

'pNYSICAL C//AI?ACTE/?IST/CS:

AREA: 2./7 mi. Z =138'1 4Crt:'S

FLOW PA TN (L)::: I. 8S-miles

Slope. (5) ::. 3cJ. S ,c~/

~ IHPERII/tJU5IVE5S =- 2/

Kb
CALCULATE " II VSINej TIlE t:tfUATIOA./5 OA/ /'. /0,

or TilE" "(,ALCULATIO,.u or=:- k~ R .. WORKSHG'c--r(APPcNDIX.)

} b= rYl (103 A ) -t- b
S/I')CE TillS IS AN tlRBAM BASIN I III == -:otJ~2S' and b = .0'-/

Kb= -.00 62S (Ioj /3lJ7) -f- • 0 Lj

kb = .020

(RE:'FER To THE WORKSHt=ET D(jRIAJ~ TI-IE REHAININC?t

STEPS)

CALCU.LATE Tc. AS A FUII/CTIOA! Or

~ [ .SO .5"2 5-..3/J L' -.38
Ie = II. L./!.. r

-.38
h = 0, 703 (L)

.. " .
L



STEP 4

5Tr.P 5

STEP &, :

TE;:P 7 :

FLOOD CONTROL DISTRICT OF MARICOPA COUNTY
PROJECT PAGE .£ OF 2.

DETAIL COMPUTED DATE ---

_____________ CHECKED BY DATE ---

£>v T FR, R A flU FA L L J !.... 055 / AND C t... AR j(

PARA.MET~R. DATA IN TO AN H£c-1... lA/PUT

DECK / 8i1T Sc-T 7G ¢- REQUA L To
ZERO. RUN TO qFN£"RATc A RAINFALL/

L05S/ ~-XCE5~S TABLE.

COM PU.T E Tf-IE AVERAqE eXCESS TN'TC/l/5/T/6S

POI< A liME P£RIOD 6R£ATER.. THAN 7::.
(5 E £ Vt)ORKS!-ic[:T' AIJD SAMPLE HE"C -i RUN)

CREATe THE cql<,AP!i CJF A VERAqE EK.CES.s

IIJTENSITY VS. TInE.

CALC.ULATE Tv BY ITt::-RAT/ON. " L " VA LUt=S AR£

READ FRoM THt;;: c=,RAPI-!. CALCULATe' R.

STEP 8 : EIJTER Tc ~

RUN A~AIN.

R VALUES I,uTO NEC - I AAJD

(s £"r= sA M PL E: f/G"c -I RU /1....1 )



PAGE _, OF~

5ECONOA RY FLow PA 015

P,RII1ARY FLow PATH

LE.GiEND

. __ WATERSHED BOUNOARY

.... sua BASIAI BOUN04 RY
___ .. ----- WATt::RGOtl RSE"

® SUlS6AstN Nc..U..H3ER

£ colllc£,v7i?A T!ON FOINT

>

FLOOD CONTROL DISTRICT OF MARICOPA cau TV
PROJECT NAKfCOPA COU.AlTY I!VPROl04 y t1ANUAL

DETAIL EXAMPLE" WAT8<Sf·U:D COMPUTED DATE _

_____________ CHECKED BY DATE _



FLOOD CONTROL DISTRICT OF MARICOPA COUNTY
PROJECT tzAR IcoPA COUIJTY f-/VDf<OLOgY ttANtJ.AL PAGE ~ OF~

DETAIL EXAMPLE" WA rFRSHl:"J) COMPUTED DATE _

_____________ CHECKED BY DATE _

SU BBAS/N CHARACTERISTICS

SUBBASIN . ,AREA IMPERVIOUSNESS FLoW,PArl! SLOPE
4f= (Mi. Z) (0/0) LENQTII (,.,~) (Ftlm£)

L.AN£> us£'

.J- /.5"2 33 2. ~!:" /70 '10% jlftlLT!- UAJlt A~EA5

roo/f, ApARrM~NT ARE'AS

2 2./7 2./ I.BS 30.S- /00% $,NClLt' FAMILY
R£slD£NnAL

3 0.9(, '12 I. /3 JOY ~-cJ% L /G,HT INDUSTRIAL

50% DOW;VTO.tJA/ AREAS

4 o.8b 9 /. L/7 637 /GJoi0 UN o EVEL. CJPE[J

D~se rt:. HOUNTAIII{

Fi<ONT

WATERcouRSES

sUBDA.S/N DESC RI PTloN GjEOME'TRY
AvE:. AVE" SIPE MANN'N~BOTTOM D~PTH# WI DTM ( ft) SLO PE' ' n I

(ft)

I 501t. CEI1EIVr
TRAP, ZS- ~ 2: I .0/8

LIA/ciJ

2. DR€DGr£LJ EARTIf Re.ct. IS- ~' . 022.

3
c.o II/G R. ETE:i: TRAP. 35" 3: I CJ/s-'

LIfl/ti'O

1 NATURAL
TRA~ If{ 1 2; I ' oro

DE5SR..T
::>TREMM



CALCULATION OF Tc & R

Date: _
Project: ___

Calculated by:
Checked by:

Watershed: EXAMPLE WATER.SIIFD - SUBBA51N =It 2
Rainfall Frequency: /00 - yr Duration: ~6~- hr. Pattern H: /S-

Rainfall Loss Method: [ ] Green &: Ampt Method
[Xj IL + ULR by soil texture
[ ] IL + ULR by hydrologic soil group

Tabulate Period of
Peak Rainfall Excess
Clock Time Increm.
@ end of Excess
Increm. in.

Rearrange Incremental Excesses in
Order of Decreasing Average Intensity
Accum. Increm. Accum. Avg. Excess
Time Excess Excess Intensity
hr./min. in. in. in./hr.

.370335"
03L/O

0350
0355
o L/ 00
040S
0410

. /6
• /8
. / '0
.37
.37
.37
. II
. II

5
/0

IS
20

30

,J7
.37
. Ii
. I 't
. ($
.1/
. I I

I . I I
/.2'1
1.4]

, . lCo
,.q

3.53
3..30
3.02
2.~1

v
e
r
a

+ ( .t}l./) g
e

1.11 -.57 .80
R = .37 Te A L

ITe = • '1t/() hr.1

Kb-l" '" m [log(A * 640)]+ b
Kb~= ( -. OOt. 25') log ( 2./7 *640)

~.~= ,020
.50 .52 -.31 -.38

Te = 11.4 L 4.r- s i
-.38

yS

3.0

y.o

2.5'

3.5'

~

"" " .......
.........,

-.......
t--- -- I"""'-- ......

i'-
~

"I-.....

"
I
n
t
e
n
s
i
t

Y

A

E
x
c
e
s
s

__--=2.;.....1-.:7____ sq. mi.
___I'-'._fI-.:.5"..".--__ mi.

30.S ft/mi.

A
L
S

Tc '" ( 0.703 i

Trial Te ·i Calc. Tc

. '117 3.53 . '/35'
. '15'0 3. r'2 · 'Iyl
. t./30 3.if8 · '138
. '1'10 3. LJ5" · f39

i

I R = ./510 hr·1
n

/
h

r 20 30 35

Time (Tc) (hr./min.)



______________ CHECKED BY DATE _

FLOOD CONTROL DISTRICT OF MARICOPA COUNTY
2.PAGE ~ OFPROJECT /1AR ICOPA C6U tVTY !-IYDROLOq y HAMUA L

DETAIL EXAMPLE WA TE:RSHt=J) COMPUTED DATE _

SU BBA5/N CHARACTER/ST/CS

SUBBASIN ,AREA IMPERVIOUSNESS FLoW,PArl! SLOPE L.AN£) Us£"

4t= (Mi.2) (%) LE,l/(7TII (Mi) (FtIMf-)

/.52 33 2.4,£:" 170 '10% /1.1t1L TI - U)J I t AREAS

100% APA R TM EZNT AREAS

2 2.17 2/ I.BS 30.S- /00% S(fv~LE: FANI L '(
l<£S "JENliAL

3 O.9~ 1-/2 I. /3 lOY -.$-cJ% L/qHT INDUSTRIAL

50% DOw/f/TOVA/ ARE"AS

4 0.80 9 /. '17 537 /oo;{, UI'JDEV£LcJj>Et/

Desert 1-10UNTAIIJ

N'<OIVT

WATE RCO U RS ES

SU13BASIN DE$C 1<:.1 PT/ON Gt-OMETRY AvE. A' E: SlpE MANNIN~TOP D~PTH....
~/ I PTi-l SLOPE" \ n'......

( f' )
(ft)-----

I SOIL CEI19vT
TJE'A P. ZS- S- 2: I .0/8

L/A/EfJ

2. DR. EDGre:LJ EARTIi Re.ct. /~ f" . 022-

C.O NG Rl:TG' - 2.0 J: I GIS-~ / RAP.
v LINe£}

NATURAL
/s 2: I . OliO

DE5t:.~R...T TRAiJ
STREAM



***************************************** ***************************************

*

;, RUN DATE 9/ 5/1989 ~L~15: 4: 0 ;,

FLOOD HYDROGRAPH PACKAG~ (HEC-1) ;,
;,

;,

;,

*

FEBRUARY 1981
REVISED 31 J~~ 85

;,

;,

*

* *
* U.S. ARMY CORPS OF ENGINEERS ,',

* THE HYDROLOGIC ENGINEERING CENTER *
* 609 SECOND STREET *
* DAVIS, CALIFORNH. 95616 *
;, (916) 440-3285 OR (FTS) 448-3285 ;,

;, *
*****************************************

x X XXXXXXX xxxx.X X

X X X X X XX

X X X X X

XXXXXXX XXXX X X.XXXX X

X X X X X

X X X X X X

X X xxxxxx.X XXXXX XXX

***************************************

THIS PROGRAM REPLAC~S ALL PREVIOUS VERSIONS OF HEC-1 KNOw~ AS HEC1 (JAN 73), ELC1GS, HEC1DB, AND HEC1KW.

THE DEFINITIONS 0, VARIABLES -RTIMP- AND -RTIOR- HAVE Ca~GED FRO~I THOSE USED wITH THE 1973-STYLE INPUT STRUCTURE.

THE DEFINITION OF -~SKK- ON N~-CARD WAS CHANGED WITH REVISIONS DATED 28 SEP 81. THE VERSION RELEASED 31JAN85

CONTAINS NEW OPTIONS ON RL AND BA RECORDS, AND ADDS THE EL RECORD. SEE JANUARY 1985 INPUT

DESCRIPTION FOR ~~ DEFINITIONS.

SAMPLE RUN



LINE

HEC-l INPUT

ID •....•. 1•••.... 2......• 3 4.....•. 5 ..•••.. 6...•.•. 7......• 8•••.... 9.••..• 10

PAGE

1

2

ID

10

SA}~LE EEC-l RUN USING TECHNIQUES OUTLINED IN THE

MARICOPA COUNTY HYDROLOGY MANUAL
* ********************************************************************************

3 ID E~~LE 07 - CLARK UNIT EYDROG~~H

* ********************************************************************************

4

5

6

7

8

ID

ID
10

ID

ID

~~INFALL: 6-HR, 100-YEAR POINT RAINFALL DEPTH OF 3.25 INCHES

HYDROGRA?H: CLARK - TC & R FRO!~ WORKSHEET
URBAl, TlME-ARZA CURVE

LOSSES: IL+ULR BY SOIL TEXTURE
BASIN AREA: 2.17 SQUARE MILES, PATTERN 01.5

* ***************************************************************~~****************

9

10

IT

10

5 05SEP89

o
0000 85

* ***x****************************************************************************

11

12

13
14

15

16

17
18

19

20

21

22

23

KK BASIN2
Ki'1 COMPUTE DISCHARGE AT THE OUTLET OF SUBBASIN 12

IN 15 05SEP89 0000

PB 3.25

PC O. .55 1.05 1.7 2.65 3.45

PC 8.1 9.4 11.35 14.5 22.85 40.85

PC 95.95 97.5 98.35 98.9 100.

BA 2.17

LU .65 .20 21.

UA 0 5 16 30 65 77

UA 100

UC .440 .156

ZZ

4.35

75.85

84

5.2

86.85

90

6.05

91.

94

6.9

93.85

97



***************************************** ***************************************

* * *
FLOOD HYDROG~~H PACKAGE (HEC-1) *.

FEBRUARY 1981 *
REVISED 31 J)~ 85 '"

*
*
*
*
*

RUN DATE 9/ 5/1989
*

TIME 15: 4: 3 '"

*

'" U.S. ARMY CORPS OF ENGINEERS *
* THE HYDROLOGIC ENGINEERING CENTER *
'" 609 SECOND STREET '"
* DAVIS, CALIFO~~IA 95616 '"
'" (916) 440-3285 OR (FTS) 448-3285 '"

* '"
*****************************************

SA11PLE HEC-l RUN USING TECHNIQUES OUTLINED IN THE
MARICOPA COUNTY HYDROLOGY MANUAL
EXfu~LE #7 - CLARK UNIT h~DROGRAPH

RAINFALL: 6-HR, 100-YEAR POINT RAINFALL DEPTH OF 3.25 INCHES

HYDROGRAPH: CLARK - TC & R SET EQUAL TO ZERO

URBAN TlME-A..~A CURVE
LOSSES: IL+ULR BY SOIL TEXTURE

BASIN AREA: 1.10 SQUARE MILES, PATTERN B1.5

***************************************

10 10 OUTPUT CONTROL VARIABLES

IPfu~T 0

IPLOT 0
QSCAL O.

PRINT CONTROL

PLOT CONTROL
HYDROGFAPH PLOT SCALE

IT h"YDRCGRAPH TIME

NMIN
IDATE

ITIME

NQ
NDDATE

NDTIME

DATA

5

5SEP89

0000

85
5SEP89

0700

MINUTES IN CO~~UTATION INTERVAL

STARTING DATE

STARTING TIME
NUNBER OF HYDROGRAPH ORDINATES

ENDING DATE

ENDING TIME

COMPUTATION INTERVAL
TOTAL TIME BASE

.08 HOURS
7.00 HOURS

ENGLISH UNITS

DRAINAGE AREA

PRECIPITATION DEPTH
LENGTH, ELEVATION

FLO"
STORAGE VOLUME

SURFACE AREA
TEM?ERATURE

SQUARE MILES

INCHES
FEET
CUBIC FEET PER SECOND

ACRE-FEET
ACRES
DEGREES FAHRENHEIT



*** *** xxx *** x** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** ***

************~'t*

11KK
"
*
*

*
BASIN2 "

*

13 IN

18 BA

**)'rir*'k***)'r**,:'r*

COMPUTE DISCHARGE AT THE OUTLET OF SUBBASIN #2

TIME DATA FOR INPUT TIME SERIES

JX}!IN 15 TIME INTERVAL IN MINUTES

JXDATE 5SEP89 STARTING DATE

JXTIME 0 STARTING TIME

SUBBASIN RUNOFF DATA

SUBBASIN CHARACTERISTICS

14 PB

TAREA

PRECIPITATION DATA

STORM

2.17 SUBBASIN AREA

3.25 BASIN TOTAL PRECIPITATION

15 PI INCREMENTAL PRECIPITATION PATTERN

.18 .18 .18 .17 .17 .17 .22 .22 .22 .32

.32 .32 .27 .27 .27 .30 .30 .30 .28 .28

.28 .28 .28 .28 .28 .28 .28 .40 .40 .40

.43 .43 .43 .65 .65 .65 1.05 1.05 1.05 2.78
2.78 2.78 6.00 6.00 6.00 11.67 11. 67 11. 67 3.67 3.67
3.67 1.38 1.38 1.38 .95 .95 .95 .70 .70 .70

.52 .52 .52 .28 .28 .28 .18 .18 .18 .37

.37 .37

19 LU UNIFORM LOSS

STRTL

CNSTL

RTIMP

RATE

.65

.20

21.00

INITIAL LOSS

UNIFORM LOSS ~~TE

PERCENT IMPERVIOUS AREA

22 UC CLARK UNITGRAPH
TC

R

.44 TIME OF CONCEN~~TION

.16 STORAGE COEFFICIENT

18 UA ACCUMULATED-AREA VS.
.0 5.0

100.0

TIME, 11 ORDINATES
16.0 30.0 65.0

***

77 .0 84.0 90.0 94.0 97.0

525.
119.

2343.

69.
3727.

40.

CLARK

SNYDER

3386.

UNIT HYDROGRAPH PARAtffiTERS

TC- .44 HR, R=

TP- .23 HR, CP-

UNIT HYDROGRAPH
13 Elm-OF-PERIOD ORDINATES
2548. 1746. 1066.

.16 HR

.64

617. 357. 206.



***********************************************************************************0~**********************************************

HYDROGRAPii AT STATION BASIN2

************************************************************************************-***********************************************

*
DA MON HRMN ORD RAIN LOSS EXCESS COMP Q * DA ~ON h<l"~ ORD RAIN LOSS EXCESS COMP Q

*
5 SEP 0000 1 .00 .00 .00 o. * 5 SEP 0335 44 .19 .01 .18 461.

5 SEP 0005 2 .01 .00 .00 l. * 5 SEP 0340 45 .19 .01 .18 955.

5 SEP 0010 3 .01 .00 .00 4. * 5 SEP 0345 46 .19 .01 .18 1563.

5 SEP 0015 4 .01 .00 .00 8. * 5 SEP 0350 47 .38 .01 .37 2174.

5 SEP 0020 5 .01 .00 .00 12. * 5 SEP 0355 48 .38 .01 .37 2980.

5 SEP 0025 6 .01 .00 .00 15. * 5 s-o 0400 49 .38 .01 .37 3915.L.

5 SEP 0030 7 .01 .00 .00 17. * 5 SEP 0405 50 .12 .01 .11 4552.

5 SEP 0035 8 .01 .01 .00 18. * 5 SEP 0410 51 .12 .01 .11 4498.

5 SEP 0040 9 .01 .01 .00 20. * 5 SEP 0415 52 .12 .01 .11 3901.

5 SEP 0045 10 .01 .01 .00 21. * 5 SEP 0420 S3 .04 .01 .03 3207.

5 SEP 0050 11 .01 .01 .00 23. * 5 SEP 0425 54 .04 .01 .03 250l.

5 SEP 0055 12 .01 .01 .00 25. * 5 SIP 0430 55 .04 .01 .03 1845.

5 SEP 0100 13 .01 .01 .00 28. * 5 SEP 0435 56 .03 .01 .02 1351.

5 SEP 0105 14 .01 .01 .00 3l. * 5 SIP 0440 57 .03 .01 .02 991.

5 SEP 0110 15 .01 .01 .00 32. * 5 SIP 0445 58 .03 .01 .02 729.

5 SEP 0115 16 .01 .01 . 00 32 . * 5 SIP 0450 59 .02 .01 .01 552.

5 SEP 0120 17 .01 .01 . 00 32 . * 5 SIP 0455 60 .02 .01 .01 420.

5 SEP 0125 18 .01 .01 .00 32. * 5 SIP 0500 61 .02 .01 .01 321.

5 SEP 0130 19 .01 .01 . 00 33 . * 5 SIP 0505 62 .02 .01 .00 249.

5 SEP 0135 20 .01 .01 . 00 33 . * 5 SEP 0510 63 .02 .01 .00 197.

5 SEP 0140 21 .01 .01 .00 33. * 5 s::p 0515 64 .02 .01 .00 150.

5 SEP 0145 22 .01 .01 .00 33. * 5 SIP 0520 65 .01 .01 .00 115.

5 SEP 0150 23 .01 .01 .00 33. * 5 SIP 0525 66 .01 .01 .00 89.

5 SIP 0155 24 .01 .01 . 00 33 . * 5 SEP 0530 67 .01 .01 .00 68.

5 SEP 0200 25 .01 .01 •00 33 . * 5 SEP 0535 68 .01 .00 .00 54.

5 SEP 0205 26 .01 .01 .00 32. * 5 SEP 0540 69 .01 .00 .00 43.

5 SEP 0210 27 .01 .01 •00 32 . * 5 SEP 0545 70 .01 .00 .00 35.

5 SEP 0215 28 .01 .01 .00 32. * 5 SIP 0550 71 .01 .01 .00 30.

5 SEP 0220 29 .01 .01 .00 33. * 5 SEP 0555 72 .01 .01 .00 29.

5 SEP 0225 30 .01 .01 . 00 35 . * 5 SEP 0600 73 .01 .01 .00 32.

5 SIP 0230 31 .01 .01 . 00 38 . * 5 SIP 0605 74 .00 .00 .00 33.

5 SEP 0235 32 .01 .01 .00 40. * 5 SEP 0610 75 .00 .00 .00 30.

5 SEP 0240 33 .01 .01 . 00 43 . * 5 SEP 0615 76 .00 .00 .00 23.

5 SEP 0245 34 .01 .01 .00 45. * 5 SIP 0620 77 .00 .00 .00 15.

5 SEP 0250 35 .02 .02 .00 48. * 5 SEP 0625 78 .00 .00 .00 10.

5 SEP 0255 36 .02 .02 . 00 52 . * 5 SEP 0630 79 .00 .00 .00 6.

5 SEP 0300 37 .02 .02 .00 58. * 5 SEP 0635 80 .00 .00 .00 3.

5 SEP 0305 38 .03 .03 . 01 65 . * 5 SIP 0640 81 .00 .00 .00 2.

5 SEP 0310 39 .03 .03 . 01 76 . * 5 SEP 0645 82 .00 .00 .00 1.

5 SEP 0315 40 .03 .03 .01 89. * 5 SEP 0650 83 .00 .00 .00 l.

5 SEP 0320 41 .09 .07 .02 106. * 5 SEP 0653 84 .00 .00 .00 O.

5 SIP 0325 42 .09 .07 .02 142. * 5 S:C:P 0700 85 .00 .00 .00 o.
5 SEP 0330 43 .09 .01 .08 225. *

*



**********************************************************************************y.************~~******************~~****************

TOTAL RAINFALL - 3.25, TOTAL LOSS - .87, TOTAL EXCESS - 2.38

PEAK FLOW
(CES)

4552.

TIME
(HR)

4.08 (CES)

(INCHES)

(AC-FT)

6-HR
554.

2.372

274.

MAXL'lUM AVERAGE FLOW

24-HR 72-HR
475. 475.

2.375 2.375

275. 275.

7.00-HR
475.

2.375

275.

CL~ULATIVE AREA - 2.17 SQ MI

RUNOFF SUMMARY
FLOW IN CUBIC FEET PER SECOND

TIME IN HOURS, AREA IN SQUARE MILES

OPERATION STATION

PEAK

FLOW
TIME OF

PEAK

AVERAGE FLOW FOR MAXL~JM P~~IOD BASIN

AREA

MAXIMUM

STAGE

TIME OF

MAX STAGE

HYDROGRAPH AT BASIN2 4552. 4.08

6-HOUR

554.

24-5GUR

473.

72-EOUR

473. 2.17

*** NORK~ END OF HEC-l ***



PAGE _, OF~

FLOOD CONTROL DISTRICT OF MARICOPA COUNTY
PROJECT I'1,4R/COPA COUNTY HYlJf?OLOcg¥ I'1ANUA L

DETAIL ,t;'XAMPL~ -:It: 8 COMPUTED DATE _

____________ CHECKED BY DATE _

CLARK urv/~J-IYDR06J?~r:/!__.FO~ _._~_~ UNDEVE"LOP£D BASIN

SCENARIO: /JEVFLOP Til£" CiA 1(1< UN IT HYDROG,RAPH PARAM~TER.S

FOR SUBBASIN =If 'I OF T;L!€ EXAMPLE:" VVATE'RS"Hl:D,

STeP 1 : PIly"''5ICAL CHARACTERISTICS:

L::: I. '19 ml.:

Ak'£A::: 0, <if:, 1YJi. 2. -= SEO. L( ac-

S =: s37 ft/lYlt-' -*" /::<6Duc..e wi 5/oj/€. tq A PI

% T M PEl( v 10 U5tJE:55 : OI'{I r S·/AleE L (/5$ tF5 c,,{,I1 c. L. 17£

CALCULATED FROM H YOl<O LOq Ie SOrt. G;RouP
PArA. SEE EKAHPL~ ::It C;;.

STEP 2 : CALCULATE"" r /I LASINg THE EQuATiONS ON PAc:jC 10,
OR. TH[;" " CA LC U LA T/O!'J OF 7C ~ R II \N0f< K SHe-ET( APPEND1X.).

ALTHOUGJI-! THIS I3ASIN IS QUITE STE~PI II-I~

{£RAIN IS {)l?SCRIBED AS .. ROL/C,H n AND TilE"

VEqETATfON ., 110DE"RATE .1 I so INTERPOLATE:

BETWEEN 1\ HILL5LOP6:.5·J AND" t10UNTAINS".

Kb= M ( 1°9 A) + b
m=> (-.02S- + -,u30)/2 = -.027S

17= {.ls+.;;;.o)!2 =; 117s-'

K;;= -,0275 ( 103 5S0.l.j) +. 17S

kb:: .100

STEP :s :
(REFER To THE: WORKSI-JEt=r DURING, THE Rt:HAINfN~ STEF$)

CALCULATE Tc. AS A FUNCTIO!J OF L :

y;; = [ I/.l./ L ,S"O ("£"2 5-;.3J] L. -.38

Tc. = [ 5"'7'1] i -.38



FLOOD CONTROL DISTRICT OF MARICOPA COUNTY
PROJECT PAGE .£ OF 2..

DETAIL COMPUTED DATE _

_____________ CHECKED BY DATE _

<STE.P 5·'

STEP 4
'. F IV T rR, PAINFA '- L I L. OSS JAN D C (,4 R K

PARAMETER. DATA IN TO AI'J !-IEc-:i /A/Pur

.DECK) .• 8t1T SET 72 ~ R. EQ U 1\ L To

.'.ZERO~,RuN TO QFAJ6RATC:- A RAINFALL,!.

~':~~~~$/<E"XC~S.s . .~ABL'F.,

IN'Tc~S/T/£.5 ;'

THAN. ~.'" ...
HE:C - i· RUN)

_~,?M<F:.0.~E .THE' AYE1;<AqE EXCESS

;'Foi:tATIMEP~RIOD ~R£ATER. .
. {S,E£:::.Vt)ORKSHE:E"I AJJDSAHPLE"

~, '".';'.,';

...... i .•• J ..

'-

•. l

,- "".' ..

"'STEP to '; . CRfAT~ .. TI!E q!?APJi. OF A IJERAq£
INTENSITY V5.T/H£.

, .d• •• : •

E><'CES-S ','
"~""''';''' ",

'Sr{;"p 7 : CAlCULATET0 BY ITERATION. \\ i. " VALU£S' 'AR£
READ FROM T!-It;;: ~RAPII. CA LC U LATE"'R:",

5TEP8: EIJTER Tc'~

RUt\} A(;,AIN.

...,:

R VA LU £.5 /IJTO !-lEe - / A;YD

(SeE SAMPL~ flEC-/ RLlN)



CALCULATION OF Tc & R

Da te : __
Project: __

Calculated by:
Checked by:

Watershed: E"XAMPLE 'vVATERSI-I£:D # 'I
Rainfall Frequency: /00 - yr Duration: ~2~- hr. Pattern i:~N~A~ __

Rainfall Loss Method: [ ] Green &: Ampt Method
[ ] IL + ULR by soil texture
[>Q IL + ULR by hydrologic soil group

Tabulate Period of
Peak Rainfall Excess
Clock Time Increm.
@end of Excess
Increm. in.

Rearrange Incremental Excesses in
Order of Decreasing Average Intensity
Accum. Increm. Accum. Avg. Excess
Time Excess Excess Intensity
hr./min. in. in. in./hr.

0/00
%s
0/10
O/IS
0/20
012:)'
0130

.20
.72.
.3]
.3/
.09

.0S

/0
IS

:20

,3D
3,1:)

.72

.37
.3/
.20
1 0 9
.Q~

.os

.72
1.0'1
/. to

/.75'
/. ~O

3.5"0

J.Oj

A "" ...:;.0_.~8~::::::--_ sq. mi.
L /. Lf9 mi.
S 5"37. ft/mi.

Kbl = m [log(A * 640)]+ b
t..\// a (-. 027S) log ( . gc, *640)
Kbf "" 0./00

.50 .52 -.31 -.38
Tc "" 11. 4 L Ktt S i

-.38

.32~ hr. I
1.11 -.57 .80

.37 Tc A L

~.O

~.O

Lf.O

7.0

fo.O

so

"
I'-.-

"" ........

..... .....
.....

i'--.
'>.,

'>.,

i'..

'"
r----.

I

x
c
e
s
s

E

n
t
e
n
s
i
t

Y

A
v
e
r
a

+ (./1S') g
e

.330

.328

Calc. Tc

i

·i

'let7
'1BO

R

.325

.333

Tc "" ( 0.S'11

Trial Tc

. /51 hr. I
i
n

/
h

r /0 /5 20 25"

Time (Tc) (hr./min.)



***************************************** *************************************

*
* FLOOD HYDROGRAPH PACKAGE (REC-l)

*
*

*
* u.s. ~v,y CORPS OF ENGINEERS

RUN DATE 9/ 6/1989 TIME10: 9:40 *

*
*
*
*
*

FEBRUARY 1981
REVISED 31 JAN 85

*
*
*

*

* TH~ HYDROLOGIC ENGI~ERING CENTER
* 609 SECOND STREET
* DAVIS, CALIFO~{LA 95616

* (916) 440-3285 OR (FTS) 448-3285

*
*****************************************

x X XXXX.v.XX XXXXX X

X X X X X XX

X X X X X

XXXXXXX XXX]{ X XXXX..X X

X X X X X

X X X X X X

X X X:{X:{XXX XXXXX XXX

*************************************

THIS PROGRAM REPLACES ALL PREVIOUS VERSIONS OF HEC-l KNOWN AS HECl (Jfu~ 73), HEClGS, HEClDB, fu~ P.ECl~7.

THE DEFINITIONS OF VARIABLES -RTIM?- AND -RTIOR- HAVE CHANGED FROM THOSE USED WITH THE 1973-STYLE INPUT STRUCTUFE.

THE DEFINITION OF -L~SKK- ON RM-CARD WAS CHANGED WITH REVISIONS DATED 28 SEP 81. THE VE~SION RELEASED 3lJAN85

CONTAINS NEW OPTIONS ON RL AND BA RECORDS, AND ADDS THE HL RECORD. SEE JANUARY 1985 INPUT

DESCRIPTION FOR NEW DEFINITIONS.

5AMPLE""

EXAMPLE *8



LINE

*** FREE xx*

HEC-1 INPUT

ID ....•.• 1 2 3...•... 4 5 6 7.•.••.. 8.•..•.• 9•..... 10

PAGE

2

10

ID

SN1PLE HEC-1 RUN USING TECHNIQUES OUTL:h~D IN THE

MARICOPA COUNTY HYDROLOGY MANUAL
"* *********************************************************************

3 ID EXAMPLE D8 - CLAIL'\: UNIT HYDROGRAPg (UlID::vELCPED)

* *********************************************~***********************

4

5

6

7

8

10

ID

10

10

ID

RAINFALL: 2-HR, 100-YEAR POINT IL~INFALL DEPTH OF 2.70 INCF~S

HYDROGRAPH: CLARK - TC & R FROM "OR..."SEE:5:T

NATURAL TH1E-AREA CURVE

LOSSES: IL+U:R BY HYDROLOGIC SOIL GROUPS

BASIN AREA: 0.86 SQUARE MILES

* ****************~'r*****~(**",(*"(*,'f**********~'<*****************,lr*******)'r**

9

10
IT
10

5 05SEP89
o

0000 37

* *********************************************************~~***********

11 KK BASIN4

12 K1'1 COMPUTE DISCHARGE AT THE OUTLET OF SUBBASIN D4

13 IN 5 05SEP89 0000

14 PB 2.70

15 PC O. 1.1 1.8 2.3 2.8 3.2 4.6 7.1 10. 13.7

16 PC 17.6 23.2 32.7 60.1 74.3 86.3 90.1 93. 95.4 96.2

17 PC 97. 97.9 98.2 99.2 100.

18 BA .86

19 LU .67 .20

20 UA 0 3 5 8 12 20 43 75 90 96

21 UA 100

22 UC .325 .159

23 ZZ



*******************~********************* ***.,'(*')'t********,'cx************x;:*******

* * ."

FLOOD HYD~OGRAPH PACKAGE (HEC-1) *
FEBRUARY 1981 *

REVISED 31 JAN 85 *

*
*
."

*
* RUN DATE 9/ 6/1989

*
TIME10: 9:44 *

." U.S. ARMY CORPS OF ENGI~ERS

* THE HYDROLOGIC ENGINEERIKG CENTER

* 609 S2COND STREET

* DAVIS, CALIFORllIA 95616

* (916) 440-3285 OR (FTS) 448-3285

* ." *
***************************************** *************************************

SAMPLE HEC-l RUN USING TECHNIQUES OUTLINED IN THE

MARICOPA COUNTY HYDROLOGY MANU.{L
EXAM?LE #8 - CLARK UNIT HYDROCRAPH (UNDEVELCPED)
~~INFALL: 2-HR, 100-YEAR POINT ~~INFALL DEPTH OF 2.70 INCHES

HYDROGRAPH: CLARK - TC & R FROM WORKSHEET
NATURAL TIME-AREA CURVE

LOSSES: IL+ULR BY h~DROLOGIC SOIL GROUPS
BASIN AREA: 0.86 SQUARE MILES

10 10 OUTPUT CONTROL VARIABLES
IPRNT 0

IPLOT 0

QSCAL O.

PRINT CONTROL

PLOT CONTROL

HYDROGRAPH PLOT SCALE

MINUTES IN COMPUTATION INTERVAL

STARTING DATE

STARTING TIME
NUMBER OF HYDROGRAPH ORDINATES

ENDING DATE

ENDING TIME

5

5SEP89

0000

37

5SEP89

0300

HYDROGRAPH TIME DATA

NMIN

IDATE

ITIME

NQ
NDDATE

NDTIME

IT

COMPUTATION INTERVAL
TOTAL TIME BASE

.08 HOURS
3.00 HOURS

ENGLISH UNITS

DRAINAGE AREA

PRECIPITATION DEPTH

LENGTH, ELEVATION

FLOW

STORAGE VOLUME
SURFACE AREA

TEMPERATURE

SQUARE MILES

INCHES

FEET

CUBIC FEET PER SECOND

ACRE-FEET

ACRES
DEGREES FAHRENHEIT



*** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *

***,',*****,',,'c***

*
*
*

*
BASIN4 *

*

13 IN

18 BA

COMPUTE DISCHARGE AT THE OUTLET OF SUBBASIN 84

TIME DATA FOR INPUT TIME SERIES
JXMIN 5 TIME INTERVft~ IN MINUTES

JXDATE 5SEP89 STARTING DATE
JXTIME 0 STARTING TIl1E

SUBBASIN RUNOFF DATA

SUBBASIN Ca~RACTERISTICS

TAREA .86 SUBBASIN AREA

PRECIPITATION DATA

14 P3 STORM 2.70 BASIN TOTAL PRECIPITATION

15 PI INCRErffiNTAL PRECIPITATION PATTERN
1.10 .70 .50 .50
5.60 9.50 27.40 14.20

.90 .30 1.00 .80

.40

12.00

1.40

3.80

2.50
2.90

2.90

2.40

3.70

.80

3.90

.80

19 LU

22 UC

UNIFORM LOSS ~~TE

STRTL
CNSTL

RTIMP

CLARK UNITGRAPH

TC
R

.67 INITIAL LOSS

.20 UNIFORM LOSS RATE

.00 PERCENT IMPERVIOUS AREA

.32 TIME OF CONCENT~~TION

.16 STORAGE COEFFICIENT

18 UA ACCm10LATED-AREA VS.
.0 3.0

100.0

TIrffi, 11 ORDINATES

5.0 8.0 12.0 20.0 43.0 75.0 90.0 96.0

UNIT HYDROGRAPH P~'iliETERS

CLARK TC= .32 HR, R= .16 HR

SNYDER TP= .28 HR, CP= .95

UNIT HYDROGRAPH

13 END-OF-PERIOD ORDINATZS

93. 371. 1305. 1829. 1271. 743. 435. 254. 149. 87.

51. 30. 17.



***********************************************************************************************************************u*********

HYDROGRAPH AT STATION BASIN4

*********************************************************************************************************************************

*
DA MON HRl'lN ORO RAIN LOSS EXCESS CONI' Q * DA MON IilliN ORO PAIN LOSS EXCESS COHP Q

*
5 SEP 0000 1 .00 .00 .00 O. * 5 SEP 0135 20 .02 .02 .00 B 1284.

5 SEP 0005 2 .03 .03 .00 O. * 5 SEP 0140 21 . 02 .02 .00 '\ 888 .

5 SEP 0010 3 .02 .02 .00 O. * 5 SEP 0145 22 .02 .02 .01 \0 591.

5 SEP 0015 4 .01 .01 .00 O. * 5 SEP 0150 23 .01 .01 .00 368.

5 SEP 0020 5 .01 .01 .00 O. ,', 5 SEP 0155 24 .03 .02 .01 231.

5 SEP 0025 6 .01 .01 .00 O. * 5 SEP 0200 25 .02 .02 .00 148.

5 SEP 0030 7 .04 .04 .00 O. * 5 SEP 0205 26 .00 .00 .00 99.

5 SEP 0035 8 .07 .07 .00 O. * 5 SEP OZ10 27 . 00 .00 .00 67 •

5 SEP 0040 9 .08 .08 .00 O. * 5 SEP 0215 28 •00 .00 .00 43 •

5 SEP 0045 10 .10 .10 .00 O. * 5 SEP 0220 29 . 00 .00 .00 23 .

5 SEP 0050 11 .11 .11 .00 o. * 5 SEP 0225 30 . 00 .00 .00 12 .

5 SEP 0055 12 .15 .15 .00 O. * 5 SEP 0230 31 . 00 .00 .00 7•

5 SEP 0100 13 .26 .06 P .20 "'l 18. * 5 SEP 0235 32 .00 .00 .00 3.

5 SEP 0105 14 .74 .02 E .72 141. * 5 SEP 0240 33 . 00 .00 .00 2 •
A

Z.5 SEP 0110 15 .38 .02 K .37 562. * 5 SEP 0245 34 .00 .00 .00 1.

5 SEP 0115 16 .32 .02 r= .31 3 1473. * 5 SEP 0250 35 .00 .00 .00 1.

5 SEP 0120 17 .10 .02 Yo .09 S 2176. * 5 SEP 0255 36 . 00 .00 .00 O•

0125 .08
C.

.06 ID * 5 37 •00 .00 .00 O.5 SEP 18 .02 E 2177 . SEP 0300

5 SEP 0130 19 .06 .02 S .05 1 1792. *5
*

*********************************************************************************************************************************

TOTAL RAINFALL = 2.70, TOTAL LOSS = .88, TOTAL EXCESS = 1.82



PEAK FLOW
(CFS)

2177 •

TIME
(HR)

1. 42

YA'UMUM AVERAGE FLOW

(CFS)
(INCHES)

(AC-FT)

6-H~

336.

1.818

83.

24-HR

336.

1.818

83.

72-HR
336.

1. 818

83.

3.00-HR

336.

1.818

83.

CUMULATIVE ~~A = .86 SQ HI

RUNOFF SUMl1..l.RY

FLOW IN CUBIC FEET PER SECOND
TIME IN HOURS, AREA IN SQUARE MILES

OPERATION STATION

PEAK
FLO\.l

TIME OF
PEAK

AVERAGE FLOW FOR l~lMUM PERIOD ~ASIN

AitEA
MAXIMUM

STAGE

TIME OF

MAX STAGE

HYDROGRAPH AT BASIN4 2177 • 1.42

6-HOUR

336.

24-HOUR

336.

72-IiOUR

336. .86

*** NORMAL END OF HEC-1 ***
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FLOOD CONTROL DISTRICT OF MARICOPA COUNTY

PROJECT !1A-r< ([eM (ddN rj ,!lrJ2120UJ b.f //ANt/it L

DETAIL EJ/ft1fL E -# l' COMPUTED DATE _

_____________ CHECKED BY DATE _

AI'f>1.IClt- T/~N tJF 5 - GR.A-FtlS

Lcl\ffA7ft Of w11- rER. Cou!<s E (L) ::- S-. 2. ~
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StaN (5): S =0:-/i:, [ :~( ]II) Z

c> L I ::- 73 q z.. f {- b HI::::' 4> (J D f of' J .b l. ~ = gl{ L( 8 [1';) ~ /I ~ =- 3D 6 ;1 (> I. 3 =JJ ~ I {P /.,.

t> H3 :: 3~~ F1

2-

S'" ( 5. 2 (51~O)/"S05~'1) _-0 3~~ F' (r:r

5 -= '0'$ (g 'l (:5 2'j() ) :::: /1,/' r f f!rw:
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FLOOD CONTROL DISTRICT OF MARICOPA COUNTY

PROJECT 11At./ roM 0"/I1/7j 11,'Il>I2QLO~'; etwtlt1/

DETAIL EXItt1PLE it '2 COMPUTED DATE ---

EXPElUl'4c:A/7i4L v1/1J7c~SJfG.D CHECKED BY DATE _

- WItTt:~5f1£b 'BoIJIIJDAIt'f

.. A tI.GvATION. /'It4~t<Jrl6t

/

A ISOu
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FLOOD CONTROL DISTRICT OF MARICOPA COUNTY

PROJECT !1ArucePA C",nrry Iltj)g",. 0 61" I1ANt/dLT ,z; f

DETAIL £MI1PL E ..::It- 1 COMPUTED DATE ---

_____________ CHECKED BY DATE ---

SteP 2: CAL (C/LA Tc .5/J.J/,J NC Ttl I< ( L L CO'! Ii (). ';)
(LLe. /s ,,5 ) c (5'.2)(/' 7)/(19'1'»'.5 "" . {,3

t!ol'll't1,f.€, 2AS/;/ 7'Ac 70L WI T/I TIlt',.S[ t:?,P Fi~{/,ec '0/0 I" /!U'-1'I7/r"j



FLOOD CONTROL DISTRICT OF MARICOPA COUNTY

PROJECT !"A&I(oft1 Co<J1I 1'1 ~1!)/?#.~c, 'I /'l-1NuAL- PAGE d OF 9/-/-1- 7 l'l-;. r -r -1--

DETAIL EXAI1!Lc £ q COMPUTED DATE ---

_____________ CHECKED BY DATE ---

{P 4f·.J3 A
.b

~i.Jj.J 3 (s: '?)_
(ID/~())® -

Iii 1,-:'/l.1//9 c. ( j)rA~/rr·ID,J) d F /0 ~. VIM 5 S C:c.c-C TE1J .

S-rc3f 5': S CL.ecr Tile /ifftofi</lrTc S- 61</JPH· (/( 7111S C/'1Sc Ou~ To

I' I.



FLOOD CONTROL DISTRICT OF MARICOPA COUNTY

PROJECT MffIlLCf/PA t!od,Vrc/ Y7!/2.v,-,c... V ~fltIdL- PAGE £- OF VJfJI I ,G-I- b) / ,L:.p- -J-

DETAIL £xAt1PLc If" l' COMPUTED DATE ---

_____________ CHECKED BY DATE ---

me ;=Ot-uwll'lb It. ws r;e/t Tc=J We (jElII'c~AT(.~ /./r.o.eo G1.Rt1 Pit

ft T (MIN) DI.5 clf!1 fl. 6£ (Cr"5) ® D 15c.HMl.&.t ((;:-s)
t1McJ./IL CI1U, : ((oMP~1ei<. oI.ITPuT)

(}) 0 CJ

/0 ~11 So~

20
/ggg / 8'q~

30
J Z?.e, 3'>1)

t(o tt JJj j' 9f I

S"o 2. ~() / 2 't&/7

flo 'VJ 3~ ZOI'f

7f1
If1-2.- 1'13£/

'b() II) f.,7 /c/P ~

qo $Jt-- f~l

/ (J rJ
S(pJ {P'l't

/ /0 qJI ~/{,~

/20 ~Zl 2 t.( ~

130 2-/2- 2/1

I'/(} / Ie, /30

IS"O 'g'f 12/

/, 0 ~z.. /10

110 $3 S7
I~o <l3 .s-~

/qo )3 ~J-

:J. 0 (J () CJ

21P () tJ

edH/« ffddA L £!!Ao fl, /lc.-=x r h-t/ I'/tGes /L-f.. (J S T~/1 Tc.~ 7!eIfN .fro/t,n/llio-J

OJ: 5 -Gd?/1Pf/ 7d U 4/ r - en I?I1 PH.



FLOOD CONTROL DISTRICT OF MARICOPA COUNTY,
PROJECT !1AR I corA CouNTy HVOROL.O<:'Y NANUA L PAGE -.fa... OF -----jqf---
DETAI L _--=-E._X--=--A--=-M---'----'---P-=L..c.=E'--_#---'/'------ COMPUTED DATE _

________________ CHECKED BY DATE _

CONST!<UC.T/ON t:')p. A

FRoM TI-/E "?HOEIl.//X

S - CUR.. VE

/tJ-/~7;;UIt:c. 1./1'..11 r HVo/~CJ~ RA PH
MOUl1./iA/N II D/HEAlS/()NLt::-sS

CONSI DcR. A WATERSHED IN I rf-/ Tf/£ FOLLOWINg CHAI2ACTERISTICS:

A=. S.19 Mi."

LA~ ==- O.c, 73 hf'

QUlr::: [0 ?IS', 33(A)] / D [&o45(SI'1)]I/<;;7::::' 201 09ft, CFS

CD CONSTRucT A TABLE SIMILAR.. TO THE. FOLLOW//VC=;:

0.0
23.0
3 1.0
31,0
q2.0
~!C. 0

'!'Vl.
53.'4
5(" g
~o.o

q.)
t.-r.,.1
~ ~.O

7 I, 9
7 '-I, 'I
710.'1,
79.1
'3 I. 2
": ;:'.2.
~.S-,I-;' (,85"1)(.~73)=
~",i3
~;Ul

9 1,0
?l.~
'l ~,il

! () ~.:J

1j ::. '-I
, C' 7.~
I ?,~

I I ~.l

1 I ~.7

! "! Z. ,
12.7.3
1.3 !.9
! 3 rs.. 7
} 41.7
1 '17, I
I ;- 2. ~

I 5" ILl?
1(,.5, 'l
I 7 :,q
J R I. ~

i'll, "
"Q I. 0
2. I 2.a
22. !". ')
? !I !J :J
2·~ 5'.0
"..9S'.0
3 'i?.
wI"Z,O

o
'i 0 2.
goy

120'"
r ~o 8
2010
Z'-{ I \
2'3 13
32.IS
3 0 17
'(019
4421
'-I'? 2.3
52.<.5"
562.7
v Q 2Cf
f., '-i 31
(,'732
7 :'"3 '1
763 /",
E (~ 3·-:
~ '1'10
~ ~ (;-~

'1 t. 4, ..j
'1 ~ t/~

1 .) 0 L} 3
10 450
I ~ 5' 2

:::SCI
; ~ s.;;

I ? 0 f:-/
( :. ~ 5"Cf
/2 {., I
13 G (,3
\3t.b5"
1'-/0(,7
I L( ';:d
1'-1 g 7 I
1S:273
/5':'75
I~C7{,

I ~ y 73
I :r- """S 0
172.2 -::..
/ 7 (" ,,! '!
i;] 0 <:.,
t C lJ ~
I 1 ~.=. ,

I "I z..q ::
~·?:a~4
20 a ~ ~

D{SCJ.lAR~E (Cf5)

o
2
lj

~

o
10
,z.
I!./
Ie,
/'l
~C>

22
"2'!
2{P
20
:;'0
32.
3'/
3"
310 --~ (.;8)(200%):::
'Ie

s

..........

70

-
,''1
;1,~

7

7
72
9"
q '~

9V.
iCC

0-:: Q
~ ULT

I
2
3
'1
S
"
7
~

'1
10
I I
I 2.
I 3
1 'I
lS-

I '"/ 7
/S
1-1
20
21

ORDINATE

IIIF \ OI.5CI/A/<C$F/ VS.' !IN=: , COI...ONIl/S AR.E Tilt: t1DIMENS/O/l/Ej) .,
5 - CURVE



COMPUTED DATE _

FLOOD CONTROL DISTRICT OF MARICOPA COUNTY
PROJECT PAGE 1, OF -'tJ-
DETAIL EXAI'1 PLE ::±i= 9
_______________ CHECKED BY DATE _

W CON VERT rilE 5 - C U /(VE To A /0 - H//'./. C//'JI r )-/YO/2'JG 1"<';C.,Pf!.

US£ LINFAR. fIVTEPQLAiIO/,1 //J IO-H/lt/. ..:r/t.JCREHE/./7Y MR.
TIM E' A IJO [)/s Cl-IAR~ E VA LUF5

z
3
'-I
5
<'0

7
8
9
/0

II

Iz
13

IY

15'

/7
13
14
1.0

Zi

IO-MIN lA~

TIf"tE O-/R.) QS
1 QS2 Q, U'i'V'P;'<

( G~~) (c.cs ) (Ct~ )
0 0 0

J (07 t...l'll :] i'l !
.33J 23/'7 :..Iq/ 1'n'6~

.5"00 5(;,05 2. 3"7q 322C,

. (Pf,;7 crri38 S(~O~ Li333
, 1533 /2539 99 ~"D 200/

I. coo I '-!S 75' I253Cf 2030>

I • I rc7 /(,0'17 /'-1575 /[;"22

1.333 f7/&L( I C:,Oq(' /O~7

I. S'QO /799(, 17/(;,1 '3'32.
1.~b7 1~559 ( 799fa ,)03

1.~33 I~ CfClO I~SSq Lf 3\

2.oCO Fi31 ( l1:> cl'=/O 321

2../07 /q523 /q311 2/'2.

7...333 !.::J7·C'A /'1:.23 i·? I
I v ,.-1

.2. S')) jq793 • ~7 ()) .:.(:-.;

,- ; ,. "7 ( 00-;/ i~ -,0:0..
""1~

.:... 'D'C' { ! ~ /(P ""/. ."
I I I .......

2'. '633 iq lC,--? J9?)70 '2<
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I t. I / ().J
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3.333 20090 /'\
,/
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TI/I£ 2.~- - .:::./:-~ /;7,C, ://1:- .'~' ::.£:/_~:;:;~ .cy .7/..··.= ,LJ/.'-:? -;-.",·-;c

/;1/a-<E/~/E~/7:5 "J..- EI'/O C',~ TX/.::- S- CY/('i/F. Tel (';(JRPE:Cr TH/S;

CO/'.!~TPucT A Cj/2/iP/-; C'J-- THE' 'TAIL' REC?/ON 0;:: T/-IE 5
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FLOOD CONTROL DISTRICT OF MARICOPA COUNTY

PROJECT EXA MeL E =#: J PAGE 2 OF . ·9
DETAIL COMPUTED DATE __

___________ CHECKED BY DATE __

o
. tCo7
.333
.500
• G,&,7
.~33

i.OOO
t,ICo7
t.333
1. 500
I, G,G,7

/. "133
2. 000
2. lro 7
2.333
2. SC::W
2.c::'(.,7
2. ~33
-,. c'CO

3 1~7

3.333

o
t.i'll
I~~¥

322C,
Lf333
2(.,CJ/

2630
/522
\007
'632
5~3

431
32./
21Z
/1> (p
/25
95
<to
~o

31
o



***************************************** ***************************************

* FLOOD HYDROGRAPH PACKAGE (HEC-l)

* FEBRUARY 1981

* REVISED 31 JAN 85

*

*
* RUN DATE 9/12/1989

*
TIME 9: 10:49

*
*
*
*
*

*

* *
* U.S. ARMY CORPS OF ENGINEERS *
* THE HYDROLOGIC ENGINEERING CENTER *
* 609 SECOND STREET *
* DAVIS, CALIFORNIA 95616 *
* (916) 440-3285 OR (FTS) 448-3285 *
* *

*****************************************

x X XXXXXXX XXXXX X

X X X X X XX

X X X X X

XXXXXXX XXXX X xx.'UCX X

X X X X X

x x x x X X

X X XXXXXXX XXXXX XXX

***************************************

THIS PROGRAM REPLACES ALL PREVIOUS VERSIONS OF HEC-l KNOWN AS HECI (JAN 73), HECIGS, HECIDB, AND HECIKW.

THE DEFINITIONS OF VARIABLES -RTIMP- AND -RTIOR- HAVE CHAllGED FROM THOSE USED WITH THE 1973-STYLE INPUT STRUCTURE.

THE DEFINITION OF -AMSKK- ON RM-CARD WAS CHANGED WITH REVISIONS DATED 28 SEP 81. THE VERSION RELEASED 31JAN85
CONTAINS NEW OPTIONS ON RL AND BA RECORDS, AND ADDS THE HL RECORD. SEE JANUARY 1985 INPUT

DESCRIPTION FOR NEW DEFINITIONS.



LINE

** E xx*

HEC-1 INPUT

ID •....• • 1....•. . 2...••.• 3•••...• 4•.••..• 5•.•..•• 6...•... 7....••. 8 .••..•. 9 ..•.•. 10

PAGE

1

2

ID

ID

SAMPLE HEC-1 RUN USING TECHNIQUES OUTLINED IN THE
MARICOPA COUNTY HYDROLOGY MANUAL

* ********************************************************************

3 ID EXAMPLE # 9 - S-GRAPH APPLICATIONS
* ******************************************************xx************

4

5

6

7

ID

ID

ID

ID

RAINFALL: 6-HR, 100-YEAR POINT RAINFALL DEPTH OF 3.40 INCHES

HYDROGRAPH: SCS UNIT-GRAPH, LAG TIME

LOSSES IL+ULR BY SOIL TEXTURE
BASIN AREA: 5.19 SQUARE MILES, PATTERN #2.35, ARE.ll. REDUCTION .85

8

9

10
11

12

13

14

15

16

17

18

19

20

21

22

* ********************************************************************

IT 10 05SEP89 0000 50

10 0

KK BASIN
KM COMPUTE DISCHARGE AT THE OUTLET OF BASIN

IN 15

PB 2.89

PC .000 .009 .015 .024 .037 .047 .058 .069 .082

PC .104 .118 .139 .184 .400 .458 .686 .823 .889

PC .960 .981 .987 .989 1.00

BA 5.19

LU .75 .25 3

UI 0 506 1986 3513 3981 2847 2014 1434 1008

UI 628 460 246 211 130 121 110 59 56

UI 0 0

ZZ

.091

.929

833

42



*****************************************

* *
* FLOOD iITDROGRAPH PACK-~GE (BEC-1) *
* FEBRUARY 1981 *
* REVISED 31 J~~ 85 *

*
* UN DATE 9/12/1989 TUE 9:10:52 *
* *
*****************************************

***************************************

* *
* U.S. A.~IT CORPS OF ENGINEERS *
* THE h~ROLOGIC ENGINEERING CENTER *
* 609 SECOND STREET *
* DAVIS, CALIFOro'L~ 95616 *
* (916) 440-3285 OR (FTS) 448-3285 *
* *
***************************************

9 10

S~~LE HEC-1 RUN USING TECHNIQUES OUTLINED IN THE

HARICOPA COUNTY HYDROLOGY tlANUAL
EXAr1?LE I 9 - S-CRAPH APPLICATI0I1S
RAI:.FfJ..L: 6-HR, 100-YEA-'l. POINT RAINFALL DEPTS OF 3. L,O INCHES

HYDROGR.:.PH: SCS UNIT-GR.~Il, LAG TI~

LOSSE5 IL+ULR BY SOIL TEXTURE
BASIN AREA: S.lS SQUARE MILES, PATTERN #2.35, AI~AL REDUC7ION .85

ODTPUT CO:.TROL VARIA.;;aS

IT

IFRNT
IPLGT

QSCAL

HYDROGRAPE Tll1E DATA

o P1INT CONTROL

o PLOT CGtITROL

O. IffDROGRAPH PLO'r SCALE

NMIN 10 l111IUTES IN CO~1?UTATION INTERVAL

IDA'll 5SEP89 STARTING DATE

ITIME 0000 STARTING TIME

NQ 50 NUl1BER OF HYDROGRt'J'H OiGINATES

NDDATE 55E,,89 ENDING DATE

NDTUlE 0810 ENDING TUlE

CCMPUTATION INTERVAL

TOTAL TIME BASE

.17 HOURS

8.17 HOURS

ENGLISH UiIlTS
DRAII/AGE ARr.-:A

PRECIPITATION DEPTH
LENard, E~'AT~ON

:rLOIl

STORAGE VOLUHE

SURF:.CE AlITA

SQUHE MILES

INCHES

PEET
rUBIC PEET P~h SECGND

ACRE-FEET
ACRES



**************

10 KK
*
*
*

*
BASIN *

*

12 IN

17 BA

**************

COMPUTE DISCHARGE AT THE OUTLET OF BASIN

TIME DATA FOR INPUT TIME SERIES

JXM1N 15 TIME INTERVAL IN MINUTES
JXDATE 5SEP89 STARTING DATE

JXTIME 0 STARTING TIME

SUBBASIN RUNOFF DATA

SUBBASIN CHARACTERISTICS
TAREA 5.19 SUBBASINAREA

PRECIPITAT~ON DATA

13 PB STORM 2.89 BASIN TOTAL PRECIPITATION

14 PI INCREMEN7AL PRECIPITATION PATTERN

.01 .01 .00 .01 .01 .01 .01

.01 .01 .01 .01 .01 .01 .01

.14 .04 .10 .15 .09 .07 .04

.01 .01 .00 .00 .00 .01

.01

.01

.03

.01

.03

.02

.01

.09

.02

18 LU UNIFORM LOSS RATE

STRTL

CNSTL

RTIMP

.75 INITIAL LOSS

.25 UNIFORM LOSS RATE

3.00 PERCENT IMPERVIOUS AREA

17 UI INPUT UNITGil.APH, 20

.0 506.0

628.0 460.0

ORDINATES,

1986.0

246.0

VOLUME 
3513.0

211.0

1.00

3981. 0

130.0

***

2847.0

121.0

2014.0

1l0:0

1434.0

59.0

1008.0

56.0

833.0

42.0



***********************************************************************************************************************************

HYDROGRAPR AT STATION BASIN

*1 ******************************************************************************************************************************

*
DA MON RRMN ORO RAIN LOSS EXCESS COMP Q * DA MON RRMN ORO RAIN LOSS EXCESS COMP Q

*
5 SEP 0000 1 .00 .00 .00 O. * 5 SEP 0410 26 .26 .04 .22 2411.

5 SEP 0010 2 .02 .02 •00 O. * 5 SEP 0420 27 .20 .04 .16 3082 •

5 SEP 0020 3 .01 .01 .00 O. * 5 SEP 0430 28 .13 .04 .09 3818.

5 SEP 0030 4 .01 .01 .00 1. * 5 SEP 0440 29 .08 .04 .04 4076.

5 SEP 0040 5 .02 .02 .00 3. * 5 SEP 0450 30 .07 .04 .03 3716.

5 SEP 0050 6 .02 .02 . 00 5. * 5 SEP 0500 31 .06 .04 .02 3170 .

5 SEP 0100 7 .03 .02 .00 6. * 5 SEP 0510 32 .04 .04 .00 2535.

5 SEP 0110 8 .02 .02 .00 7. * 5 SEP 0520 33 .03 .03 .00 1977 •

5 SEP 0120 9 .02 .02 .00 9. * 5 SEP 0530 34 .01 .01 .00 1514.

5 SEP 0130 10 .02 .02 .00 10. * 5 SEP 0540 35 .00 .00 .00 1158.

5 SEP 0140 11 .02 .02 .00 11. * 5 SEP 0550 36 .01 .01 .00 835 .
5 SEP 0150 12 .02 .02 •00 11. * 5 SEP 0600 37 . 02 .02 .00 599 •

5 SEP 0200 13 .03 .02 .00 12. * 5 SEP 0610 38 .00 .00 .00 439.

5 SEP 0210 14 .02 .02 . 00 12. * 5 SEP 0620 39 .00 .00 .00 309 •

5 SEP 0220 15 .02 .02 .00 13. * 5 SEP 0630 40 .00 .00 .00 240.

5 SEP 0230 16 .03 .02 .00 13. * 5 SEP 0640 41 .00 .00 .00 183.

5 SEP 0240 17 .03 .03 .00 13. * 5 SEP 0650 42 .00 .00 .00 122.

5 SEP 0250 18 .03 .03 . 00 13. * 5 SEP 0700 43 .00 .00 .00 92 •

5 SEP 0300 19 .04 .04 •00 14. * 5 SEP 0710 44 .00 .00 .00 62 •

5 SEP 0310 20 .09 .08 •00 15. * 5 SEP 0720 45 .00 .00 .00 35 •

5 SEP 0320 21 .25 .24 .01 17. * 5 SEP 0730 46 .00 .00 .00 20.

5 SEP 0330 22 .42 .05 . 37 24. * 5 SEP 0740 47 .00 .00 .00 10 •

5 SEP 0340 23 .11 .04 •07 223. * 5 SEP 0750 48 .00 .00 .00 5 •

5 SEP 0350 24 .28 .04 •24 811. * 5 SEP 0800 49 .00 .00 .00 3 •

5 SEP 0400 25 .44 .04 .40 1594. * 5 SEP 0810 50 .00 .00 .00 1.

*
***********************************************************************************************************************************

TOTAL RAINFALL - 2.89, TOTAL LOSS = 1.24, TOTAL EXCESS = 1.65

PEAK PLOW TIME MAXIMUM AVERAGE PLOW

(CPS) (RRS) 6-HR 24-RR 72-RR 8.17-RR (CPS) (RR)

4076. 4.67 922. 679. 679. 679.

(INCHES) 1.651 1.654 1.654 1.654

(AC-FT) 457. 458. 458. 458.

CUMULATIVE AREA - 5.19 SQ MI



RUNOFF SUMMARY

FLOW IN CUBIC FEET PER SECOND
TIME IN HOURS, AREA IN SQUARE mLES

6-BOUR

OPERATION

24-HOUR

STATION

72-BOUR

PEAK

FLOW
TIME OF

PEAK

AVERAGE FLOW FOR MAXIMUM PERIOD BASIN

AREA

MAXIMUM
STAGE

TIME OF

MAX STAGE

HYDROGRAPH AT BASIN 4076. 4.67 922. 679. 679. 5.19

*** NORMAL END OF HEC-1 ***



FLOOD CONTROL DISTRICT OF MARICOPA COUNTY

PROJECT dAK I com COC/N7 i J(t1>;COL06, 7 dAI'JUItL PAGE L OF -'-.1.._

DETAIL EXAI1PL E -# /0 COMPUTED DATE _

_____________ CHECKED BY DATE _

1
\

/.13,,«. __~

~
."" f.(

A
II
"

SceliA RIO: 11< t:l/lo~J{. 'I) IN EXlfl'1fJt.c # 7 -' ?E/1 K He/W JJ T Code C'WTM TtCJIi

?orA/T I ( 't) WAS (At.(t/ufrEj) 77fl. 5u8-CAS//l) (9. T}fl S

STeP:1 :



FLOOD CONTROL DISTRICT OF MARICOPA COUNTY

DETAIL COMPUTED DATE _

____________ CHECKED BY DATE _

.
LEN617t1 : /,/3 ~

;11/6J. loP VVIDTtI.. 1..0 ft

0-5
~--- b= (.()'---~

20 (I



***************************************** ***************************************

* * * *
FLOOD HYDROGRAPH PACKAGE (HEC-l)

FEBRUARY 1981
REVISED 31 JAN 85

*
*

* RUN DATE 9/ 8/1989 TIMEll:18: 8 *

*
*
*
*

*

* u.s. ARMY CORPS OF ENGINEERS *
* THE HYDROLOGIC ENGINEERING CENTER *
* 609 SECOND STREET *
* DAVIS, CALIFORNIA 95616 *
(916) 440-3285 OR (FTS) 448-3285 *

* * * *
*****************************************

x X~ ~ X
X X X X X XX

X X X X X

~ XXXX X ~ X
X X X X X
X X X X X X
X X~ ~ XXX

***************************************

THIS PROGRAM REPLACES ALL PREVIOUS VERSIONS OF HEC-l KNOWN AS HECl (JAN 73), HECIGS, HECIDB, AND HECIKW.

THE DEFINITIONS OF VARIABLES -RTIMP- AND -RTIOR- HAVE CHANGED FROM THOSE USED WITH THE 1973-STYLE INPUT STRUCTURE.

THE DEFINITION OF -AMSKK- ON RM-CARD WAS CHANGED WITH REVISIONS DATED 28 SEP 81. THE VERSION RELEASED 31JAN85

CONTAINS NEW OPTIONS ON RL AND BA RECORDS, AND ADDS THE HL RECORD. SEE JANUARY 1985 INPUT

DESCRIPTION FOR NEW DEFINITIONS.



LINE

** FREE ***

HEC-1 INPUT

ID ••••••. 1.••.... 2.•••.•. 3 ..•..•. 4••.•.••5 ....••. 6 .•..... 7••.••.• 8.•.•.•• 9•..... 10

PAGE

1

2

ID
ID

SAMPLE HEC-1 RUN USING TECHNIQUES OUTLINED IN THE
K~ICOPA COUNTY HYDROLOGY MANUAL

* ********************************************************************

3 10 EXAMPLE # 10 - KINEMATIC WAVE ROUTING
* ********************************************************************

4

5

IT

10

5 05SEP89

3

0000 75

6

7

8

9

10

11

12

13

14
15
16

17

18

19

20

21

22

* ********************************************************************

KK BASIN2

KM COMPUTE DISCa~~GE AT THE OUTLET OF BASIN #2

IN 15

PB 3.25

PC 0.0 .550 1.05 1. 70 2.65 3.45 4.35 5.20 6.05 6.90

PC 8.1 9.40 11.35 14.5 22.85 40.85 75.85 86.85 91.0 93.85

PC 95.95 97.5 98.35 98.9 100.

BA 2.17

LU .65 .20 21.
UA 0 5 16 30 65 77 84 90 94 97

UA 100

UC .440 .156
* *********************************************************************

KK ROUTE
KM ROUTE THROUGH DOWNSTREAM BASIN USING KINEMATIC ROUTING

KO 1 2

RK 5966.4 .018 0.015 TRAP 20. 0.5

ZZ



***************************************** ***************************************

* U.S. ARMY COR?S OF ENGINEERS *
* THE HYDROLOGIC ENGINEERING CENTER *
* 609 SECOND STREET *
* DAVIS, CALIFORNIA 95616 *

* (916) 440-3285 OR (FTS) 448-3285 *

"" ""
* FLOOD HYDROGRAPH PACKAGE (HEC-l) *
* FEBRUARY 1981 ""

REVISED 31 JAN 85 *
*

* RUN DATE 9/ 8/1989 TIMEll: 18: 13 ""
"" ""

""

*

*

*
***************************************** ***************************************

SAMPLE HEC-1 RUN USING TECHNIQUES OUTLINED IN THE
MARICOPA COUNTY HYDROLOGY MANUAL
EXAMPLE # 10 - KINEK~TIC WAVE ROUTING

5 10 OUTPUT CONTROL VARIABLES
IPRNT 3
IPLOT 0
QSCAL o.

PRINT CONTROL
PLOT CONTROL
HYDROG~~H PLOT SCALE

IT HYDROGRAPH TIME
NMIN

IDATE
ITlME

NQ
NDDATE
NDTIME

DATA
5

5SEP89
0000

75
5SEP89

0610

MINUTES IN COMPUTATION INTERVAL
STARTING DATE
STARTING TIME
NUMBER OF HYDROGRAPH ORDINATES
ENDING DATE
ENDING TIME

COMPUTATION INTERVAL
TOTAL TIME BASE

.08 HOURS
6.17 HOURS

ENGLISH UNITS
DRAINAGE AREA
PRECIPITATION DEPTH
LENGTH, ELEVATION
FLOW
STORAGE VOLUME
SURFACE AREA
TEMPERATURE

SQUARE MILES
INCHES
FEET
.CUBIC FEET PER SECOND
ACRE-FEET
ACRES
DEGREES FAHRENHEIT

*** *** *** *** *** *** *** *** x** *** xxx *** *** *** *** *** *** *** *** *** *** *** xx* *** *** x** xx* *** *** *** *** *** ***

**************

6 KK
*
*
*

*
BASIN2 *

*

8 IN

**************

COMPUTE DISCHARGE AT THE OUTLET OF BASIN 12

TIME DATA FOR INPUT TIME SERIES
JXMIN 15 TIME INTERVAL IN MINUTES

JXDATE 5SEP89 STARTING DATE

JXTIME 0 STARTING TIME



13 BA

9 PB

10 PI

14 LU

17 UC

13 UA

SUBBASIN RUNOFF DATA

SUBBASIN CHARACTERISTICS

TAREA 2.17 SUBBASIN AREA

PRECIPITATION DATA

STORM 3.25 BASIN TOTAL PRECIPITATION

INCREMENTAL PRECIPITATION PATTERN

.18 .18 .18 .17 .17 .17 .22 .22 .22 .32

.32 .32 .27 .27 .27 .30 .30 .30 .28 .28

.28 .28 .28 .28 .28 .28 .28 .40 .40 .40

.43 .43 .43 .65 .65 .65 1.05 1.05 1.05 2.78

2.78 2.78 6.00 6.00 6.00 11.67 11.67 11.67 3.67 3.67

3.67 -1.38 1.38 1.38 .95 .95 .95 .70 .70 .70

.52 .52 .52 .28 .28 .28 .18 .18 .18 .37

.37 .37

UNIFORM LOSS RATE

STRTL .65 INITIAL LOSS

CNSTL .20 UNIFORM LOSS RATE

RTIMP 21.00 PERCENT IMPERVIOUS AREA

CLARK UNITGRAPH

TC .44 TIME OF CONCENTRATION

R .16 STORAGE COEFFICIENT

ACCUMULATED-AREA VS. TIME, 11 ORDINATES

.0 5.0 16.0 30.0 65.0 77 .0 84.0 90.0 94.0 97.0

100.0

525.

119.

2343.

69.

3727.

40.

CLARK
SNYDER

3386.

UNIT HYDROGRAPH PARAMETERS

TC- .44 HR, R-

TP- .23 HR, CP-

UNIT HYDROGRAPH
13 END-OF-PERIOD ORDINATES

2548. 1746. 1066.

.16 HR

.64

617. 357. 206.

*** *** *** *** ***

HYDROGRAPH AT STATION BASIN2

TOTAL RAINFALL - 3.25, TOTAL LOSS - .87, TOTAL EXCESS - 2.38

PEAK FLOW
(CFS)

4552.

TIME

4.08
(INCHES)

(AC-FT)

6-HR
553.

2.370

274.

MAXIMUM AVERAGE FLOW

24-HR 72-ER
538. 538.

2.370 2.370

274. 274.

6.17-BR

538.
2.370

274.

(CFS) (HR)

CUMULATIVE AREA - 2.17 SQ MI

*** *** *** *** *** *** *** *** *** *** *** *** *** *xx *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** ***



**************

18 KK
*
*
*

*
ROUTE *

*

20 KO

21 RK

**************
ROUTE THROUGH DOWNSTREAM BASIN USING KINEMATIC ROUTING

OUTPUT CONTROL VARIABLES

IPRNT 1 PRINT CONTROL
IPLOT 2 PLOT CONTROL
QSCAL o. HYDROGRAPH PLOT SCALE

HYDROGRAPH ROUTING DATA

KINEMATIC WAVE STREAM ROUTING
L 5966. CHANNEL LENGTH

S .0180 SLOPE
N .015 CHANNEL ROUGHNESS COEFFICIENT

CA .00 CONTRIBUTING AREA

SHAPE TRAP CHANNEL SHAPE
WD 20.00 BOTTOM WIDTH OR DIAMETER

Z .50 SIDE SLOPE

***

KINEMATIC STREAM ROUTING USED FOR THIS REACH

COMPUTED KINEMATIC PARAMETERS
ALPa~ M DT (MIN)

2.2392 1.559 .71

DX (FT)

2983.20



***********************************************************************************************************************************

HYDROGRAPH AT STATION ROUTE

'*********************************************************************************************************************************

* * *
DA MON HRMN ORD PLO\.l * DA MON HRMN ORO FLO\.l * DA MON HRMN ORO FLO\.l * DA MON HRMN ORO FLO\.I

* * *
5 SEP 0000 1 O. * 5 SEP 0135 20 32. * 5 SEP 0310 39 62. * 5 SEP 0445 58 866.

5 SEP 0005 2 O. * 5 SEP 0140 21 33. * 5 SEP 0315 40 71. * 5 SEP 0450 59 658.

5 SEP 0010 3 O. * 5 SEP 0145 22 33. * 5 SEP 0320 41 84. * 5 SEP 0455 60 508.

5 SEP 0015 4 O. * 5 SEP 0150 23 33. * 5 SEP 0325 42 104. * 5 SEP 0500 61 395.

5 SEP 0020 5 O. * 5 SEP 0155 24 33. * 5 SEP 0330 43 147. * 5 SEP 0505 62 310.

5 SEP 0025 6 2. * 5 SEP 0200 25 33. * 5 SEP 0335 44 275. * 5 SEP 0510 63 247.

5 SEP 0030 7 5. * 5 SEP 0205 26 33. * 5 SEP 0340 45 648. * 5 SEP 0515 64 197.

5 SEP 0035 8 9. * 5 SEP 0210 27 33. * 5 SEP 0345 46 1278. * 5 SEP 0520 65 156.

5 SEP 0040 9 12. * 5 SEP 0215 28 33. * 5 SEP 0350 47 1946. * 5 SEP 0525 66 123.

5 SEP 0045 10 15. * 5 SEP 0220 29 33. * 5 SEP 0355 48 2730. * 5 SEP 0530 67 98.

5 SEP 0050 11 18. * 5 SEP 0225 30 33. * 5 SEP 0400 49 3669. * 5 SEP 0535 68 78.

5 SEP 0055 12 20. * 5 SEP 0230 31 34. * 5 SEP 0405 50 4402. * 5 SEP 0540 69 63.

5 SEP 0100 13 22. * 5 SEP 0235 32 36. * 5 SEP 0410 51 4510. * 5 SEP 0545 70 52.

5 SEP 0105 14 25. * 5 SEP 0240 33 38. * 5 SEP 0415 52 4045. * 5 SEP 0550 71 43.

5 SEP 0110 15 28. * 5 SEP 0245 34 41. * 5 SEP 0420 53 3391. * 5 SEP 0555 72 37.

5 SEP 0115 16 30. * 5 SEP 0250 35 43. * 5 SEP 0425 54 2711. * 5 SEP 0600 73 33.

5 SEP 0120 17 31. * 5 SEP 0255 36 46. * 5 SEP 0430 55 2069. * 5 SEP 0605 74 32.

5 SEP 0125 18 31. * 5 SEP 0300 37 50. * 5 SEP 0435 56 1546. * 5 SEP 0610 75 32.

5 SEP 0130 19 32. * 5 SEP 0305 38 55. * 5 SEP 0440 57 1155. *
* * *

***********************************************************************************************************************************

AK FLO\.l TIME MAXIMUM AVERAGE FLO\.l

(CFS) (HRS) 6-HR 24-HR 72-HR 6.17-HR (CPS) (HR)

4510. 4.17 552. 537. 537. 537.

(INCHES) 2.365 2.365 2.365 2.365

(AC-FT) 274. 274. 274. 274.

CUMULATIVE AREA - 2.17 SQ MI



STATION ROUTE

(I) INFLOW, (0) OUTFLOW
O. 1000. 2000. 3000. 4000. 5000. O. O. O. O. O. O. O.

DAHRMN PER
50000 11---------.---------.---------.---------.---------.---------.---------.---------.---------.---------.---------.---------.

AO005 21
.0010 31

50015 41
50020 51
50025 61
50030 71
50035 81
50040 91
50045 101
50050 111
50055 121
50100 131
50105 141
50110 151
50115 161
50120 171
50125 181
50130 191
50135 201
50140 211
50145 221
50150 231
50155 241
50200 251
50205 261
50210 271
50215 281
50220 291
50225 301
50230 311
50235 321
50240 331
50245 341
50250 351

255 3601
0300 3701

50305 38.1
50310 39.1
50315 40.1
50320 41. 1.
50325 42.1
50330 43.01
50335 44. 0 I
50340 45. 0 I
50345 46. 0 I
50350 47. O. I
50355 48. 0 I
50400 49. 0 I.
50405 50. 0 I
50410 51. .1.
50415 52. 10
50420 53. I 0
50425 54. I 0
50430 55. I .0
50435 56. 10
50440 57. I 0
50445 58. I O.
50450 59. 10
50455 60. 10
50500 61. .10
50505 62. 10
50510 63. I
50515 64. I
50520 65.10
50525 66.1
50530 67.1
50535 68.1

0540 6910
545 7010

~0550 711
50555 721
50600 731
50605 741
50610 751---------.---------.---------.---------.---------.---------.---------.---------.---------.---------.---------.---------.



RUNOFF SUMMARY

FLOW IN CUBIC FEET PER SECOND
TIME IN HOURS, AREA IN SQUARE MILES

6-HOUR

OPERATION

24-HOUR

STATION

72-HOUR

PEAK

FLOW
TIHE OF

PEAK

AVERAGE FLOW FOR MAXIMUM PERIOD BASIN
AREA

MAXIMUM
STAGE

TIME OF
MAX STAGE

HYDROGRAPH AT

ROUTED TO

BASIN2

ROUTE

4552.

4510.

4.08

4.17

553.

552.

538.

537.

538.

537.

2.17

2.17

*** NORMAL END OF HEC-1 ***



FLOOD CONTROL DISTRICT OF MARICOPA COUNTY
PROJECT MARICOPA COUNTY !-/Yf)ROLOGY t1ANUAL PAGE L OF 2.

DETAI L _-=-E-'--'-X--'---A'-'-M....:...;P'---'L'---E__#----..-:....:/I'------__ COMPUTED DATE _

____________ CHECKED BY DATE _

I1US/<IN§UM ROUTING,

L----I.05'rni. ------;>l

l!'~'

-- -:::-:- ::-"7&

SCEtiA R!eJ ;

STEP 1

!JEV£1.0P l1uSK/Ai(:jUM PARA MeTERS FoR. SUBBASiN

:It2) R(hi i E A FIotJ[) IIYj}R() cq RAP1-1 FRoM SUB [3 A, 5/ N

.#1 TIIR()(Jq!-/ SUBBASIN # 2 FROM CONCENTRATioN

POINT A 10 B.

DEVELOP MU5kIN§UM PARAl1ETERS :

ASSUNE AN AVERA.GE CHANJ'.JEL CR05S-Sr;-CTION
~ FRdM SUBI3ASIN:i± 2;

/~~ v ~
I~ "/:1=2'
=.7/) I , / / I / / / / -,..;:

I b=2S ' I
CALCULATE VELOCITY:

A= (b+r':.1)lj= (25"+-(1)(Z.»)2 = 5'-1ft2.

P = b + 2 j ( \ + l.z ) y~ = 25 T (2)( 2 ) ( I + (I) 2 ) '!z:::. 30, t:, to -rt
R-= AJp ~ S!/ ft2./30. 00 ft =: /.70/ {I-

S = ,0170 ft/-f-t

n==.oL.(O

V== /.~1 Ro/3S Y
Z.:::. ~::(1.70/)Z/3(0!70)'h.:::: 7()B +}i



FLOOD CONTROL DISTRICT OF MARICOPA COUNTY
PROJECT PAGE -.£ OF 2

DETAIL COMPUTED DATE ---

_____________ CHECKED BY DATE ---

CALC ULA TE: K :

K= /. 2 5" YYlL x S280 -f"'-t X _/ s
m( 7. 06 ft

ESTIMATE X ;

/ 5
X ~h7:::: 0, ZS"''1 hr

SINCE THE CHANNEL IS SHALt.OI/V WIT~I HOPERATE

TO Lor..J S!..OPE) CNo05~ X = 0.2.

CHECK NSTP5:

NSTP5 HUST BE WITHIN I L (AM5KK X00)
THE FOLLOW/Nt::, LIHIT5: 2(I-X) - (NMIN X N5TFS)

TRY NSTPS:: I: I .25"1 ((;,0) I
2 (1-. Z) ~ (5) (I ) S 2 (. 2)

I
6. -

2X

. ~ 25" !.::... 3. /I

TRY N5TPS= 2
oK ;V5T?.5::; 2

STFP 2. : ENTER /'1U5K/IJC:,U!1 PAR.A.NET~f2..S INTO AN flEc-1
fI'JPUT FILE atJ 1/1£- Pt'l CA R D. HAN 0

CALC U LA T 101'../ TECI-/NfO-U E5 CA 1../ BE' FouJ'JI

IN MOST HVDRCJLOC$Y TEXTBOOKS.



***************************************** ***************************************

* * * *

RUN DATE 9/12/1989 TIME11:13:38 *

*

*
*

FLOOD HYDROGRAPH PACKAGE (HF!C-1)

FEBRUARY 1981

REVISED 31 JAN 85

*
*
*
*

* U.S. ARMY CORPS OF ENGINEERS *
* THE HYDROLOGIC ENGINEERING CENTER *
* 609 SECOND STREET *
* DAVIS, CALIFORNIA 95616 *
* (916) 440-3285 OR (FTS) 44S-3285 *

* * * *
*****************************************

x X XXXXXXX XXXXX X

X X X X X XX

X X X X X

XXXXXXX XXXX X XXXXX X

X X X X X

X X X X X X

X X XXXXXXX XXXXX XXX

***************************************

THIS PROGRAM REPLACES ALL PREVIOUS VERSIONS OF HEC-1 KNOWN AS HEC1 (JAN 73), HEC1GS, HEC1DB, AND HEC1Irn.

THE DEFINITIONS OF VARIABLES -RTIMP- AND -RTIOR- HAVE CHANGED FROM THOSE USED WITH THE 1973-STYLE INPUT STRUCTURE.

THE DEFINITION OF -AMSKK- ON RM-CARD WAS CHANGED WITH REVISIONS DATED 28 SEP 81. THE VERSION RELEASED 3IJAN85

CONTAINS NEW OPTIONS ON RL AND BA RECORDS, AND ADDS THE HL RECORD. SEE JANUARY 1985 INPUT

DESCRIPTION FOR NEW DEFINITIONS.

SAMPLE

tXAMPL.E

RUN

.# 11



LINE

* FREE ***

HEC-1 INPUT

ID ..••.•. 1.••.••• 2•••..•• 3••.•..• 4••••••• 5 ..••••• 6•....•. 7••••••. 8...•.•. 9 .••.•• 10

PAGE

1

2

ID

ID

SAMPLE HEC-1 RUN USING TECHNIQUES OUTLINED IN THE

MARICOPA COUNTY HYDROLOGY MANUAL
* ********************************************************************

3 ID EXAMPLE # 11 - MUSKINGUM ROUTING
* ********************************************************************

4

5

IT

10

5 09SEP89

3

0000 45

6

7

8

9

10

11

12
13

14

15

16

17

* **************************************************************~*****

KK INFLOW

KM Ih~UT INFLOW HYDROGRAPH

IN 5 09SEP89 0000

PB 2.70
PC O. 1.1 1.8 2.3 2.8 3.2 4.6 7.1 10. 13.7

PC 17.6 23.2 32.7 60.1 74.3 86.3 90.1 93. 95.4 96.2

PC 97. 97.9 98.2 99.2 100.

BA 2.75

LU .67 .20

UA 0 3 5 8 12 20 43 75 90 96

UA 100

UC .325 .254
* ********************************************************************

18

19

20

21

22

KK

KM

KO

RM

ZZ

ROUTE

ROUTE THROUGH DOWNSTREAM BASIN USING MUSKINGUM ROUTING

1 2

2 .259 .2



*** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** ***

**************

* *
6KK * INFLOW *

* *
**************

INPUT INFLOW HYDROGRAPB

8 IN TIME DATA FOR INPUT TIME SERIES
JXMIN 5 TIME INTERVAL IN MINUTES

JXDATE 9SEP89 STARTING DATE

JXTIME 0 STARTING TIME

SUBBASIN RUNOFF DATA

13 BA SUBBASIN CHARACTERISTICS
TAREA 2.75 SUBBASIN AREA

PRECIPITATION DATA

9 PB STORM 2.70 BASIN TOTAL PRECIPITATION

3.90

.80

3.70

.80

2.90

2.40

2.50

2.90

1. 40

3.80

.40

12.00

.50

14.20

.80

INCREMENTAL PRECIPITATION PATTERN

1.10 .70 .50

5.60 9.50 27.40

.90 .30 1.00

10 PI

14 LU UNIFORM LOSS RATE
STRTL

CNSTL
RTIMP

.67 INITIAL LOSS

.20 UNIFORM LOSS RATE

.00 PERCENT IMPERVIOUS AREA

17 UC CLARK UNITGRAPB

TC

R

.32 TIME OF CONCENTRATION

.25 STORAGE COEFFICIENT

13 UA ACCUMULATED-AREA VS.
.0 3.0

100.0

TIME, 11 ORDINATES
5.0 8.0 12.0 20.0 43.0 75.0 90.0 96.0

***



201.

497.

833.

357.

2960.

257.

CLARK

SNYDER

4438.

184.

UNIT HYDROGRAPH PARAMETERS

TC- .32 HR, R-

TP- .30 ~R, CP-

UNIT HYDROGRAPH

19 END-OF-PERIOD ORDINATES

3626. 2604. 1870.

132. 95. 68.

.25 HR

.78

1343.

49.

964.

35.

693.

*** *** *** *** ***

HYDROGRAPH AT STATION INFLOW

TOTAL RAINFALL - 2.70, TOTAL LOSS - .88, TOTAL EXCESS - 1.82

PEAK FLOW

(CFS)

5761

TIME

(HR)

1. 42
(INCHES)

(AC-FT)

6-HR
(C 879.

1.817

267.

MAXIMUM AVERAGE FLOW

24-HR 72-HR

879. 879.

1.817 1.817

267. 267.

3.67-HR

879.

1.817

267.

CUMULATIVE AREA - 2.75 SQ ill

*** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** *** ***

**************

18 KK
*
*
*

*
ROUTE *

*
**************

ROUTE THROUGH DOWNSTREAM BASIN USING MUSKINGUM ROUTING

20 KO OUTPUT CONnOL VARIABLES

IPRNT 1

IPLOT 2

QSCAL O.

HYDROGRAPH ROUTING DATA

PRINT CONTROL

PLOT CONTROL

HYDROGRAPH PLOT SCALE

21 RM MUSKINGUM ROUTING

NSTPS

AMSKK

X

2 NUtffiER OF SUBREACHES

.26 MUSKINGUM K

.20 MUSKINGUM X



***********************************************************************************************************************************

HYDROGRAPH AT STATION ROUTE

*********************************************************************************************************************************

* * *
DA MON HRMN ORD FLOW ;, DA MaN HRMN ORD FLOW * DA MaN HRMN ORD FLOW * DA MaN HRMN ORO FLOW

* * *
9 SEP 0000 1 O. * 9 SEP 0100 13 O. * 9 SEP 0200 25 2708. * 9 SEP 0300 37 57.

9 SEP 0005 2 O. * 9 SEP 0105 14 8. * 9 SEP 0205 26 2114. * 9 SEP 0305 38 35.

9 SEP 0010 3 O. * 9 SEP 0110 15 62. * 9 SEP 0210 27 1619. * 9 SEP 0310 39 21.

9 SEP 0015 4 O. * 9 SEP 0115 16 286. * 9 SEP 0215 28 1229. * 9 SEP 0315 40 13.

9 SEP 0020 5 O. * 9 SEP 0120 17 911. ;, 9 SEP 0220 29 930. * 9 SEP 0320 41 8.

9 SEP 0025 6 O. ;, 9 SEP 0125 18 2061. * 9 SEP 0225 30 700. * 9 SEP 0325 42 5.

9 SEP 0030 7 O. * 9 SEP 0130 19 3379. * 9 SEP 0230 31 521. * 9 SEP 0330 43 3.

9 SEP 0035 8 O. * 9 SEP 0135 20 4336. * 9 SEP 0235 32 385. * 9 SEP 0335 44 2.

9 SEP 0040 9 O. * 9 SEP 0140 21 4695. * 9 SEP 0240 33 281. ;, 9 SEP 0340 45 1.

9 SEP 0045 10 O. * 9 SEP 0145 22 4516. * 9 SEP 0245 34 201. *
9 SEP 0050 11 O. * 9 SEP 0150 23 4012. * 9 SEP 0250 35 138. *
9 SE? 0055 12 O. * 9 SEP 0155 24 3368. * 9 SEP 0255 36 91. *

* * *
***********************************************************************************************************************************

PEAK FLOW

(CFS)

4695

TIME

(HR)

1.67 (CFS)

(INCHES)

(AC-FT)

6-HR

879.

1.817

266.

MAXIMUM AVERAGE FLOW

24-BR 72-HR

879. 879.

1.817 1.817

266. 266.

3.67-HR

879.

1.817

266.

CUMULATIVE AREA = 2.75 SQ Ml



STATION ROUTE

o.o.o.o.o.o.6000.5000.

~
:

. .

. .

(I) INFLOW, (0) OUTFLOW
2000. 3000. 4000.1000.O.

PER
11---------.---------.---------.---------.---------.---------.---------.---------.---------.---------.---------.---------.

21

31

41

51

61

7I

81

91

101

111

121

13

90000

90005

90010

90015

90020

90025

90030

90035

90040

90045

90050

90055

90100

90105

90110 15.

90115 16.

90120 17.

90125 18.

90130 19.

90135 20.

90140 21.

90145 22.

90150 23.

90155 24.

200 25.

0205 26.

90210 27.

90215 28.

90220 29.

90225 30.

90230 31.

90235 32.

90240 33

90245 3

90250 3

90255 3

90300 37

90305 38

90310 391



RUNOFF SUMMARY
FLO~ IN CUBIC FEET PER SECOND

TIME IN HOURS. AREA IN SQUARE MILES

PEAK TIME OF AVERAGE FLOW FOR MAXIMUM PERIOD BASIN MAXIMUM TIME OF

OPERATION STATION FLOW PEAK AREA STAGE MAX STAGE

6-HOUR 24-HOUR 72-HOUR

HYDROGRAPH AT INFLOW 5761. 1. 42 879. 879. 879. 2.75

ROUTED TO ROUTE 4695. 1.67 879. 879. 879. 2.75

*** NORMAL END OF HEC-l ***
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Calculated by:
Checked by:

CALCULATION OF Tc & R

Date : _
Project: __

Wa t e r she d : _
Rainfall Frequency: - yr Duration: - hr. Pattern #: _

Rainfall Loss Method:

Tabulate Period of
Peak Rainfall Excess
Clock Time Increm.
@ end of Excess
Increm. in.

[ ] Green & Ampt Method
[ ] IL + ULR by soil texture
[ ] IL + ULR by hydrologic soil group

Rearrange Incremental Excesses in
Order of Decreasing Average Intensity
Accum. Increm. Accum. Avg. Excess
Time Excess Excess Intensity
hr./min. in. in. in./hr.

Kb = m [log(A * 640)]+ b
Kb ) log ( *640) + (

Kb
.50 .52 -.31 -.38

Tc 11.4 L Kb S i
-.38

Tc i

sq.mi.
______ mi.

ft/mi.•
A
L
S

Trial Tc i Calc. Tc

A+-+-+--l-t-/----1I-J-+-+-+-+-+-+--+--+--t--t--+
v
e
r
a
g
e

E
x
c
e
s
s

ITC hr. I

1.11 -.57 .80
R .37 Tc A L

I R hr. I

I
n
t
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t

Y

i
n

/
h
r

Time (Tc) (hr./min.)
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(6 to 24 hr).



.'

5 mIn. 10 15 20 30 100 200 300 500 1000 min.

10 &
5

4

r--... 3a:::
I

" 2
I
U
Z
"-../

>- 1.0
I-
en
Z
W .5
I-
Z .4

--.J .3
-l
«
l.L.. .2
Z
«
0::

.1

,.

.J.

~

f: j

.05 -H-t+++t+f-+t-_t---t--t--t--+-t-+-+++++t+1H+t--+--+-r-+--+-+--fi--++++ti-Hit+tt+t-----TI

.04 -+-".........................Lt----..-+---''--+--'---''................Io..f-L..............."'''''''+--+-''''''"---!.-+-"'''''''"--~~~"'''''''"!-'-~t---+'

5 mIn. 10 15 20 30 100 ~ ioo 300~ 500 1000 mIn.

1 hr 2 3 6 12 24 h

DURATION

,.
RAINFALL INTENSITY-DURAT10N-FREQUENCY RELATION

FOR MARICOPA COUNTY, ARIZONA



DETAIL COMPUTED DATE _

____________ CHECKED BY DATE _

FLOOD CONTROL DISTRICT OF MARICOPA COUNTY
PAGE _ OF __PROJECT MCFcD HYDROLOGY MANlAAL
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