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FOREWORD

This Implementation Package provides guidance for the design of stable conve
yance channels using flexible linings. The infonnation in the manual should be of
interest to State and Federal Hydraulics engineers and others responsible for
stabilizing roadside channels. The manual has been adopted as HEC-15 in the
Hydraulics Engineering Circular Series.

Copies of the manual are being distributed to FHWA regional and division offices
and to each State highway agency for their use. Additional copies of the report
can be obtained from the National Technical Infonnation Service, 5280 Port Royal
Road, Springfield, Virginia 22161.

~~/7~
Stanley R. Byington, Director
Office of Implementation

NOTICE

This document is disseminated under the sponsorship of the Department of
Transportation in the interest of infonnation exchange. The United States
Government assumes no liability for the contents or the use thereof.

The contents of this report reflect the views of the author, who is responsible
for the facts and the accuracy of the data presented herein. The contents do not
necessarily reflect the policy of the Department of Transportation.

This report does not constitute a standard, specification, or regulation. The
United States Government does not endorse products or manufacturers. Trade or
manufacturers' names appear herein only because they are considered essential to
the objective of this document.
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u.s. DEPARTMENT OF TRANSPORTATION
FEDERAL HIGHWAY ADMINISTRATION

DESIGN OF ROADSIDE CHANNELS WITH FLEXIBLE LININGS

1. INTRODUCTION

This manual addresses the design of stable conveyance channels using
flexible linings. Because the roadside channel is included within the highway
right-of-way, the gradient of the channel typically parallels the grade of the
highway. Hydraul i c condi ti ons in the conveyance channel can become severe
even at fairly mild highway grades. As a result, these channels often require
stabilization against erosion. The channel stabilization measures included in
this manual are deemed flexible linings.

The primary difference between rigid and flexible channel linings from an
erosion-control standpoint is their response to changing channel shape.
Flexible linings are able to conform to change in channel shape while rigid
linings can not. The result is that flexible linings can sustain some change
in channel shape while maintaining the overall integrity of the channel
lining. Rigid linings tend to fail when a portion of the lining is damaged.
Damage to ali ni ng is often from secondary forces such as frost heave or
slumping. Rigid linings can be disrupted by these forces whereas flexible
linings, if properly designed, will retain erosion-control capabilities •

Flexible linings also have several other advantages compared to rigid
linings. They are generally less expensive, permit infiltration and exfiltra
tion, and have a natural appearance. Hydraulically, flow conditions in chan
nels with flexible linings generally conform to those found in natural chan
nels, and thus provide better habitat opportunities for local flora and
fauna. In some cases, flexible linings may provide only temporary protection
against erosion while allowing vegetation to be established. The vegetation
will then provide permanent erosion control in the channel. The presence of
vegetation in a channel can al so provide a buffering effect for runoff con
taminants.

Flexible linings have the disadvantage of being limited in the magnitude
of erosive force they can sustain without damage to either the channel or the
lining. Because of this limitation, the channel geometry (both in cross sec
tion and profile) required for channel stability may not fit within the
acquired right-of-way. A rigid channel can provide a much higher capacity and
in some cases may be the only alternative.

Design procedures covered in this manual relate to flexible channel
linings. Rigid linings are discussed only briefly so that the reader
remains familiar with the full range of channel lining alternatives. The pri
mary reference for the design of rigid channels is Hydraulic Design Series No.
3, "Design of Roadside Drainage Channels'~ (1) For channels which require
other protection measures, the design of energy dissipators and grade-control
structures can be found in Hydraulic Engineering Circular (HEe) No. 14.(2)

1



Riprap design procedures covered in this manual are for channels having a
design discharge of 50 cfs or less. The use of the procedures in Hydraulic
Engineering Circular (HEC) No. 11 is recommended for the design of riprap
revetments or linings on channels and streams with design flows in excess of
50 cfs.(3)

The permissible tractive force and Manning n values provided in this
manual for grass lined channels cannot be compared to values found in earlier
manuals. The current values are based on research conducted at Colorado State
University which takes into account the stiffness of the vegetation.

The riprap procedure for steep channels is based on an analysis of forces
acting on the riprap. While this procedure is theoretically sound, the
results should be used with caution and be taken as guidance. Whenever pos
sible, the procedure should be checked against the performance of installed
channels in the field. The steep slope design procedure is limited to channels
having a design discharge of 50 cfs of less.

2
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II. BACKGROUND

Considerable development and research have been done on rigid and
flexible channel linings. Prior to the late 1960's, natural materials were
predominantly used to stabilize channels. Typical materials included rock
riprap, stone masonry, concrete, and vegetation. Since that time a wide
variety of manufactured and synthetic channel linings applicable to both per
manent and temporary channel stabi 1i zati on have been introduced. Rel ati vely
little data on hydraulic performances of these materials are available com
pared to the variety of material s produced. Work is continuing on comparing
hydraulic performances, material improvement, and new material development.

Lining Types

Because of the large number of channel stabilization materials currently
available, it is useful to classify these materials based on their performance
characteristics. Lining types are classified as rigid, such as concrete, or
flexible, such as vegetation or rock riprap. Flexible linings are further
classified as temporary or permanent. Lining materials are classified as
foll ows:

Rigid Linings

Cast-in-place concrete
Cast-in-place asphaltic concrete
Stone masonry
Soil cement
Fabric formwork systems for concrete
Grouted riprap

Flexible Linings

Permanent

Riprap
Wire-enclosed riprap
Vegetation lining
Gravel

Temporary

Bare soi 1
Straw with net
Curled wood mat
Jute, paper, or synthetic net
Synthetic mat
Fiberglass roving

3



Performance Characteristics

Rigid Linings. Rigid linings (figure 1) are useful in flow zones where
high shear stress or nonuniform flow conditions exist~ such as at transitions
in channel shape or at an energy dissipation structure. In areas where loss
of water or seepage from the channel is undesi rab1 e, they provi de an imper
meable lining. Since rigid linings are nonerodib1e, the designer can use any
channel shape that adequately conveys the flow and provi des adequate free
board. This may be necessary if right-of-way limitations restrict the channel
size.

Figure 1. Rigid Concrete Channel Lining.

Despite the non-erodible nature of rigid linings, they are highly suscep
tible to failure from structural instability. For example, cast-in-place or
masonry 1inings often break up and deteriorate if foundation conditions are
poor. Once a rigid lining deteriorates~ it is very susceptible to erosion
because the large, f1at~ broken slabs are easily moved by channel flow.

The major causes of structural instability and failure of rigid linings
are freeze-thaw, swell i ng, and excessi ve soi 1 pore water pressures. Freeze
thaw and swelling soils exert upward forces against the lining and the cyclic
nature of these conditions can eventually cause failure. Excessive soil pore
pressure occurs when the flow level s in the channel drop quickly. Side slope
instability can develop from excessively high pore pressures and high
hydraulic gradients along the slope surface.

Construction of rigid linings requires specialized equipment and costly
materials. As a result, the cost of rigid channel linings is high. Prefab
ricated linings can be a less expensive alternative if shipping distances are
not excessive.

Flexible Linings. Riprap and vegetation are suitable linings for
hydraulic conditions similar to those requiring rigid linings. Because
flexible linings are permeable, they may require protection of underlying soil
to prevent washout. For example, filter cloth is often used ...lith riprap to
inhibit soil piping.

4
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Vegetative and temporary linings are suited to hydraulic conditions where
uni form flow exi st and shear stresses are moderate. Vegetati ve channel
linings are not suited to sustained flow conditions or long periods of sub
mergence. Vegetative channels with sustained low flow and intermittent high
flows are often designed with a composite lining of a riprap or concrete low-
flow section, (figure 2).

Figure 2. Composite Channel Lining
(Riprap and Jute Net).

Temporary linings provide erosion protection until vegetation is
established. In most cases the lining will deteriorate over the period of one
growi ng season, whi ch means that successful revegetati on is essenti al to the
overall channel stabi 1i zati on effort. Temporary channel 1i ni ngs :nay be used
without vegetation to temporarily control erosion on construction sites.

Information on Flexible Linings

The following is a summary of materials currently available for use as
flexible channel linings.

Permanent Flexible Linings

Vegetation: Vegetative linings consist of planted or sodded grasses
placed in and along the drainage (figure 3). If planted, grasses are seeded
and fertilized according to the requirements of that particular variety or
mixture. Sod is laid parallel to the flow direction and may be secured with
pins or staples.

Rock Riprap: Rock riprap is dumped in place on a filter blanket or pre
pared slope to form a well-graded mass wi th a mi ni mum of voi ds (fi gure 4).
Rocks should be hard, durable, preferably angular in shape, and free from
overburden, shale, and organic material. Resistance to disintegration frOlll
channel erosion should be determined froln service records or from specified
field and laboratory tests .

5



Figure 3. Vegetative Channel Lining
(Class 0 Retardance).

Figure 4. Riprap Channel Lining.

Wire-Enclosed Riprap: Wire-enclosed riprap is manufactured from a rec
tangular container made of steel wire woven in a uniform pattern, and rein
forced on corners and edges with heavier wire (figure 5). The containers are
filled with stone, connected together, and anchored to the channel side slope.
Stones must be well graded and durable. The forms of wire-enclosed riprap
vary from thin mattresses to boxlike gabions. Wire-enclosed riprap is typi
cally used when rock riprap is either not available or not large enough to be
stable.

Gravel Riprap: Gravel riprap consists of coarse gravel or crushed rock
placed on filter blankets or prepared slope to form a well-graded mass with a
minimum of voids (figure 6). The material is composed of tough, durable,
gravel-sized particles and should be free from organic matter.

Figure 5. Wire-Enclosed Riprap. Figure 6. Gravel Channel Lining.

6



• Temporary Flexible Linings

Woven Paper Net: Woven paper net consists of knitted plastic netting,
interwoven with paper strips (figures 7 and 8). The net is applied evenly on
the channel slopes with the fabric running parallel to the flow direction of
the channel. The net is secured with staples and by placement of fabric into
cutoff trenches at intervals along the channel. Placement of woven paper net
is usually done immediately after seeding operations.

Jute Net: Jute net consists of jute yarn, approximately 1/4 inch
(0.6 cm) in diameter, woven into a net with openings that are about 3/8 by 3/4
inch (1.0 by 2.0 cm). The jute net (figures 9 and 10) is loosely laid in the
channel parallel to the direction of flow. The net is secured with staples
and by pl acement of the fabri c into cutoff trenches at interval s along the
channel. Placement of jute net is usually done immediately after seeding
operations .

•

•

Figure 7. Woven Paper Net Channel
Lining.

Figure 9. Jute Net Lining.

7

Figure 8. Installed Woven Paper
Net Lining.

Figure 10. Installed Jute Net
Channel Lining.



Fiberglass Roving: Fiberglass roving consists of continuous fibers drawn
from molten glass, coated, and lightly bound together into roving. The roving
is ejected by compressed air forming a random mat of continuous glass fibers.
The material is spread uniformly over the channel and anchored with asphaltic
materials (figures 11 and 12).

Figure 11. Fiberglass Roving
Lining.

Figure 12. Installation of Fiberglass
Roving Along a Roadside.

Curled Wood Mat: Curled wood mat consists of curled wood with wood
fibers, 80 percent of which are 6 inches (15 cm) or longer, with a consistent
thickness and an even distribution of fiber over the entire mat (figures 13
and 14). The top side of the mat is covered with a biodegradable plastic
mesh. The mat is placed in the channel parallel to the direction of the flow
and secured with staples and cutoff trenches.

Figure 13. Curled Wood Mat
Lining.

Figure 14. Installed Curled Wood
Mat Channel Lining.

8



• Synthetic Mat: Syntheti c mat consists of heavy syntheti c monofil aments
which are fused at their intersections to form a blanket ranging in thickness
from 1/4 to 3/4 inch (0.6 to 2.0 cm). The mat, shown in figures 15 and 16, is
laid parallel to the direction flow. The mat is secured with staples or
wooden stakes, and anchored into cutoff trenches at intervals along the chan
nel. After the mat is in place the area is seeded through the openings in the
mat and the cutoff trenches backfilled.

Figure 15. Synthetic Mat Lining.

•

•

Figure 16. Installed Synthetic Mat
Channel Lining .

Straw with Net: Straw with net consists of plastic material forming a
net of 3/4-inch (2.0-cm) minimum square openings overlying straw mulch (figure
17). Straw is spread uniformly over the area at a rate of approximately 2.0
tons per acre (4.5 tonnes/hectare) and may be incorporated into the soil
according to specifications. Plastic net is placed after mulching with straw
to secure the mulch to the finished channel .

Figure 17. Straw With Net Channel Lining.
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III. DESIGN CONCEPTS

The design method presented in this circular is based on the concept of
maximum permissible tractive force, coupled with the hydraulic resistance of
the particular lining material. The method includes two parts, computation of
the flow conditions for a given design discharge and determination of the
degree of erosion protection required. The flow conditions are a function of
the channel geometry, design discharge, channel roughness, and channel slope.
The erosion protection required can be determined by computing the shear
stress on the channel at the design discharge and comparing the calculated
shear stress to the permissible value for the type of channel lining used.

Open-Channel Flow Concepts

Type of Flow. Open-channel flow can be classified according to three
general conditions: (l) uniform or nonuniform flow, (2) steady or unsteady
flo~/, and (3) subcritical or supercritical flow. In uniform flow, the depth
and discharge remain constant along the channel. In steady flow, no change in
discharge occurs over time. Most natural flows are unsteady and are described
by runoff hydrographs. It can be assumed in most cases that the flow will
vary gradually and can be descri bed as steady, uni form fl ow for short peri ods
of time. Subcritical flow is distinguished from supercritical flow by a
dimensionless number called the Froude number (Fr), which is defined as the
ratio of inertial forces to gravitational forces in the system. Subcritical
flow (Fr < 1.0) is characterized as tranquil and has deep, slower velocity
floV/. Supercritical flow (Fr > 1.0) is characterized as rapid and has
shallow, high velocity flow.

For design purposes, uniform flow conditions are usually assumed with the
energy slope approximately equal to average bed slope. This allows the flow
conditions to be defined by a uniform flow equation such as Manning's
equation. Supercritical flow creates surface waves that are approaching the
depth of flow. For very steep channel gradi ents, the flow may splash and
surge in a violent manner and special considerations for freeboard are
required.

Resistance to FlO~J. D.epth of uniform flovi in a channel depends on the
roughness()TapartfcuTa r 1i ni ng. For practi cal purposes in hi gh~/ay dra i nage
engineering, r~anning's equation provides a reliable estimate of uniform flo~,

conditions. With a given depth of flow, d, the mean velocity may be com
puted as:

v = 1.49_ R2/ 3 S 1/2
n f

(1)

where V = average velocity in the cross section;
n Manning's roughness coefficient;
R = hydraulic radius, equal to the cross-sectional area, A, divided

by the wetted perimeter, P; and
Sf friction slope of the channel, approximated by the average bed

slope for uniform flow conditions.
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• The discharge in the channel is given by the continuity equation as:

Q = AV

where A = flow area in the channel.

(2 )

•

For most types of channel linings Manning's roughness coefficient, n, is
approximately constant. The roughness coeffi ci ent wi 11 increase for very
shallow flows where the height of the roughness features on the lining
approaches the flow depth (see figure 29). For a riprap lining, the flow
depth in small channel s may be only a few times greater than the diameter of
the mean riprap size. In this case, use of a constant n value is accep
table, but consideration of the shallow flow depth should be made by using a
higher n value.

A channel lined with a good stand of vegetation cannot be described by a
single n value. The resistance to flow in vegetated channels is further
compl icated by the fact that vegetation will bend in the flow, changing the
height of the vegetation. The Soil Conservation Service (SCS) (4) developed a
cl ass ifi cati on of vegetati on dependi ng on the degree of retardance. Grasses
are classified into five broad categories, as shown in table 1 in chapter IV.
Retardance Class A presents the highest resistance to flow and Class E pre
sents the lowest resistance to floYJ. In general, taller and stiffer grass
species have a higher resistance to flow, while short flexible grasses have a
low-flow resistance .

Recent studies by Kouwen et al~ (5,6), examined the biomechanics of vege
tation and provided a more general approach for determining the ~1anning's n
value for vegetated channels. The resulting resistance equation (see
appendix B, equation 19) uses the same vegetative classification as the SCS
but is more accurate for very stiff vegetati on and mil d channel gradi ents.
Design charts 5 to 9 were developed from the Kouwen resistance equation.

Channel Bends. F'low around a bend in an open channel induces centrifu-
gal forces because of the change in flOvJ direction. (7) This results in a
superelevation of the water surface. The water surface is higher at the out
side of the bend than at the inside of the bend. This superelevation can be
estimated by the equation:

V
2

T6d = gR = superelevation of water surface (3)
'c

where V
T
g

Rc

= mean velocity;
= surface width of the channel;

gravitational acceleration; and
= mean radius of the bend.

•
Flow around a channel bend imposes hi gher shear stress on the channel bOttOlll
and banks. The nature of the shear stress induced by a bend is discussed in
more detail in the tractive force section on page 13. The increase stress
requires additional design considerations within and downstream of the bend .

Freeboard. The freeboard of a channel is the vertical distance froHl the
water surface to the top of the channel at design condition. The importance

11



of this factor depends on the consequence of overflow of the channel bank. At
a Ini ni mum the freeboard shoul d be suffi ci ent to prevent waves or fl uctuati ons
in water surface frolll overflowing the sides. In a permanent roadway channel,
about one-hal f foot of freeboard shoul d be adequate, and for temporary chan
nel s, no freeboard is necessary. Steep gradi ent channel s shoul d have a
freeboard height equal to the flow depth. This allows for large variations to
occur in flow depth for steep channels caused by waves, splashing and surging.
Liring materials should extend to the freeboard elevatir~.

Stable Channel Design Concepts

Equilibrium Concepts. Stable channel design concepts focus on evaluating
and defining a channel configuration that will perform within acceptable
limits of stability. Methods for evaluation and definition of a stable con
figuration depend on whether the channel boundaries can be vievJed as (1)
essentially rigid (static) or (2) moveable (dynamic). In the first case, sta
bi 1i ty is achi eved when the materi al formi ng the channel boundary effecti vely
resists the erosive forces of the flow. Under such conditions the channel bed
and banks are in static equilibrium, remaining basically unchanged during all
stages of flow. Principles of rigid boundary hydraulics can be applied to
evaluate this type of system.

In a dynamic system, some change in the channel bed and/or banks is to be
expected if erosive forces of the flow are sufficient to detach and transport
the materials comprising the channel boundary. Stability in a dynamic system
is generally attained when the sediment supply rate equals the sediment
transport rate. This condition, where sediment supply equals sediment
transport, is often referred to as dynamic equilibrium. Although some detach
ment and transport of bed and/or bank materi al s may occur, thi s does not
preclude attainment of a channel configuration that is basically stable. A
dynami c system can be cons i dered stabl e so long as the net change does not
exceed acceptable levels. For most highway drainage channels, bank instabil
ity and possible lateral migration cannot be tolerated. Consequently, devel
opment of static equilibrium conditions or utilization of linings to achieve a
stable condition is usually preferable to using dynamic equilibrium concepts.

Two methods have been developed and are commonly applied to determine if
a channel is stable in the sense that the boundaries are basically immobile
(static equilibrium). These methods are defined as the permissible velocity
approach and the permi ss i b1e tracti ve force (shear stress) approach. Under
the permissible velocity approach the channel is assumed stable if the adopted
mean velocity is lower than the maximum permissible velocity. The tractive
force (boundary shear stress) approach focuses on stresses developed at the
interface between flowing water and materials forming the channel boundary.
By Chow's definition, permissible tractive force is the maximum unit tractive
force that will not cause serious erosion of channel bed material from a level
channel bed. (7)

Permissible velocity procedures were first developed around the 1920's.
In the 1950 ' s, permissible tractive force procedures became recognized, based
on research investigations conducted by the U.S. Bureau of Reclamation.
Procedures for design of vegetated channels using the permissible velocity
approach were developed by the SCS and have remained in common use.

12



• In spite of the empirical nature of permissible velocity approaches, the
methodology has been employed to design numerous stable channels in the United
States and throughout the ~vorld. However, considering actual physical pro
cesses occurring in open-channel flow, a more realistic model of detactlfTlent
and erosion processes is based on permissible tractive force.

Tracti ve Force Theory. The hydrodynami c force of water fl owi ng ina
channel is known as the tractive force. The basis for stable channel design
with flexible lining materials is that flow-induced tractive force should not
exceed the permissible or critical shear stress of the lining materials. In a
uniform flow, the tractive force is equal to the effective component of the
gravitational force acting on the body of water, parallel to the channel bot
tom.(7) The average tractive force on the channel, or shear stress is equal
to:

The maximum shear stress, cd, for a straight channel occurs on the channel bed
(L, ~) and is less than or equal to the shear stress at maximum depth.

Shear stress in channel s is not uniformly distributed along the ""etted
perimeter. (9,10) A typical distribution of shear stress in a trapezoidal
channel tends-roward zero at the corners with a maximum on the center line of
the bed, and the maximum for the side slopes occurring about the lower third
of the side as shown in figure 18. Flow around a bend creates secondary
currents, whi ch impose hi gher shear stresses on the channel si des and bottom
compared to a straight reach (11) as shown in figure 19. At the beginning of
the bend, the maximum shear stress is near the ins i de and moves toward the
outside as the flow leaves the bend. The increased shear stress caused by a
bend persists downstream of the bend, a distance, Lp. The maximum shear
stress in a bend is a funCtion of the ratio of channel curvature to bOttOlil
width, Rc/B.(12) As Rc/S decreases, that is as the bend becomes sharper, the
maximum shears tress in the bend tends to increase (see chart 10). The bend
shear stress, tb, is expressed by a dimensionless factor, Kb, multiplied by the
shear stress in an equivalent straight section of channel where

The relationship between permissible shear stress and permissible velo
city for a lining can be found by substituting equation 4 into equation 1
giving:

•

•

, = yRS

where Y = unit weight of water;
R = hydraulic radius; and
S = average bed slope or energy slope.

'd = YdS

where d = maximum depth of flow .

v = 0.189 R1/ 6 , 1/2
P n p

where Tp = permissible shear stress.
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Figure 18. Typical Distribution of Shear Stress.

It can be seen from this equation that permissible velocity varies
due to the hydraulic radius. However, permissible velocity is not extremely
sensitive to hydraulic radius since the exponent is only 1/6. Equation 7 is
useful in judging the field performance of a channel lining, because depth and
velocity may be easier to measure in the field than water surface or channel
gradient.

The tractive force method is a more compact approach than the permissible
velocity method, because the failure cri,teria for a particular lining is
represented by a single critical shear stress value. This critical shear
stress value is applicable over a wide range of channel slopes and channel
shapes. Permissible velocities, on the other hand, are a function of lining
roughness, channel slope, and channel shape, and are only approximately
constant over a range of these parameters. An accurate sol ution of the per
missible velocity method therefore requires design nomographs. The simpler
representation of failure for the tractive force method is a definite advan
tage for users who prefer to use programmable calculators and microcomputers.

L p

8

LJ HIGH SHEAR STRESS ZONE

Figure 19. Shear Stress Distribution in a Channel Bend (after 11).
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Design Parameters

Design Discharge Frequency. Design flow rates for permanent roadside and
median drainage channel linings usually have a 5- or la-year return period.
A lower return period flow is allowable if a temporary lining is to be used,
typically the mean annual storm (approximately a 2-year return period, i.e.,
50 percent probability of occurrence in a year). Temporary channel linings
are often used duri ng the establ i shment of vegetati on. The probabil i ty of
damage during this relatively short time is low, and if the lining is damaged,
repairs are easily made. Design procedures for determining the maximum per
missible discharge in a roadway channel are given in chapter IV.

Channel Cross Section Geometry. Most highway drainage channels are trap
ezoidal or triangular in shape with rounded corners. For design purposes a
trapezoidal or triangular representation is sufficient. Design of roadside
channel s shoul d be integrated wi th the hi ghway geometri c and pavement des i gn
to insure proper consideration of safety and pavement drainage needs. If
available channel linings are found to be inadequate for the selected channel
geometry, it may be feasible to widen the channel. This can be accomplished
by either increasing the bottom width or flattening the side slopes. Widening
the channel will reduce the flow depth and lower the shear stress on the chan-
nel perimeter.

It hns been demonstrated that if a riprap-lined channel has 3:1 or
flatter side slopes, there is no need to check the banks for erosion. (8)
With steeper side slopes, a combination of shear stress against the bank and
the weight of the lining may cause erosion on the banks before the channel
bottom is disturbed. The design method in this manual includes procedures for
checking the adequacy of channels with steep side slopes.

Equations for determining cross-sectional area, wetted perimeter, and top
width of channel geometries commonly used for highway drairlage channel s are
given in appendix A.

Channel Slope. The channel bottom slope is generally dictated by the
roadway profi 1e, and therefore is usually fi xed. I f channel stabi 1i ty con
ditions warrant and available linings are not sufficient, it may be feasible
to reduce the channel gradient slightly relative to the roadway profile. For
channels outside the roadway right-of-vJay, the slope may be adjusted slightly.

Channel slope is one of the major parameters in determining shear stress.
For a given design discharge, the shear stress in the channel \'o'ith a mild or
subcritical slope is smaller than a channel with supercritical slope.
Roadside channels with gradients in excess of about two percent will flow in a
supercritical state. t~ost flexible lining materials are suitable for pro
tecting channel gradients of up to 10 percent. Riprap and vlire-enclosed
riprap are more suitable for protecting very steep channels with gradients in
excess of 10 percent .
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IV. DESIGN PROCEDURE

This section outlines the design procedure for flexible channel linings.
Channels with steep gradients (slopes greater than 10%) will usually produce a
tractive force in excess of the permissible shear stress for most linings pre
sented in this chapter at relatively small discharges. Also, when riprap is
used on steeper gradi ents, the des i gn procedure must take into cons i derati on
the additional forces acting on the riprap. Designs involving riprap should
be checked and compared to results obtained from design procedures presented
in chapter V, Steep Gradient Design. The more conservative results, i.e.,
largest riprap size, should be used for design. Other linings presented in
this chapter are applicable over a wide range of channel gradients, provided
the permissible shear for the lining is not exceeded.

The basic design procedure is supplemented for riprap lined channels with
side slopes steeper than 3:1. Use of side slopes steeper than 3:1 is not
encouraged for flexible linings other than riprap or gabions because of'the
potential for erosion of the side slopes. If a combination of linings is
used, the composite channel lining procedure outlined in chapter VI should be
used. In cases where flexible linings discussed in this circular do not pro
vide adequate protection, other alternatives, including rigid linings should
be considered. Because of the substantial increased cost of rigid linings,
and their vulnerability to failure, other alternatives such as use of addi
tional inlets, a modified channel geometry or a flatter channel gradient are
preferred.

Flexible Lining Design

The basic design procedure for flexible channel linings is quite simple.
It involves only two computations and several straight forward comparisons of
1 i ni ng performance. The computati ons i ncl ude a determi nati on of the uni form
flow depth in the channel, known as the normal depth, and determination of the
shear stress at maximum flow depth. Designers familiar with methods for
determi ni ng normal depth may use any conveni ent method and the r>1anni ng I s
roughness coefficients provided in this manual. A nomograph is also provided
in this chapter for determining the normal depth in trapezoidal channels. The
computation for shear stress is much simpler and can be carried out without
the need of any design aids.

The basic comparison required in the design procedure is that of per
missible to computed shear stress for a lining. A table and two figures are
provided that give permissible shear stress values for a variety of lining
types. If the permissible shear stress is greater than the computed shear,
the lining is considered acceptable. If a lining is unacceptable, a lining
with a higher permissible shear stress is selected and the calculations for
normal depth and shear stress is repeated. A worksheet is provided at the
end of this chapter (figure 23) for carrying out the design procedures pre
sented in this chapter.

Channels lined with gravel or riprap on side slopes steeper than 3:1 must
be designed using the steep side slope design procedure. Steep side slopes
are alloy/able within a channel if cohesive soil conditions exist. Channels
with steep slopes shoul d not be all owed if the channel is constructed in non
cohes i ve soil s.
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Permissible Shear Stress

The permissible shear stress, T p, indicates the force required to ini-
tiate movement of the lining material. Prior to movement of the lining, the
underlying soil is relatively protected. Therefore permissible shear stress
is not significantly affected by the erodibil ity of the underlying soil.
However, if the lining is eroded and moved, the bed material is exposed to the
erosive force of the flow. The consequence of lining failure on highly ero
dible soils is great, since the erosion rate after failure is high compared to
soils of low erodibility.

Values for permissible shear stress for linings are based on research
conducted at 1aboratory faci 1i ti es and in the fi el d. The val ues presented
here are judged to be conservative and appropriate for design use. Table 2
presents permissible shear stress values for manufactured, vegetative, and
riprap lining types. The permissible shear stress for non-cohesive soils is a
function of mean diameter of the channel material as shown in chart 1. For
larger stone sizes not shown in chart 1 and rock riprap, the permissible shear
stress is given by the following equation:

T p = 4.0 050 (8)

where 050 is the mean riprap size in feet. For cohesive materials the
variation in permissible shear stress is governed by many soil properties.
The plasticity index of the cohesive soil provides a good guide to the per
missible shear stress as shown in chart 2.

Determination of Normal Flow Depth

The condition of uniform flow in a channel at a known discharge is CO[1

puted using the Manning's equation combined with the continuity equation:

Q = 1~4~ AR2/3Sf1/2 (9)

where Q discharge;
n = Manning's roughness coefficient;
A = cross-sectional area;
R = hydraulic radius; and

Sf = friction gradient which, for uniform flow conditions, equals the
channel bed gradient, S.

Chart 3 provides a solution to Manning ' s equation for trapezoidal chan-
nels. The geometric properties of a trapezoidal channel can be found using
chart 4 or the equations provided in appendix A.

Manning's Roughness Coefficients for Nonvegetative Linings. Table 3
gives recommended values of the Manning's roughness coefficient for flexible
channel lining materials, including riprap-type lining materials. The n
val ues wi 11 vary wi th flow depth. The channel roughness wi 11 be hi gher for
shallow flow depths and lower for large flow depths. The range of flow depths
from 0.5 ft (15 cm) to 2.0 ft (60 cm) is typical of highway drainage channels
and should be used in most cases.
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Manning's Roughness Coefficients for Vegetative Linings. Manning's
roughness coefficient for vegetative linings varies significantly depending on
the amount of submergence of the vegetation and the flow force exerted on the
cllanne"1 bed. As a result, the t\1anning's n value must be determined by trial
and error taking into consideration both the depth of flow and the flow force.
Charts 5 to 9 show the variation in Manning's n for five classes of vegeta
tion. These charts can be used to determine Manning's n for a wide range of
£lovl conditions.

Determination of Shear Stress on Channel

As presented in chapter III, Tractive Force Theory (page 13), the shear
stress on the channel lining at maximum depth, 'd, is computed using the
following equation:

, d = ydS (5)

where Y = unit weight of water (62.4 lb/ft3);
d = flow depth, ft; and
S = channel gradient, ft/ft.

Flow around a channel bend imposes hi gher shear stress on the channel
bottom and banks. For bends, the maximum shear stress is gi ven by the
following equation:

'b = Kb'd (6)

where the value of Kb can be found using chart 10. In chart 10, the radius
of curvature of the channel center 1i ne, Rc , and the bottom wi dth of the
channel, B, determine the magnitude of factor Kb. The length of protection,
Lp, required downstream of a bend is found using chart 11. The length of pro
tection is a function of the roughness of the lining material in the bend (nb)
and the depth of flow.

Side _Sl op~Stabil i ty

Channels lined with gravel or riprap on side slopes steeper than 3:1 may
become unstable. As the angle of the side slopes approaches the angle of
repose of the channel lining, the lining material becomes less stable.
However, the shear stress on the channel side is less than the maximum shear
stress occurring on the channel bed. The stability of a side slope is a func
tion of the channel side slope and the angle of repose of the rock lining
material.

(10 )(D) =50 sides

When the tractive force ratio is compared to the ratio of the shear
stress on the sides to the shear stress on the bottom of the channel, the rock
size for the channel side slope can be determined. The angle of repose, 8,
for different rock shapes and sizes is provided in chart 12. The ratio of
shear stress on the sides and bottom of a trapezoidal channel, K1 , is given
in chart 13 and the tracti ve force rati 0, K2 , is gi ven in chart 14. The
required rock size (mean diameter of the gradation 050) for the side slopes
is found using the following equation:

K

~ (DSO}bottorn
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• Maximum Discharge Approach

In many cases, the designer simply needs to know the maximum discharge a
channel can convey given the permissible shear stress and the corresponding
allowable depth. By knowing the maximum discharge that a lining can sustain,
the designer can determine the maximum length of lining for a channel, based
on the hydrology of the site. This information can assist the designer in an
economic evaluation of lining types and can determine inlet spacing.

The procedure presented is for both vegetative linings and non-vegetative
linings. Applying the procedure for vegetative linings is particularly use-
ful, since it does not involve a trial and error solution.

Design Considerations for Riprap Lining

Two additional design considerations are required for riprap channel
linings: (1) riprap gradation and thickness, and (2) use of filter material
under rock riprap.

•

Riprap Gradation and Thickness. Riprap gradation should follow a smooth
size distribution curve. Most riprap gradations will fall in the range of
D100/D50 and D50/D20 between 3.0 to 1.5, which is acceptable. The most
important criterion is a proper distribution of sizes in the gradation so that
interstices formed by larger stones are filled with smaller sizes in an
interlocking fashion, preventing the formation of open pockets. These grada
tion requirements apply regardless of the type of filter design used .

In general, riprap constructed with angular stones has the best perfor
mance. Round stones are acceptable as riprap provided they are not placed on
side slopes steeper than 3:1. Flat slab-like stones should be avoided since
they are easily dislodged by the flow. An approximate guide to stone shape is
that neither the breadth nor thickness of a single stone is less than one
third its length.

The thickness of a riprap lining should equal the diameter of the largest
rock size in the gradation. For most gradations, this will mean a thickness
of from 1.5 to 3.0 times the mean riprap diameter.

Filter Design. When rock riprap is used the need for an underlying
filter material must be evaluated. The filter material may be either a granu
lar filter blanket or a engineering fabric.

(11 )< 40

blanket, the following criteria must be met:

015 fil ter

DIS base

a granular filter

015 filter< 5 <
085 base

For

•
D50 fil ter.,.,....----- < 40
D50 base

(12)
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In the above relationships, "filter" refers to the overlying material and
"base" refers to the underlyi ng materi al. The rel ati onshi ps must hol d between
the filter blanket and base material and between the riprap and filter
blanket.

The thickness of the granular filter blanket should approximate the maxi
mum size in the filter gradation. The minimum thickness for a filter blanket
should not be less than 6 inches.

In selecting an engineering filter fabric, the fabric should be able to
transmi t /later from the soil and al so have a pore structure that wi 11 hol d
back soil. The following properties of an engineering filter fabric are
requi red to assure that thei r performance is adequate as a fi lter under
riprap. (li)

1. The fabric must be able to transmit water faster than the soil.

2. The following criteria for the apparent opening size (AOS) must be met:

a. For soil with less than 50 percent of the particles by weight passing
a U.S. No. 200 sieve, AOS < 0.6 mm (0.024 in) (greater than #30 U.S.
Std. Sieve).

b. For soil with more than 50 percent of the particles by weight passing
a U.S. No. 200 sieve, AOS < 0.297 mm (0.012 in) (greater that #50
U.S. Std. Sieve).

The above criteria only applies to non-severe or non-critical installa
tions. Severe or critical installations should be designed based on per
meability tests.

Oesign Procedures

The design procedure is summarized below. The procedure for flexible
linings is a basic stepwise solution approach.

FLEXIBLE LINING DESIGN PROCEDURE
(see computation sheet, figure 23)

1. Select a flexible lining and determine the permissible shear stress, 'p.
(see Tab1e 2)

2. Estimate flow depth for vegetation or flow depth range for non-vegetative
linings, the channel shape, slope and design dischargers).

3. Determine Manning's n value for estimated flow depth.

a. For non-vegetive linings, use Table 3.
b. For vegetation:

(1) Calculate the hydraulic radius, R. (Use chart 4 for trapezoidal
channels and Appendix A for other shapes.)

(2) Determine n from Chart 5,6,7,8, or 9.
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• 4. Calculate the flow depth, d, in the channel. (Chart 3 for trapezoidal
channels.)

5. Compare computed flow depth, d, with estimated flow depth, di. If d is
outside the assumed range for non-vegetative linings or differs by more
than 0.1 ft from di for vegetation, repeat steps 2 through 4.

6. Calculate the shear stress, 'd. If 'd > 'p, the lining is not accep
table, repeat steps 1 through 5.

'd = ydS

7. For channel bends:

a. Determi ne the factor for maximum shear stress on channel bends, Kb,
from chart 10. This is a function of the ratio of channel curvature to
bottom width, RcfS.

b. Calculate the shear stress in the bend, 'b.

If 'b > 'p, the lining is not acceptable, repeat steps 1 through 7.

c. Calculate length of protection, Lp, downstream of the bend from
chart 11.•

'b = Ki) 'd (6 )

(3 )

d. Calculate superelevation.

lid = V2T
gRc

8. For riprap or gravel linings on steep side slopes (steeper than 3:1):

a. Determine the angle of repose for the rock size and shape from chart
12.

b. Determine K1, the ratio of maximum side shear to maximum bottom shear
for a trapezoidal channel from chart 13.

For riprap on slopes greater than 10%, check design procedure in chapter
V. Use whichever procedure results in the larger riprap size.•

9 .

c. Determine K2, the tractive force ratio from chart 14.

d. Calculate the required 050 for the side slopes.

K1
(050)sides = K2 (050)bottom
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MAXIMUM DISCHARGE DESIGN PROCEUDRE

1. Determine the allowable depth of flow in the channel using the permis
sible shear stress (table 2 or charts 1 or 2). Check that this depth
does not exceed the depth (incl uding freeboard) provided in the typical
roadway section.

d =~
yS

(13 )

2. Determine the area and hydraulic radius corresponding to the allowable
depth using chart 4.

3. For non-vegetative linings, find the correct Manning's n from table 3.
For vegetative linings, enter into charts 5 to 9 for the correct vegeta
tion class and determine the Manning's n value.

4. Solve Manning's equation (equation 9) to determine the maximum discharge
for the channel.

Example Problems

Example 1:

Determine whether it is feasible to use jute net as a temporary lining.

Given: Q = 20 ft3/sec
S = 0.005 ft/ft
Trapezoidal channel with a bottom width of 4.0 ft and 3:1 side,

slopes.

Find: Depth of flow in the channel and the adequacy of the jute net lining.

Solution: (1) From table 2, the permissible shear stress is 0.45
lb/ft2 and from table 3, the Manning's n value is 0.022
(assuming a flow depth between 0.5 to 2.0).

(2) Entering chart 3 for S = 0.005, Qn = 0.44, and B = 4,
d/B = 0.22

d = 0.88 ft

The flow depth has remained within the range of 0.5 to 2.0
ft so that the assumed Manning1s n value is correct.

(3) Using equation 5, the shear stress on the channel bed at
maximum depth is,

• = ydS = 62.4 x 0.88 x 0.005
d

= 0.27 1b/ft2
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(4) Comparing the shear stress, 0.27 lb/ft2 , to the permissible
shear stress, 0.45 1b/ft2 , shows that jute net is an accep
table channel lining.

Example 2:

Determine if a single application of fiberglass roving lining is an ade
quate lining for a median ditch.

Given: B = 2 ft
Z = 4
S = 0.05 ft/ft
Q 10 ft3/sec

Find: Depth of flow.

Solution: (1) From table 3, Manning's n is 0.021 assuming a flow depth in
the range of 0.5 to 2.0 ft

(2) Entering chart 3 for S = 0.05, given
Qn = 0.21 and B = 2

d/B = 0.21
d = 0.42 ft

Checking the flow depth against the initial assumed range
shows that the computed depth is below that range •. The
Manning's n for flow depth range of 0.0 to 0.5 ft is 0.028.

Enter chart 3 for S = 0.05,
Qn = 0.28 and B = 2

d/B = 0.24
d = 0.48 ft

The computed flow depth is within the assumed range.

(3) The maximum shear stress from equation 5 is,

Cd = ydS = 62.4 x 0.48 x 0.05
= 1.5 lb/ft2

(4) The permissible shear stress for fiberglass is 0.6 lb/ft2.
Since this is less than the maximum shear stress, the lining
is not adequate.

Example 3:

A roadside ditch is lined with a good stand of uncut buffalo grass. Determine
the flow depth and Manning's n for the depth at design discharge .

Given: Q = 20 ft3/sec
S = 0.005 ft/ft
B = 4.0 ft
Z = 4
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Find: (1) Manning's n value.

(2) Flow depth in the channel.

Solution: The vegetative retardance classification is found in table 1. A
good stand of uncut buffalo grass is classified as retardance D.

The determination of Manning's n and flow depth for a vegetative
lining may require several trials.

Trial 1

(1) Initial depth is estimated at 1.0 ft.

(2) From chart 4 for Z = 4 and d/B = 0.25,

Rid = 0.65 ft
R = 0.65

(3) Entering chart 8 given R = 0.65 and S = 0.005,

n = 0.088

(4 ) Entering chart 3 given S = 0.005, Qn = 1.76, B = 4, and Z = 4,

d/B = 0.40
d = 1.60 ft

(5) Since the difference between the initial and calculated depth
is greater than 0.1 ft, the procedure is repeated.

Tri a1 2

(1) Use the calculated depth of 1.60 ft from trial 1.

(2) From chart 4 for Z = 4 and d/B = 0.40,

Rid = 0.61
R = 0.98

(3) Entering chart 8 given R = 0.98 and S = 0.005,

n = 0.066

(4) Entering chart 3 given S = 0.005, Qn = 1.32, and B = 4,

d/B = 0.36
d = 1.44

(5) Since the difference betwee~ the initial and calculated
depths is 0.16 ft, which is greater than 0.1 ft, the proce
dure is repeated.
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• Trial 3

(1) Use the calculated depth of 1.44 ft from trial 2.

(2) From chart 4 for Z = 4 and diS = 0.36,

Rid = 0.61
R = 0.88

(3) Entering chart 8 given R = 0.88 and S = 0.005,

n = 0.070

(4) Entering chart 3 given S = 0.005, Qn = 1.40, and B = 4,

d/B = 0.37
d = 1.48 ft

(5) The initial depth and the calculated depth are in agreement.
The procedure is completed with the following results,

n = 0.070
d = 1.5 ft

• Example 4:

Determine a temporary ch'annel lining for a trapezoidal channel.

Given: Q = 16 ft3/sec
S = 0.03 ftlft
B = 4.0 ft
Z = 3

Find: Adequate temporary channel lining.

Solution:

Trial 1

(1) Jute net is selected as an initial channel lining alternative. The
permissible shear stress (table 2) and Manning1s n value (table 3)
are,

'p = 0.45 lb/ft2
n = 0.022 (assuming a depth range of 0.5 to 2.0 ft)

•
(2 ) The flow depth is determined from chart 3, given S = 0.03,

Qn = 0.35, and B = 4,

diS = 0.12
d = 0.48 ft

The flow depth is slightly below the specified range for
Manning1s n.

25



(3) The shear stress at maximum depth is found using equation 5,

T d = 62.4 x 0.48 x 0.03
= 0.90 lb/ft2

(4) The computed shear stress of 0.90 lb/ft2 is greater than the per
mi ss i b1e shear stress of 0.45 1b/ft2, so jute net woul d not be an
acceptable lining.

Tri a1 2

(1) The next lining chosen is curled wood mat because the permissible
shear stress for this lining exceeds the calculated shear stress
from the first trial. Fiberglass roving was not chosen since its
permissible shear stress was less than the calculated shear stress
from the first trial. The permissible shear from table 2 and the
Manning's n from table 3 for curled wood mat are,

T P = 1.55 1b/ft2
n = 0.035 (assuming a depth range of 0.5 to 2.0 ft)

(2) The flow depth is determined from chart 3, given S = 0.030,
Qn = 0.56, B = 4, and Z = 3,

d/B = 0.15
d = 0.60 ft

The flow depth is within the specified range for the Manning's n
value used.

(3) The shear stress at maximum depth is found using equation 5,

T d = 62.4 x 0.60, 0.03
= 1.12 1b/ft2

(4) The computed shear stress of 1.12 lb/ft2 is less than the per
missible shear stress of 1.55 lb/ft2, so curled wood mat is an
acceptable channel lining.

Use of the worksheets for this problem is illustrated in figure 21.

Example 5:

Determine an acceptable channel lining for the roadside channel. in example
4 if a bend is included in the channel alignment.

Given: 45° channel bend
Rc = 20 ft

Find: (1) The channel lining required for the bend and the location of the
lining.

(2) The superelevation of the water surface in the bend.
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Solution:

Trial 1

(1) From the results of example 4, the shear stress of the straight
reach upstream of the bend is,

Td = 1.12 1b/ft2

A curled wood mat lining was used to stabilize the channel.

(2) The shear stress in the bend is given by equation 6. The value of
Kb in equation 6 is found from chart 10 given Rc/B = 5,

The bend shear stress is,

Tb = 1.6 x 1.12
= 1. 79 1b/ft2

(3) The computed shear stress in the bend is greater than the per
missible shear stress for a curled wood mat channel lining (1.55
lb/ft2). A new lining is required for the channel bend •

Trial 2

(1) Synthetic mat is chosen as a bend 1ining material, because it is
permissible shear stress from table 2 (2.0 lb/ft2) is greater than
the computed shear stress from trial 1. The Manning1s n value is
0.025 for a flow depth range from 0.5 to 2.0 ft.

(2) Entering chart 3 given S = 0.03, Qn = 0.40, and B = 4,

d/B = 0.13
d = 0.52 ft

This depth falls within the range originally assumed for
r~ ann i ng I S n.

(3) The shear stress from equation 5,

Td = 62.4 x 0.52 x 0.03
= 0.97 lb/ft2

The bend shear stress from equation 6 is,

• (4)

Tb = 1.6 x 0.97
= 1.55 lb/ft2

The calculated bend shear stress is less than the permissible shear
s tress for syntheti c mat of 2.0 1b/ft2. Syntheti c mat therefore
provides an acceptable channel bend lining.
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(5) The synthetic mat will extend through the bend and a distance
downstream. The downstream distance is found using chart 11, given
nb = 0.025, R = 0.40 (from chart 4 for d/B = 0.13 and Z = 3),

Lp/R = 15.9
Lp = 6.4 ft

The total length of synthetic mat lining is the sum of the length
in the bend plus the length required for downstream protection.
The following figure shows the required location of lining
materials.

STRA W WITH NET

SYNTHETIC MAT

FLOW
~ P.C.

Rc

CENTER OF CURVATURE

Figure 20. Location Sketch of Flexible Linings for Example 5.

(6) The superelevation of the ~/ater surface is computed from equation
3. To execute equation 3, top width and cross-sectional area must
be computed, where,

T = B + 2Zd
= 4 + 2 x 3 x 0.52
= 7.1 ft

and

A = Bd + Zd2
= 4 x 0.52 + 3 x 0.522
= 2.89 ft2

The velocity in the channel found using the continuity equation
(equation 2),

v = Q/A
= 16.0/2.89

5.5 ft/sec
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Solving equation 3 given V = 5.5 ftls, T = 7.1 ft, and Rc = 20 ft,

V 2TLid =
~

Lid 5.5
2

x7.1
=12:2 x 20

= 0.33 ft
The freeboard in the channel bend should be at least 0.33 ft to
accommodate the superelevation of the water surface.

Use of the worksheets for this problem is illustrated in figure 21.

Example 6:

Because of a width constraint on available right-of-way, the side slopes of a
roadside ditch must be steepened to 2:1. The 2-inch gravel lining has been
determined to be adequate to protect the ditch bed. l1etermine the gravel
size, 050, necessary to protect the di tch banks.

Given: Very rounded gravel
A trapezoidal channel

Z = 2
B = 3.5 ft

Flow depth, d = 0.7 ft

Find: 050 for side slope.

Solution: (1) From chart 12 given a D50 = 0.167 ft, the angle of repose
8 = 36°

(2) From chart 13 given Bid = 5.0, the ratio of side shear to bot
tom shear, K1 = 0.79

(3) From chart 14 given Z = 2 and 8 = 36°, the tractive force
ratio, K2 = 0.65

(4) The required side slope 050 from equation 10 is,

050 = ~:~; (2.0)

= 2.4 inches

Examp1e 7:

Determine the maximum allowable discharge for a median ditch lined with a good
stand of Kentucky bluegrass (approximately 8 inches in height). The ditch has
a depth of 3 feet from the roadway shoulder .

• Given: s = 0.010 ft/ft
B = 4.0 ft
Z = 4
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_____ ACRES

Worksheet for Flexible Lining Design

DESIGNER: DATE:

PROJECT: E XQMple. R'--ob\eMs 4 t. S

STATION: TO STATION:

DRAINAGE AREA:

DESIGN FLOW: Q = ft3/sec

DESIGN FLOW FOR TEMPORARY LINING: Q ~

CHANNEL SLOPE (S): .03 ft/ft

CHANNEL DESCRIPTION:

ft 3/sec----

CJ
4'

be.Nd=4S0
R<:-=20

1

LI NI NG Q Tp d· R n d Td=Y dS REMARKS1

( 1) ( 2) (3 ) (4 ) (5) (6 )

Fl(aN\pl~4

Jute.. Ne.-+ \Co .45 0.5-2 - .022 .4-B O.CJ ~o-t Qcccpbb~

(0'< led \}.jood lCc l.55 l{ - .035 .~O I.IL OK

F't.a M pte S
S)(Nthe-hc.. \Co 2. 05-2 - .025 .52- .97 c~ckbe~\'vA,o.1-

Kb ~ \. Co

'Yb ~ 1.'1<7<.tp

( 1) Tab 1e 2
(2) For vegetation, estimate initial depth

For other liners, select range from table 3
(3) Vegetation only, chart 4 for trapezoidal channels
(4) For vegetation, charts 5-9

For other liners, table 3
(5) Normal deptn, chart 3 (d must be in di range)
(6) Td must be ~ Tp
(7) Check for steep side slopes and channel bends

Figure 21. Worksheet for Example Problems 4 and 5
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Maximum allowable discharge.

Solution: (1) From table 1, a good stand of Kentucky bluegrass is classified
as retardance C. From table 2 the permissible shear stress,

• Find:

T P = 1.00 1b/ft2

Determine the allowable depth from equation 5, given ld = Tp,

d = Tp/YS
1.00

= 62.4 x 0.010
= 1.6 ft

Note that the allowable depth is less than the depth of the
ditch.

(2) Determine the flow area and hydraul ic radius from chart 4,
given diS = 0.40,

•
A/Bd = 2.6

A = 16.6
R/D = 0.61

R = 0.98

(3) From chart 7: n = 0.072.

(4) Solving the r~anning's equation with continuity (equation 9),

Q = 1.49 AR2/3S1/2
n

= 1.49 16 6 x 0.982/ 3x 0.01 1/ 2
0.072 x •

= 33.9 cfs

Example 8:

Determine the need for a granular filter blanket.

Given: Riprap Gradation

D85 1.3 ft
D50 = 0.66 ft
015 = 0.33 ft

Base Soil Gradation

•
D85 =

°50
D1S =

1.5 mm = 0.0049 ft
0.5 mm = 0.0016 ft
0.167 mm = 0.00055 ft
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0.064 ft (20 mm)

Fi nd: Granular filter blanket requirement.

Solution: 015 riprap 0.33
= = 67.4 not less than 5

°85 base 0.0049

015 ri prap 0.33
= 600 not less than 40=015 base 0.00055

050 ri prap 0.66
= 412 not less than 40050

= 0.0016base

Since the rel ati onshi ps between ri prap and base do not meet the
recommended dimensional criteria, a filter blanket is required.
First, determine the required dimensions of the filter with respect
to the base material,

050 filter
0

50
< 40, so 050 filter< 40 x 0.0016 =

base

0 15 fil ter
0

15
< 40, so 015 filter< 40 x 0.00055 =

base
0.022 ft (6.7 mm)

015 fil ter
rras-base < 5, so 015 filter < 5 x 0.0049 = 0.024 ft (7.3 mm)

~~-l.i 1ter >0
15

base 5, so 015 filter> 5 x 0.00055 = 0.0028 ft (0.83 mm)

Therefore, with respect to the base material, the filter must
satisfy:

D50 filter < 0.064 ft

0.0028 ft < D15 filter < 0.22 ft

Second, determine the required filter dimensions with respect to
the riprap,

°5~_ri~rap < 40 ° > 0.66 = 0.016 ft (4.9 mm)
° ' so 50 filter ~50 filter

015 riprap < > 0.33 ()
-rs-rllter 40, so 015 filter ~- = 0.0082 ft 2.5 mm
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• 015 riprap
< 5, so 085 filter>

0.33 0.066 ft (20 mm)
-S- ==

085 filter

015 ri prap > 5, so 015
< 0.33

== 0.066 ft (20 mm)
015 filter

fi 1ter -S-

With respect to the riprap:

050 filter> 0.016 ft
0.0082 ft < 015 filter < 0.066 ft

085 filter> 0.066 ft

Combining:

0.0082 ft < 015 filter < 0.022 ft (2.5 mm < 015 filter < 6.7 mm)
0.016 ft < D50 filter < 0.064 ft (4.9 mm < 050 filter < 19.5 mm)

085 filter> 0.066 ft (D85 filter> 20.0 mm)

4 6 8103
4 6 8 102 2

The gradation requirements for the resulting granular filter
blanket specifications are illustrated in figure 22.

~ Filter design for

~~~~~ba~se;m~at~er~ial~,T~I-~~111111
~ Filter design for
~ riprap material

80

10!l..----------.--.---r""'A'~~~~~~~

ollil.-L~~4 6 810.1 2 4 6 8100 2 4 6 8101 2
PARTICLE SIZE (mm)

~ 60~+-H----t--+-1Lt+~~~~~
lL.

I
Z
UJ
U
~ 40~4-.l---+---+...=....:~---4-+-+-J~~~~

·zolillJJ-

•

•
Figure 22. Gradations of Granular Filter Blanket for

Example 8 .
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DESIGNER:

PROJECT:

STATION:

DRAINAGE AREA:

Worksheet for Flexible ~ining Design

DATE:

TO STATION:

ACRES-----

DESIGN FLOW: Q = ft3/sec--- -----

DESIGN FLOW FOR TEMPORARY LINING: Q =--- ft 3/sec----

CHANNEL SLOPE (S):

CHANNEL DESCRIPTION:

ft/ft---

LIN! NG Q T p d· R n d T d=Y dS REMARKS1

( 1) (2 ) (3 ) (4) (5 ) (6)

,

( 1)
(2 )

(3 )
(4 )

(5 )
(5 )
(7)

Table 2
For vegetation, estimate initial depth
For other liners, select range from table 3
Vegetation only, chart 4 for trapezoidal channels
For vegetation, charts 5-9
For other liners, table 3
NOflnal deptn, chart 3 (d must be in di range)
Td must be ~ Tp
Check for steep side slopes and channel bends

Figure 23. Worksheet for Flexible Lining Design
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Table 1. Classification of Vegetal Covers as to

Degree of Retardance. (~)

----1~-_._----------+------------------.__.-
ConditionCover

~'------~....--------------y---------------------.,

Retardance
In"",

A
Weeping lovegrass ••••••••• Excellent stand, tall (average 30") (76 em)
Yellow bluestem

Ischaemum .•..••.•••••••• Excellent stand, tall (average 36") (91 em)

unmowed
tall (average 24") (61 em)
not woody, tall (average 19")

•
B

C

Kudzu •••••••••••••••••••••
Bermuda grass ••••••••••.••
Native grass mixture

(little bluestem, blue
stem, blue gamma, and
other long and short
midwest grasses) •••••••.•

Weeping lovegrass •••••••••
Lespedeza sericea ••.•.••••

Alfalfa •••••••••••••••••••
Weeping lovegrass ••••.••••
Kudzu •••••••••••..••••••••
Blue gamma •.••••.••••••••.

Crabgrass •.•••••••••.•••.•
Bermuda grass •••.•.•••••..
Common lespedeza •••••••••.
Grass-legume mixture--

sum~er (orchard grass,
redtop, Italian ryegrass,
and common lespedeza) ••.•

Centipedegrass.•.•••..•••.•
Kentucky bluegrass •....••.•

Very dense growth, uncut
Good stand, tall (average 12") (30 em)

Good stand,
Good stand,
Good stand,
(48 em)
Good stand, uncut (average 11 II) (28 em)
Good stand, unmowed (average 13") (33 em)
Dense growth, uncut
Good stand, uncut (average 13") (28 em)

Fair stand, uncut (10 to 48") (25 to 120 em)
Good stand, mowed (average 6") (15 em)
Good stand, uncut (average 11") (28 em)

Good stand, uncut (6 to 8 inches) (15 to
20 em)
Very dense cover (average 6 inches) (15 em)
Good stand, headed (6 to 12 inches (15 to
30 em)

D

Bermuda grass •....•....•..•
Common lespedeza ....••••..
Buffalo grass .••••.•••••.•

Grass-legume mixture-
fall, spring (orchard
grass, redtop, Italian
ryegrass, and common
lespedeza) ••••.....•••..•

Lespedeza sericea ........•

Good stand, cut to 2.5-inch height (6 em)
Excellent stand, uncut (average 4.5") (11 em)
Good stand, uncut (3 to 6 inches (8 to
15 em)

Good stand, uncut (4 to 5 inches) (10 to
13 em)
After cutting to 2-inch height (5 em)
Very good stand before cutting

NOTE: Covers classified have been tested in experimental channels. Covers were green
and generally uniform.•

E Bermuda grass
Bermuda grass

Good stand, cut to 1.5 inch height (4 em)
Burned stubble
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Table 2. Permissible Shear Stresses for Lining Materials.

Li ni ng Category

Temporary*

Vegetative

Gravel Riprap

Rock Riprap

Bare Soi 1

Permissible
Unit Shear Stress1

Lining Type (lb/ft2) (Kg/rn2)

Woven Paper Net 0.15 0.73
J ute Net 0.45 2.20
Fiberglass Roving:

Single 0.60 2.93
Double 0.85 4.15

Straw wi th Net 1.45 7.08
Curl ed Wood ~1at 1.55 7.57
Synthetic Mat 2.00 9.76

Class A 3.70 18.06
Class B 2.10 10.25
Class C 1.00 4.88
Class D 0.60 2.93
Class E 0.35 1. 71

I-inch 0.33 1.61
2-inch 0.67 3.22

6-inch 2.00 9.76
12-inch 4.00 19.52

Non-cohesive See Chart 1
Cohesive See Chart 2

1Based on data in (2., ~, ~, .!i, .!.?J.

*Some "temporary" linings become permanent when buried.
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Table 3. Manning1s Roughness Coefficients.

n - valuel

Depth Rangeso:o--rr------------------.--0.5 t 0.5-2.0 ft >2.0 ft
L i ni ng Category Lining Type (0-15 em) (15-60 em) (> 60 em)

Rigid Concrete 0.015 0.013 0.013
Grouted Riprap 0.040 0.030 0.028
Stone f>1asonry 0.042 0.032 0.030
Soil Cement 0.025 0.022 0.020
Asphalt 0.018 0.016 0.016

• Unlined Bare Soi 1 0.023 0.020 0.020
Rock Cut 0.045 0.035 0.025

Temporary* Woven Paper Net 0.016 0.015 0.015
J ute Net 0.028 0.022 0.019
Fiberglass Roving 0.028 0.021 0.019
Straw wi th Net 0.065 0.033 0.025
Curled Wood f·1at 0.066 0.035 0.028
Synthetic Mat 0.036 0.025 0.021

Gravel Riprap I-inch (2.5-cm) 050 0.044 0.033 0.030
2-inch (5-cm) 050 0.066 0.041 0.034

Rock Riprap 6-inch (15-cm) 050 0.104 0.069 0.035
12-inch (30-cm) 050 0.078 0.040

•

1Based on data in (5, ~, Q, ~, and12)·

Note: Values listed are representative values for the respective depth
ranges. Manning1s roughness coefficients, n, vary with the flow
depth. See Appendix B.

*Some "temporary" linings become permanent when buried .
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Chart 1. Permissible shear stress for non-cohesive
soils. (after 15)
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Chart 2
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MEAN STONE SIZE, 050.mm

Chart 12. Angle of repose of riprap in terms of mean size
and shape of stone.
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Chart 13
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v. STEEP GRADIENT CHANNEL DESIGN

Achi evi ng channel stabil i ty on steep gradi ents usually requi res some type
of channel 1i ni ng except where the channel s can be constructed in durabl e
bedrock. This section outlines the design of two types of flexible channel
linings for steep gradients, riprap, and gabion mattress. Because of the
additional forces acting on riprap, results obtained using the previous design
procedure shoul d be compared to the steep gradi ent procedures when channel
gradients approach 10 percent.

Rigid channel linings may be a more cost-effective alternative in the
case of steep slope conditions. The size of riprap and gabion linings
increases quickly as discharge and channel gradient increase. The decision to
select a rigid or flexible lining may be based on other site conditions, such
as foundation and maintenance requirements for the steep slope channel lining.

Steep Slope Design

Riprap stability on a steep slope depends on forces acting on an indivi
dual stone making up the riprap. The primary forces include the average
weight of the stones and the lift and drag forces induced by the flow on the
stones. On a steep slope, the weight of a stone has a significant component
in the direction of flow (see figures in appendix C). Because of this force,
a stone within the riprap will tend to move in the flow direction more easily
than the same size stone on a mild gradient. Hence, for a given discharge,
steep slope channels require larger stones to compensate for larger forces in
the flow direction and higher shear stress. The riprap design procedure is
based on the factor of safety method for riprap design, using a safety factor
of 1.5. A description of the factor of safety method and the assumptions made
in developing the design charts is presented in appendix C.

Gabion mattress stabil ity on a steep slope is similar to that of riprap
but because the stones are bound by wi re mesh, they tend to act as a si ngl e
unit. Movement of stones within a gabion is negligible. This permits use of
smaller stone sizes compared to those required for loose riprap. Of course
the stability of gabions depend on the integrity of the wire mesh. In streams
with high sediment concentrations or with rocks moving along the bed of the
channel, the vii re mesh may be abraded and eventually fail. Under these con
ditions the gabion will no longer behave as a single unit but rather as indi
vidual stones. Applications of gabion mattresses and baskets under these con
ditions should be avoided. A worksheet is provided at the end of this chapter
(figure 25) for carrying out design procedures in this chapter.

Other Considerations for Steep Slope Design

Channel Alignment and Freeboard. Bends should be avoided on steep gra-
dient channels. A design requiring a bend in a steep channel should be
reevaluated to eliminate the bend or designed using a culvert.

Extent of ri prap or gabi ons on a steep gradi ent must be suffi ci ent to
protect transition regions of the channel both above and below the steep gra
dient section. The transition from a steep gradient to a culvert should allow
for slight movement of riprap or slumping of a gabion mattress.

52



• Riprap or gabions should be placed flush with the invert of a culvert.
The break between the steep slope and culvert entrance should equal three to
five times the mean rock diameter (or mattress thickness if gabions are used).
The transition from a steep gradient channel to a mild gradient channel may
require an energy dissipation structure such as a plunge pool. The transition
from a mild gradient to a steep gradient should be protected against local
scour upstream of the transition for a distance of approximately five times
the uniform depth of flow in the downstream channel. (!)

Freeboard should equal the mean depth of flow, since wave height will
reach approximately twice the mean depth. Thi s freeboard hei ght shoul d be
used for both temporary and permanent channel installations.

Gradation, Thickness, and Filter Requirements. Riprap gradation,
thickness and filter requirements are the same as those for mild slopes. It
is important to note that riprap thickness is measured normal to steep channel
gradients. Also, the rock gradation used in gabion mattress must be such that
1arger stones do not protrude outs i de the mattress and small er stones are
retained by the wire mesh.

Design Procedures

A stepwise guideline \'/ith complete references to charts and figures is
given for steep slope riprap and steep slope gabion mattress designs.

• STEEP SLOPE RIPRAP DESIGN PROCEDURE

1. For given discharge and channel slope, enter chart 15 to 18 for correct
channel shape and determine the flow depth and mean riprap size. For
channel widths not given in charts 15 to 18, interpolate between charts
to find the correct value. For channel bottom widths in excess of 6
feet, use the more detailed design procedures in Appendix C.

2. To determine flow depth and riprap size for side slopes greater than 3:1,
use the following steps:

a. Find the flow depth using the formula:

(14a)d·1d = A3
A;-

where values of the A3/Az ratio are found from table 4 (the subscript
refers to the side slope z-value) and di is the flow depth from the
design charts.

b. Find the riprap size using the formula:

•
050 = d 050i

<fi
where di and 050i are values from the design charts.

(14b)
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STEEP SLOPE GABION MATTRESS DESIGN

1. For given discharge and channel slope, enter chart 19 to 22 for correct
channel shape and determi ne fl ow depth. For i ntermedi ate channel wi dths
or side slopes, follow the interpolation procedures given in steep slope
riprap design procedure. For channel bottom widths in excess of 6 feet,
see Appendix C.

2. Determine the permissible shear stress for the gabion mattress rock fill
size from Chart 23.

3. Determine the permissible shear stress for thickness of the gabion
mattress from Chart 24.

4. The design permissible shear stress, Tp, will be the larger of the two
shear stress values determined in steps 2 and 3.

5. Calculate the maximum shear stress acting on the channel, Td.

Td = YdS

If Td > Tp, the gabion mattress analyzed is not acceptable.

Example Problems

Example 9:

(5 )

Determine the mean riprap size and flow depth for a steep gradient channel.

Given:

Find:

Q = 20 ft3/sec
S = 0.15 ft/ft
B = 2 ft
Z 3

Flow depth and mean riprap size.

Solution: Entering into chart 16, given Q 20 ft3/sec and S = 0.15 ft/ft:

d = 0.75 ft
050 0.9 ft

Example 10:

Determine the mean riprap size and flow depth for a steep gradient channel.

Given:

Find:

Q 30 ft3/sec
S 0.15 ft/ft
B = 3.0 ft
Z = 3

Flow depth and mean riprap size.
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• Solution: (1) Enter into chart 16, for B = 2.0 given Q = 30 ft3/sec and
S = 0.15 ft/ft,

d = 0.92 ft
050 = 1.1 ft

Enter into chart 17, for B = 4.0 given Q = 30 ft3/sec and
S = 0.15 ft/ft,

d = 0.70 ft
050 = 0.9 ft

(2 ) Interpolating for a 3.0 ft bottom width gives,

d = 0.81 ft
D50 = 1.0 ft

Example 11:

Solution:

Determine the mean riprap size and flow depth for a steep gradient channel.

Given: Q = 20 ft3/sec
S = 0.20 ft/ft
B = 2.0 ft
Z = 4•

•

Find: Flow depth and mean riprap size.

(1) Enter into chart 16, given Q = 20 ft3/sec and S = 0.20 ft/ft,

d = 0.70 ft
050 = 1.2 ft

(2) Enter into table 4, given d/B = 0.35 and Z = 4:

A3/A4 = 0.85

Actual now depth for 4:1 side slope,

d = 0.85 x 0.70
= 0.60 ft

Actual riprap size for 4:1 side slope,

050 = (0.60/0.70) x 1.2
= 1.0 ft

Use of the worksheet for this problem is illustrated in figure 24 .
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Example 12:

Determine the flow depth

Given: Q = 10 ft3/sec
S = 0.12 ft/ft
B = 2.0 ft
Z = 3

050 = 0.5 ft

and required thickness of a gabion mattress lining.

T = 4.5 1b/ ft2
P

Find: Flow depth and gabion mattress thickness.

Solution: (1) From chart 20 given Q = 10 ft3/sec and S = 0.12 ft/ft,

d = 0.55 ft

(2) Calculate the maximum shear stress from equation 5,
T d = y dS

= 62.4 x 0.55 x 0.12
= 4.1 lb/ft2

(3) Permissible shear stress for rockfill size from chart 23,
T P = 3.8 1b/ft2

Permissible shear stress for a 0.75-foot mattress thickness
from chart 24,

Use T p = 4.5 lb/ft2 for design.

(4) The gabion mattress 0.75-foot thick is acceptable, since
T d = 4.1 < 4.5 = T P

Use of the worksheet for this problem is illustrated in figure 24.
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Worksheet for Steep Slope Channel Design

TO STATION: ---------

DATE: _

Ex QMp\e PvOb\eMs II i 12
DESIGNER: _

PROJECT:

STATION:

•
DRAINAGE AREA: ACRES

DESIGN FLOW: Q__ '" 20 ft 3/sec (I 0 ~ v- E:x. \2.)

CHANNEL SLOPE (S) 0.20 ft/ft (0.\2.. -ro~ r-=-~. 12)

CHANNEL DESCRIPTION:

~
RIPRAP (exaMple II) 2.'

•
d' °50i z A3/Az d °50 REMARKS1

(1) (1) (2 ) (3 ) (4 ) (5)

0.1' \.2.- 4 .8S 0.<0 1.0

Rock d· z A3/Az d Tp Mattress Tp Tp Td",YdS
1

Fill Rock Thickness Mattress
Size (6 J (2) (3 ) (4 ) (7) (8 ) (9) ( 10)

0.5/ .55 3 I .55 3.5 q" 4.5 4.5 ~.I

OK

Figure 24. Worksheet for Example Problems 11 and 12•

(1) Charts 15-18
(2) side slope (z:l)
(3) Table 4
(4) d '" (A3/Az)di

(5) U50'" (d/di)050i

(6) Charts 19-22
(7) Chart 23
(8) Chart 24
(9) T p '" the larger of (7) or (8)
(10) Td must be ~ T p
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DESIGNER:

PROJECT:

STATION:

Worksheet for Steep Slope Channel Design

DATE: -----------

TO STATION:

___ ft/ft

ACRES-----DRAINAGE AREA:

DESIGN FLOW: Q = ft 3/sec

CHANNEL SLOPE (S)

CHANNEL DESCRIPTION:

RIPRAP

d· °SOi z A3/Az d °SO REMARKS1

(1) (1) (2) (3) (4 ) (S)

GAt3ION

Rock d· z A3/Az d Tp Mattress Tp Tp Td=YdS1
Fi 11 Rock Thickness Mattress
Size (6 ) (2 ) (3 ) (4) (7) (8) (9) (10)

( 1) Charts 15-18 (6 ) Charts 19-22
(2 ) side slope (z: 1) (7) Chart 23
(3) Table 4 (8) Chart 24
(4) d = (A3/ Az)d; ( 9) Tp = the larger of (7) or (8)

(d/d;) 050i
(10) Td I1IUst be ~ Tp

(5 ) USO =

Figure 25. Worksheet for Steep Slope Channel Design

58



•
Table 4. Values of A3/AZ for Selected Side Slopes

and Depth to Bottom Width Ratios. 1

A3/AZ

d/B 2:1 3:1 4:1 5:1 b:T--

0.10 1.083 1.000 0.928 0.866 0.812
0.20 1.142 1.000 0.888 0.800 0.727
0.30 1.187 1.000 0.853 0.760 0.678
0.40 1.222 1.000 0.846 0.733 0.647
0.50 1.250 1.000 0.833 0.714 0.625
0.60 1.272 1.000 0.823 0.700 0.608
0.70 1.291 1.000 0.815 0.688 0.596

•
0.80 1.307 1.000 0.809 0.680 0.586
0.90 1.321 1.000 0.804 0.672 0.578
1.00 1.333 1.000 0.800 0.666 0.571
1.10 1.343 1.000 0.796 0.661 0.565
1.20 1.352 1.000 0.793 0.657 0.561
1.30 1.361 1.000 0.790 0.653 0.556
1.40 1.368 1.000 0.787 0.650 0.553
1.50 1.378 1.000 0.785 0.647 0.550
1.60 1.381 1.000 0.783 0.644 0.547
1. 70 1.386 1.000 0.782 0.642 0.544
1.80 1.391 1.000 0.780 0.640 0.542
1.90 1.395 1.000 0.779 0.638 0.540
2.00 1.400 1.000 0.777 0.636 0.538

1 the following equation:Based on

A3/AZ =
1 + 3{d/B)
1 + Z(d/B)

•
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Chart 16. Steep slope riprap design, 8=2, Z=3.
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Chart 18. Steep slope riprap design, B= 6, Z =3.
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Chart 23
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VI. COMPOSITE LINING DESIGN

Composite linings protect the bed of a channel against the higher shear
stress occurring in that portion of the channel. The distribution of shear
stress in a trapezoidal channel section (see figure 13, chapter III) is such
that the maximum shear stress on the sides of the channel is significantly
less than on the channel bottom. This allows for a channel lining material to
be used on the side slopes that has a lower permissible shear stress that the
1ining material used for the bottom of the channel. The maximum shear on the
side of the channel is given by the following equation:

where K1 is a function of channel geometry and is given in chart 13 (in
chapter IV) and l d is the shear stress at maximum depth.

It is important that the bed lining material cover the entire channel
bottom so that adequate protection is provided. To guarantee that the channel
bottom is completely protected, the bed lining should be extended a small
distance up the side slope.

Computation of flow conditions in a composite channel requires the use of
an equivalent r~anningls n value for the entire perimeter of the channel .
For determination of equivalent roughness, the channel area is divided into
two parts of which the wetted perimeters and Manning's n values of the low
flow section and channel sides are known. These two areas of the channel are
then assumed to have the same mean vel oci ty. Chart 25 prov i des a means of
determi ni ng the equi val ent roughness coeffi ci ent, Kc , for vari ous app 1i ca
tions of two channel linings.

Another important use of composite linings are in vegetative lined chan
nels that have frequent low flows. These low flows will usually kill the sub
merged vegetation. In erodible soils, this leads to the formation of a small
gully at the bottom of the channel. Gullys weaken a vegetative lining during
higher flows, causing additional erosion, and can result in a safety hazard.
A solution is to provide a nonvegetative low-flow channel lining such as
concrete or riprap. The dimensions of the low-flow channel are sufficient to
carry frequent low flows but only a small portion of the design flow. The
remainder of the channel is covered with vegetation.

Special Considerations

When two 1i ni ng materi al s wi th si gni fi cantly different roughness val ues
are adjacent to each other, erosion may occur near the houndary of the two
linings. Erosion of the Iveaker lining material may damage the lining as a
whole. In the case of composite channel linings with vegetation on the banks,
this problem can occur in the early stages of vegetative establ ishment. A
temporary lining should be used adjacent to the low-flow channel to provide
erosion protection until the vegetative lining is well established.
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COMPOSITE LINING DESIGN PROCEDURE

The procedure for composite lining designs consists of the following
steps.

1. Determine the permissible shear stress T p, for both lining types.
(see tab 1e 2)

2. Estimate the depth of flow, die

3. Determi ne r'1ann i I1g 's n for each 1i ni ng type. (Table 3 for nonvegetati ve
linings and charts 5 to 9 for vegetative linings.)

4. Compute the ratio of rougher to smoother Manning's n values, n2/ n1.

5. Determine the hydraulic radius, R, and the wetted perimeter, P, for the
entire channel section (chart 4 or equations in appendix A).

6. Compute the ratio of low-flow channel wetted perimeter, PQ., to total
wetted perimeter, P, (PQ./P).

7. Determine a compound lining factor, Kc , from chart 25. Calculate the
effective Manning's n from,

where n1 = Manning's n for smoother lining.

8. Determine channel flow depth, d, using the effective Manning's n.

9. Compare estimated flow depth, di, with calculated flow depth, d. If the
difference is greater than 0.1 ft, repeat steps 3 through 8.

10. Determine the shear stress at maximum depth, T d, and the shear stress on
the channel side slopes, T S

T d = Y d5

and

T s =K1 T d (I5 )

where K1 is from chart 13.

11. Compare the shear stresses, 'd and's, to the permissible shear stress,
T p , for each of the channel linings. If' d or's is greater the' p for
the respective lining, a different combination of linings should be eva
luated.
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• The design procedure is demonstrated in the following example. The
worksheet at the end of this chapter (figure 28) is provided for carrying out
the compound lining design procedure computations.

Examp1~.£.~ob1em

Example 13:

Determi ne the channel des i gn for a compos ite concrete and vegeta t ion 1i ni ng.

•

Given:

Find:

Solution:

Q = 10.0 ft3/sec
S = 0.02 ft/ft
Trapezoi dal channel shape
Z = 3
Concrete low-flow channel, 3.0 ft wide

CLASS C VEGETATION

12 1

CONCRETE LOW FLOW CHANNEL

Figure 26. Compound Lining Example.

(l) Effective t\1anning' s n.
(2) Flow depth in channel.
(3) Suitability of channel lining materials.

(1) Permissible shear stress for Class C vegetation, 'p
and concrete is a nonerodible, rigid lining.

(2) Initial depth is estimated at 1.0 ft

(3) From chart 4, given d/S = 0.33

1.00 lb/ft2

•
R/d

R -
A/Bd

A
p =

0.64
0.64 ft
2.0
2.0 x 3.0 x 1.0
A/R = 6.0/0.64
9.4 ft

= 6.0 ft2



The concrete lining provides the low-flow channel, as given in
the sketch,

PQ, = 3.0
PdP = 3.0/9.4

::: 0.32

(4) From chart 7 for Class C vegetation, n2 0.083
From table 3 for concrete, n1 = 0.013

n2/nl = 0.083/0.013
= 6.4

0.32 and n2/n1 = 6.4,
5.0
5.0 x 0.013

= 0.065

(5) From chart 25, given PQ,/P =
Kc
n =

(6) From chart 3 for S = 0.02, given Qn 0.65 and B = 3,
d/B = 0.28

d = 0.84 ft

The difference between calcul ated depth and estimated depth is
greater than 0.1 feet; therefore repeat steps 3 through 6.

(3) The revised depth of flow is 0.84 ft.
d/S = 0.28,

R/d = 0.66
R = 0.56

A/Bd = 1.84
A 4.64 ft2
P = 4.64/0.56 = 8.3 ft

PQ,/P = 3.0/8.3 = 0.36

From chart 4, gi ven

(4) From chart 7 for Class C vegetation, n2 = 0.095.

n2/n1 = 0.095/0.013
= 7.3

(5) From chart 25, given PQ,/P = 0.36 and n2/n1 = 7.3,
Kc = 5.5
n = 5.5 x 0.013

= 0.072

(6) From chart 3 for S =
d/S =

d

0.020, given Qn
0.29
0.87

= 0.72 and B = 3,
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The calculated and previous values of depth are within 0.1 feet.
The results are,

n = 0.072
d = 0.87 ft

(7) The shear stress, at maximum depth from equation 5,

Td = YdS
= 62.4 x 0.87 x 0.02
= 1.09 lb/ft2

The maximum shear stress on the sides of the channel is deter
mined from equation 15.

TS = Kl Td

where the shear stress ratio, Kl, is determined from chart 13
given Z = 3 and Bid = 3.45, as Kl = 0.87

Ts=0.87xl.09
= 0.95 lb/ft2

(8) The maximum shear stress on the channel side slopes is less than
permissible, so the lining is acceptable .
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DESIGNER:

PROJECT :

STATION:

DRAINAGE AREA:

Worksheet for Compound Lining Design

DATE:

TO STATION:

ACRES-----

DESIGN FLOW: Q =--- ft 3/sec-----

DESIGN FLOW FOR TEMPORARY LINING: Q--- ft 3/sec----

CHANNEL SLOPE (S):

CHANNEL DESCRIPTION:

ft/ft---

Lining Type
(~ ) n P

(2) (3)

Lowflow

Side

d- R n2 P p(. Kc n d Td Kl 's1 - Pnl
( 4 ) (5) (6 ) (7) (8 ) ( 9) (10) ( 11 ) (12 ) (13 ) REMARKS

( 1) Table 2 (8) Chart 25
(2) Non-vegetative linings, table 3 (9 ) n = Kcnl

Vegetative linings, charts 5-9 (10) Chart 3, trapezoidal channels
(3) Lowflow channel wetted perimeter ( 11 ) Td = yds
(4 ) Flow depth, estimate 'd must be .:. Tp for 1owfl ow
(5) Chart 4, trapezoidal channels (12 ) Chart 13
(6 ) Ratio of rougher to smoother n ( 13) TS = K1Td
(7) Total channel wetted perimeter TS must be .:. Tp for sides

Figure 27. Worksheet for Compound Lining Design
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Worksheet for Compound Lining Design

DESIGNER: OATE:

PROJECT: Ex C:tM p_Ie_R_v_o_b_1e_M__t_:s _
STATION: TO SfATION:

DESIGN FLOW: Q ___ ft 3/sec-----

ACRES-----
10

DRAINAGE AREA:

a
3'

ft 3/sec----

2>4-
1

.OS:- +O~ l.O l

CHANNEL OESCRIPTION:

Lining Type Tp n P£
(1) (2 ) (3 )

Lowflow CONCYe-te.- - .Ol3 3

Side 9 vClSS - cJC\.5 S ( 1.00 .o<iS +oor .

DESIGN FLOW FOR TEMPORARY LINING: Q --

CHANNEL SLOPE (S): 0.02. ft/ft

•
-

d' R n2 P P£ Kc n d Td Kl T
S1 - p-nl

(4) (5 ) (6) (7) (8 ) ( 9) (10) ( 11 ) (12 ) (13 ) RE~1Af{KS

\ .0 ·<04 (0.4 qA .32 5 .O(;S .8£\- - --. - d <-d L

.84 .5Co 7.3 8,3 .3(0 5.5 .072 .?:>7 I.Oq .8e qc- 1\ <"- "'Cp• ~J

CK..

("I) Table 2 (8) Chart 25
(2 ) Non-vegetative linings, table 3 (9 ) n = Kenl

Vegetative linings, charts 5-9 ( 10) Chart 3, trapezoidal channels
(3 ) Lowflow channel wetted perilneter ( 11 ) Td = yds
(4) Flow depth, estimate Td must be ~ Tp for 1ol'/f low
(5 ) Chart 4, trapezoidal channels (12 ) Chart 13
(6) Ratio of rougher to smoother n ( 13) 1 S = K1Td
(7) Total channel wetted perimeter TS rnust be ~ Tp for sides

• Figure 28. Worksheet for Example Problem 13
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Chart 25

n 1 = roughness for smoother lining

n2 = roughness for rougher lining

Pol = wetted perimeter for Jow flow channel

P=wetted perimeter for entire chaoner

7.0

5.0 k--':::"""'-+-':::"""'-~+~~'------:~~~~~---+----f----f----+----+----1

2.0

4.0

1.0

6.0

o • 1 .2 .3 .4 .5

PJ IP

.6 .7 .8 .9 1.0

Chart 25. Roughness factor for compound channel linings.
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APPENDIX A

EQUATIONS fOR VARIOUS CHANNEL GEOMETRIES

I· T ~ I

--------------=-~~_,~~I

A = Zd 2

P = 2d ';'-Z=2-+-,
T = 2dZ

V·SHAPE

I_ T -I

A= 2 Td
3

P=+Jl6d2+T2+(~)ne (4d +Jl~d2 +T2)
T = 1.5 A

d
PARABOLIC

A = Bd + Zd 2

P = B + 2d';'-Z-=-2-+-1

T = B + 2dZ
TRAPEZOIDAL

Figure 29. r.quations for Various Channel Geometries.
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2 CASES
NO.1

IF d ~1rz, THEN:

A = 8d JdZ
3

P=2Z In 0 (if + Ii +~ ) +2 Jd'+dZ

T=4jdZ

NO.2

IF d > 1fZ, THEN:

A=~d + 4(d-~)+ Z (d_;)2

V-SHAPE WITH ROUNDED BOnOM
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• APPENDIX B

DEVELOPMENT OF DESIGN CHARTS AND PROCEDURES

Resistance Eguations

Resistance to flow in open channels with flexible linings can be accura-
tely described using the universal-velocity-distribution law (7). The
form of the resulting equation is:

V = V* [a + b log (R/ks )] (16)

where V

v*
at b

R
ks

g

= mean channel velocity;
shear velocity which is (gRS)0.5;

= empirical coefficients;
= hydraulic radius;
= roughness element height; and
= acceleration due to gravity.

(17)

•

•

Values of ks and the empirical coefficients, a and b, for different
lining material .are given in table 5. These values are based on an analysis
of data collected by McWhorter et al. and Thibodeaux (14,15) for the
Department of Transportati on. The coefficients for riprap were (fevel oped by
Blodgett and ~'cConaughy (19) and the coefficients for vegetation are from work
by Kouwen et al (~). -

Manning's equation (equation 1) and equation 16 can be combined to give
Manning's roughness coefficient n in terms of the relative roughness. The
resulting equation is:

(R/k )1/6
n _ s

;-rT6- 3.82 [a + b log (Rlk s )]
s

The n value is divided by the roughness height to the one-sixth power in
order to make both sides of the equation dimensionless.

Figure 30 shows the behavior of Manning's n versus relative roughness.
It can be seen that for values of relative roughness less than 10, there is
significant variation in the n value. Flow conditions in small to moderate
sized channels will typically fall in the range of relative roughness from 10
to 100. Over this ~ange, the n value varies about 20 percent.

The relative roughness of vegetative channel linings depends on physical
characteristics of the grass as well as the shear stress exerted on the grass.
With grasses, the relative roughness will vary depending on the bending of the
vegetation with the degree of bending being a function of the stiffness of the
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Table 5. Empirical Coefficients for Resistance Equation.

ks
Lining
Material ( ft) (cm) a b

Woven Paper 0.004 0.12 0.73 8.00

Jute Mesh 0.038 1.16 0.74 8.04

Fiberglass Roving 0.035 1.07 0.73 8.00

Straw With Net 0.12 3.66 0.72 7.83

Curled Wood Mat 0.11 3.35 0.65 7.10

Syntheti c Mat 0.065 1.98 0.96 8.13

Riprap 050 2.25 5.23

Vegetation equation 18 0.42 5.23

Table 6. Relative Roughness Parameters for Vegetation.

Average Stiffness
Height, h MEl

Retardance
Class (ft) (em) (l b ~ ft2) (Newton ~ m2)

A 3.0 91 725 300
B 2.0 61 50 20
C 0.66 20 1.2 0.5
0 0.33 10 0.12 0.05
E 0.13 4 0.012 0.005

80



~
1 Riprap

2 Jute Net

3 Enkamat
! 4 Ex celsior

~
I 5 Straw With Net

~ ----- --f--- -- --- f-- _.- _._--- ----1-----

'" ~~~

"" ~'"
_.-

"~~ -----1------ ----- 1------~--

"~~ I I

""'"~~~~b... r::::::: r-----

~
.....

~~~~~
I----.. _

+---
---..::::::::::~ t::::::: L-

I---::::

i

Manning's n Versus Relative Roughness
for Selected Lining Types.

200.0

•

100.030.0 40.0 50.020.0

•

10.0

Fi gure 30.

3.0 4.0 5.02.0

0.2

0.08

0.1

0.09

0.06

0.04

0.05

0.03

1.0

•

(0

~ 0.07
c: rn

.:.:::



vegetation and the shear stress conditions. (6)
tion is given by:

ks _ 1/4
11 - 0.14 [(_~EI) / hJ 1.59

where h = average height of vegetation;
T = ave. shear stress; and

MEl = stiffness factor.

Roughness height for vegeta-

(18 )

Values of h and MEl for various classifications of vegetative roughness,
known as retardance classifications, are given in table 6.

The relative roughness for grasses in classifications A through E is typically
less than 10. In this range, the variation in the r~anning's roughness coef
ficient is substantial, and it is not acceptable to use only an average value.
By combi ni ng equati ons 17 and 18, the j\1anni ng I s roughness coeffi ci ent can be
described as a function of hydraulic radius and mean tractive force. The
resulting equation is:

R1/ 6
n = (19)

C + 19.97 log (R1.4 5°·4)

where C is 19.97 log (44.8 hO. 6 MEI-O. 4) and depends on the class of vegeta
tion. Design charts for determining ~1anning's n for vegetative channel
linings were developed by plotting values given by equation 19.
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APPENDIX C

DEVELOPMENT OF STEEP GRADIENT DESIGN CHARTS
AND PROCEDURES

General

The design of riprap for steep gradient channels presents special
problems. On steep gradients, the riprap size required to stabilize the chan
nel is often of the same order of magnitude as the depth of flow. The riprap
elements often protrude from the flow, creating a very complex flow condition.

Laboratory studies and field measurements (20) of steep gradient channels
have shown that addi ti onal factors need to be considered when computi ng
hydraulic conditions and riprap stability. The development of design proce
dures for thi s manual has, therefore, been based on equati ons that are more
general in nature and account directly for several additional forces affecting
riprap stability. The Bathurst resistance equation is used to predict
hydraul i c condi ti ons in steep gradi ent channel s and the factor of safety
method is used to assess riprap stability. A brief discussion of both methods
is given in this appendix and the assumptions used in developing the design
procedures are presented .

Bathurst Resistance Equation

Most of the flow resistance in channels with large-scale roughness is
derived from the form drag of the roughness elements and the distortion of the
flow as it passes around roughness elements. Consequently, a flow resistance
equation for these conditions has to account for skin friction and form drag.
Because of the shallow depths of flow and the large size of the roughness ele
ments, the flow resistance will vary with relative roughness area, roughness
geometry, Froude number (the rati 0 of i nerti al forces to gravitati onal
forces), and Reynolds number (the ratio of inertial forces to viscous forces).

Bathurst's experimental work quantified these relationships in a semi
empirical fashion. The work shows that for Reynolds numbers in the range of
4 x 104 to 2 x 105, resistance is likely to fall significantly as Reynolds
number increases. For Reynolds numbers in excess of 2 x 105, the Reynolds
effect on res i stance remai ns constant. When roughness el ements protrude
through the free surface, res is tance increases s i gnifi cantly due to Froude
number effects, i.e., standing waves, hydraulic jumps, and free-surface drag.
For the channel as a whole, free-surface drag decreases as the Froude number
and rel ati ve submergence increase. Once the el ements are submerged, Froude
number effects rel ated to free-surface drag are small, but those rel ated to
standing waves are important .
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The general dimensionless form of the Bathurst equation is:

V 1.49 d1/6
v- =----- (-----) = f (Fr) x f (REG) x f (CG)
v* 19 n n n n

(20)

where V
Vi:

v*
d
g
n

Fr
REG

CG

= mean velocity divided by the shear velocity;
= (gdS)0.5;
= mean flow depth;
= acceleration due to gravity;
= Manning1s roughness coefficient;
= Froude number;
= roughness element geometry; and
= channel geometry.

(22)

The functi ons of Froude number, roughness el ement geometry, and channel
geometry are given by the following equations:

°28 log (0.75S/b)
fn(Fr) = (~Fr) (21)

T 0.492 1.025(T/Y50)0.118
= 13.434 (---) b

YSO

where

(23)

= channel topwidth;
= mean value of the distribution of the average of the long and

median axes of a roughness element; and
b = parameter describing the effective roughness concentration.

The parameter b describes the rel ati onshi p between effecti ve roughness
concentrati on and rel ati ve submergence of the roughness bed. Thi s rel ati on
ship is given by:

d c
b = a (-s::-;::-) (24 )

50

where SSO = mean of the short axis lengths of the distribution of roughness
elements; and

a, c = constants varying with bed material properties.

The parameter, c, is a function of the roughness size distribution and varies
with respect to the bed-material gradation, (J, where:

c = 0.648 (J -0.134 (2S)

For standard riprap gradations the log standard deviation is assumed to be
constant at a value of 0.182, giving a c value of 0.814.
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The parameter, a, is a function of channel width and bed material size in the
cross stream direction, and is defined as:

Y 0.557
a11c = 1.175 (~) (26)

T
In solving equation 20 for use with this manual, it is assumed that the

axes of a riprap element are approximately equal for standard riprap grada
tions. The mean diameter, D50, is therefore substituted for S50 and YSO
parameters.

Riprap Stability

The stabil ity of riprap is determined by analyzing the forces acting on
an individual riprap element and calculating the factor of safety against its
movements. The forces acting on a riprap element are its weight (W s ), the
drag force acting in the direction of flow (Fd), and the lift force acting to
lift the particle off the bed (FL). Figure 30 illustrates an individual ele
ment and the forces acting on it. The geometric terms required to completely
describe the stability of a riprap element include:

a = angle of the channel bed slope;
S 0 = angles between the two vectors: weight and drag, and their

resultant in th~ plane of the side slope, respectively;
e = angle of the channel side slope; and
~ = angle of repose for the riprap .

As the element will tend to roll rather than slide, its stability is
analyzed by calculating the moments causing the particle to roll about the
contact point, c, with an adjacent riprap element as shown in figure 30. The
equation describing the equilibrium of the particle is:

£2 Ws cose = £1 Ws sin e cos S + £3 Fd cos 0 + £4 FL (27)

The factor of safety agai nst movement is the rati 0 of moments res i sti ng
motion over the moments causing motion. This yields:

£2 Ws cose
SF = (28)

£1· Ws Slne coss + £3 Fd coso + £4 FL
where SF = safety factor.

Evaluation of the forces and moment arms for equation 28 involves several
assumptions and a complete derivation is given in Simons and Senturk. (21)
The resulting set of equations are used to compute the factor of safety:

cose tan~

SF = n' tan~ + sine coss (29)

b = tan- 1 cosa (30)
2 sine + sina
n tan~
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=
T s (31)

n F* (y -y ) °50s

n' n 1 + sin (a + S) (32)
= 2

where T =s
F* =
ys =

y =

°50 =
n =

n l =

side slope shear stress;
dimensionless critical shear stress;
specific weight of the rock;
specific weight of water;
median diameter of the riprap;
stability number; and
side slope stability number.

(33)

K1 can be obtained from chart 13. The angle of repose <P may be obtained
from chart 12.

The side slope shear stress can be computed as:

T = K T
S 1 0

•
In the derivation given in Simons and Senturk (.£!J, F* was equal to

0.047. Recent studies (22) have shown F* to take on much larger values for
large-diameter particlesln flow conditions having a high Reynolds number.
Based on this work and Reynolds numbers encountered in steep gradient chan-
nels, the design procedure sets F* equal to 0.15.

Solution Procedure

The solution procedure using the Bathurst resistance equation and factor
of-safety approach to riprap stability is outlined in the flow chart given in
figure 31. A factor of safety of 1.5 is used. This value was used in devel
oping the design charts of this manual (charts 15 through 18) .

•
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APPENDIX D

SUGGESTED GUIDE SPECIFICATIONS

The Specifi cati ons in thi s appendi x are presented for the i nformati on of
the designer, and should be modified as required for each individual design.

RIPRAP

Descri pti on

This work consists of furnishing materials and performing all work
necessary to place riprap on bottoms and side slopes of channels, or as
directed by the engineer.

The types of riprap included in this specification are:

a. Rock riprap. Riprap consists of stone dumped in place on a fiHer
blanket or prepared slope to form a well graded mass with a minimum of
voids.

b. Gravel channel lining. Gravel placed on filter blanket or prepared
slope to form a well graded mass with a minimum of voids.

Materi al s

a. Rock riprap. Stone used for riprap shall be hard, durable, angular in
shape; resistant to weathering and to water action; free from overbur
den, spoil, shale and organic material; and shall meet the gradation
requirements specified. Neither breadth nor thickness of a single
stone should be less than one-third its length. Rounded stone or
boulders will not be accepted unless authorized by special provisions.
Shale and stone with shale seams are not acceptable. The minimum
weight of the stone shall be 155 pounds per cubic foot as computed by
multiplying the specific gravity (bulk-saturated-surface-dry basis,
AASHO Test T 85) times 62.3 pounds per cubic foot.

The sources from which the stone will be obtained shall be selected
well in advance of the time when the stone will be required in the
work. The acceptability of the stone will be determined by service
records and/or by suitable tests. If testing is required, suitable
samples of stone shall be taken in the presence of the engineer at
least 25 days in advance of the time when the placing of riprap is
expected to begin. The approval of some rock fragments from a par
ticular quarry site shall not be construed as constituting the approv
al of all rock fragments taken from that quarry.

In the absence of service records, resistance to disintegration from
the type of exposu re to wh i ch the stone will be subj ected will be
determined by any or all of the following tests as stated in the spe
cial provisions:

1. When the riprap must withstand abrasive action from material
transported by the stream, the abrasion test in the Los Angeles
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machine shall also be used. When the abrasion test in the Los
Angeles machine (AASHO Test T 96) is used, the stone shall have a
percentage loss of not more than 40 after 500 revolutions.

2. In locations subject to freezing or where the stone is exposed to
salt water, the sulfate soundness test (AASHO Test T 104 for ledge
rock using sodium sulfate) shall be used. Stones shall have a
loss not exceeding 10 percent with the sulfate test after
5 cycles.

3. When the freezing and thawing test (AASHO Test 103 for ledge rock
procedure A) is used as a guide to resistance to weathering, the
stone should have a loss not exceeding 10 percent after 12 cycles
of freezing and thawing.

Each load of ri prap sha 11 be rea sonab1y well graded from the small es t
to the maximum size specified. Stones smaller than the specified 10
percent size and spall s will not be permitted in an amount exceeding
10 percent by weight of each load.

Control of gradation will be by visual inspection. The contractor
shall provide two samples of rock of at least 5 tons each, meeting the
gradation specified. The sample at the construction site may be a
part of the finished riprap covering. The other sample shall be pro
vi ded at the quarry. These sampl es shall be used as a frequent
reference for judging the gradation of the riprap supplied. Any dif
ference of opinion between the engineer and the contractor shall be
resolved by dumping and checking the gradation of two random truck
loads of stone. Mechanical equipment, a sorting site, and labor
needed to assist in checking gradation shall be provided by the
contractor at no additional cost to the State.

b. Gravel channel lining. Gravel riprap shall consist of gravel or
crushed rock of the thickness and gradations shown on project
drawings. All material comprising the riprap shall be composed of
tough durable particles reasonably free of thin, flat, or elongated
particles and shall not contain organic matter.

Construction Requirements

a. General. Slopes to be protected by riprap shall be free of brush,
trees, stumps, and other objectionable material s and be dressed to
smooth su rface . All soft or spongy ma teri a1 shall be removed to the
depth shown on the plans or as directed by the engineer and replaced
with approved native material. Filled areas will be compacted and a
toe trench as shown on the plans shall be dug and maintained until the
riprap is placed.

Protecti on for structured foundati ons shall be provi ded as early as
the foundation construction permits. The area to be protected shall
be cl eared of waste materi al s and the surfaces to be protected pre
pared as shown on the plans. The type of riprap specified vlill be
placed in accordance with these specifications as modified by the spe
c i alpra vis ion s .
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When shown on the plans, a filter blanket or filter fabric shall be
placed on the prepared slope or area to be prov i ded with foundati on
protection as specified before the stone is placed.

The contractor shall maintain the riprap until all work on the
contract has been completed and accepted. Maintenance shall consist
of the repair of areas where damaged by any cause.

b. Rock ri prap. Stone for ri prap shall be pl aced on the prepared slope
or area in a manner which will produce a reasonably well-graded mass
of stone with the minimum practicable percentage of voids. The entire
mass of stone shall be pl aced so as to be in conformance with the
lines, grades, and thicknesses shown on the plans. Riprap shall be
placed to its full course thi ckness at one operati on and in such a
manner as to avoid displacing the underlying material. Placing of
riprap in layers, or by dumping into chutes, or by similar methods
likely to cause segregation, will not be permitted.

The larger stones shall be well distributed and the entire mass of
stone shall conform to the gradation specified by the engineer. All
material going into riprap protection shall be so placed and distri
buted so that there wi 11 be no 1arge accumul ati ons of ei ther the
larger or smaller sizes of stone.

It is the intent of these specifications to produce a fairly compact
riprap protection in v/hich all sizes of material are placed in their
proper proportions. Hand placing or rearranging of individual stones
by mechanical equipment may be required to the extent necessary to
secure the results specified.

Unless otherwise authorized by the engineer, the riprap protection
shall be placed in conjunction with the construction of the embankment
with only sufficient lag in construction of the riprap protection as
may be necessary to allow for proper construction of the portion of
the embankment protected and to prevent mi xture of embankment and
riprap. The contractor shall maintain the riprap protection until
accepted, and any material displaced by any cause shall be replaced to
the lines and grades shown on the plans at no additional cost to the
State.

When riprap and fil ter material are dumped under water, thickness of
the layers shall be increased as shown on the plans; and methods
shall be used that will minimize segregation.

c. Gravel channel lining. Gravel for riprap shall be placed on the pre
pared slope or area.

Measurement for Payment

The quantity of riprap to be paid for, of specified thickness and extent,
in place and accepted, shall be measured by the number of cubic yards as com
puted from surface measurements parallel to the riprap surface and thickness
measured normal to the riprap surface. Riprap placed outside the specified
limits will not be measured or paid for, and the contractor may be required to
remove and dispose of the excess riprap without cost to the State.
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Basis of Payment

Quantities shall be paid for at the contract unit price per cubic yard and
shown in the bid schedule which price shall be full compensation for furnishing
all material, tools, and labor; the preparation of the subgrade; the placing of
the riprap; the grouting when required; and all other work incidental to
finished construction in accordance with these specifications.
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WIRE ENCLOSED RIPRAP

Description

This work will consist of furnishing all materials and performing all work
necessary to place wire enclosed riprap on bottoms and side slopes of channels
or as directed by the engineer. Wire enclosed riprap consists of mats or
baskets fabri cated from wi re mesh, fi 11 ed with stone, connected together, and
anchored to the slope. Details of construction may differ depending upon the
degree of exposure and the service, whether used for revetment or used as a toe
protection for the other types of riprap.

Materi al s

Material requirements shall meet those given for riprap, except for size
and gradati on of stone. Stone used shall be well graded and the small est
dimension of 70 percent of stone, by weight, shall exceed the wire mesh
opening. The maximum size of stone, measured normal to the slope, shall not
exceed the mat or basket thickness.

Wire mesh shall be galvanized woven fencing conforming to the specifica
tions for fence fabric, and shall be of the gage and dimensions shown on the
plans. Ties and lacing wire shall be No.9 gage galvanized unless otherwise
specified .

Construction Requirements

Construction requirements shall meet those given for rock riprap. Wire
enclosed segments shall be hand- or machine-formed to the dimensions shown on
the plans. These units shall be placed, laced, and filled to provide a uni
form, dense, protective coat over the area specified.

Perimeter edges of wi re enclosed uni ts are to be securely sel vedged or
bound so that the joints formed by tying the selvedges have approximately the
same strength as the body of the mesh. Wire-enclosed units shall be tied to
its neighbors along all contacting edges at I-foot intervals in order to form
a continuous connecting structure.

Mattresses and baskets on channel side slopes should be tied to the banks
by anchor stakes dri ven 4 feet into ti ght soil (cl ay) and 6 feet into loose
soil (sand). The anchor stakes should be located at the inside corners of
mattress or basket diaphragms along an upslope (highest) wall, so that the
stakes are an integral part of the mattress or basket. The exact maximum
spacing of the stakes depends upon the configuration of the mattress or basket;
however, the following is the minimum spacing: Stakes every 6 feet along and
down the slope for slopes 2.5:1 and steeper, and every 9 feet along and down
the slope for slopes flatter than 2.5:1.

Channel 1i ni ngs shoul d be ti ed to the channel banks wi th wi re-encl osed
riprap counterforts at least every 12 feet. Counterforts should be keyed at
least 12 inches into the existing banks with slope mattress or basket linings
and should be keyed at least 3 feet by turning the counterfort endwise when the
lining is designed to serve as a retaining wall.
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Measuremen,t for Payment

The quantity of wire-enclosed riprap of specified thickness and extent in
place and accepted, shall be measured by the number of square yards obtained by
measurements parallel to the riprap surface. Riprap placed outside the spe
cified limits will not be measured or paid for, and the contractor may be
required to remove and dispose of the excess riprap without cost to the State.

Basis of Payment

Quanti ti es shall be pai d for at the contract uni t pri ce per square yard
and shown in the bid schedule, which price shall be full compensation for fur
nishing all material, tools, and labor; the preparation of the subgrade; the
placing of the stone; and all other work incidental to finished construction in
accordance with these specifications.
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WOVEN PAPER NET

Description

This work shall consist of furnishing materials and all work necessary to
install woven paper net fabric for erosion control on roadway, ditches, or slo
pes, or as directed by the engineer.

Materials

Materials shall consist of knitted plastic net, interwoven with paper
s tri ps. The yarn shall be of photodegradabl e syntheti c types and the paper
shall be biodegradable. Staples shall be 6 inches and 12 inches in length, and
composed of high carbon iron.

construction Requirements

Woven paper net shall be pl aced on the prepared slope or seedbed area
whi ch has been prepared and 1evel ed accordi ng to vari ous other secti ons in
these specifications. If seeding and fertilizer are in the provisions, they
should be applied immediately before laying the fabric.

Woven paper net shall be applied on slopes ~</ith the fabric running ver
tical from the top of the slope. In drainages, woven paper net shall be
applied in the direction of the water flow. The fabric shall be secured and
buried in a 4-inch trench, 1 foot back from the crown and at the bottom of the
slope. Heavy gauge staples shall secure the fabric at 9-inch intervals along
the edges and overlaps and at 3-foot interval s down the center of the fabric
roll. Roll s shall overl ap 4 inches. Woven paper net shall be draped rather
than stretched across the surface.

The contractor shall mai ntai n the fabri c bl anket until all work on the
contract has been completed and accepted. Maintenance shall consist of the
repair of areas where damaged by any cause. All damaged areas shall be
repaired to reestablish the condition and grade of the soil prior to applica
tion of the covering and shall be refertilized, reseeded, and remulched as
directed.

Measurement for Payment

The quantity of woven paper net, including staples, completely in place
and accepted, shall be measured by the square yard of finished surface. No
allowance wil 1 be made for overl ap. Woven paper net placed ou ts i de the spe
cifi ed 1 imits wi 11 not be measured or pai d for and the contractor may be
required to remove or dispose of the excess without cost to the State.

Basis of Payment

Quanti ti es shall be pai d for at the contract uni t pri ce per square yard
which price shall be full compensation for furnishing all materials, tools, and
labor; the preparation of the 5ubgrade; the placing of the woven paper net; and
all other work incidental to finished construction in accordance with these
specifications.
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JUTE NET

Description

This work consists of furnishing materials and performing all work nec
essary to install jute net on roadway di tches or slopes or as di rected by the
engineer.

Materials

Jute net shall consist of heavy mesh of a uniform open plain weave of
unbleached, smolder-resistant, single jute yarn. The yarn shall be of a
loosely twis.ted construction having an average twist of not less than 1.6
turns per inch and shall not vary in thickness by more than one-half its nor
mal diameter. The jute net shall be furnished in approximately gO-pound
rolled strips and shall meet the following requirements:

Length
Width

Weight

approximately 75 yards
48 inches + 1 inch
78 warp enos per width of cloth
41 weft ends per yard
1.22 pounds per linear yard with ~ 5 percent

Staples shall be 3, 6, and 12 inches in length, and composed of high car
bon iron or as specified by the engineer.

Construction Requirements

The bl ankets shall be pl aced in des i gnated 1ocati ons immedi ately after
seeding and mulching operations have been completed. The material shall be
applied smoothly but loosely to the soil surface without stretching. The
upslope end of each piece of jute net shall be buried in a narrow trench 6
inches deep. After the jute is buried, the trench shall be firmly tamped
closed.

I n cases where one roll of jute mesh ends and a second roll starts, the
upslope piece should be brought over the buried end of the second roll so that
there is a 12-inch overlap to form a junction slot. Where two or more widths
of jute net are applied side by side, an overlap of at least 4 inches must be
made.

Check slots should be made before the jute net is rolled out. A narrow
trench should be dug across the slope perpendicular to the direction of flow.
A piece of jute, cut the same length as the trench, is folded lengthwise. The
fold is placed in the trench and the trench is tamped closed. The portion of
the jute remaining above ground is unfolded and laid flat on the soil surface.
Check slots will be spaced so that one check slot or junction slot occurs
without each 50 feet of slope. Overlaps which run down the slope, outside
edges and centers shall be stapled on 2-foot intervals. Each width of jute
net will have a row of staples down the center as well as along each edge.
Check slots and junction slots will be stapled across at 6-inch interval s.
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For extra hard soil, use 3-inch sharp-pointed fence-type staples, composed of
hardened steel.

The jute net must be spread evenly and smoothly and be in contact with
the seeded area at all points. The contractor shall maintain the jute mesh
unti 1 all work on the contract has been compl eted and accepted. Mai ntenance
shall consist of the repair of areas where damaged by any cause. All damaged
areas shall be repaired to reestablish the condition and grade of the soil
prior to application of the covering and shall be refertilized, reseeded and
remulched as directed.

Measurement of Payment

The quantity of jute net, including staples, completely in place and
accepted, shall be measured by the square yard of finished surface. No
allowance will be made for overlap. Mat placed outside the specified limits
will not be measured or paid for, and the contractor may be required to remove
and dispose of the excess mat without cost to the State.

Basis of Payment

Quanti ti es shall be pai d for at the contract uni t pri ce per square yard
which price shall be full compensation for furnishing all materials, tools,
and labor; the preparation of the subgrade; the placing of the jute net; and
all other work incidental to finished construction in accordance with these
specifi cati ons .
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FIBERGLASS ROVING

Description

This work consists of furnishing materials and performing all work
necessary to install fiberglass roving on roadway ditches or slopes, or as
directed by the engineer.

t~ateridls

a. General requirements. The material shall be formed from continuous
fibers drawn from molten glass, coated with a chrome-complex sizing
compound, collected into strands and lightly bound together into
roving without the use of clay, starch, or like deleterious substan
ces. The roving shall be wound into a cylindrical package approxima
tely 1 foot high in such a manner that the roving can be continuously
fed from the center of the package through an ej ector dri ven by
compressed ai r and expanded into a mat of gl ass fibers on the soi 1
surface. The material shall contain no petroleum solvents or other
agents known to be toxic to plant or animal life.

Liquid asphaltic materials shall conform to the requirements of
AASHTO tt181, r~82, and jl1l41 for the des i gnated types and grades.

b. Detailed requirements. The fiberglass roving shall conform
to these detailed requirements:

Property

Strands/Rove
Fibers/Strand
Fiber Diameter, inch

(Trade Designation-G)
Yd/lo of Sand
Yd/lb of Rove
Organic content, percent maximum
Package Weight, lb

Construction Requirements

Limits

56-64
184-234

0.00035-0.0004
13,000-14,000

210-230
0.75

30-35

Test Method

End Count

ASTM 0 578
ASTM D 578
ASTM D 578
ASTM D 578
ASTM D 578

The fiberglass roving shall be applied over the designated area within
24 hours after the normal seeding operations have been completed.

The fibergl ass rovi ng shall be spread uniformly over the desi gnated area
to form a random mat of conti nuous gl ass fi bers at the rate of 0.25 pounds per
cubic yard. This rate may be varied as directed by the engineer.
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The fiberglass roving shall be anchored to the ground with the asphaltic
materials applied uniformly over the glass fibers at the rate of 0.25 gallon
per square yard. This rate may be varied as directed by the engineer.

The upgrade end of the lining shall be buried to a depth of 1 foot to
prevent undermining. Instructions for slope and ditch protection may be sti
pul ated by the engi neer to fit the fi el d conditi ons encountered.

The contractor shall maintain the roving until all work on the contract
has been completed and accepted. Maintenance shall consist of the repair of
areas where damaged by any cause . All damaged areas shall be repai red to
reestablish the condition and grade of the soil prior to application of the
covering and shall be refertilized, reseeded and remulched as directed.

Measurement for Payment

Fiberglass roving will be measured by the pound, and the quantity to be
measured will be that actually used on the project. Roving placed outside the
specified 1imits will not be paid for and the contractor may be requi red to
remove and dispose of the excess roving without cost to the State.

Basis of Payment

Quantiti es shall be pai d for at the contract uni t pri ce per pound and
shown in the bid schedule, which price shall be full compensation for fur
nishing all materials, tools, and labor; the preparation of the subgrade; the
placing of the roving; and all other work incidental to finished construction
in accordance with these specifications .
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CURLED WOOD MAT

Description

This work consists of furnishing materials and performing all work
necessary to install curl ed wood mat on roadway di tches or slopes, or as
directed by the engineer.

t~aterials

All materials shall meet the requirements of the following specifica
tions. The blanket shall consist of a machine produced mat of curled wood
excelsior of 80 percent, 8 inches or longer fiber length with consistent
thickness and the fiber evenly distributed over the entire area of the
blanket. The top side of the blanket shall be covered wi th a bi odegradab1e
extruded plastic mesh. The blanket shall be made smolder resistant without
the use of chemical additives.

Wi dth
Length
Weight per roll
Wei ght per yd2
Vol ume per roll

48 inch + 1 inch
180 ft average
78 1b + 8 1b
0.875 Tb + 10 percent
80 yd3 , average

Pins and staples shall be made of high carbon iron wire 0.162 or larger
in diameter. "u" shaped staples shall have legs 8 inches long and a I-inch
crm·ln. "T" shaped pins shall have a minimum length of 8 inches after bending.
The bar of the "T" shall be at least 4 inches long with the single wire end
bent downward approximately 3/4-inch.

Construction Requirements

The area to be covered shall be properly prepared, fertilized, and seeded
before the blanket is placed. When the mat is unrolled, the netting shall be
on top and the fibers shall be in contact with the soil. In ditches, blankets
shall be unroll ed in the di recti on of the flow of water. The end of the
upstream blanket shall overlap the buried end of the downstream blanket a
maximum of 8 inches and a minimum of 4 inches, forming a junction slot. This
junction slot shall be stapled across at 3-inch intervals. Adjoining blankets
(side by side) shall be offset 8 inches from center of ditch and overlapped a
minimum of 4 inches. Use 6 staples across the start of each roll, at 4-foot
intervals, alternating tIle center row so that the staples form an "X" pattern.
A common row of staples shall be used on adjoining blankets.

The contractor shall mai nta in the bl anket unti 1 all work on the contract
has been completed and accepted. Maintenance shall consist of the repair of
areas where damaged by any cause. All damaged areas shall be repaired to
reestablish the condition and grade of the soil prior to application of the
covering and shall be refertilized, reseeded, and remulched as directed.
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Measurement for Payment

Curled wood mat, including staples, completely in place and accepted,
will be measured by the square yard of finished surface. No allowance will be
made for overlap. Mat placed outside the specified limits will not be
measured or paid for, and the contractor may be required to remove and dispose
of the excess without cost to the State.

Basis of Payment

Quantities shall be paid for at the contract uni t price per square yard
and shown in the bid schedule, which price shall be full compensation for fur
nishing all materials, tools, and labor; the preparation of the subgrade; the
placing of the matting; and all other work incidental to finished construction
in accordance with these specifications .
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STRAW WITH NET

Description

This work consists of furnishing materials and performing all work
necessary to install straw with net on roadway ditches or slopes, or as
directed by the engineer.

Materi al s

a. Straw. Straw shall be derived from wheat, oats, or barley. The
contractor shall furni sh evi dence that cl earance has been obtai ned
from the county agricultural commissioner, as required by law, before
straw obtained from outside the county in which it is to be used is
del i vered to the site of the work. Straw that has been used for
stable bedding shall not be used.

b. Pl asti c net shall be an extruded polypropyl ene or other approved
plastic material, extruded in such a manner as to form a net of
3/4-inch minimum square openings. The net shall be furnished in
rolls to meet the following characteristics:

Wi dth
Length
I~ei ght

48 inch, minimum
50 yard, minimum, convenient lengths
2.6 lb/l,OOO ft2, minimum

c. Pins and staples shall be made of high carbon iron wire 0.162 or
larger in diameter. "u" shaped staples shall have legs 8 inches long
and a I-inch Town. "T" shaped pins shall have a minimum length of 8
inches after bending. The bar of the "T" shall be at least 4 inches
long with the single wire end bent downward approximately 3/4-inch.

Construction Requirements

Plastic net shall be placed as soon as possible after mulching operations
have been completed in locations designated in the plans. Net shall be used
only to secure straw mulch to the finished slope or ditch.

Preparation shall inclt:tde all the work required to make ready the areas
for incorporating straw. Areas on which straw is to be applied shall be pre
pared such that the straw will be incorporated into the soil to the degree
specified. Removing and disposing of rocks and debris from embankments
constructed as part of the work will be considered as included in the contract
price paid per ton for straw and no additional compensation will be allov/ed
therefore.

Straw shall be uniformly spread at the rate specified in the special pro
'I1S10ns. When weatller conditions are suitable, straw may be pneumatically
applied by means of equipment which will not render the straw unsuitable for
incorporation into the soil.
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Straw shall be incorporated into the soil with a roller equipped with
straight studs, made of approximately liB-inch steel plate, placed approxima
tely 8 inches apart, and staggered. The studs shall not be less than 6 inches
long or more than 6 inches wide, and shall be rounded to prevent withdrawing
the straw from the soil. The roller shall be of such weight as to incorporate
the straw suffi ci ently into the soil so that the straw wi 11 not support com
bustion and will leave a uniform surface.

The net shall be applied smoothly but loosely on the mulched surface
without stretching. The net shall be unrolled from the top to the bottorn of
the slope. The top edge of the net shall be buried and stapled at the top end
of the slope in a narrow trench 6 inches deep. After the edge is buried and
stapled, the trench shall be backfilled and tamped.

In cases where one roll of net ends and a second roll starts, the upslope
piece shall be brought over the start of the second roll so that there is a
4-inch overlap.

Where two or more widths of net are applied side by side, an overlap of
at least 4 inches must be made. Insert 1 staple every foot along top and bot
tom of edges of the net. Al so, insert staples over 4 feet on each edge and
down center of net so that the staples alternate between edges and center to
form an "X" shape pattern.

The contractor shall maintain the straw with net until all work on the
contract has been completed and accepted. r~aintenance shall consist of the
repair of areas where damaged by any cause. All damaged areas shall be
repaired to reestablish the condition and grade of the soil prior to applica
tion of the covering and shall be refertil ized, reseeded, and remulched as
directed.

Measurement for Payment

Straw with net, including staples, completely in place and accepted, will
be measured by the square yard of finished surface. No allowance will be made
for overlap. Straw and net placed outside the specified limits will not be
measured or paid for, and the contractor may be required to remove and dispose
of the excess net wi thout cos t to the State.

Bas is of Payment

Quantities shall be paid for at the contract Ijnit price per square yard
and shown in the bid schedule which price shall be full compensation for fur
nishing all materials, tools, and labor; the preparation of the subgrade; and
all other work incidental to finished construction in accordance with these
specifications .
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SYNTHETIC MAT

Description

This work consists of furnishing materials and performing all work
necessary to install nylon mat on roadway ditches or slopes, or as directed by
the engineer.

r~aterial s

Synthetic mat shall consist of three-dimensional structure of entangled
nylon monofilaments, melt-bonded at their intersections, forming a stable mat
of suitable weight and configuration. The mat shall be crush-resistant,
pliable, resilient, water-permeable, and highly resistant to chemicals and
environmental degradation. The mat shall comply with the following physical
properties:

Materi a1 type

Filament diameter
Weight
Thickness
Nominal width of roll
Nominal length of roll
Color

Tensile properties1
Strength

Length di recti on
Width direction

Elongation
Length direction
vlidth direction

Resil iency2
30 minute recovery
(3 cycles)

Nylon 6 plus a minimum content
of 0.5 percent by weight of
carbon black
0.0157 inch, minimum
0.747 + 0.075 lb/yd2
0.70 inch, minimum
38 inch
109 yard
Black

7.5 lb/inch, minimum
4.4 lb/inch, minimum

50 percent, minimum
50 percent, minimum

80 percent, minimum

Pins shall be 1 inch x 2 inch x 12 inch wedge-shaped wood stakes or 12
inch x 12 inch x 6 inch, 0.162-inch gauge or larger, one-piece or two-piece,
ungalvanized steel "T" pins.

Construction Requirements

A11 surfaces to be protected shall be graded and fi ni shed so as to be
stable and firm. Prepared surfaces that become crusted shall be reworked to
an acceptable condition before placing the mat.

1 ASTM D 1682 Strip test procedure modified to obtain filament bond
strength to indicate tensile properties.

2 SOlnure.,sion l,)ad c..yel ing OF 100 16/in2 on 2 inch x 2 inch sample size,
crosshead speed of 2 in/min
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Synthetic mat used as a ditch lining shall be applied with the length of
roll laid parallel to the flow of water. Start the installation with the ini
tial strip placed in the center of the ditch to avoid an overlap in the center
of the ditch. Where more than one width is required, a longitudinal lap joint
of not less than 3 inches shall be used, with the upslope width on top. All
lap joints and upslope edges shall be pinned or staked at intervals of 3 feet
or less.

All wood stakes shall be driven to within 2 inches of the ground surface.
All steel pins shall be driven flush to the ground surface.

An anchor slot shall be pl aCed at the upslope and downslope ends of the
mat placement. At least 12 inches of the end of the mat shall be buried ver
tically in a slot dug in the soil. The mat shall be secured in the anchor
slot by pins or stakes at intervals of 3 feet or less prior to burying. The
soil shall be firmly tamped against the mat in the slot.

Successive lengths of mat shall be overlapped at least 3 feet, with the
upstream length on top. Pin or stake the overlap by placing 3 pins or stakes
evenly spaced across the end of each of the overlapping lengths and by placing
3 pins or stakes across the width of the center of overlap area. Check slots
shall be constructed by placing a tight fold at least 8 inches vertically into
the soil. Check slots shall be spaced so that a check slot occurs within each
25 feet. Pin or stake the mat in the check slot at each edge overlap and in
the center of mat .

Upslope edges of mat used as ditch lining shall terminate on 6-inch wide
horizontal shelves running parallel to the axis of the ditch for the full
length of the ditch. Edges of the mat shall be pinned or staked at 3-foot
intervals, backfilled with soil, and tamped to original slope.

After the mat has been placed, the area shall be evenly seeded as spe
cified, allowing the seeds to drop to the grade through the openings in the
mat.

The contractor shall mai ntai n the b1 anket until all work on the contract
has been completed and accepted. t/laintenance shall consist of the repair of
areas where damaged by any cause.

Measurement for Payment

Synthetic mat, including pins or stakes, complete, in place, and
accepted, will be measured by the square yard of finished surface. Mat placed
outside the specified limits will not be measured or paid for and the
contractor may be requi red to remove and di spose of the excess mat wi thout
cost to the State.

Basis of Payment

Quanti ti es shall be pai d for at the contract uni t pri ce per square yard
and shown in the bid schedule, which price shall be full compensation for fur
nishing all materials, tools, and labor; the preparation of the subgrade;
placing of the mats; and all other work incidental to finished construction in
accordance with these specifications.
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FILTER BLANKET

Description

This work consists of furnishing materials and performing all work
necessary to install filter blanket on roadway ditches or slopes, or as
directed by the engineer.

Materials

The filter blanket will consist of one or more layers of gravel, crushed
rock, or sand, of the thickness shown on the plans. The gradation of material
in each layer of the filter blanket shall meet the requirements of the special
provisions. All material comprising the filter blanket shall be composed of
tough, durable particles; reasonably free from thin, flat, and elongated
pieces; and shall be free from organic matter.

Construction Requirements

A fi lter bl anket shall be pl aced on the prepared slope or area to the
full specified thickness of each layer in one operation, using methods which
will not cause segregation of particle sizes within the filter material. The
surface of the fi ni shed 1ayer shoul d be reasonably even and free from mounds
or windows. Multiple layers of filter material, when shown on the plans,
shall be placed in the same manner, using methods which will not cause mixture
of the Inateri al in the different 1ayers.

The filter blanket shall be placed in accordance with various sections of
these specifications requiring the use of a filter blanket or as specified by
the engineer.

The contractor shall mai ntai n the bl anket unti 1 all work on the contract
has been completed and accepted. Maintenance shall consist of the repair of
areas where damaged by any cause.

Measurement for Payment

The quantity of filter blanket to be paid for, of specified thickness and
extent, in place and accepted, shall be measured by the number of cubic yards
as computed from surface measurement parallel to the riprap surface and
thickness measured normal to the riprap surface. Blanket placed outside the
specified 1imits \'iill not be measured or paid for, and the contractor may be
required to remove and dispose of the excess without cost to the State.

Basis of Payment

Quantities shall be paid for at the contract unit price per cubic yard,
which price shall be full compensation for furnishing all materials, tools,
and labor; the preparation of the subgrade; placing of the filter blanket; and
all other work incidental to finished construction in accordance with these
specifications.
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• ENGINEERING FABRIC

Description

This work consists of furnishing materials and performing all work
necessary to install engineering fabric on roadway ditches or slopes, or
as directed by the engineer.

Materi al s

The filter fabric shall be manufactured of polyester, nylon, or polypro
pylene material, or a combination thereof. The material shall not act as a
wicking agent, shall be permeable, and shall conform to the fol1o~ling cri-
teria:

•

Weight, ounces/yd2, mlnlmum
ASTM Designation D 1910

Grab tensile strength (I-inch grip), lb,
mi nimum1

Elongation, percent, minimum
ASTM Designation, D 1682

Toughness, lb, minimuA (percent
elongation x grab tensile strength)

Construction Requirements

40

50

10

3,000

For
Underdrains

4.0

90

30

4,000

•

Engineering fabric shall be placed to the specified thickness in accor
dance v/ith various sections of these specifications requiring the use of an
engineering fabric or as specified by the engineer.

The contractor shall maintain the fabric until all work on the contract
has been completed and accepted. Ma i ntenance shall con sis t of the repa i r of
areas where damaged by any cause.

Measurement for Payment

Engineering fabric to be paid for, of specified thickness and extent, in
place and accepted, will be measured in square yards in accordance with the
provisions in the various sections of these specifications, requiring the use
of engineering fabric.

Basis of Payment

Quantities shall be paid for in accordance with the provisions in the
various sections of these specifications requiring the use of engineering
fabric.

1 In each direction
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GLOSSARY

ANGLE OF REPOSE. Angle of slope formed by particulate material under the
critical equilibrium condition of incipient sliding.

APPARENT OPENING SIZE (AOS). Measure of the largest effective opening in an
engineering fabric, as measured by the size of a glass bead where five
percent or less by weight will pass through the fabric (formerly called
the equivalent opening size, EOS).

COMPACTION. The closing of pore spaces among the particles of soil and rock,
generally caused by running heavy equipment over the soil during
construction.

DEPTH OF FLOW. Vertical distance from the bed of a channel to the water sur
face.

DESIGN DISCHARGE. Discharge at a specific location defined by an appropriate
return period to be used for design purposes.

ENGINEERING FABRIC. Permeable textile (or filter fabric) used below riprap to
prevent piping and permit natural seepage to occur.

FILTER BLANKET. One or more layers of graded noncohesive material placed
below riprap to prevent soil piping and permit natural drainage.

FREEBOARD. Vertical distance from the water surface to the top of the channel
at design condition.

GABION. Compartmented rectangular containers made of galvanized steel hexag
onal wire mesh and filled with stone.

HYDRAULIC RADIUS. Flow area divided by wetted perimeter.

HYDRAULIC RESISTANCE. Resistance encountered by water as it moves through a
channel, commonly described by Manning1s n.

HYDROSTATIC PRESSURE. Pressure exerted at a depth below the water surface for
flow at constant velocity or at rest.

INCIPIENT MOTION. Conditions at that point in time when any increase in
factors responsible for particle movement causes motion.

LINING, COMPOSITE. Combination of lining materials in a given cross section
(e.g., riprap in low-flow channel and vegetated upper banks).

LINING, FLEXIBLE. Lining material with the capacity to adjust to settlement
typi cally constructed of a porous materi al that all ows i nfil trati on and
exfiltration.

LINING, PERMANENT. Lining designed for long term use.
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LINING, RIGID. Lining material with no capacity to adjust to settlement
constructed of nonporous materi al with smooth fi ni sh that provi des a
large conveyance capacity (e.g., concrete, soil cement).

LINING, TEMPORARY. Lining designed for short term utilization, typically to
assist in development of a permanent vegetative lining.

NORMAL DEPTH. Depth of a uniform channel flow.

PERMEABILITY. Property of a soil that enables water or air to move through
it.

RETARDANCE CLASSIFICATION. Qualitative description of the resistance to flow
offered by various types of vegetation.

RIPRAP. Broken rock, cobbles, or boulders placed on side slopes or in chan
nels for protection against the action of water.

RIPRAP, DUMPED. Consists of stone or graded broken concrete dumped in place
on a filter blanket or prepared slope to form a well-graded mass with a
minimum of voids.

RIPRAP, GROUTED. Consists of riprap with all or part of the interstices
filled with portland cement mortar .

RIPRAP, WIRE-ENCLOSED. Consists of wire baskets filled with stone, connected
together, and anchored to the slope.

ROADWAY CHANNEL. Stabilized drainageway used to collect water from the road
way and adjacent areas and to deliver it to an inlet or main
drainageway.

SHEAR STRESS. Force developed on the wetted area of the channel that acts in
the direction of the flow; force per unit wetted area.

SHEAR STRESS, CHANNEL. Value of shear stress occurring in a channel section
for a given set of hydraulic conditions.

SHEAR STRESS, PERMISSIBLE. Force at which the channel lining will fail.

SIDE SLOPE. Slope of the sides of a channel. It is customary to name the
horizontal distance first as 1.5 to 1.0, or frequently 1-1/2:1, meaning a
horizontal distance of 1.5 feet to I-foot vertical.

SUPERELEVATION. Local increases in water surface on the outside of a bend.

TRACTIVE FORCE. Force developed due to the shear stress acting on the peri
meter of a channel section which acts in the direction of flow on the
channel bed. Equals the shear stress on the channel section multiplied
by the wetted channel area .
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UNIFORM FLOW. The flow condition where the rate of head loss due to friction
is equal to bed slope of the channel (i.e., Sf = So where Sf is the
friction slope and So is the bed slope).

VELOCITY, MEAN. Discharge divided by the area of the water cross section.

~ VELOCITY, PERr~ISSIBLE. Mean velocity that will not cause serious erosion of
the channel.
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Appendix A.-TABLES

Table I.-Mannlni rouihne811 coefficients, n I

0.024

Man.olnC'.
"r&nttt I

0.01l~. 013

O.OOt

0.012

0.013
0.015

0.014
0.016

0.013
0.015

rv. Hl«k .... 'chan...,'••nd .....1... wtth malnla1ne<l....-naUon "
A. g-.a1~~o~b~:.;'~.~o~.;~~a,;:ti.. 01 2 and 6I.p...): Man.olng's

I. ~.'M~:r~2l;;~~~~.~.~1.~~~..~.~~~~: ~r~'~5
b. Lengtb H tnch o. 09-<l. 05

2. Good .~d, any if :
•. Length .bout 12 Incb o. IH 09
b. Length .bout 24 Incb O. ~.15

3. Fait .u..ad, any rrass:
•. Length .bout 12 Ineb O. l+--ll. CJ!l
b. Length about 24 Inch 0.:l5-<l. 13

B. DeEth ofllo.... 0.7-1.5 feet:

1. •.~ou~~:i~~~.~.~.~~~~~'.~~~!~~:....0 OH 03.5
b. Length 4 tc e Incb O. 06-<l. 04

2. Good .tand, &Oy u :
a. Lengtb about 12 Incb O.I~. 07
b. Length .bout 24 Incb 0.20-0.10

3. Fair .u..ad, any u ... :
•. Lenitb about 12 Incb __ O. 10-<l. 06
b. Lenrth .bout 24 Incb 0.17~. 09

V. SCrM4 .nd .... , ti<lA:
A. Concr.t. gutter, tro led t1n1sb .

B. t.'g~~t~.~~~et: .
2. Rougb tenur ..

C. Concret. (Ulter with aspba.Jt pavement:
I. Smootb ..
2. Rougb ..

D. Concreu pav.ment:
I. Float t1n1sh .
2. Broom tlnlsb : ..

E. For (Utters with small .lope, wbere sediment may aceu·
tDl11&te, Incna.se .bov. valu of n by ..

VI. Nalanl_m chaa...,La:'
A. Minor .ucams· (surface width.t 1100<1 .ta(e !eM th.n 100

ft.):
I. FaitIy l'C(tllar section:

•. Som. u~ and eeds, Uttle or no brush 0.030-0. 03S
b.~ uowtb 01 ...eed:!. depth o! tlo mater1&lly

vester tban d b.ight. 0.~.05

c. Sam d:!. lIgbt bru.sb on bank•. __ O. 03~. 05
d. Som eeds, b..",y brusb on b&nb.. O. O~. (J7
e. Some eeds, dense Wo on bank.. O. 06-<l. 08
f. For trees within cban.oel, with brancb submer-red

.t hlrh '!Ai', 1n~.11 above valu.. by ....... O. Ol~. Ot
2. ~lar section>....Itb pools, .Ugbt cban.oel meander;

Incr...., "'a1ues rlv.n In la boUI O. Ol-<l. Ot
3. Moun~1n .treams. no v...~tion In c1UlllDel, bank.

n.ru.Uy .teep, trCJC$ and brwb a10tll banb auD-
merg.d at higb '!Aie:

&. Bottem of uavel. oobbles, and Ie... boulders....... O. O+--ll. 05
b. BotUlm of oobbles, witb Iarr' boulden __ O. 05-<l. 07

B. YJood platn.s (ad lacent Ul natural stre&ml):
I. Pa.stur., no brush:

•. Short (1' -- O.~. 03S
b. High ". 0.035-0.0.1

2. CulUv.ted .reas:
•. So crop __ O.CXHl.04
b. Matur. ro crope O.~. 045
c. M.tnr. n.ld crope 0. O+--ll. 0.1

3. H••vy .....d:!. seatur-ed brush........................ O. 05-<l. cr;
4. LIJht brllSh and tre.s: "

•. Wln\<r __ 0. 05-<l. 08
b. Summer... o. 06-<l. 08

5. Medium to den.oe brnoh: "
•. Winter __ 0.(J7~.11

b. Summ.r __ 0.10-<l.16
e. Deose wtllo , .ummer, not bent OTor by current.... 0. I~. 20
7. CI.ar.d land with tree nwnpe, 1OG-I.1O per acre:

•. So .prouts 0. 04--<l. (),\
b. With h••vy (1'owth of.prouts 0._0.08

a. Heav," .tand of tlmber. a f.... down u--,lIttle nllder·
(1'o;"th:

a. Flood d.pth bela brucb8s 0.10-<l.12
b. Flood d.pth ""ebe. branche O. 12~.16

C. M.jor .tr.am. (.urlace width ~t t100d I~ man th.o
100 ft.): Roughn... ooctllcJ.nlls u.'u.lly 1... than for
IDlnor ,tr••m. of Slmllar deoc:r1pUon on acoount of I...
etJf'CUve N'!l,t&nce oIT.re<! by \rT-eJUlat t.Jln or nf"
tatlon on t.Jlk,. Values of .. may be >omewhat r.·
duced. Follow recomm.nd.t1on In pUhllcaUon cJW •
If possl bl.. Th. ~alu. of .. (or lar""r stream. or m""t
r.tular section. "'lth n~ bouillers or bru.sh. may be In the
ran~ 01. __ __ __ • __ __ .. O. 028~ 033

I. Cl..-d cODdaf.. :
A. Concr." pipe......••••.•.•...••......•...•.............
B. COlTUg.t.d·me~1pipe or plpe-arcb:

I. 2H by "'·In. colTUgatlon (riveud pipe): I
•. Plain or fully coat.d ..
b. Pav.d Invert (rang. valu for ~ and .10 peracnt

of elrcumCorenoe p d):
(I) Flow full d.pth 0.021~.018

(2) Flow 0.8 d.pth O. 02H). 016
(3) Flow 0.6 d.pth O. 011Hl. 013

2. e by Z-ln. oor.-ugatioo (O.ld bolted)................... 0.03
C. 'i!triO.d clay pip O. 012~. 014
D. Cast·lron pipe, uncoated................................. 0.013
E. St..1 pipe 0.~.01l

F. Bricl< O. Ol+--ll. 017
G. ~!onollthicooncr.te:

I. Wood forms, rough 0.01~.017

2. Wood (arms, .mooth O. Ol~. 014
3. Staelforms __ O. Ol~. 013

H. Cem.nt.d rubbl. ma.sonry lls:
I. Concr.t. t100r and top O. 017-<l. 022
2. :-iatura! t1oor __ O. 011Hl. O~

I. Lamln.ted treat.d ood 0.0l~.017

1. Vltritled clAy liner pLat.es................................ 0.015

Footnotes te ubi. 1 IppMr .t tbe tep of ~. 101.

n. Open chan_La. lined I (.tr.lght &llnemont): '
A. Concret., ... Ith sura""" a.s Indicated:

I. Form.d, no t1n1sh O. 01:Hl. 017
2. Tro 1 t1nlSh __ __ __ O. 012--<l. 014
3. Float t1nlsh __ __ o. 01:Hl. 015
4. Float t1n1sh, some envel on bottcm o. Ol~. 017
5. GUDite, good section 0.0IH.019
6. Gunite, wavy >cetion O. OIH. 022

B. Concr.t., bottom 1l0al t1nlsbed, sides a.s Indlcaud:
I. Dr~d .tone In mortar 0.01~.017

2. R&Odom .ton' In mort.ar __ __ O. 017~. 020
3. C.ment rubble masonry O. 02(}-<J. m
4. C.m.nt rubbl. ma.sonry, plastered O.OIH.02O
5. Dry ruhbl. (rlprap) __ O. 02(}-<J. 030

C. Gravel bottom, .Id u Indicated:
1. Form.d concret __ .. __ 0.017-<l.020
2. Random .ton.ln mort.al' 0.02(}-<J.023
3. Dry rubb~ (rlprap) 0.023--<l.033

D. Brlck __ 0.01+--ll. 017

E. t..~~a~~h. 0.013
2. Rough....... o. Ole

F. Wood. planea, clC&Il 0.01l~.013
G. Concr.te·lin.d cxcavaud roci::

I. Good section O. 017-<l. 020
2. wC(Ular section 0.~.027

m. Open cllaanela. aca..~' (s~bt al!Dem""t,' natural
lining):

A. Eartb, nnlform sectIon:
I. CIC&ll, ~tly oomple~d O. OIH. 018
2. CIC&Il. alter tberlng __ O. 01H. 020
3. With .hoTt u , f eeds o. 022~. 027
4. In ua"'.Uy soli. uniform sectl=. clean O. 02:Hl. m

B. Earth, f.lrly o.niJorm IeCtton:
I. No vO(.t.tlon o. 02:Hl. m
2. Gr som eed:! O.~. 030
3. Den> eed:! or .Qu.tlc plants In deep c:ban.oels o. 030--<l. O~
4. Sid.. clean, uav.1 bottcm O.~. 030
5. Sides clC&ll. oobbl. bottcm 0.030--<l.040

C. pr~~~~~~To~~~.~~.~~~~: O. 02S-<l. 033
2. Llgbt bru.sh on b&nks O.~.O.lO

D. Rock:
1. Based on d.. irn te<:tlon.. o. 03S
2. Based on .ctual mean oection:

•. Smootb and unl!orm 0.035-0.040
b. l&llged and lrrClfUIar 0.()I()--<J.045

E. CbAnIl.ls Dot m.In~.d eeds and bnab ancut:
1. Den>e eeds. high u 00'" d.ptb O.~. 12
2. Clc&ll bottom. bru.sb on sid O. o~. 08
3. C lean bottom. bru.sh on .Id , bigb..t Ita(. o( now... o. 07~. 11
4.~ brush. high .t.ae 0.10-<l.14

100
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CHANNEL CAPACITY

GorV!"" :
The chQnn~1 shown

d = J~.

n -= 0.035

So = O. OS

F.xND :

Veloc..;tJ I V I and Cop o.c~t~ } a
V: I. ... 8 CD R1/3 S Yt

n 0

A :: Bd + zd 2 = (4)(1) + ("'1)(1)2 = B ~2

-
P = B ~ 2 d ,j ~2 't I = 4 + 2(1))(-4)2+1 - J2.2.5 ft.

R .A e .ft Z

O.~.s .;+.= = '=
"P J2.2~ ;:,..

Q = VA • (7. 1 ~ps)( B ~z) - 5G:.. B ct~

Check
.

USIf"lj

V ~ 7. J ~s
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in. 0.. cha.nne.1

NORMAL :DePTH J d n

Depth. ~t which. uni~o,..tn flow will Occ.ur

i~ an open c.ho..nne.J.

Norrno..l depth ma.~ b~ de.terr-niY"\e.d bj. wr;+,~~

the. Ma."n;"'j ej.~o.t,~h. .pOT" dl$c.hQ.r~c:. J

Q '= J.48<' AR 2/~ S "'z.
n •

~l'\c:l • l.46$+;tl.4 f,°tlj for A Qnd 'R e..xpre.ss Ions
involv;nJ d o.rJ ofhe1"' nec.esscu"~ dirne.ns,"oru of

the.. cho.t'\ ne.1 CroS1 - S~c.t;6n ..

CRI:iI:CAL ])ePTH de.
I

Pepth. tor wh,°ch the. spe.c:.it':e et\e.r~~ is ~

tn """" U. rY"'I ..

Th~ CT";hc.o.l de.pth occurs

whe.n
Q2 A3

- :-

~ T
whe'f"e. T is the. sl4rf~e.e. ",,;d th... o~ 0.. m; Jd
~Jope .( dn ~ de.) t '0,,", IS s",bc.,.j+,ccJ wh;le.. on

0.. ~te.c.p slope. (dn <: de.) flow is ~kpe.rc.r;+,Co..I

..



MEAN DEPTI-4 dlT\
I

Sorne+,'me s refe.rre.J To 0.$ the "~clro.~I'c

Eq.LlCL I to the Qre.o. of flow A c11:"',"d e..d
r I I

the +-Op w;d th of flow I T

A
= -T

EarVALENI

De..pth
""h."ch

DePTI-4 de.
I

COT're$ pond I'n~ To 0.1"\ ~reo.~.of flow
hQ.$ Q. width t""N'c.c. 1-he c:lepth. of flow,

1.. L-----==-....;...-.:;;.._--..I

~--

..



NORMAL.. J)EPTH COMPUTATI oN S

GI ..... EN
.

The. e h~T'\ 1"Ie../ shown "- -7Q : 800 c. ~.s

~d.
t) = 0.03

So = 0.05 J.. s' ./

FIN'p :

NorrnQ I depth of flow dn
J

So L..cf,·on:. l~ b j +r"o.l cu.d error

Q :: /.~BG, AR 2/.J So lIZ :: JI.07~ A R 2~.
'.

A '= Ed ... 2 d 2 = ad + zd z

p = B + ~d.J<2~ I 2 d,JS'= 8 ~

- d A . P -R AR 2/3 Q
'7 r' 52.50 23.~5 2.22 8~, 3G:. 9a~. 7-..J• ...J

3.0 42.00 21. 42 1.9(.;. t.:,S.82 729.0

3.2- 4~.DB 22,3/ 2.07 74.75 827.9

Q = 800 cps

dn z 3, J1 FT

/000~oo

Q (C~S)

800

~-----
I
I
I
I3.0

, 700

'J.E

Z:t

d 3.3
(FT)

3.2

3.1



GIVEN:

The. chQ.nne.\ shown. ... -- ~

~ "/Q: 800 c.ts
cl

h -= 0.03
-.

S~ = 0.05 I. . .18

FI:I-Jp :

NorlTlo.\ depth of tlow) do
Us;:e "Capa.c;t:1 of Tro.pe"Zo;clQI

(800)( 0.03)
(8)8/;;s (o.os)'~

= 0.42.

'-

d .
b - 0.39

d = 0.39 ( 8 ~) -.' 3.)2 ft
n

Area. 0+ -flow :: Ed + zd ~

= 8(3. 12) + 2(3.12)2

'- 44.4 tt 2'

Q

A

- Ie tps

,



Capacity of Trapezoidal Channel

I 111 m
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1.0

d
8

0.3

0.8

0.6

0.5

0.4

0.1

0.2

0.08
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SOLlJT lOW:

Qn - 0.3
diS -O.l~

d -0.14(4)-0.56 FT

40

30

20

B

(FT)

10

FlNO:

d

EXAMPLE:

NOTE: Projte1 I'Icrlzontally from Z - 0 Icolt

to obtain volun for Z - I to 6

1.0

0.8

0.1

0.08

0.06
0.05

0.Q4

0.03

S
0.1 On
0.08 (FT3/S)

0.06 20

0.05

0.04
10

W
Z

0.03 8.0 -I

6.0 0
5.0 Z

0.02 4.0
Z
a:
;:)

3.0 ...
2.0

0.003

0.002

0.001

0.01

"0.008...,
"0.006 , ,

0.005 " ,
""

0.004

Chart 3

0.02

Chart 3. Solution of Manning's equation for channels
of various side slopes. (after 17)

40
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NORMAL 'DEPTH

GIVEN:

5\ 31 5' ReB

Q = 200 CFS

n = 0.012.

So :::: 0.03

~ I
t - s\

d"
~L

~5'-1

Norma.l depHl of flow dl'\
)



w
I I I)'; l-

~ I II .~~
~ ~ /.. -.'11

7&1 . ~. ~/.,

f ," !} i4?7/L~.to.fO C
.#0 ...!~ ,~ ~[7 ~~..JA",ZL;4-./~10
.70

Of' f'L.0"" /~~"'-~~rz~t?~~~~:IO.(;i) 44
Of Pf'" I /~ ..... ,£J.-.-"c..,...:l-- ~/ ~f-7': :::t~frl7 .D'

.60 ~... .-- It .0'
f() NO""~ 0- L.--b -r-vl--' ..d-~~~ ~~ C~ ,4'

.., :- 0' ~"""",,;.J '-~~~ :2r:z~:li :z;~~ •.~

.jo 10 0" _f1"'~/:1;:::b'~ ""~~~~:zttr7i7jr/ ,t'j

__J~t:;~E2~;::::;~~;Z~~t:=7fZ:t;;~~~~"r 1I/5
.bJ

~o;..~~~~~~§~~tJ::~'"~~~I4'.7~~";:·;00
./~ ~

...b"v~1--- -:,...... / V~~L..V- I-~b' ....~~.O:(; •, ~ V rzv ~~-""" ~ .~ .... 7.-' ~ L..o' " ........-T~ (J~tt
4 rz..... /[....00-1 ~~ ......... 1.--1 1/_ I---""v ·~ ....""~~"T·;I t
,.....-j~ ::.--- ..z:..... ~ ~ V v: I-"f" ........ ~l-,:-.... :t:~~ ~.DDJ tt:

.J{) iu.....~~ '? -:::: ...... / ~...-~ ~~tzl.:;';:-.... :::b" -~[77/. Z-.lXJ£ t' "1'1' 1c,'A'L.tit co
------ CURVE - -oN I~~~-:~~.....~~~....-;.=...-~I?" ~-Y ~i-.DD/~ ~O'

I.01 $I::.....-:~:::::~~;;:1:~~~_~;-~~7~t1'1'~~1 ~ I~ ......
~ 4,~ ........ ? ..... L;:;"........ ~-- .L.~~"-' ~~~..... ~G
."3
~~~ ~~l---'I---r- /!Z-..... .-f'jI'" ~ ~t7' ~~ .,,'0<>5

~l-- ~ V-/ .-t-7 .....~ _~~~~~ .()OOA.JU ~ ~ L.-- ~.-I---""--~ .... o(W'
r--5~,l?:~::::t/~~~~~~~tt'7~?,,~,

~J

~I~"""-::~r::~:;~~~t2~~~7.o~/J
n·.o" :II~ ...... ~~ .... "" -- ,,' ~i,..;: -4

.n LJI--:::....:::~[t: ~ ....... ~~r7"LlL:~ .0iU"

l~"""'- b'"~""'~~~~~I-.DOOO' ..
~ ,.. r:z ~t:::~b"~ 7 r/" I I
'-I )". .1 " 5 c: /4 AO !JI' 44 !JO Q1 ~ k1 /CD .)&1

"'''' 4'10 " :lII1 .H4 A: "" J[)(}
-.4 ...... D/$CHA".C - Q - CFS
~ ~'- , , .i , , , , , , , , , , , , i , , , , , , , , , • . , , , , • • • , •

-.4 '" "".015 .l¥ ..II .Z ., ~ .~ ,I; .7" 1.1, ~
,

" ~ C; 7 • 10 N .JO 44f ~ (In SC LE



NORMAL DEPTH

G~VEN :

Th~ c;rc.ulo.r sec.+;oT\

o : 400 cfs

tl = 0.012

So = 0,05

FXI'4:D :

I
d

L

NortnQ./ de.pth of flow dn
J

Flow in 0.. C;reu/o.r "P;pe. - c.hQ.rt

• (400)(0,012)
(5)'13 (O.OS)'1~

0.29

dn -= 0.57 (5 ft.) = 2. as Tot.

'lIo'"
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Partial Flow in· a Circular Pipe
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GJ:.VEN" :

TIle. C~'Q f'\r"le.1 S~10WT"\

Q -

h =
200 ct!;

O.OJ2.

0.03

t
de.

---""-*\-.1----_..1
5'

A:: Bd~

(200 C~s) 2

32.2. ~t/sec.2.
--

~de:. = 4~.G.9 ~3

dc.= 3.~7tt.

Or Cho.,..t 5 HEC • /3
)

Q

NB 40
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The c;rc.u 10.'" P"pe sho.....n
Q -= 300 cts

~o"

FJ:.NP:

Cr~tJ·ca.1 depth of flow de
J
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EQUIVAL£NT DEPTH

G rVE'" :

The c;,..culo.,.. p'-Fe
Q :: 400 cts

n = 0.0/2.

So: 0.05'

shown.

,
FJ:~p :

E9-u;va.fe",t de.pth. ot -tIc,",,} de

de • (4YZ
SOLU'-IO~ :

d
D

Q'C"eo.. of flow usil'\j ~ Ta.bJe

d~p+h of trow
d..o.mete'f'" of p;pe

de.pth of flow : 2.85.ft. (norma.J de.prh from

p"'e.\'I~U.' e)(a.",p1e.)

d- -
:D

2. 85 ~.

5.0 ~.

•
• •

A = O.4to2S p'2 :- O.4~25 (S.Oft.)2 = 1I.5Co ft2.

..



T.ble 11I·2.-Ulliform [In ..... in circular sections {7o .....ing part/I' full. From Rrierena! 111·3.

d · dep," of tlow 0 · d'lCn"rg« In cubic t.., PI'f Mc:ond by ......nnl~·' fotmula

0 · dtem.et.' Of Pipe n · M ..n",ncis ~ffICI.'"

A · .r.. of flo-- S · aJopc of ,II. eIlanne' bottom ."d 01 \IIe ....'er ",rf-.o.

R · hydt"eul'C ,.oUI

d A R On . (6, d A R (6, (6,-
0 0 2 0 08/3S1/ 2 ~/3s1/2 0 02 0 o!/3s 1/2 cf!/3S1/2

0.01 0.0013 0.0066 OO7סס.0 15-04 0.51 0.4027 0.~31 0.2:19 1.~2

0.02 0.0037 0.0132 0.00031 10.57 0.52 0.4127 0.2562 U.247 1.415
0.03 0.0069 0.0197 0.00074 8.56 0.53 0.4227 0.2592 0.255 1.:188
0.04 0.0105 0.0262 0.00138 7.38 0.54 0.4327 0.2621 0.263 1.362

0.05 0.0147 0.0325 0.OOn2 8.55 0.55 0.~26 0.2649 0.271 1.336
0.06 0.0192 0.0389 0.00328 5.95 0.56 0.4526 0.2676 0.279 1.311
0.07 0.0242 0.0451 0.00455 5.47 0.57 0.46~ 0.2703 0.187 1286
0.08 0.0294 0.0513 0.00604 5.09 0.58 0.4724 0.2718 0.295 1.262
0.09 0.0350 0.0575 0.00775 4.76 0.59 0.4822 0.2753 0.303 1.238 I
0.10 0.0409 0.oa:J5 O.llO967 4.49 0.60 0.4920 0.2776 0.311 1.215
0.11 0.0470 O.~ 0.01181 4.25 0.61 0.5018 0.2799 0.319 1.192
0.12 0.0534 0.0755 0.01417 4-04 0.62 0.5115 0.2821 0.327 1.170
0.13 0.0600 0.0813 0.01874 3..86 0.63 0.5212 0.2842 0.3:35 1.148
0.14 0.0668 0.0871 0.01952 3.E13 0.64 0.SJ08 02862 0..343 1.126

0.15 0.0739 0.0929 0.02~ 3.54 0.65 0.5404 0.2882 0.350 1.105
0.16 0.0811 0.0985 0.0257 3.41 0.66 0.5499 0.2900 0.358 1.084
0.17 0.0885 0.1042 0.0291 3.28 0.67 0.5594 0.2911 0.366 1.064
0.18 0.0961 0.1097 0.QJ27 3.17 0.68 0.5687 0.2933 0.37J 1.044
0.19 0.1039 0.1152 0.0J65 3.06 0.69 0.5780 0.2948 0..380 1.024

0.20 0.1118 0.1206 0.0406 2.96 0.70 0.5872 0.2962 0.388 1.004
0.21 0.1199 0.1259 0.0448 2B7 0.71 0.5964 0.2'975 0.395 0.985
0.22 0.1181 0.1312 0-0492 2.79 0.72 0.60504 0.2987 0.402 0..965
0.23 0.1365 0.1364 0.05;)7 2.71 0.73 0.6143 0.2998 0.409 0.94 7
0.24 0.1~9 0.1416 0.0585 2.63 0.74 0.623\ 0.3008 0.416 0.928

O.~ 0.\535 0.1~ 0.0634 2.56 0.75 0.6319 0.3017 0.422 0.910
0.26 0.1623 0.1516 0.0686 2.49 0.76 0.6405 0.3024 0.429 OB91 I0.27 0.1711 0.1 !166 0.0739 2.42 0.77 0.6489 0.3031 0.435 OB73
0.18 0.\800 0.\614 0.0793 2.36 0.78 0.6573 0.3036 0.~1 OB56
0.29 0.1890 0.1662 0.0849 2.30 0.79 0.6655 0.3039 0.~7 OB38

0.30 0.1982 0.1709 0.0907 2.25 0.80 0.6736 0.J042 0.453 0.821
0.31 0.2014 0.1756 0.0966 2.20 0.81 0.6815 0.:J043 0.458 0.804
0.32 0.2167 0.\802 0.1027 2.14 0.82 0.6893 0.3043 0.463 0.787
0.33 O.n60 0.1847 0.1089 2.09 OB3 0.6969 0.J041 0.468 0.770
0.30' 0.2355 0.1891 0.\153 2.05 0.84 0.7043 0.3038 0.473 0.753

0.35 0.2450 0.1935 0.1218 2.00 0.85 0.7115 0.3033 0.477 0.736
0.36 0.25-46 0.\978 0.1284 1.958 OB6 0.7186 0.3026 0.481 0.720
0.37 0.26042 0.2020 0.1351 1.915 0.87 0.7254 0.3018 0.485 0.703
0.38 0.2739 0.2Q62 0.1420 1.875 0.88 0.7320 0.3007 0.488 0.687
0.:J9 0.2836 0.2102 0.1490 1.835 OB9 0.7;,s84 0.2995 0.491 0.670

0.40 0.2934 0.2142 0.156\ 1.797 0.90 0.7~5 0.2980 0.494 0.654
0.41 0.3032 0.2182 0.1633 1.760 0.91 0.7504 0.2963 0.496 0.637
0.42 0.31JO 0.2220 0.1105 1.724 0..92 0.7560 0.2944 0.497 0.621
0.43 0.3:229 0.2258 0.1779 1.68.9 0.93 0.76\2 0.2921 0.498 0.604
0.'" 0.3328 0.2295 0.1854 HilS5 0.94 0.7662 0.2895 0.498 0.588

0.45 0..3428 0.2331 0.1929 l.an 0.95 0.7707 0~5 0.498 0.571
0.46 0.3527 0.2366 0.201 \.590 0.96 0.7749 0.2829 0.496 0.55.3
0.47 0.3627 0.2401 0.208 1.559 0.97 0.7785 0.2787 0.494 0535
0.48 0.3727 0.2435 0.216 1.530 0.98 0.7817 0.2735 0.489 0.517
049 0.3827 0.2468 0.n4 1.~ 0.99 0.1341 O~ 0.483 0.496

050 0.:1927 O.~ 0.232 1.471 1.00 0.7854 0.2500 0.463 0.463

III-19



BACKWATER CALCULATIONS (DIRECT STEP)

70'

,. '1

,"l "i " , j,),; );, , (~t:
A

/1////////7/7///////---.. /

50= 0.0/ B
n"" 0.03

GIVEN:

The channel shown

Q ::. 400cfs

FIND;

To; (water depth 0+ culvcrf A ossu(T1/n5 5.0 Ft.

headwater 0+ cLJlver+ B.

I. Calculate norrnal dep+h of flow

Q n 400 (0.03)
b B13 5 1/e. : (B)&'3' (0.01)'/Z. =' 0.47

E~+Crin9 chart %= OA-7

dn = O. 47 ( 8 ) = 3, 7 Co 8-.

c. De+crm;ne the type. of flow

A =- BC 3.7{£7) +- 2(3.70)2. = 58. 30f+-z-

T" 8 +- 2.-(2..)(3.7(0):: c3.04 t'+.

d ~ A - SB.3CP =- ? ~3"
rl1 - T - e3. 04 c· -' fl.



BACKWATER CALCULATIONS (CONT.)

Fr = 6.55
J(32. 2)(Z.53)

- 0.70

,'. ~\ow (S subcr;f-icol (Fr < I)

d > d n > de

3. Deterrn',nc dep+h of- culver+- A

6L - Hz. - H,
50 - 54=

= c( }-jz. - ~, \
2. 50 - S~I - Sf2 J

yZ
H '= d + 

2:9

St: -
(n V )'~

2.2.1 R 4/3

P -= b + (c:.Jz.Z.- + \ )d = C3 +- 4·47d



BACKWATER CALCULATIONS (CON1: )

cornpu +-0 i- Ions tor d Ircc+- me~hod

d A V
vz. "H P R4/3

Sf 6L LLg
.

5.0 90 4.44 0.3/ 5.31 30.55 4.c.4 0.0019 0

25.3

4.15 63.(3 4·51 0.30 5.1! 2.9.23 .<::1.0z.. O.CXYZ.3 ;:;:5.3

cS.l

4.5 7(0.5 5.2.3 0.42- 4.92- z.a·lz 3.(jO 0.002:9 51.0

19.1

Lt.3 1\.35 S·CDO 0.49 4.,9 c7. Zz. 3.&0 0·0035 70.1

• Toi I\..N ot-cr dep+h 0+ culvert- A ~. :3 -F+..0 IS

( +0 +l-,c. nc:orcs+- o. I ++)

.

..
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