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I. INTRODUCTION

1.1 General

A sand-bed channel generally is continually changing its position and

shape as a consequence of hydraulic forces acting on its bed and banks.

Natural and man-induced changes in rivers frequently set in motion responses

that can be propagated for long distances. The response of a river to natural

and man-induced changes often occurs in spite of attempts to control the

river environment. Unfortunately, the best methods to quantitatively predict

the river response are difficult, time consuming, and require specialized

knOloiledge of the subject for proper application. This makes them ',npractical

for use by the design engineer and thus, river response due to man-induced

changes is either ingnored or determined hy inappropriate methods. This

points to the need for a method of analysis that is better suited to the

design engineer's needs.

1.2 Authorization

This report was authorized by the Urban Drainage and Flood Control District

(DISTRICT) in joint sponsorship with the City of Aurora, Colorado, through an

agreement dated September 2, 1980, with Simons, Li &Associates, Inc. The

Board of Directors of the DISTRICT adopted a Policy Resolution, Number 41,

Series of 1978, which set forth a DISTRICT policy of allocating funds to

help local public bodies maintain facilities owned by DISTRICT or cooper-

atively financed by DISTRICT and local public body, but owned by local public

body.

~lonies were budgeted by the DISTRICT in the 1980 adopted Special Revenue

Fund Budget, Resolution Number 55, Series of 1979, for maintenance in 1980 of

facilities which were cooperatively financed by DISTRICT and local pUblic
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bodies and for limited maintenance of non-DISTRICT financed major drainageway

facilities.

The development of design standards for major drainageway structures

built on fine-grained sandy soils commonly found in Toll Gate Creek, Sand

Creek, and Cherry Creek basins was determined by the DISTRICT and City of

Aurora, Colorado, to be vital for an orderly maintenance program. Such

standards are also intended to assist with final design and design review

of drainageway facilities on sandy soils.

r
"~..
J
j

1.3 Objectives

The objective of this report is to prepare design standards for major

[ "~
.I
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drainageway facilities located in sandy soils. Since the prediction of the

response to channel development is a very complex task, there are a large

number of variables involved in the analysis. A great deal of effort has

been devoted to the development of methodologies for predicting the response

to channel development and an understanding of stable channels formed in

noncohesive materials of all sizes. The application of methods developed

for design of stable channel systems requires an understanding of the steady-

~tate transport of sand-sized sediments.

This report presents accurate and efficient methods for evaluating

alluvial channels and provides equations and graphs for designing major

drainageway facilities. Because of the complex nature of the response to

channel development, applying a design standard without understanding the

characteristics of sand-bed channels may lead to an improper design of major

drainageway facilities. This report also includes general descriptions of

characteristics of sand-bed channels, design considerations for major drain-

ageway facilities located in sandy soils, and a design standard which provides
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design engineers with minimum design procedures to follow and typical details

for the design of major drainageway facilities.

1.4 Use of Design Standards

The design standards presented herein are applicable for major drainageway

facilities located on noncohesive, sand-sized soils. In analyzing the response

to channel development, one should evaluate drainageway morphology and drain-

ageway response qualitatively before the quantitative determination of river

response is made. This procedure will ensure that the prediction of river

response is reasonable.
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II. CHARACTERISTICS OF SAND-BED CHfu~NELS

2.1 General

An alluvial river (or sand-bed channel) generally is continually changing

its position and shape as a consequence of hydraulic forces acting on its

bed and banks and related biological forces interacting with these physical

forces. These changes may be slow or rapid and may result from natural envi-

ronmental changes or from changes caused by man's activities. When a river

channel is modified locally, the change frequently causes alterations in

channel characteristics both up and downstream. The response of a river

to man-induced changes often occurs in'spite of attempts to control the river

environment.

Natural and man-induced changes in rivers frequently set in motion

responses that can be propagated for long distances. In spite of the complexity

of these responses, all aluvial rivers are governed by the same basic forces,

but to varying degrees. It is necessary that river system design be based

on adequate knOWledge of: (1) geologic factors, including soil conditions;

(2) hydrologic factors, including possible changes in flow and runoff, and

the hydrologic effects of changes in land use; (3) geometric characteristics

of the stream, including the probable geometric alterations that developments

will impose on the channel; (4) hydraulic characteristics such as depth,

slope, velocity of streams, sediment transport, and the changes that may be

expected in these characteristics in space and time; and (5) ecological/

biological changes that will result from physical changes that may in turn

induce or modify physical changes.

Documented effects of river development, flood control measures, and

cllannel structures built during the l~st century have proven the need for

considering i~lediate, delayed, and far-re~ching effects of alterations m~n
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imposes on natural alluvial river systems. Variables affecting alluvial

river channels are numerous and interrelated. Their nature is such that,

unlike rigid-boundary hydraulic problems, it is not possible to isolate

and study the role of each individual variable. Because of the complexity

of the processes occurring in natural flows that influence the erosion and

deposition of material, a detached analytical approach to the problem may

be difficul t and time consuming. ~lost relationships describing river process

have been derived empirically. Most factors affecting alluvial stream chan-

nel geometry are: (1) stream discharge; (2) sediment load; (3) longitudinal

slope; (4) characteristics of bed and bank material; (5) bank and bed resis-

tance to flo,-'; (6) vegetation; (7) geology, including type of sediment; and

(8) works of man.

Considerable study and analysis of the hydraulics of rigid-boundary

open channels provide the required knowledge to assure excellent results.

The steady-state sediment transport of sand-sized sediments is well under-

stood. Similarly, there is an adequate understanding of stable channels

formed in noncohesive materials of all sizes. The theory is adequate to

support design of stable channel s~'5tems, or if necessary, designs can be

formulated to assure the stability of otherwise unstable reaches of river.

2.2 River Morphology and River Response

2.2.1 Stream Form and Classifications

Rivers can be classified broadly in terms of channel patterns; that is,

the configuration of the river as viewed on a map or from the air. Patterns

include straight, meandering, and braided systems, or some combination of

these patterns. These typical river channel patterns are shOlm in Figure 2-1.
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r-igurc 2-1. Rivcr channel patterns.
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2.2.1.1 Straight Channels

A straight channel can be defined as one that does not follow a sinuous

course. Truly straight channels are rare in nature. Although a stream may

have relatively straight banks, the thalweg, or path or greatest depth and

velocity along the channel, is usually sinuous. Leopold, Wolman, and Miller

(1964) assumed a sinuosity of 1.5 as the division between meandering and

straight channels. It is suggested that a better value is about 1.3. The

sinuosity of a river is defined as the ratio of thalweg length to valley

distance. Sinuosity varies from a value of unity to a value of three or more.

2.2.1.2 The Braided Stream

A braided river is generally wide with poorly defined unstable banks.

It is characteri:ed by a relatively steep, shallow water course ~ith multiple

channels divided by bars and islands. Braided rivers are generally caused

by (1) overloading, that is, the stream may be supplied with more sediment

than it can carry resulting in deposition of part of the load, and (2) steep

slopes which produce a wide shallow channel ~here bars and islands form

readily. Channel braiding is one of many river patterns that can be in quasi-

equilibrium depending upon discharge, sediment load, and transporting ability.

The braided stream is difficult to control. It is unstable, changes its

alignment rapidly, carries relatively large quantities of sediment, is wide

and shallow even at flood stages, and it al ters its plan form ina some\\hat

unpredictable manner.

2.2. 1.3 Thc ~leanderi ng Channe 1

A meandering channel is one that consists of alternating bends giving

a continuous S-shape appearance to the pl:m vic,,, of thc river. The meandcring

river consists of a serics of deep pools in the bcnds and shallow crossings in



I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I

-~

j

~
i

• J

· ~

• t

'J.
"

· J

",
w

-'

8

the short straight reaches connecting the bends. At low flows, the local

slope is steeper and velocities are larger in the crossings than in the pool.

At low stages, the thalweg is located very close to the outside of the bend.

At higher stages, the thalweg tends to straighten. More specifically, the

thalweg moves away from the outside of the bend encroaching on the point bar

to some degree. In the extreme case, the shifting of the current causes

chute channels to develop across the point bar at high stages.

2.2.1.4 The Continuum of Channel Patterns

Because of the physical characteristics of straight, braided, and

meandering streams, all natural channel patterns intergrade. Although braided

and meandering patterns are strikingly different, they actually represent

extremes in a continuum of channel patterns.

A number of studies have quantified this concept of a continuum of chan-

nel patterns. Lane (1957) investigated the relationship among slope, discharge,

and channel pattern in meandering and braided streams and observed that an

equation of the form

SQl/4 = k (2-1)

fits a large amount of data from meandering sand streams. Here, 5 is the

channel slope, Q is the mean annual discharge which can be approximated by

a two-year peak discharge, and k is a constant. Figure 2-2 sur.unarizes

Lane's plots and shows that if

5Ql/4 2.. 0.0017 (2-2)

a sand-bed channel will normally exhibit a meandering pattern. 5imilarily,

a river tends toward a braided pattern. The region between these values of

I
I
I

when

5Ql/4 ~ O. 01 (2 - 3)
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intermediate or transitional.

presence of confluences and tributaries influences the main river as far

(2-4)

(2-5)-6x
e

-ax
e

median size of bed material at distance x downstream of a
reference station, feet,

the slope at any station a distance x downstream of reference
station,

S = S
x 0

oSOx

0
500

= median size of bed material at the reference station, feet,

6 = a wear or sorting coefficient that is dependent on river
characteristics and flow conditions.

S x

a a coefficient of slope change.

S the slope at a reference station,
o

2.2.1.5 The Longitudinal Profile

The longitudinal profile of a stream shows its slope or gradient. Since

as bed level and grain size are concerned.

the presence of bends. Hence, the longitudinal slope of the thalweg will

idea of the longitudinal bed profile. The general curve is disturbed by

never completely follow a simple functional relationship. Moreover, the

It is clear that these exponential functions can only give a very general

where,

in particle size with distance downstream can be expressed as

for the concave horizontal profile in terms of distance along the stream

most river profiles are concave upward. Shulits (1941) provided an equation

where,

Similarily, the bed material normally reduces in size downstream. The change

a river channel or river system is generally steepest in its upper regions,

SQl/4 can be considered a transitional range when streams are classified as
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2.2.2 Qualitative Response of River Systems

Many rivers achieve a state of approximate equilibrium throughout long

reaches. Conversely, many streams contain long reaches that are actively

aggrading or degrading. Regardless of the degree of channel stability, man's

local activities may produce major changes in river characteristics both

locally and throughout an entire reach.

Predicting the response to channel development is a very complex task.

There are a large number of variables involved in the analysis that are

interrelated and can respond to changes in a river system and in the continual

evolution of river form. To predict the response to channel development, an

understanding of the direction and magnitude of change in channel character-

istics caused by actions of man and nature is required. This understanding

can be obtained by: (1) studying the river ln a natural condition; (2) having

knowledge of the sediment and water discharge; (3) being able to predict the

effects and magnitude of man's future activities; and (4) applying to these,

a knowledge of geology, soils, hydrology, and hydraulics of alluvial rivers.

Because such a prediction is necessary, useful methods have been developed

to predict both qualitative and quantitative resp8nse of channel systems to

change.

2.2.2.1 Prediction of General River Response to Change

Prediction of response can be made if all of the required data are knolffi

with sufficient accuracy. Usually, however, the data are not sufficient

for quantitative estimates, only for qualitative estimates. Past studies

and investigations conclude that:

1. Depth of flOhl Y is directly proportional to IVater discharge Q.

2. Channel IVidth W is directly proportional to both IVater discharge

Q and sediment discharge Q .
s
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3. Channel shape, expressed as width to depth ratio W/Y, is directly

Channel slope S is inversely proportional to water discharge

and directly proportional to both sediment discharge

I
I ,j

4.

related to sediment discharge Q .s

Q-
s

Q

and grain

I l
t .;

size 050'

5. Sinuosity s is directly proportional to valley slope and inversely

6. Transport of bed material Q
s

is directly related to stream power

TOV and concentration of fine material C
f

and inversely related

to the fall diameter of bed material 050. Here, the fall diameter

is defined as the diameter of a sphere that has a specific gravity

I
I
I

proportional to sediment discharge Q .
s

I
I
I
I
I

of 2.65 and has the same terminal uniform settling velocity as the

particle when each is allowed to settle alone in quiescent-distilled

water of infinite extent at a temperature of 24° C.

A very useful relation for predicting system response was developed by

Simons et al. (1975) establishing a proportionality between bed material trans-

port and several related parameters.

(2-6)

I
where, T =.bed shear stress, pounds/foot,

o

v = cross-sectional average velocity, fps,

Cf = concentration of fine material load, ppm.
I
I

W = channel width, feet,

Equation 2-6 can be modified by substituting yYS for T and Q = AV
o

WYV

I
I
I

from continuity, yielding

(2-7)
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If the specific weight y is assumed constant and the concentration of fine

material C
f

is incorporated ln the fall diameter, this relation can be

expressed simply as

(2-8)

f,

l.

I ~

I

I~

J

which is the relation proposed by Lane (1955).

2.2.2.2 Qualitative Analysis of River Response

Equations 2-7 and 2-8 are most useful for qualitative prediction of chan-

nel response to natural or imposed changes in a river system. Good engineering

design must be based on a qualitative understanding of river response to

natural processes and man's acitivties. Considerations should be given not

only to the local effects, but also upstream and downstream effects resulting

from changes in the river system.

Following are several relatively simple situations commonly encountered

by engineers and geologist in the river environment. Each case is introduced

by a sketch which shows the physical situation prior to a selected natural

or man-induced change. Below the sketch, some of the major local effects,

upstream effects, and dO\ffistream effects resulting from natural processes or

development activities are given. It is necessary to emphasize that only the

gross local, upstream, and downstream effects are identified.

2.2.2.2.1 The Construction of a Dam. Aggradation in the reservoir up-

stream of the dam will result in relatively clear water being released down-

stream of the dam. From Equation 2-8, slope must decrease downstream of the

dam to balance the reduction of sediment discharge if fall diameter and water

discharge remain constant resulting-in degradation (Figure 2-3).
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Local Effects

1. Channel degradation
2. Possible change in

river form
3. Local scour
4. Possible bank

instabi li ty
s. Possible dam

failure

Upstream Effects

1. Aggradation of bed
2. Loss of waterway

capacity
3. Change in river

geometry
4. Increase flood stage

Downstream Effects

1. Degradation
2. Reduce flood stage
3. Reduce base leve 1 for

tributaries, increased
velocity and reduced
channel stability
causing increased
sediment transport to
main channel

I
I
I
I
I
I

Figure 2-3. Channel adjustment above and below a dam.
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2.2.2.2.2 Lowering of Base Level for Tributary Stream. The average

water surface elevation in the main channel acts as the base level for the

tributary. The lowering of base level will increase the energy gradient

in the tributary. This increased energy gradient induces headcutting and

causes significant increase in water velocities in the tributary stream.

Headcutting is the erosive process by which a drop in gradient moves upstream.

Applying Equation 2-8 to the tributary stream, it can be seen that the increase

in slope must be balanced by an increase in sediment transport if fall diameter

and water discharge remain constant (Figure 2-4) .

2.2.2.2.3 Raising Base Level for Tributary Stream. The raising of stream

base level will decrease the energy gradient in the tributary. This decreased

energy gradient, in most cases, causes significant deposition. This can be

seen utilizing Equation 2-8 where a decrease in slope is accompanied by a

decrease in transport capacity assuming constant conditions of water dis-

charge and size of bed material. For example, an alluvial fan develops ~hich

in time can divert the river or reduce the water~ay. A similar situation

occurs naturally where a steep tributary stream draining an upland region

reaches the flatter floodplain of the parent stream (Figure 2-5).

2.2.2.2.4 Straightening of a Reach by Cutoffs. Straightening a chan-

nel will significantly increase the channel slope. In general, this causes

higher velocities, increases bed material transport, degradation, and pos-

sible headcutting the reach. This can result in unstable river banks and a

braided stream form. Straightening of a reach by cutoffs is very common ln

urban development. In order to design a straightened channel so that it

behaves essentially as the natural channel in terms of velocities and mag-

nitude of bed material transport, it is necessary, in general, to build a
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Local Effects Upstream Effects Downstream Effects

1. Headcutting 1. Increased velocity 1. Increase transport to
2. General scour 2. Increased bed main channel
3. Local scour material transport 2. Aggradation
4. Bank stability 3. Unstable channel 3. Increased flood stage
5. High velocity 4. Possible change of 4. Possible change of

form of river form of river

Figure 2-4. Lowering of base level for tributary stream.

Allu ....ol
Fan

Figure 2-5. Rising base level for tributary stream.
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I
I
I
I
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Local Effects

1. Alluvial fan reduce
waterway

2. Channel location is
uncertain

",~::---­.'.

F 101

Upstream Effects

1. Erosion of banks
2. Unstable channel
3. Large transport

rate

..... .
.'.:Jj,. ~I.• ·J

Downstream Effects

1. Aggradation
2. Flooding
3. Development of tributary

bar in the main channel
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wider shallower section, provide sinuous low-flow section within the major

channel, or use grade control structures (Figure 2-6).

More illustrations in regard to the qualitative response of river systems

can be found in Sediment Transport Technology by Simons and Senturk, 1977.

In engineering design, a qualitative analysis can usually point the Ivay

toward satisfying results .

2.3 Physical Properties of Sediments

2.3.1 General

"Sedimentology" is a branch of science dealing with the properties of

solid particles considered singly or as a mixture. In hydraulic engineering,

the size of sediments, the fall velocity of a single particle or of a group

of particles, the specific Iveight of a single particle, and characteristics

of deposited sediment are of importance .

Sediments are broadly classified as cohesive and noncohesive. Ivith

cohesive sediment, the resistance to erosion depends on the strength of the

cohesive bond binding the particles. The noncohesive sediments generally

consist of larger discrete particles than the cohesive soils. Noncohesive

sediment particles react to fluid forces and their mo\·ement is affected by

the physical properties of the particles. The treatment herein will be

limited to noncohesive sediments.

2.3.2 Sediment Size

Of the various sediment properties, size has the greatest significance

to the hydraulic engineer, not only because it is the most readily measured

property, but also because other properties such as shape and specific gravity

tend to vary with particle size. The s~ze of an individual particle is not
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Local Effects Upstream Effects

1. Steeper slope 1. See local effects
2. Higher velocity
3. Increased transport
4. Degradation and

possible headcutting
S. Banks unstable
6. River may braid
7. Degradation in

tributary

Slope -

( b)

Downstream Effects

1. Deposition dow~stream

of straightened channel
2. Increased flood stage
3. Loss of channel capacity

I
I
I
I
I .I

Figure 2-6. Straightening a reach by cutoff.
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a primary factor in sedimentation study, but the size distribution of the

sediment that forms the bed and banks of a stream is of great importance.

A size classification embracing and expanding the Wentworth scale, which

has been recommended by the Subcommittee on Sediment Terminology of the Com-

mittee on Dynamics of Streams of the American Geophysical Union, contains

six consecutive size classes; boulders, cobbles, gravel, sand, silt, and

clay (Table 2-1).

2.3.2.1 Boulders

The boulder class has been of little interest when considering sediment

transport problems. In this range, size measurement of a single particle is

a relatively simple matter. Conversely, it is a difficult problem to establish

the size distribution of a bed of boulders due to the large volume of the

sample required and the size of the particles. Here, indirect methods are

commonly used, such as photographing the material through a grid.

2.3.2.2 Cobbles and Gravel

These two classes play an important role in problems of local scour and

resistance to flow and to a lesser extent considering bed-load transport.

Size of particles in this range may be determined by direct measurement of

either the volume or one or more diameters of typical particles (usually with

conversion of results to the normal diameter), or by passing the material

through sieves of the proper mesh SIze.

2.3.2.3 Sand

The sand class is very important considering sediment transport. Sand

sizes arc almost invariably determined by sieving or by the visual accumu-

lation tube.
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Table 2-1. Sediment Grade Scale (Rouse, 1950).

Approximate Sieve ~Iesh

Openings per Inch
U.S.

Size in ~ti II imeters ~I i c ron s Inches Tyler Standard Class
4000-2000 ......... . ....... . 160-80 ........ Very large boulders
2000-1000 ......... . ....... . 80-40 ........ Large boulders
1000-500 ......... . ....... . 40-20 ........ ~'ed ium boulders
500-250 ......... . ....... . 20-10 ........ Sma II boulders
250-130 ......... . ....... . 10-5 ........ Large cobbles
130-64 ......... . ....... . 5-2.5 ........ Small cobbles

64-32 ......... . ....... . 2.5 -I .3 ........ Very coarse gravel
32-16 ......... . ....... . 1.3-0.6 ........ Coarse gravel
16-8 ......... . ....... . 0.6-0.3 2 1/2 ........ ~tedium gravel
8-4 ......... . ........ 0.3-0.16 5 5 Fine gravel

0.16-0.08 9 10 Very fine gravel N4-2 ......... . ........ a
2-1 2.00-1.00 2000-1000 ......... 16 18 Very coarse sand
1-1/2 1.00-0.50 1000-500 ......... 32 35 Coarse sand

1/2-1/4 0.50-0.25 500-250 ......... 60 60 ~Ied ium sand
1/4-1/8 0.25-0.125 250-125 ......... 115 120 Fine sand
1/8-1/16 0.125-0.062 125-62 ......... 250 230 Very fine sand

1/16-1/32 0.062-0.031 62-31 ........ . ......... Coarse silt
1/32-1/64 0.031-0.016 31-16 ........ . ........ ~Iedium silt
1/64-1/128 0.016-0.008 16-8 ........ . ........ Fine silt

1/128-1/256 0.008-0.004 8-4 ........ . ........ Very fine silt

1/256-1/512 0.004-0.0020 4-2 ........ . ........ Coarse clay
1/512-1/1024 0.0020-0.0010 2-1 ........ . ........ ~ledium clay

1/10201-1/2048 0.0010-0.0005 1-0.5 ........ . ........ Fine clay
1/2048-1/4096 0.0005-0.00024 0.5-0.24 ........ . ........ Very fine clay
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2.3.2.4 Silt and Clay

The silt and clay classes are of considerable importance in the evaluation

of total sediment load when treating such problems as density currents, con-

solidation, channel stability, and the development of berms. Since silt sizes

lie below sieve range, size determinations must be made by a bottom withdrawl

tube, microscopically, or indirectly by a technique involving the relative

motion betlveen the sediment particles and a suspending fluid .

2.3.3 Fall Velocity

The primary variable defining the interaction of sediment transport

with the bed, banks, or suspended in the fluid, is the fall velocity of the

sediment particles. The value of the fall velocity depends on several factors

such as the concentration, the presence of a wall, and the influence of tur-

bulent velocity fluctuations. Frequently, the standard fall velocity is

used. This is defined as the fall velocity of a particle in motionless

distilled water of infinite extent at 24° C. Fall velocity is an important

variable used to estimate resistance to flol. and the rate of sediment transport.

It has been sho\Y11 that the bed configuration, resistance to flOl" and rate of

bed material transport in a sand channel may change significantly when the

fall velocity of the bed material changes.

Fall velocity may be evaluated using various formulas and diagrams which

can be found in Sediment Transport Technology by Simons and Senturk (1977).

2.3.4 Specific Weight and Specific Gravity

Specific gravity is an important factor extensively used in the analysis

of hydraulic and sediment transport problems. The specific gravity is the

rat i 0 0 f the Ive i ght 0 f a sol i d 0 r a f1 u i d tothe spec i f i c wei ght 0 f wa t er

at 4° C. TI1e specific gravity of a sediment particle ranges from 2.3 for
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coal to 7.6 for galena. Fortunately, water-borne sediments are mainly quartz

and felspathic minerals with a specific gravity of about 2.65. For this

reason, the specific gravity of water-borne sediments is often assumed to

be 2.65. However, this specific gravity must be assumed with caution.

Different kinds of specific weights and their determination are described

in Simons and Senturk (1977).

2.3.5 Size Distribution of Sediment

Sediment consists of many particles differing in size, shape, specific

gravity, and fall velocity. It is necessary to make statistical analyses of

these characteristics, as determined from an adequate number of samples of

sufficient size, in order to define fully the representative particle char-

acteristics of any sediment mixture as a whole. Tlle most commonly used method

is size frequency distribution. Sieve analysis is the most commonly used

method for size frequency distribution. In general, the results are presented

as cumulative size frequency curves. The fraction or percentage by Iveight of

a sediment that is smaller or larger than a given size is plotted against

particle size. From the size frequency curve, it is possible to obtain

representative sizes of sediment for use in describing the hydraulic properties

of a sand mixture related to: (1) the resistance to flow due to grain rough-

ness, and (2) the threshold condition which defines the beginning of transport.

The sediment size frequency distribution is essentially a probabilistic

approach used to help describe the transported sediment and the sediment mix-

ture forming the bed of a river. Experimental analysis shows that a cumulative

size distribution curve is similar to the cumulative distribution function (COr)

of the standardized normal distribution. The characteristics of the cor are

such tllat between the ordinates 0.8143 and 0.1586, the normal distribution

can be approximated by a straight line. In general, the straight line
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representing the COF crosses the sieve analysis curve at a diameter slightly

different from 84.13 percent or 1~.86 percent finer. To compensate for this

discrepancy, a gradation coefficient is defined as

°84 °50
G = (1/2) ( - + ) (2 -9)

°50 °16

where, G = gradation coefficient,

~
• j

°x the size of sediment for which x percent of the sample is
finer .

r
'\
"

j

:~

i
j

1
i j

L
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When 050 and G are determined, it is possible to locate the representative

line on probability paper and determine the representative sizes of sediment

between 016 and 084' such as 035' 065' and etc. that are utilized in

various equations. The method explained above is only applicable to "S"

normal distribution curves.

2.4 Forms of Bed Roughness

2.4.1 General

It is known that for flow in channels composed of sandy soils, a strong

physical interrelationship exists between the friction factor, the sediment

transport rate, and the geometric configuration assumed by the bed surface.

The changes in bed form result from the interaction of the flol', fluid, and

bed material. Thus, the resistance to flo\. and sediment transport are func-

tions of the slope and depth of the stream, the viscosity of the fluid, and

the size distribution of the bed material. The analysis of flo~ in alluvial

sand-bed streams is extremely complex. However, with an understanding of

the different type of bed forms that occur, the resistance to £10\. and sed-

iment transport associated with each bed form and how the variables of depth,

slope, viscosity, and etc. affect bed form, the engineer can analyze, antic-

ipate, eliminate, or alleviate problems that occur when \,orking with alluvial

rivers and channels.
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2.4.2 Bed Configuration, Flow Phenomena, and Resistance to Flow

The bed configuration is the array of bed forms, or absence thereof,

generated on the bed of an alluvial channel by the flow. The bed configu-

rations that may form in an alluvial channel are plane bed without sediment

movement, ripples, dunes, plane bed with sediment movement, antidunes, and

chutes and pools. These bed configurations are listed in their order of

occurrence with increasing values of stream power (T V, as defined in
o

Equation 2-6) or similar parameters for bed materials having 050 less than

0.6 mm. Sketches of typical bed configurations are shown in Figure 2-7.

2.4.2.1 Plane Bed Without Sediment Movement

If the bed material of a stream moves at one discharge but not at a

smaller discharge, the bed configuration at the smaller discharge will exist

as remnant of the bed configuration formed when sediment was moving. For

bed configuration without sediment movement, the problem of resistance to

flo\v is one of rigid-boundary hydraulics. Plane bed without sediment movement

has been studied to determine the flo~ conditions for the beginning of motion

and the bed .profiles that would form after beginning of motion. For a plane

bed without bed material transport, the Manning's roughness coefficient varies

from 0.012 to 0.016.

2.4.2.2 Ripples

In fine sand, ripples will usually occur as soon as particles show ap-

preciable movement. The separation zone downstream for a ripple causes very

little disturbance on the water surface. The concentration of sediment is

small ranging from 10 to 200 ppm. Resistance to flow is large with the

~Ianning's n varying from O.OlS to 0.05. As the depth of the flOlv increases,

resistance to flow due to bed roughness decreases.
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2.4.2.3 Dunes

When the shear stress and the stream power are gradually increased

over a bed of ripples, or if the bed material is coarser than 0.6 rom over

a plane bed, a new flow condition will be achieved that causes dunes to

form. Dunes cause large separation zones in the flow. With dunes, as with

tranquil flow over an obstruction, the water surface is always out of phase

with the bed surface. The flow accelerates over the crest of the dunes and

decelerates over the troughs. The sediment transport rate is relatively

small. The concentration of bed materials is approximately 100 to 200 ppm.

Resistance to flow caused by dunes is large, but not as large as that caused

by ripples formed of finer sand and at shallow depth. For dunes, the ~lanning's

n varies from 0.018 to 0.035. Resistance to flow increases with an increase

in depth for coarser sands (050 > 0.3 rom) and decreases with an increase in

depth for finer sands (050 < 0.3 rom). This is because the amplitude of dunes

can increase with the increasing depth so that the relative roughness can

remain essentially constant or even increase with increasing depth of flo\,.

However, a decrease in angularity of the dunes in finer sands as they in-

crease in size reduces their form roughness and their resistance to flo\, as

well.

2.4.2.4 Plane Bed With Sediment ~lovement

If the shear stress or the stream po\,er is continously increased, the

size of dunes increases until the dunes reach a maximum height at a certain

stream power. Thereafter, a transition regime is reached when the dunes

start to diminish in amplitude with the further increase of the stream power.

Finally, the dunes completely disappear and a flatbed is formed. In this

case, the concentration of bed material ranges from about 1500 to 3000 ppm.

I

I

I

I

I

I

I I
I

.J
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Resistance to flow is relatively low with the Manning's n varying from

0.014 to 0.022.

2.4.2.5 Antidunes

When the shear stress of the stream power is further increased, sand

and water waves gradually build up from a plane bed and from a plane water

surface. The waves may grow in height until they become unstable and break

like the sea surf, or they may gradually subside and subsequently reform.

The former have been called breaking antidunes, or antidunes, and the latter

standing waves.

With antidune flow, the water and bed surface waves are in phase. This

is a positive indication that the local flow is rapid (Froude number> 1.0).

Resistance to flow with antidunes depends on how often the antidunes form,

the area of the reach they occupy, and the violence and frequency of their

breaking. If the antidunes do not break, resistance to flow is about the

same as for a plane bed wi th sediment movement. The ~lanning I s n value

varies from 0.012 to 0.028.

2.4.2.6 Chutes and Pools

At very steep slopes, sand-bed channel flow changes to chutes and pools.

This type of flow consists of a long chute in which the flOh' accelerates

rapidly, a hydraulic jump at the end of the chute, and then a long pool in

which the flow is tranquil, but accelerating. Resistance to flow is large.

~Ianning's n varies from 0.015 to 0.031.

2.4.2.7 Recommended Values of ~Ianning's n

Floodplain study and sediment transport analysis are two completely

different analyses. For conservative estimation, it is recommended, I"ithin
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the range of Manning's roughness coefficients specified for each bed form,

that higher roughness coefficients should be used for flood studies and lower

roughness coefficients should be used for sediment transport analysis. Because

of the relatively wide variation in Manning's coefficient considering all

possible flow conditions and the full range of sand sizes, recommended values

for design are given in Table 2-2 .

2.4.3 Regime of Flow in Alluvial Channels

The flow in sand-bed channels is divided into two flow regimes with a

transition zone between. Each of these two flow regimes are characterized

by similarities in the shape of the bed configurations, mode of sediment

transport, process of energy dissipation, and phase relation between the

bed and water surfaces. The two regimes and their associated bed configu-

rations are:

A. LOI,er £101, regimes

1. Ripples
2. Dunes

B. Transition :one: bed configurations range from dunes to plane beds
or to antidunes.

C. Upper flow regimes

1. Plane bed with sediment movement
2. Antidunes

a. standing waves
b. breaking antidunes

3. Chutes and pools

I n Tab 1e 2- 3, varia t ion s 0 f d i ff ere nt va riab1es I, i t h flo I, reg i me 5 and

bed forms are given for two sand sIzes. A relationship (Figure 2-8) was

developed by Simons ano Rich;lrdson (1966) that relates stream pOI,er (r V),
o

mcJiJIl f\.1ll Jiametcr of bed m;lteriJI, and form roughness. If the depth,
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Table 2-2. Values of Manning's Coefficient n for Design of
Channels with Fine to Medium Sand Beds.

Manning's Coefficient n

I", l. ~

j

; '::;

J

L
L
I ~

'"
',j

• ..t

, ~

"

L

Bed Roughness

Ripples

Dunes

Transition

Plane Bed

Standing \'laves

Antidunes

For Depth and
Flood Control

0.025

0.035

0.030

0.022

0.025

0.030

For Sediment
Transport and

Bank Stability

0.022

0.030

0.025

0.020

0.020

0.025
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Table 2-3. Variation of Different Variables with Regimes of Flow and

Forms of Beo Roughness, (Sjmons and RjcharJson Flume
Experjments, 1971).

0.28 mIn Sand 0.45 mm Sand

l'orms of Total Load Total Load
Bed Concentra- n

Concentra- n

(ft 1/ 6) F Sxl0 2 (£t 1/ 6) F Sxl02Roughness tion (ppm) f r tion (ppm) f r

Plane 0 0.0301 0.016 0.17 0.011 0 0.0359 0.016 0.18 0.015
Ripples 1 0.0635 0.02 0.17 0.023 1 0.0521 0.020 0.14 0.016

Lower to to to to to to to to to to
Flow ISO 0.1025 0.027 0.37 0.11 100 0.1330 0.028 0.28 0.11
Regime Dunes ISO 0.0612 0.021 0.32 0.09 100 0.0-t89 0.019 0.28 0.06

to to to to to to to to to to
800 0.0791 0.026 0.44 0.16 1,200 0.1490 0.033 0.65 0.30 VI

0

1,000 0.0250 0.014 0.55 0.13 1,400 0.00115 0.016 0.61 0.37
Transition to to to to to to to to to to

2,400 0.0344 0.017 0.67 0.17 4,000 0.0798 0.022 0.92 0.49

Plane 1,500 0.0244 0.013 0.71 0.15
to to to to to

3,100 0.0262 0.014 0.92 0.28

Standing
Upper Waves 4,000 0.0200 0.011 1.0 0.36
Flow to to to to to
Regime 7,000 0.0406 0.015 1.6 0.62

Antidunes 5,000 0.0281 0.014 1.0 0.33 6,000 0.02·17 0.012 1.4 0.66
to to to to to to to to to to

42,000 0.0672 0.022 1.3 1.0 15,000 0.0292 0.014 1.7 1.0
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slope, velocity, and fall diameter of bed materials are known, one can

predict the form of bed roughness by using this relationship.

2.4.3.1 Lower Flow Regimes

Lower flow regime begins with the beginning of motion. The resistance

to flow is large and sediment transport small. The bed form IS either ripples

I
I
I
I
I
I
I
I
I
I
I
I
I
I

•I.
or dunes or some combination of the two. The water surface undulations, if

they exist, are out of phase with the bed surface and there is a relatively

large separation zone downstream from the crest of each ripple or dune.

Resistance to flow is caused mainly by form roughness.

2.4.3.2 Upper Flo~ Regimes

In the upper flow regime, resistance to flow is relatively small and

sediment transport is large. The usual bed forms are plane bed or antidunes.

The water surface is in phase with the bed surface except when an antidune

breaks and normally the fluid does not separate from the boundary. A small

separation :one may exist downstream from the crest of an antidune prior

to its breaking. Resistance to flow is the result of grain roughness ~ith

the grains moving, sand waves and their subsidence, and energy dissipation

when the antidune breaks.

2.4.3.3 Transitions

The transition zone encompasses the bed forms that occur during the

passage from lower regime to upper regime. The bed configuration in the

transition zone is erratic. It may range from that typical of the lower

flow regime to that typical of the upper flow regime, depending mainly on

antecedent conditions. The bed configuration may also oscillate between

dunes and plane bed due to clwngcs in rC'sistanec to flow ;1nd conscqucntly,

the ch:mges in depth and slope as the bed form changes.
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2.5 Sediment Transport

2.5.1 General

The amount of material transported or deposited in a channel reach is

the result of the interaction of two processes. The first is the transport

capacity of the reach. This is determined in part by the hydraulic conditions

which are a direct result of the water discharge, channel configuration, and

channel resistance. The other major factor is the sediment size present.

The second process is the supply of sediment entering a channel reach. This

is determined by the nature of the channel and watershed above the reach and

development that it may be subject to.

2.5.2 Type of Sediment ~lovement

Sediment particles are transported by flol'; in one or a combination of

the follol'iing I.;ays: (1) rolling or sliding on the bed, surface creep; (2)

jumping into the flow and then resting on the bed, saltation; and (3) sup-

ported by the surroun~ing fluid during its entire motion, suspension.

There is no sharp line bet~een saltation and suspension. Ho~ever, this

distinction is important as it serves to delimit two methods of hydraulic

transportation ~hich follow different la~s (i.e., traction and suspension).

Of course, sediment may be transported partially as saltation and then sud-

denly be caught by the flol'; turbulence and transported in suspension. Sediments

which move as surface creep or saltation and are supported by the bed are called

bed load. Sediments which are suspended and supported by flow are called

suspended load .

2.5.3 Sediment Transport Capacity

~lany equations have been developed to predict the sediment transport

rate under certain hydraulic conditions with certain sediment sizes. Among
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sediment loads. With the integration of these two methods, the estimation

them, the ~leyer-Peter, Muller (MP~1) equation is a simple and commonly used

of total sand transport capacity can be made .

method is one of the most widely recognized methods used to compute suspended

(2-11)

(2-10)

2.5.3.1 The f'.leyer-Peter, f'.lul1er Equation

The equation is

12.85
(T T ) 1. 5

qb =--- -
lOy 0 c

s

in which,

T = (1/8) pf y2
0 0

bed-load transport equation for fine and medium sand-bed channels; the Einstein

. r

~

~
'. !

..

I
I
I
I
I
I
I
I (2-1:?)

TO = the boundary shear stress acting on the grain,

the bed-load transport rate in volume per unit width for a
specific size of sediment,

I

where,

p

the critical tractive force necessary to initiate particle
motion,

the density of water,

I
Ys = the specific weight of sediment,

F. the dimensionless shear stress depending on flow conditions,

I
I

D = the size of sediment,
s

f = the Darcy-Weisbach friction factor (usually assumed 0.066),
o

y = the mean flow velocity.

I
The equation is based on the theory of beginning of motion :md the tractive

force exerted by the flow on the bed of a channel. The value of F. em be

I found from Shields I diagram presented in rigure 2-9. In the diagram, R.

I
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is the boundary Reynolds number,

shear velocity (U* = ITO/p ), and

o
s
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is the size of sediment, U* is the

is the kinemetic viscosity of the fluid.

I 2.5.3.2 The Einstein ~lethod for Suspended Sediment Load Estim:ltion

I
I
I

I. '

This method relies upon an integration of the sediment concentraion pro-

file as a function of depth. The nature of the profile is determined using

turbulent transport theory. The sediment profile is assured to be in equi-

librium and therefore, the rate at which sediment is transported upward due

to turbulence and the concentration gradient are exactly equal to the rate

I
at which gravity is transporting sediment do~nward. If the sediment concen-

tration is kno\\T1 at one point, then the entire concentration is determined.

The point of knOlm concentration is assumed to be the upper limit of the

bed-load layer. The resulting equation is

the bed load determined by using Equation 2-10 or other
appropriate bed-load equations,

(2-13)v
+ 2.5) II + 2.5 17

lJ*

w-I
K

[ (
(l - K) Iv

the suspended load,in \\'hich, q
s

I
I
I
I

U* = the shear velocity,
I
I

K

v

= the relative depth of the bed layer,

= the mean velocity of flow,

= a dimensionless parameter given byI w

and I = Einstein integrals, and
2

I (2-14)

the fall velocity of the sediment partiCle, andI
I

In Equation 2-14, v
S

K = the Luman cons tant (usua 11~' 0.4 is used).

I
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II and 12 are integrals which cannot be evaluated directly. One must

either use tables or numerical techniques.
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III. DESIGN CONSIDERATIONS

3.1 General

A predominant characteristic of alluvial channels is the change in

location, shape, and hydraulics that the channel and cross sections experi-

ence with time. These changes are particularly significant during periods

when alluvial channels are subjected to comparatively high flows. In most

instances, when considering the stability of alluvial channels, it can be

shown that approximately 90 percent of all river changes occur during that

five to ten percent of the time when large flows occur, if duration is

significant. Regardless of the fact that the majority of changes occur

I
I
I
I
I
I
I
I
I
I
I

J
J

,
.3

during comparatively short time periods, there may also be regions within

a river in which some degree of instability is exhibited for all flow

conditions. Also, any modification to a channel can significantly alter

the system.

Urbanization will always alter the natural river system, such as in-

creasing peak flow rates, decreasing sediment supply, encroachment into the

floodplain, and etc. Design of stable channels and hydraulic structures

must be considered and evaluated at the planning and design stages to pro-

teet from flood damages including human lives and property.

The large number of variables \.;hich affect the river channel are

interdependent. Najor hydraulic variables affecting channel design and

sediment transport are velocity, depth, and slope. ~Iajor factors I"hich

cause instability of channels and hydraulic structures ~lre degradation and

aggradation, general scour, local scour, lateral migration, subsurface flow,

uplift force, seepage, and freeboard.
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3.2 Velocity

Velocity is often accepted as the most important factor when designing

stable alluvial channels. A general rule is that sediment transport increases

lJ with flow velocity to the fourth power at low discharges and to larger powers

at high-flow discharges. Design velocity, during major flows, for channel

I ~
I .•

j
. 1
I •

I
l

L
!.

j
,"

J

improvements shall follow the recommendations as presented in Section 2.3.1A

of "Major Drainage" in the Urban Storm Drainage Criteria ~lanual, Volume 2.

3.3 Depth

In a natural river system, depth is an important indicator of: (1) the

size of the channel; (2) the stability of the channel; and (3) the shear

stress exerted on the channel boundary by the flow. Also, scouring power

of water increases in proportion to a third to fifth power of depth. Deisgn

depth, during major £1oh's, for various types of channel improvements are

recommended in "~laj or Drainage" of the Urban Storm Drainage Cri teria ~·fanual ,

Volwne 2.

3.4 Slope

The slope of the energy gradient plays an extremely important role in

the hydraulics of river channels. Slope is utilized in velocity equations

such as the Manning's equation to estimate velocity; it is also utilized in

the tractive force equation to estimate the tractive force exerted on the bed

and banks of open channels. A long reach of river channel may be subjected

to a general lowering or raising of the bed level over a long period of time

due to changing incoming sediment supply, such as urbanization, construction

of a reservoir, and etc. An equilibrium channel slope is defined as the

slope at wllich the channel's sediment transporting capacity is equal to the

incoming sediment supply. Under this condition, the channel neither aggrades
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nor degrades. The method and procedure for determining equilibrium channel

slopes for natural channels is shown 1n the design example in Section 5.2.2.2.

Normally, a slope of from 0.2 to 0.6 percent for grass lined channels as

recommended in Section 2.3.1C of "~lajor Drainage" in the Urban Storm Drainage

Criteria ~lanual, Volume 2, will be satisfactory. Slope could be steeper if

the channel is lined with concrete or riprap.

3.5 Degradation and Aggradation

A long reach of river channel may be subjected to a general degradation

or aggradation of the bed level over a long period of time. Degradation and

aggradation must be accurately anticipated; other\Vise, foundation depths

may be inadequate or excessive, depending on the magnitude of degradation or

aggradation.

The basic principle of degradation and aggradation is to compare, in

a reach, the sediment supply and the sediment transport. When sediment supply

is less than sediment transport, the flo\V will remove additional sediment

from the channel bed and banks to eliminate the deficit. This results in

degradation of the channel bed and possible failure of the banks. If the

supply entering the reach is greater than the capacity, the excess supply

will be deposited.

Degradation or aggradation can be evaluated qualitatively as described

1n Section 2.2.2 of this report. Unfortunately, the best methods to quanti-

tatively predict sediment transporting cllaracteristics of a waterway are

difficult, time consuming, and require specialized knowledge of the subject

for proper application. This makes them impractical for use by the design

engineer and thus, the sediment transport is either ignored or determined

by inappropriate methods. This points to the need for a method of analysis
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that is better suited to the design engineer's needs. Application of such

a methodology must be both accurate and efficient.

The design standard presents a sediment transport analysis method which

meets the above criteria. The determination of sediment transport as presented

in this design standard is based on easy to apply power relationships between

sediment transport rate and velocity and depth.

The sediment transport rate in a river can generally be presented by

a simplified equation relating to flow depth and velocity

(2
q = (y V

s 1

L where, qs

y

V

sediment transport rate in cfs/foot,

flow depth in feet,

flow velocity in feet per second,

(3-1)

with limitations of hydraulic parameters noted. Values of (1' (2' and

(_ are also pr~sented in Figure 3-1. The sediment transport rate should be
.)

(i

I 1
• J.

Values of (1' (2' and (_ for sand materials are presented in Table 3-1
.)

L

, ;

determined using the ~leyer-Peter, ~luller equation and the Einstein method as

presented in Section 2.5.3; hOh'ever, the above simplified equation I.;ith the

recommended values for (1' (2' and (3 will provide the design engineer

with a reasonable first-order estimate of sediment transport as long as it

is used within the specified limits of particle size and £101'; velocity. The

sediment transport rate sl,ould be determined for a variety of flow conditions

and sediment sizes likely to occur In the study reach.

The equilibrium channel slope is defined as the slope at I.;hich the

ch:mnel's sediment transporting capaci ty is equal to the incoming sediment

supply. Equilibrium slope should be determined for frequent flood flOWS,
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Table 3-1. Constants for Sediment Transport Equation.

, .-.-.,
~"" .

Class Size Geometric ~lean C1 C2 C3
(mm) (mm)

Very fine sand 0.062 - 0.125 0.083 58.50 x 10- 6 1.040 3.20

Fine sand 0.125 - 0.250 0.177 21.40 x 10-6 0.837 3.59
~

10- 6 0.535 4.05 N
~ledium sand 0.250 - 0.500 0.354 6.47 x

Coarse sand 0.500 - 1.000 0.707 2.90 x 10-6 0.239 4.36

Very coarse sand 1.000 2.000 1.410 2.37 x 10- 6 - 0.044 4.44

Limitations: (1) Sediment sizes from 0.062 to 2.00 mm

(2) Channel bed slope from 0.002 to 0.010

(3) FlolY velocities less than 25 frs.



43

'.~.,

20

10

~...,
30 ~

c..

50

40

60

o
2.0\.00.50.20.10.06

~
I I1\

~I ~
,

f\ &+-II \

\ Y "'" I t I
I I

~
I I . I

I I .

I I I I ; I
r-'I I I !

I \-c,v,o I I
I I i
I I II

\
;

I II
I I
I I

\

I
I

I1\ I

r-I I \ I
r--I'r- - I I

-----0-
~\- I

I
I !

i--nl I I 1,

\ t -w-
CzVs

D I I I
I I I-i-- ~

i~
~-

~ I

I I I I
'-'

I

2

o

5

4

'D
C
o

....
u

N

U

I .
[I:

r
r

\
I.. ,

l
L

I

l
r

\ .
I . D (m m)

Figure 3-1. Parameters for sediment transport
equation (Equation 3-1).



I
·l

I·~
'l

I j

I
~
.J
;.J

~1

I .1

I i
• ,I

I
~.

. (

I
I

"

I
J
1
~

I
I
I
I
I
I
I
I
I

i

44

such as an annual flood, because it is the frequent flood discharges that

dominant the long-term degradation or aggradation process. A design example

for determining equilibrium slope is given in Section 5.2.2.2. In addition

to the prediction of a long-term equilibrium channel slope, degradation or

aggradation from a rare flood event, such as a IOO-year flood, should also

be evaluated because the maximum short-term degradation or aggradation

usually will occur during a rare storm. The maximum degradation or aggra-

dation may not be evident after the storm event. Prediction of ultimate

degradation or aggradation of a storm can generally be made using mathe-

matical models.

For projects where a detailed quantitative analysis can be justified,

a series of programs have been developed by Simons, Li &Associates, Inc.

to determine the river response to a flood event. The sediment routing model

utilizes the hydraulic conditions determined by the U.S. Army Corps of

Engineers' HEC-2 program, but recognizes that the channel bed and banks are

movable and adjustable, responding to scour and deposition. Application of

the model requires knowledge of the characteristics so the model can be

calibrated and/or adjusted for each individual application.

3.6 General Scour

General scour usually occurs when flow area is contracted by embankments,

channclization, and accumulation of debris. Scour at contractions occurs

because the flow area becomes smaller tllan the normal stream and average ve-

locity and bed shear stress increase. Hence, there is an increase in stream

pol-Ier at the contraction and more bed material is transported through the

contracted section than is transported into the section .. I\s bed level is

lowered, velocity decreases, shear stress decreases, and equilibrium is

restored \.hen the transport rate of sediment through the contracted section

is equal to the incoming ratc.
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3.6.1 Flow Confined to the Channel

Consider a situation where a normal river channel is narrowed by a

contraction. Scour due to the contraction may be determined in the following

manner (Nordin, 1971). The approach flow depth Yl and average approach

flow velocity VI result in the sediment transport rate

3-1). Total transport rate to the contraction is WIQs1

q ( Equ~ltionsl

in which is

:.;a.,
',.>

r
width of the approach channel. If the water flow rate Q = W1Qsl in the

upstream channel is equal to the flow rate at the contracted section, then

by continuity,

(3 - 2)

Here, ql = YIVI and q2 = Y2V2 , and the subscript 2 refers to conditions

in the contracted section. The sediment transport rate at the contracted

section after equilibrium is established (i.e., the sediment transport rate

at the contracted section is equal to the sediment supply from the approach

channel) must be

(3-3)

Knowing q2 and and V
2 can be determined using q2 = Y2V2

and the sediment transport equation (Equation 3-1). Depth of scour due to

the contraction can be determined as

Y = Y - Y
s 2 1

3.6.2 Overbank Flow with Flow in the Channel

(3-4)

t'
Laursen (1960) developed an equation for scour at a contraction where,

In addition to channel flow, tllere is overbank flow concentrating the con-

tracted channel (designated by subscript 2). The equation to predict depth



For scour at bridges on a floodplain where there is no sediment trans-

the contracted channel flow rate that is greater than the approach
channel flow rate by the amount of flow on the floodplain,

Y = the flow depth,

(3-5)

(3-6)

46

6f
7 (3 + f)'

6 (2 + f)
7 (3 + f)'

the approach channel flow rate,

u*/vs f

< 0.5 0.25
1.0 1.00

> 2.0 2.25

W = the channel width,

n the Manning's roughness coefficient,

V the fall velocity of the bed material.s

3.6.3 Overbank Flow Only

I"here, Yl depth 0 f the approach channe 1,

VI = velocity of the approach channel,

WI = width of the approach channe 1,

port upstream, Laursen (1963) proposed that

Y2 WI 6/7
V 2

) 3/7( (
1

~= W-) y 1/3 2/32 120 0501

Here, U* = the shear velocity (/"i7P) in the approach channel,

exponent f is given below

where, c 1

c 2

Qc

Qt =

of flow at section 2 is
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Y2 = general scour of flow depth at the bridge,

Dso= the median diameter of the bed material at the bridge.

[
3.7 Local Scour

Local scour occurs in the bed at embankments due to the actions of

1
I :

[

~ .1
j

l'~
:..5
:1
:..':l

L

vortex systems induced by obstruction of the flow. Local scour occurs in

conjunction IVith, or in the absence of, degradation, aggradation, and general

scour. The basic mechanism causing local scour is the vortex of fluid re-

suIting from the pileup of IVater on the upstream edge and subsequent accel-

eration of flow around the nose of the embankment. The action of the vortex

is to erode bed materials aIVay from the base region. If the transport rate

of sediment aIVay from the local region is greater than the transport rate

into the region, a scour hole develops. As the depth is increased, strength

of the vortex is reduced, transport rate is reduced, equilibrium is re-

established, and scouring ceases.

The depth of scour varies \"i th time because sediment transported into

the scour hole from upstream varies depending upon tI,e presence or absence

of dunes. A mean scour depth bet~een the oscillation or scour depth is

referred to as equilibrium scour depth.

3.7.1 Local Scour Around Embankments

Detailed studies of scour around embankments have been performed mostly

in laboratories. According to the studies of Liu et a!. (1961), the equi-

librium scour depth for local scour in sand at a spill slope IVhen the floh'

j
.j

is subcritical is determined by the expression

1.1 ( ya )0.40 for 0.33
1 1

(3-7)

where, Y
s

= the eqlli librium scour depth measured from the mean hed level to
the bottom of the scour hole,
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where, Y
1

= the upstream flow depth,

a = the embankment length measured normal to the bank,

Fr
1

= the upstream Froude number.

If the embankment terminates at a vertical wall on the upstream side, then

Field data for scour at embankments for various size rivers is scarce, but

data collected at rock dikes on the Mississippi River indicate that

I
I
I
I

·1

....
I

the scour depth in sand nearly doubles. That is,

Y
~ = 2.15 ( ~ )0.40 Fr

l
o.33

Y1 Y1
(3-8)

(3 -9)

I
I
I
I
I
I
I
I
I
I
I

. ~

.,

determines the equilibrium scour depth for large a/Y
I

. It is recommended

that Equations 3-7 and 3-8 be applied to embankments with ° < a/Y I < 25 and

Equation 3-9 be used for a/Y
1

> 25. If a/Y
1

> 25, then scour depth is

independent of a/Y 1 and depends only on the approach Froude number and

depth of flol.; .

In applying Equations ~-/ and 3-8, the embankment length a is measured

from the Iligh waterline at the valley bank perpendicularly to the end of the

embankment. A definition of the embankment length for a natural channel with

riprap protection is shown in Figure 3-2. It is not uncommon to find depths

to be 30 percent greater than equilibrium scour depth. Lateral extent of

scour can be determined from the angle of repose of the material and scour

depth.

3.7.2 Local Scour DOIVT1stream of Hydraulic Structures

The scour dOIVT1stream of hydraul ic structures, such as sti lling basins,

diversion works, and etc., occurs frequently in engineering application.

Figure ~-3 summarizes the possible flow conditions dOlmstream of hydraulic
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High Water Line

~~~t--Riprap Protection

Figure 3-2. The embankment len':th measured
normal to the flol\.

Natural Channel

Bank
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structures which are of particular interest in major drainageway design. The

term S represents the depth of scour, q is the discharge per unit width,

and hd the depth of flow downstream of the structure.

For the condition in Figure 3-3, a formula defining the scour depth was

proposed by Schoklitsch in 1932. It can be written as

S = 4.75 H
O.2 0.5

q
o 0.32

90

(3-10)

i'~.'
,.

where, S

hd

q

090

H

= the depth of the scour hole, meters,

= the downstream water depth, meters,

= the water discharge per unit widtJl, cubic meters per second
per meter,

the particle size for which 90 percent of the material is
finer, millimeters,

= the vertical distance between the energy grade line and the
downstream water surface, meters.

I
.;

I... ;

\-]
1

l~

L,
l'1:-
L ,!

: 1

\ -.

lJ

This formula is in metric units. To use the units of S, H, and hd in

feet, q in cfs, and 090 in millimeters, the constant should be 3.75 instead

of 4.75. Also, this equation has not been adequately validated for very large

particle sizes (090 ~ 12 inches). For larger sizes of partiCles, physical

modeling, or some type of field verification based on performance of similar

structures, is advised.

3.8 Total Scour

THE TOTAL SCOUR THAT C~~ OCCUR AT A STRUCTURE OR PERTINE~T LOCATIO~ IS

EQUAL TO THE SU~l OF OEGRJ\OATIO~, GENERJ\L SCOUR. A~O LOCAL SCOUR. Bank pro-

tcction and protection at structures should extend to a depth beloh' the

channel bed equal to the total scour.
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3.9 Lateral Migration

3.9.1 General

Alluvial channels of all types deviate from straight alignment. The

thalweg oscillates transversely and initiates the formation of bends. Lat-

eral migration tendencies can be quantitatively evaluated based on a kno\V-

ledge of geomorphic concepts. A meandering alluvial river has three addi-

tional degrees of freedom to adjust its geometry beyond those for a straight

alluvial river (i.e., meander wavelength, wave amplitude, and radius of

curvature may all change with time). The extend of possible lateral channel

migration depends upon: (1) the meander belt \Vidth; (2) the rate and direc-

tion of the channel's lateral migration; and (3) the possible change of

channel alignment due to the development of cutoffs upstream and dOlfflstream

of the site.

The probable maximum meander wavelength, the probable maximum wave

amplitude, and the probable maximum radius of curvature during the project's

lifetime are estimated by the relations between meander dimension parameters.

Aerial photographs of the past and present are extremely useful in assessment

of the changes of all meander dimension parameters.

3.9.2 Lateral Migration Potential

The potential for lateral migration increases as a river becomes more

sinuous. If the river system under consideration is straight or has a low

sinuosity potential, lateral migration \ViII be small. Figure 3-4 shows the

individual meander characteristics, :\ the meander wavelength, a the ampli-

tude, R the radius of curvature, :md B top Ividth of the chJ.J1ne I .

In order to understand the migration process of J. specific river system

thoroughly, a IJ.rge reach of river should be studied to determine the range

of meJ.nder characteristics. The IJ.teral migration potential at a specific



[1 53
.~

~.J
I 1
':J

"-3
j

1.1

P
n
"1
l ~

r
!.: A
, '
, ••1

I
,

l
I

~

I •

:~

j
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site on the river system, such as a hydraulic structure location, is estimated

by comparing the meander characteristics of the specific site to the range

of meander characteristics of the river system. If the amplitude and radius

of curvature at the specific site are smaller than the average of the river

system, then the migration tendency will be small. However, if the amplitude

and radius of curvature are greater than the average of the river system, the

migration tendency will be greater.

\fuen lateral migration potential is high, engineering control measures

to prevent failure of a structure are necessary. Two possible measures to

control lateral migration are bank stabilization and channelization. It is

important to mention again, that the estimation of lateral migration is a

qualitative engineering judgment based upon past and present river responses.

3.10 Seepage Force

Seepage forces occur whenever there is inflow or outflow through the

bed material and banks of a channel formed in permeable alluvium. The in-

flow or outflow througJl the interface between water and channel wall depends

on the difference in pressure across the interface and the permeability of

the bed material. The seepage force acts to reduce or increase the effective

weight and stability of the bed and bank materials depending on inflow or

outflow. As a direct result of changing the effective weight, seepage force

can influence the form of bed roughness and the resistance to flol" for a

given channel slope, channel shape, bed material, and discharge.

Seep~ge force may create an upl"ard hydrostatic pressure on structures

(uplift). The magnitude and distribution of seepage forces in a founJ:J.tion

and the amount of unJerseepage for a given coefficient of permeability can

be obtained from a flow net. The weighted-creep theory as developed by

Lane (1935) is suggested as a means for designing hydraulic structures on
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pervious foundations to be safe against uplift pressures and piping.

theory defined weighted-creep ratio as

Lane's

(3-11)

where, C weighted-creep ratio,
w

L
H

horizontal or flat contact distance (flatter than 45°) ,

L vertical or steep contact distance (steeper than 45°),
v

H = head on structure (headwater - tailwater).

I:~

..~.,'.

1
:

" .
( ,
, .,

: ;
: '.1

Lane's recommended weighted-creep ratios are given for various foundation

materials in Table 3-2. A definition sketch of the variables in Equation

3-11 is presented in Figure 3-5 for nonporous liner and cutoffs.

Piping under the structure foundation' occurs h'hen the uploJard seepage

force at the dO\\TIstream toe of the structure exceeds the submerged weight

of material. The soil would be flooded out and the erosion would progress

backwards along the seepage flowl ine unti 1 a "pipe" would be formed, allowing

rapid flow under the foundation and subsequent failure of the structure.

Cutoff walls, aprons, and drains are generally installed to control

the amount of seepage under the structure and to limit the intensity of

the uplift so that the stability of the structure will not be threatened.

The weighted-creep theory does not apply to porous liners such as

riprap. Porous liners with proper filter underneath will prevent the liner

from failure due to seepage force, provided tl13t the submerged weight of

the liner is greater than the uplift force. For porous liners, cutoff walls

for the purpose of reducing seepage force are not required.

3.11 Bank Erosion

The banks of alluvial rivers experience \'arying degrees of flow. Forces

that cause the movement of \oJater through thc b:mk matcrial may be generatcd
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Fine sand 7.0

Medium sand 6.0

Coarse sand 5.0

2.5

1.6

2.0

1.8

3.0

3.0

Very hard clay or hardpan

~laterial C
w

Table 3-2. Weighted-Creep Ratios.

Boulder with some cobbles and gravel

Hard clay

~ledium gravel 3.5

Soft clay

Very fine sand and silt 8.5

Coarse gravel including cobbles

Fine gravel 4.0

1-1edium clay
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Figure 3-5. Definition sketch for weighted-creep theory for
nonporous liner and cutoffs.
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by several factors:

1. On the rising stage of the design hydrograph, a gradient develops,

sloping from the river channel into the bank material. On the

falling stage of the design hydrograph, the energy gradient re-

verses direction and water moves through the bank toward the river

channel decreasing the stability of the bank .

2. If the water table is higher than river stage, flow will be from

the banks into the river. The high water table may result from

many conditions: (a) a wet period during which water draining from

adjacent watersheds saturates the floodplain to a higher level; (b)

poor drainage conditions resulting from deterioration or failure

of drainage systems; and (c) increased infiltration resulting from

changes in land use causing an increase in water level.

The presence of water in the banks of rivers and its movement toward

or away from the river, affect bank stability and bank erosion in various

ways. The related erosion of banks resulting as a consequence of seepage

force, piping, and mass wasting.

3.11.1 Piping

Piping is a phenomenon common to the alluvial banks of rivers and foun-

dation soil of structures. For banks that are stratified with lenses of

sand and coarser material sandwiched between a layer of finer cohesive

materials, flow is induced in the more permeable layers by changes in river

stage. With a rise in river stage, a gradient is developed th:lt induces

£lol" into the more permeable lenses of the banks. As the stage drops, the

energy gradient is reversed and significant flow occurs toward the river

in the more permeable lenses. If the £101" through the permeable lenses is
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capable of dislodging and transporting particles from the permeable lenses,

the material is slowly removed, undermining portions of the bank. Without

this foundation material to support the overlying layers, a block of bank

material drops down and results in the development of tension cracks that

may allow surface \vater to enter J further reducing the stability of the

affected block of bank material. Bank erosion may continue on a grain-by-

grain basis or the block of bank material may ultimately slide downward and

outward into the channel causing bank failure.

3.11.2 Mass Wasting

An alternate form of bank erosion is caused by local mass wasting.

If the bank becomes saturated and possibly undercut by the flowing water,

blocks of the bank may slump or slide into the channel. ~lass \",asting may

be further aggravated by construction of homes on river banks, operation of

equipment on the floodplain adjacent to the banks, added gravitational force

resulting from trees, location of roads that may cause unfavorable drainage

conditions, saturation of banks by leach fields from septic tanks, and in-

creased infiltration of water into the floodplain as a result of changing

land use practices.

3.12 Forces Causing Erosion

Erosion of river banks and modifications to channel geometry occur when

the net result of all forces acting on the erodible material exceeds the

net result of all forces tending to hold the material in place. In general,

erosion occurs as shown in Figure 3-6. The most important force is the

tractive force. The tractive force can be approximated by the relation

ydS
e

(3-12)
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IW.L. : First of the Water Level

ZW.L. : Second Stage of the Water Level

~~:~~~9~ ....• SU. ~~
.~----- -

Stage 1: Man-made trapezoidal section.
Stage 2 :, Initial erosion at the toe of the side

slopes.
Stage 3 : Advanced stage of bank erosion.
Stage 4 : Sides sliding into the channe1.
Stage 5: Final shape of the section.

Figure 3-6. General erosion process.
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where, 'b = stress acts on river bed,

y = specific weight of the water-sediment mixture,

d depth of flow at the location where the shear stress is to be
estimated, and

S slope of energy gradient.
e

The specific weight of the water-sediment mixture is used in Equation

3-12 because the presence of suspended sediment in the flow increases the

specific weight of the water-sediment mixture and increases its apparent

viscosity. These characteristics of the flow directly affect the velocity,

velocity distribution, shear stress, and consequently, the rate of erosion.

To estimate the stability of a river channel, the critical shear stress

which is just sufficient to initiate movement of bed material can be approx-

imated from the Shields' diagram (Figure 2-9) if there is no sediment being

introduced into the channel. If the shear stress acting on the bed of

the river (as determined in Equation 3-12) is greater than the critical shear

stress, the bed material will be in motion.

The same principle can be used to estimate the critical shear strcss

and the actual shear stress action on the banks of the river. The actual

shear stress on the sides of the channel relative to t:~ shc3r strcss on

the bed is given in Figures 3-7 and 3-8.

For a wide channel, the maximum value of shear stress on the bank IS

0.77 times the maximum shear stress on the bed:

(3-13)

The critical shear stress for the matcrial on the river b:mk can be

estimated utili:ing Figure 2-9 to give critical bed shear stress and then,

rcducing this valuc by a factor K to allow for thc gravitational component

of forces on the bank particles:
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(T S) c
K cose II (tan 2a/tan L ¢)= =

(T b) c

where, (T s) c the critical shear stress on the side,

(1 b) c = the critical shear stress on the bed,

(3-14)

e = the angle of the side slope,

= the angle of repose of the bank material which can be
estimated from Figure 3-9.

I:~

:J

: I

:1
'I

3.13 Effects of Bends

Because of the change in flow direction in the bend, there is a cen-

trifugal force that causes superelevation of the \oIater surface.' That is,

the water surface is higher at the concave bank (outer bank) than the convex

bank (inner bank). There are many equations for evalu::ning the superelevation

and the differences in the superelevations that are obtained using these

r~ equations are small. The following equation for computing the superelevation
,J

was recommended by Richardson et al. (1975):

! .)
, ,
. .2 where, t:,.Z

t:,.Z =

the superelcvation,

(3-15)

L
I 1

"

",

.~
, J

r = the radius at the center of a bend,c

W = the top of the channel.

In a bend, the boundary shear stress acting on the outside bend also

increases due to the uneven velocity distribution across a cross section,

The veloci ty of £10\01 is generally higher on the outside of the bend and

smaller on the inside. These changes in velocity cause even larger ch:mges

in the boundary shear stress acting on the bed and banks of the river. The

L analysis presented in Section 3.12 applies to essentially straight reaches

of river channel. This method of analysis can be extended to apply to the
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outside banks of a river system by considering the lateral velocity distri-

bution resulting from the properties of the river bend. A graph relating

the boundary shear stress in a curved reach to that of a straight reach is

given in Figure 3-10. This figure shows the factor by which the mean shear

stress is increased for the outside bends in curved channels. This value

changes depending on the curvature of the channel. The stability of the

channel bed and banks can be evaluated using the value established from

Figure 3-10.

3.14 Freeboard

Freeboard is the vertical distance from the water surface elevation of

the design flo\\' to the top of channels or structures. The freeboard for a

channel will depend on a number of factors, such as si:e of channel, velocity

of water, curvature of alignment, storm water entering the channel, wind,

and ~ave action. In channel design, the wave due to wind action is not

significant. In sand-bed channels, however, the wave height due to an anti-

dune should be considered for upper regime flows. The maximum ~ave height,

due to antidune before breaking, can be computed as:

where,

22.. V= Oa14
g

h = the antidune \\'ave height,
a

v = the mean flow velocity in the channel.

(3-16)
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The minimum freeboard should be the sum of the velocity head, superclcvation,

and one-half of the 3ntidunc wave height, but not less than the freeboard

speci fied in Section 2.3 .1E of "~laj or Dr3inage" in the Urban Storm Drai nagc

Criteria ~13nu31, Volume 2.
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IV. DATA REQUIREMENTS

4.1 General

The primary purpose of this section is to identify data needs for the

geomorphic and hydraulic analyses of river systems. Although large volumes

of data relative to the morphologic and hydraulic characteristics or rivers

have been collected, much of this data is not readily obtainable. Conse-

quently, the search for data, which is a necessary preliminary step to any

river system analysis, can consume a significant portion of the time and

money allocated to a given study. With a view toward minimizing the invest-

ment in the data gathering effort, a checklist is provided to serve as both

a guide for data gathering and as an outline of basic considerations for

the analysis of the impact of historical and proposed development activities

on the river environment.

4.2 Checklist for Data Needs

The type of data needed for qualitative and quantitative river analyses

and the relative importance of c:lch dat:l type, arc listed in T:lble 4-1. D:lta

with a degree of import:lnce "primary" are b:lsic data required for any geomor-

phic, hydraulic, and environmental study of a river. Whenever possible,

these data should be directly collected from the field. Other data with

a degree of importance "secondary" are also very helpful in an analysis of

a river, but are considered a secondary rcquirement. It must be noted th:lt

certain categories of data, including hydrologic, hydraulic, channel geometry,

and hydrographic, are extremely dynamic in n:1ture and strongly a function of

past :lnd present conditions. Therefore, available d:lt:l should be validated

:lg:linst today's river system conditions to determine their acceptability for

the analysis.
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Table 4-1. Checklist of Data Needs.

Description of Data

Hydrology

Design discharges with anticipated urbanization

Design hydrographs with anticipated urbanization

Flood frequency curves

Flood history

Hydraulics

Channel geometry

Bed slopes

Backwater calculation

Channel type (braided, meandering, straight)

Channel controls (drops, restrictions, diversions)

Roughness coefficients

Soils

Bed material size distribution

Bank material size distribution

Bed load

Suspended load

Wash load

Hydraulic Structures (existing and planned structures)

Plans and design details

Scour survey around hydraulic structures

Alterations and repairs

Aerial Photographs

Recent and past photographs shoh'ing the river and
surrounding terrain

Degree of
Data Importance

Primary

Primary

Primary

Secondary

Primary

Primary

Primary

Secondary

Primary

Primary

Primary

Primary

Primary

Primary

Secondary

Primary

Second;uy

Secondary

Primary
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Table 4-1. Checklist of Data Needs (continued) .

Description of Data

Land Use

Existing land use

Planned land use maps

Field Surveys

Topographic maps

On site inspection and photographs

Observe channel changes or realignment since
last maps or photographs

Sample sediments

~leasure water and sediment discharge

Identify high waterlines or debris deposit due
to recent floods

Subsurface exploration

Primary

Primary

Primary

Primary

Primary

Secondary

Second.:lry

Secondary

Second.:lry
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V. DESIGN STANDARDS

5.1 General

The characteristics of sand bed channels, general design considerations,

and data requirements are discussed in previous chapters. The primary pur-

pose of this chapter is to establish a standard for designing major drain-

ageway channels and hydraulic structures. The design standard for each type

of structure includes its applicability, design procedures, design aids, and

an illustration to assure that there will be certain uniformity in performance

with respect to design and construction of major drainagel"ay channels and

hydraulic structures on sandy soils.

5.2 Design of Stable Channel

5.2.1 General

Stable channel cross sections formed in sandy soils are usually wide

and shallow because the fine particles cannot withstand high velocities,

turbulence, and tractive forces. Stable channel designs uSlng maximum per-

missible velocity or critical shear stress criteria are frequently utilized.

These methods often result in large geometric sections. In many cases, the

right of way required by a wide channel is impractical and uneconomical.

The design of a stable channel in the sediment laden stream usually requires

bank protections. It is possible to obtain a more practical section by using

a properly designed lining. Channel linings commonly used are grass, concrete,

riprap, or gabion.

In sand-bed channels, stabili:ation of channel banks is critical because

the channel banks are subjected to forces that cause lateral shifting. Chan-

nel stability may be accomplished utilizing channel bank protection only.

However, the equilibrium channel slope must also be evaluated and provided

so that major drainageway facilities can be properly designed .



I ~..
I

.4

I j
;

,2

I 1...
. J

I ~,.:
"

I .j
i

.j

I i

I ",
--

I )

'1

I ';
1.

I
I
I
I
I
I
I
I
I
I ,

i,
j

71

5.2.2 Design Criteria

5.2.2.1 River Morphology and River Response

The hydraulic and geomorphic response of channels to imposed natural

and man-made changes can be evaluated utilizing different relationships,

methods, and levels of analysis. In all cases, it is of value to initially

analyze the behavior and response of a system utilizing qualitative geomor-

phic and hydraulic response relationships. These methods of analysis are

simple to apply and even with the most sophisticated methods of analysis,

this geomorphic and hydraulic analysis provides a valuable check on the

final quantitative results. The river morphology and river response is

covered in detail in Section 2.2 of this report.

5.2.2.2 Equilibrium Slope

The equilibrium channel slope is defined as the slope at which the

channel's sediment transporting capacity is equal to the incoming sediment

supply. That is,

(5 -1)

where, (Qs)in = supply rate of sediment into the channel reach, and

(Qs)out= supply rate of sediment out of the channel reach.

The equilibrium channel slope is used to predict the river response to

man-induced changes. The evaluation will provide an understanding of the

long-term effects such measures as channelization or reducing sediment

supply due to urbanization will have on the channel profile.

5.2.2.3 Design Discharge

The design disch:ITge for equilibrium channel slope determin:ltion is a

discharge for ,,,hich the sediment supply. is to be determined. The design

discharge should be a discharge which will determine the long-term response
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of the channel. In most cases, the mean annual flood is recommended. A

peak discharge of two-year retutn period may be used if the mean annual

flood is not available. In addition to the prediction of a long-term equi-

librium channel slope, degradation or aggradation from a rare flood event,

such as a IOO-year flood, needs to be evaluated because the maximum short-

term degradation or aggradation usually will occur during a rare storm .

5.2.2.4 Supply Reach

A major controlling factor when assessing channel response is the up-

stream sediment supply. Whether a channel degrades or aggrades strongly

depends on the balance between the incoming sediment supply and a reach's

transporting capacity. This is especially true for channels ~here armoring

does not occur.

It is extremely important to understand that the supply system is being

subjected to conditions that can drastically alter the sediment supply. The

major alteration is a result of the increasing urbani:ation of the area.

In many regions, the urbani:ation process is viewed as increasing the

sediment supply because of order-of-magnitude increases in erosion during

construction functions. HOI"ever, if the land has protective cover, added

exposure to erosion is much less significant than in many other environments.

The major effect in this case, is actually a reduction in sediment supply

during urbanization because of clear \Vater releases from sedimentation and

flood water retention structures required by regulations. Supply is also

reduced if land owners take measures to prevent erosion due to flows crossing

their properties. Covering the soil \Vith pavement, rock, houses, and vege-

tative landscaping such as lal,"s, reduces erosion. All these bctors con-

tribute to bring less sediment to the river system. Thus, as urbanization
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continues, there should be a corresponding decrease in sediment supply to

a major drainageway.

Incoming sediment supply is very difficult to estimate. A practical

way to estimate the incoming sediment supply is to select a supply reach.

The supply reach must be close to its equilibrium condition. Usually, the

supply reach is selected from (1) a natural channel reach, upstream of the

design reach, which has not been disturbed by man's activities; or (2) an

upstream channelized reach which has been in existence for many years and

has not experienced a recent change in profile or cross section. The sed-

iment transport capacity of the supply reach can be calculated and used as

the incoming sediment supply.

5.2.2.5 Sediment Transport Equation

The sediment transport capacity in a river can generally be roughly

estimated by a simplified equation that is a function of flow depth and

velocity. The sediment transport capacity should be determined using a

combination of the ~Ieyer-Peter, ~luller equation and the Einstein method

as presented in Section 2.5.3 of this report. The sediment transport ca-

pacity should be determined for various flow conditions and sediment sizes

and distributions likely to occur in the study reach. Sediment transport

equations for sand materials and their parameter ranges have been presented

in Section 3.5 of this report.

The sediment transport capacity can be approximately estimated using

the sediment transport equation and using only the 0
50

sediment si:e.

HOI,ever, a detailed calculation using sediment size fractions is recorrunended.

5.2.2.6 Sediment Size

The sediment transport equ:ltions are based on the assumption that all

the sediment sizes present can be moved by the flol•. If this is not true,



74

armoring will take place. The equations are not applicable when armoring

occurs. The potential for armoring can be determined using Shields' critical

shear stress criteria as presented in Figure 2-9. The bed shear stress is

T = yRS or T (l/8) pf V
2

0 0 0

in which, y = the specific weight of water,

R = the hydraulic radius,

S the energy slope,

p = the density of water,

f = the Darcy-lveisbach friction factor,
0

V the mean flo", velocity.

The diameter of the largest particle moving is then,

D = T /0.047 (S - 1) y
0 s

[

[

['

I .;

t ~

given by two equations that are closely related.

is usually the most simple one to utilize.

The equation T = yRS
o

(5- 2)

(5 -:3)

in ",hich, D

'S s

= the diameter of the sediment,

= the specific gravity of sediment,

l
L

0.047 = the recommended value of Shields' parameter.

(All units are in feet, pounds, and seconds.) If no sediment of the computed

size or larger is present, the equations are applicable.

These equations were developed for sand-bed channels and do not apply

to conditions "'hen the bed material is cohesive. The equations ",ould over

predict transport rates in a cohesive channel.

5.2.3 Design Procedures and Example

5.2.3.1 Equilibrium Slope Determination

1. Determine dominant discharge (mean annual flood or two-year storm

peak discharge).
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2. Select upstream supply reach and obtain the following pertinent

information:

a. channel geometry
b. channel slope
c. sediment size distribution
d. channe 1 res i stance (n)

3. Obtain the same pertinent data as in Step 2 for the channelization

under consideration.

4. Calculate the I,ydraulic conditions based on the dominant discharge.

5. After is has been shown that the sediment transport equation is

applicable, the sediment supply from the upstream channel is com-

puted using the equation. The calculated sediment supply is per

unit width. The total sediment transport rate is obtained by

multiplying the rate per unit \.idth by the top width.

6. Determine the equilibrium slope for the dO\o,'nstream channel \.ith

the sediment supply rate determined in Step S. This requires a

trial and error procedure by which a given slope is chosen to

compute the flO\. condi tions and from the floh' condi tions, the

sediment tr~msport is calculated. When the computed rate is

equal to the supply rate, the equilibrium slope has been found.

7. Based on the hydraulic conditions at equilibrium slope, estimate

the largest particle size moving for armoring control check. Also,

compare hydraulic parameters with the range of parameters for ap-

plication of the equations.

8. Check whether the channel \.i 11 be degraded or aggraded during the

design storm event.

I
I
I

I
I

I
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5.2.3.2 Design Example

The following is an example of the procedure by which the equilibrium

slope of a channel can be calculated. The physical layout of the system

is given in Figure 5-1. The upstream channelized section has been in exis-

tence for many years and has not changed significantly. It has been proposed

that the channelization be carried out the remainder of the distance to the

main river because of a proposed development along the unchannelized portion.

The proposed downstream channel is limited by the available right of way and

economic considerations. Determine the equilibrium slope and channel degra-

dation or aggradation during a 20-year storm of 900 cfs.

1. Pertinent information:

I .~

iJ
I~

J

Dominant discharge

Channel slope

Upstream Channel

250 cfs

trapezoidal

Downstream Channel

250 cfs

trapezoidal

",'I

i
.j

Sediment size' distribution

Channel resistance

Side slopes

Channel slope

See Figure 5-2

0.025

2: 1

0.004

0.025

2: 1

0.003

2. Compute the hydraulic conditions assuming normal depth at Q = 250 cfs.

IJ
"I
" ,

I I

Hydraulic conditions:

Y = 2.0 feet

v = 5.21 feet per second

Y = 1.7 feet
n

?
A 48 feet-

IV = 28 feet

Fr 0.71

[~

The variable Y is the hydraulic depth (A/W). Since the sedi­
n

ment transport equations were developed for a unit width channel,

the hydraulic depth is a better representation of the average

channel characteristics than the th~lweg depth, Y.



I 'j.,
77.~

I :~

~--...

I I ~

I 5=0.003
, " Main River \~ previously channelized

I 'j V

I·
unChonne~-

1000'

I 1,
..!

I "

I
'1

• J

I Present Upstream Channel
.;

~
w

~I :l \l
I

A b)

I .1

I 20' -I,
, 1

I
I

Proposed Downstream Channel

~I 1/w

I \l

~ A ~I

I ~IO'~

I
J

I
r-igure 5-1. Physical layout of design example.

d

1
:

I
I
I i

_1



-
I ...... -- ._ •.J6L

,---.
t.o".'.-l·

3.02.01.00.5

Particle Size (mm)

0.1

Very Fine Sand 3 % V- Fine Sand 17%
/

Medium Sand 39 % V
Coarse Sand 31.5% L- Very Course Sand 9.5%

V0110 : O,43mm

I--

V
/

/
/

/
/

/
-

/

/
,-- _.

o
0.06

20

80

100

60
L-
ev
c
iL...
c
ev
u
L-
ev
a.. 40

r·, , Sf" It d, . hI. . 1 " 1( ,



1
1

1
~

_ .'

1
J

0.20 cfs ..

10-6(2.13) 1.04(5.40)3.20

-210 c fsl foot.

-2
0.17 x 1.25 x 10 )

+ ( 0.315 x 0.44 x 10-
2

)

58.5 x

= 2.83 x

+ (0.39 x 0.69 x 10-
2

)

+ (0.095 x 0.35 x 10-
2
)] =

K. = fraction of sediment size of q .. Then,
1 Sl

Very fine sand:

79

W = 21.68 feet,

_I

Q
s

= 28 [(0.03 x 2.01 x 10 -) +

Very fine sand: qs 1 = 58.5 x 10-6 (1.7)1.04(5.21)3.20

2.01 x 10- 2 cfs/ foot.

Fine sand: Qs2 = 21.4 x 10-6 (1.7)°.837(5.21)3.59

-2
1.25 x 10 cfs/foot.

10-6 (1.7)0.535(5.21)
4.05

tvledium sand: qs3 = 6.47 x

-2
0.69 x 10 cfs/ foot.

Coarse sand: Qs4 = 2.90 x 10-6 (1.7)°.239(5.21)4.36

= 0.44 x 10- 2 cfs/foot.

Very coarse sand: qs5 2.37 x 10- 6 (1.7)-0.044(5.21)4.44

= 0.35 x 10- 2 cfs/ foot.

The sediment transport by size fraction is:

Determine the equilbrium slope based on an upstream sediment supply

of 0.20 cfs. Assume V = 5.40 fps, then,

250/5.40
1 feet,A = = 46.30 feet- , y = 2.13

n

y = 2.92 feet, R = 2.01 feet.

where,

Total sediment supply is given by:

port equation in Section 3.5.

Calculate sediment supply from upstream using the sediment trans-

4.

3.

}
j

1,

-'
1
J

J
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I J
I
I
I
I
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I
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[

r

Fine sand:

Medium sand:

Coarse sand:

Very coarse sand:

21.4 x 10-6 (2.13)°.837(5.40)3.59

= 1.72 x 10-
2

cfs/foot.

= 6.47 x 10-6 (2.13)°.535(5.40)4.05

-2= 0.90 x 10 cfs/foot.

= 2.90 x 10-6 (2.13)°.239(5.40)4.36

-2= 0.54 x 10 cfs/foot.

= 2.37 x 10-6 (2.13)-0.044(5.40)4.44

= 0.41 x 10- 2 cfs/foot.

[(0.03 x 10 -2) -?
Qs

21.68 2.83 x + (0.17 x 1.72 x 10 -)

10- 2) -?
+ (0.39 x 0.90 x + ( 0.315 x 0.54 x 10 -)

+ (0.095 x 0.41 x 10- 2)] = 0.203 cfs = 0.20 cfs.

Total sediment transport capacity is:

and the channel is stable(Q ) is equal tos inNote that

," ...

\
' j

'/

for the assumed velocity. The equilibrium slope for the dominant

flow is then calculated using
f I. ",
, >
~

.." V = 1.486 R2/ 3 SI/2
0.025 '

for

V = 5.40 fps,

R = 2.01 feet,

S = 0.0033.

If the (Qs)in is not equal to (Qs)out' assume another velocity.

The solution involves a trial and error process.

s. Compute the largest particle being transported based on equilibrium
i

: 4 slope using Equation 5-2.

T = yRS =
o

62.4 x 2.01 x 0.0033
2

= 0.41 pounds per feet



6. Design the downstream channel at a slope of 0.0033.

All sediment smaller than 25.9 mm will be moving and armoring will

o = 0.41/0.047 (2.65 - 1) 62.4 = 0.085 feet = 25.9 mm.

0.140 cfs/foot.

21.4 x 10-6 (3.16)°.837(7.33)3.59

= 0.91 cfs/foot.

qs3 = 6.47 x 10-6 (3.16)°.535(7.83)4.05

= 0.50 cfs/foot.

Qs4 = 2.90 x 10-6 (3.16)-.239(7.83)4.36

0.030 cfs/ foot.

Qs5 = 2.37 x 10-6 (3.16)-0.044(7.33)4.44

0.021 efs/ foot.

Very coarse sand:

Coarse sand:

81

~ledium sand:

Fine sand:

Very fine sand:

1. Upstream

not control.

7. Check the channel conditions during a 20-year flood event.

a. Knowing the pertinent information, determine the hydraulic

conditions for Q = 900 cfs.

Upstream Channel Downstream Channel

y 4.08 feet 5.64 feet

A 114.89 feet
2

123.30 feet
2

;'1 36.82 feet 32.96 feet

y 3.16 feet 3.74 feet
n

V 7.83 fps - -7 fps/ . .)-

Fr 0.80 0.69

b. Calculate the upstream and dOlmstream sediment transport rates.

I ~
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Total sediment transport capacity is:

Q = 36.82 [(0.03 x 0.14) + (0.17 x 0.91) + (0.39 x 0.05)
5

+ (0.315 x 0.03) + (0.095 x 0.021)]

2. Downstream

1.86 cfs.

r
n

. I

i
.~

Very fine sand: qs1 = 5R.5 x 10-6 (3.74)1.04(7.32)3.20

0.135 cfs/foot.

Fine sand: qs2 21.4 x 10-6 (3.74)°.837(7.32)3.59

= 0.082 cfs/ foot.

Medium sand: Qs3 6.47 x 10-6 (3.74)°.535(7.32)4.05

= 0.042 cfs/foot.

Coarse sand: Qs4 2.90 x 10- 6 (3.74)0.239(7.32)4.36

0.023 cfs/foot.

Very coarse sand: Qs5 = 2.37 x 10-6 (3.74)-0.044(7.32)4.44

= 0.015 cfs/foot.

Total sediment transport capacity is:

Q = 32.96 [(0.03 x 0.135) + (0.17 x 0.082) + (0.39 x 0.042)s

+ (0.315 x 0.023) + (0.095 x 0.015)]

= 1.42 < 1.86 cfs.

The downstream channel will be aggraded during the 20-year

flood event.

c. Calculate the equilibrium slope required for the upstream sediment

transport capacity calculated in Step b. Assume,

V = 8.0 fps,

A 900/8.0 = 112.5 feet 2
=

then,

Y = 5.41 feet, Y
n

3.56 feet,

2
A = 112.64 feet,

\'1 = 31.64 feet,

R = 3.29 feet.
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Very fine sand: qs1 = 58.5 x 10-6 (3.56)1.04(8.0)3.20

0.17 cfs/ foot.

Fine sand: qs2 = 21.4 x 10-6 (3.56)0.837(8.0)3.59

0.108 cfs/ foot .

~ledium sand: Qs3 = 6.47 x 10-6 (3.56)0.535(8.0)4.05

= 0.058 cfs/foot.

Coarse sand: Qs4 = 2.90 x 10-6 (3.56)0.239(8.0)4.36

= 0.034 cfs/foot.

Very coarse sand: qs5 2.37 x 10-6 (3.56)-0.044(8.0)4.44

= 0.023 cfs/ foot.

Total sediment transport capacity is:

Q = 31.64 [(0.03 x O.lJ) + (0.17 x 0.108) + (0.39 x 0.58)s

+ (0.315 x 0.034) + (0.095 x 0.023)] = 1.87 cfs.

which is equal to the sediment supply rate from the upstream

reach. Thus,

V = 1.486 (3.29)2/3 5 1/ 2 = 8.0
0.025

and the equilibrium slope for the 20-year flood peak is

5 = 0.037.

d. Compare the design flow equilibrium slope to the annual flood

equilibrium slope. The gradient difference based on the chan-

ne1 length is the short-term aggradation or degradation that

can occur at any point along the channelized reach during the

design flow. (In this example, the aggradation is 1000 x

(0.0037 - 0.0033) = 0.4 feet.) If the channe 1 is degraded, the

degradation should be added to the local scour at structures

and b3nk protection point·s to determine the depth of protection

required below the bed elevation.
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5.3 Erosion Control Checks

5.3.1 General

Erosion control checks are often used to prevent erosion of the bed

of steep-sloped small water courses. Such application can be seen as a

control of the extent that a channel can degrade by providing downstream

control points. As the distance between control points is decreased, the

less degradation that will occur in the channel.

An equilibrium situation with deep erosion gullies often cannot be

accepted and the construction of a series of fixed erosion control checks

offers a solution. Figure 5-3 shows the natural condition erosion process

generally referred to as headcutting.

The degradation process sho~TI in Figure 5-3 can be controlled by place-

ment of grade control structures. A grade control structure provides a pivot

for the equilibrium slope. In other words, the final bed slope will be the

equilibrium slope I,ith the grade control structure as the minimum elevation

dOlfflstream control. Figure 5-4 shows the effect of grade control structures

on the condition presented in Figure 5-3.

It is obvious that the foundation depth of the control structures must

be adapted to the elevation of the bed to be expected in the final equilib-

rium state. When the final equilibrium state is reached, the grade control

structure is, in effect, a drop structure and should be reanalyzed as such.

The local scour should be determined and adequate protection provided. Drop

structures and placement of protection measures are analyzed in Section 5.5.

Use of drop structures at the outset is preferred in urban areas even

though they maybe buried until the stream has degraded. Drop structures

provide facilities for the long-term as long as they do not require urgr~ding

by the loc~l governments (public sector) in the future.
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Grode Control Structures

Equilibrium

I·

A

Section A - A

Figure 5-4. Effect of grade control structure.
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5.3.2 Design Criteria

5.3.2.1 Equilibrium Slope

The spatial placement and depth of the grade control structure is based

on the equilibrium slope as defined in Section 5.2.2.2. The criteria for

determining equilibrium slope is as defined in Section 5.2.2.

5.3.2.2 Final Equilibrium Slope

After a final equilibrium state is reached, the grade control structure

should be reevaluated as a drop structure and adequate scour protection

provided.

5.3.2.3 Material

The grade control structure can be formed of concrete or by placement

of two sheet pilings and filling between them with rock.

5.3.2.4 Size

The control structure should span the entire expected channel width.

The grade control structure Sllould be extended to a depth below the scour

depth due to rare storm events after the equilibrium slope is expected. The

thickness of the structure should be a minimum of five feet for sheet piling

with rock filling.

5.3.3 Design Procedures

1. The equilibrium slope is determined as shown in the design example

in Section 5.2.3.2.

2, Knol.. ing the limit of degradation required and the equilibrium slope,

the placement and number of control structures are determined and

economically calculated.
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3. Size limitations on grade control structures are given in

Section 5.5.1.4.

4. Assuming the final equilibrium condition, the required structure

and scour protection needed in the future is determined. A design

example for drop structures is given in Section 5.5.3

5.4 Ripnp

Riprap is usually used to prevent channel bottom and bank damage up-

stream and downstream from hydraulic structures, at bends, at bridges, and

in other channel areas where erosive tendencies exist. When available in

sufficient size, rock riprap is usually the most economical material for

bank protection. Rock riprap has many other advantages over other types

of protection. Rock riprap protection is flexible and local damage is

easily repaired. HOIv'ever, experience has shown that the usual causes of

riprap failure are undersized individual rocks In the maximum size range,

improper designed riprap gradation, thickness of layer, and bedding material.

Among them, 80 percent of all riprap failure is directly attributed to bed-

ding failure. In addition to the ones discussed under Section 5 of "~Iajor

Drainage" in the Urban Storm Drainage Cri teria ~Ianua1, Volume 2, the important

factors to be considered in designing rock riprap protection on sandy soils

are:

1. Slope of riprap protection.

2. Size of riprap and its gradation.

3. Fi 1ters for riprap .

4. Thickness of riprap and filters.

5. Height of riprap protection including superelevation and antidune

waves.

'~.-:J

6. Depth of riprap protection including degradation, general scour,

local scour, and antidune waves.
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5.4.1 Design Criteria

5.4.1.1 Rock Properties

Rock used for riprap should be as specified in Section 5.1.1 of

"~Iajor Drainage" in the Urban Storm Drainage Criteria ~lanual, Volume 2.

5.4.1.2 Slope of Riprap Protection

The slope of riprap protection should be at least five degrees less

than the angle of repose of bank materials, but not steeper than 2:1. The

angle of repose of crushed ledge rock, very angular, and very rounded ma-

terials and mean diameter of the material is presented in Figure 3-9.

5.4.1.3 Size of Riprap

Sizing rocks for riprap is based on the stability of the rock on a

slope under hydraulic forces. Riprap requirements for a stable channel

side slope lining, in terms of the channel side slopes and the parameter

V2/RO•
33 , should be as specified in Section 5.1.1 and 5.4.2 of "~lajor

Drainage" in the Urban Storm Drainage ~lanual, Volume 2. In the parameter,

V is the mean channel velocity and R is the channel hydraulic radius .

Riprap protections for channel beds on sandy soils are usually not

required if the channel is near its equilibrium slope and the bank pro-

tections are extended deep enough to cover the general scour, local scour,

~
and antidune \ot'ave height. In some cases, when considering riprap for chan-

nel bed protection, riprap classific~tion presented in Table 5-1 over an

adequate bedding may be used.

5.4.1.4 Riprap Placement

-
Riprap placement is usually accomplished by dumping directly from trucks;

hOI"ever, care needs to be exercised not to damage tile bedding. If riprap



~ 90

I .~

(.-~

(
,
i..

\ ~

P
( j

,~1
( j

(~. .,
I. 'l

*

Table 5-1. Riprap Requirements for Channel Bed Linings.

V2/RO. 33 Riprap Required

< 60 Type VL *

60 - 90 Type L *

90 - 120 Type ~I *

120 - 180 Type H

> 180 Type VH *

It is recommended that these riprap classifications be buried \"i th
natural soils, after the riprap has been placed and accepted by the
approving agency, to prevent damage by people.

L

( .i

"
..'
,J

For bank protection see Section 5.4.2 of "~'ajor Drainage" in the Urban Storm
Drainage Criteria ~lanual, Volume 2.
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is placed during construction of the embankment, rocks can be dumped directly

from trucks at the top of the embankment. Rock should never be placed by

dropping it down the slope in a chute or pushed downhill with a bulldozer.

These methods result in segregation of sizes. With dumped riprap, there

is a minimum of expensive hand \v'ork. Poorly graded riprap with slab-like

rocks requires more work to form a compact protective blanket without large

holes or pockets. Oraglines with orange peel buckets, backhoes, and other

power equipment can also be used advantageously to place the riprap.

Hand placed rock is another method of riprap placement. Stones are

laid out in more or less defrnite patterns, usually resulting in a relatively

smooth top surface. This form of placement is used rarely in modern prac-

tice because it is usually more expensive than the placement with pO\v'er

machinery.

5.4.1.5 Thickness of Riprap

The thickness of riprap should be sufficient to accomodate the largest

rock in the riprap material. \vith a well-graded riprap Io.'ith minimum voids,

a thickness of two times the sIze of the medium size stone (2 050 ) should

be adequ:J.te for sandy soils. The thickness of the riprap should be doubled

for the part located below the streambed level. Figure 5-5 indicates a

typical channel bank protection with riprap.

5.4.1.6 Filters for Riprap

Filters underneath the riprap are reco~nended to protect the fine cm-

bankment or river bank material from waslling out through the riprap. Two

types of filters are commonly used, gravel filters and plastic filter cloths

(Figure 5-5).
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Figure 5-5. Typical channel bank protection with riprap.
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5.4.1.6.1 Gravel Filters. A layer or blanket of well-graded gravel

should be placed over the embankment or river bank prior to riprap placement.

Sizes of gravel as specified in Section 5.3.1 of "~Iajor Drainage" in the

Urban Storm Drainage Cri teria ~lanual, Vo 1ume 2 should be used.

5.4.1.6.2 Plastic Filter Cloths. Plastic filter cloths are being used

beneath riprap and other revetment materials, such as articulated concrete

blocks, with considerable success. The cloths are generally in 100 foot

rolls, 12 to 18 feet wide. Overlap of 8 to 12 inches is provided with pins

at two to three foot intervals along the seam to prevent separation in case

of settlement of the base material. Some amount of care must be exercised

in placing riprap over the plasic cloth filters to prevent damange. Experiments

and results with various cloth filters were reported by Calhoun, Compton,

and Strohm (1971) in which specific manufacturers and brand names are listed.

Stones 'veighing as much as 3000 pounds have been placed on plastic fi 1ter

cloths with no apparent damage.

Filters can be placed subaqueou~ly by using steel rods as weights fas-

tened along the edges. Additional intermediate weights 'vould assist 1n sinking

the cloth in place. Durability of filter cloths has not yet been established

because they have been in use only since around 1967. However, inspections

at various installations indicate little or no deterioration had occurred

in the few (one to four) years th:n have elapsed since test installations.

For details of plastic filter cloth installation, refer to Section 5.2.3 of

"~lajor Drainage" in the Urban Storm Drainage ~Ianllal, Volume 2.

5.4.1.7 Height and Depth of Riprap Protection

The design height of riprap protection above the bed level must provide

for freeboard, 'vater depth, superelevation, and ",ave height. The methods of



n
! .; computing superelevation and antidune wave height were presented in Equation

( . 3-15 and 3-16 respectively. The riprap must also extend some distance below, t

thalweg level to provide safety against possible local socur, general degra­

i~ dation, and troughs of passing sand waves. The methods for estimating scour

L

I~
.'

depths were presented in Section 3.6 and 3.7. In general, the riprap should

extend at least five feet below thalweg level in order to protect against

possible long-term degradation of the river bed.

5.4.1.8 Roughness Coefficient

The ~Ianning's roughness coefficient Cn) for hydraulic computations

should range from 0.03 to 0.045 depending on 050 , It can be estimated

using the criteria presented in Section 5.4.1 of "~Iajor Drainage" in the

Urban Storm Drainage Criteria Manual, Volume 2.

5.4.1.9 Channel Bends

The effects of bends on hydraulic design have been discussed in Section

3.13. In d~termining the effective shear stress acting on the bank of a

bend, the effects of superelevation and uneven velocity distribution should

be added .to the shear stress computed for a straight reach. The total ef-

L fective shear stress should be determined using Figure 3-11. The ratio in

Figure 3-11 can be applied directly to the parameter V2/RO. 33 in Section

5.4.2 of 1I~lajor Drainage" in the Urban Storm Drainage Cri teria ~lanua I,

Volume 2 to the riprap for bank protection. A design example is given In

Section 5.4.2.6.

The riprap protection should be placed along the outside bank and should

extend upstream and dOlYnstream from the bed at least the length of the bend.
\ i

l

:1
\ ,j

In continuous riprap bank protection, local scour should be expected

at the leading portion of the revetment. The equilibrium scour depth should

be determined using Equation 3-7.
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5.4.2 Design Procedures and Examples

5.4.2.1 Bank Protection Design Procedures

I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I

1
i

&-.

1
~. J

--.,

1. Determine design discharge Q.

2. Determine average channel bed slop S.

3. Determine DIS' 0
50

, and DS5 of bank material.

4. Determine the angle of repose ~1 of bank material from Figure 3-9.

5. Select channel side slope 8 < ¢1 - 5°.

6. Assume a n value to design a channel cross section or use the

field surveyed cross section for bank protection on exsiting channel

to compute hydraulic parameters (depth, velocity, hydraulic radius,

and etc.).

7. Check the designed cross section for lo,,'-flo,,' requirements as specified

in Section 2.5.1 of "~Iaj or Drainage" in the Urban Storm Drain.1ge

Criteria Manual, Volume 2.

8. Compute the normal flow depth d and me.1n velocity V using

~tanning 1 S equation.

9. Size the ripr.1p using criteri.1 presented in Section 5.~.1.3 of

this report.

10. Check n value using n = 0.0395 0
50

1
/

6
(Section 5.4.1.8).

11. Thickness of riprap layer T = 2 050 ,

12. Select filters using criteri.1 in Section 5.4.1.6 of this report.

13. Determine the height of riprap according to Section 5.4.1. 7 of this

report.

14. Determine tIle depth of ripr.1p .1ccording to Section 5.4.1.7.

5.4.2.2 Bank Protection Design Example

Design.1 straight channel \oJith riprap bank protection given the following

data:
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1. Design discharge Q = 4000 cfs.

2. Initial runoff discharge Q2 = 400 cfs.

3. S = 0.003.

5.4.2.2.1 Solution.

1. Q = 4000 cfs.

0
50

1. 2 mm,

°85 = 1.9 rrun •

The median size of bed material 015 = 0.9 rrun ,

°50 = 1.8 mm,

°85 = 2.9 rrun •

The speci fi c gravity of bank material S = 2.65.s

5.

6.

4. The size of bank material 015 = 0.6 rrun,

.. .,
.~

. 1

2. S = 0.003 .

3. 050 = 1.2 rrun, 015 = 0.6 rrun, 085 1. 9 rrun.

4. From Figure 3-9, ~ = 29°.1·1
I"

I ;

I

L

5.

6.

e = Q - 5° = 24 ° , usc side slope 2.5: 1, e = 21.8°.

Assume n = 0.035 and V = 8.0 fps,

A = 4000/8.0 = 500 square feet,

8.0 = (1.486/0.035) R2/ 3 (0.003)1/2,

[' R = 6.38 feet,

A = (b + 2.5 d) d 500,

I
I~ R =

500

b + 2d II + 6.25
= 6.38 feet

From these relations,
l •

b = 23.05 feet, use b = 24.0 feet.

d = 10.26 feet, usc d = '10.2 feet.

1

I:J
\ :



12. Use gravel filters. For filter design, refer to the design example

Q = 412 cfs, V = 4.19 fps.

The value for d is greater than one foot and the value for V

is greater than two fps.

8. For,

b = 24.0 feet,

d 10.2 feet,

S = 0.003,

n = 0.035

then,

Q 4046 cfs,

V = 8.01 fps,

R = 6.40 feet.

9. V2/RO. 33 (8.01)2/ 6 . 40°.33 = 34.77

97

T = 2.0 x 12 = 18 inches.

R = 2.42 feet,

n = 0.035,

inches.

= 0.037.

2A = 98.4 feet,

d = 3.1 feet,

For,

Q = 400 cfs.
2

From Table 5-5 of Section 5.4.2 of "t-lajor Drainage" of the Urban

used for 2.5:1 size slope channels. From Table 5-1 of the same

Storm Drainage Criteria ~Ianual, Volume 2, Type L riprap should be

Drainage Criteria ~lanual, Volume 2. The bank material has a medium

presented in Section 5.3.2 of "~lajor Drainage" of the Urban Storm

7.

manual, D
50

= 9 inches and 0
100

= 12

10. Check n value; n = 0.0395 (0.75)1/6

11. Thickness of riprap layer:

I j
.;.]

I 1
J
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diameter D
SO

of 1.2 rom. According to Table 5-4 of the same manual,

the bank material is classified as coarse-grained soils. Type II

bedding is selected. For Type L riprap, the minimum bedding thick-

ness is six inches.

13. Determine height of riprap.

D
50

= 1.8 rom,

T V = 1.198 x 8.01 = 9.60.
o

From Figure 2-8, the flow is in the upper regime antidune wave

height and can be computed using Equation 3-16.

I .~l .. ha
211V

2
= 0.14

g
271 x (8.01)2

0.14
g

1. 75 feet.

Velocity head,

h
v

v2
= - =2g

1.0 foot.

Helgnt of riprap above bed level,

10.2 + 1.0 + (1.2) x 1.75 = 12.075 feet, use 12.20 feet.

14. Determine the depth of riprap. According to Figure 3-2, the value

a in Equation 3-7 is estimated to be 24 inches (or 2.0 feet).

I.

Froude number =

From Equation 3-7:

v
IgR

= 8.01 ° S6
~:::;:=== = ..
132.2 x 6.4

\
l .

Y = 1.1(2.25/10.2)°·4°(0.56)°·33 x 10.2 = 4.83 feet.
s

At the leading portion of the riprap, 4.83 feet of local scour should

be expected. The antidune height has been computed to be 1.75 feet

in Step 13. The depth of riprap at leading portion:

4.83 + (1/2) x 1.75 = 5.71 feet, use 6.0 feet.
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I )., The remainder of the riprap depth equals five feet (minimum depth

I
I

~~
I. ,

i
~

suggested). Figure 5-6 presents the design cross section and rip-

rap bank protection.

5.4.2.3 Bed Protection Design Procedures

I
I
I

1.

. ~ 2.

~ 3.
I
)

4.
·0

Determine design discharge Q.

Determine channel bed slope S .

Determine DIS' D50 , and DS5 of bed material.

Determine hydraulic parameters of channel cross section (depth,

velocity, hydraulic radius, Froude number, and etc.) by assuming

a n value .

Select filters using criteria in Section 5.4.1.6.

Thickness of riprap layer T = 2 D
50

.

value usingnCheck

Size riprap using parameter V2/RO. 33 and T~ble 5-1 of this report.

n = 0.0395 D 1/6
SO

., .
5.

6.

7.

~

8 ..I

I
I

I 5.4.2.4 Bed Protection Design Example

I
I

Design riprap protection on channel bed for the data given In the example

for bank protection.

5.4.2.4.1 Solution.

1. Q = 4000 cfs.

2. S = 0.003.

3. DIS = 0.9 mm, D
50

= 1.8 mm, DS5
= 2.9 mm.

4. Use the cross section from the previous example

I
I
I b 24.0 feet, R 6.40 feet,

I
I

d = 10.2 fect,

v = 8.01 fps,

Fr = 0.56.

I
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IS" of riprap

10.2'

5' (except at the leading portion,-.L then it should be 6 teet)

Figure 5-6. Riprap for bank protection.
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From Table 5-1, Type VL riprap should be used. From Table 5-1 of

I
I
I
I
I
I
I
I
I
I
I
I
I
I
I

1
"0

"~..
".J
.J

J
.. ,

"~

(

j,,
" ".

"~Iajor Drainage" of the Urban Storm Drainage Cri teria ~Ianual, Volume 2,

050 = 6 inches and D
IOO

= 9 inches.

6. Check n value; n = 0.0395(0.5)1/6 = 0.035.

7. Thickness of riprap layer:

T = 2 x 6 = 12 inches.

8. Use gravel filter. For filter design, refer to the example presented

in Section 5.3.2 of "~Iaj or Dninage" in the Urban Storm Dnin.1ge

Criteria I-Ianual, Volume 2. The bed material has a medium diameter

050 of 1.8 mm. According to Table 5-..t of the same manual, the bed

material is classified as coarse-grained soils. Type II bedding

is selected with a thickness of six inches.

Figure 5-7 presents the designed bed and bank protection.

5.4.2.5 Design Procedures for Riprap Protection at Bends

The design procedures should be the same as the procedures for bank

protection on straight channels, except the following:

1. Figure 3-10 should be used to adjust the riprap type on the out-

side bend.

2. Freeboard should take superelevation into account.

5.4.2.6 Design Example for Riprap Protection at Bends

Given the same flow conditions and channel geometry as the design

example in 5.4.2.4, design riprap protection at outside bend with a radius

to the channel centerline of 300 feet.

I j
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12" of riprop

6" of filler --~..

Figure 5-7.
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IS" of riprop --~"...e;'---__

Bank and bed riprap protection.

5'

filler
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5.4.2.6.1 Solution.

Storm Drainage Cri teria /vlanual, Volume 2, Type L riprap should be

75 feet.

300/75 = 4.0.

W = b + 2 x 2.5d = 24 + 5 x 10.2

From previous example,

v2/RO. 33 = 34.77.

The parameter v2/RO. 33 at bend is equal to:

1.69 x 34.77 = 58.76 < 70.

From Table 5-5 of Section 5.4.2 of "~lajor Drainage" in the Urban

T biT = 1.69 .o 0

5.

1. Top width of the channel:

2. r IN
c

4.

3. From Figure 3-10:

J
.11

]....

I

I
I

I
I
I

example given in 5.4.2.2 of this report.

The height of riprap protection at the outside bend should be 0.5

Riprap size, thickness, and filter requirements are the same as the

0.5 feet.
?

(8.01)-
2 2 x 753. x 300

feet higher than the straight reach presented in Section 5.4.2.2.

Supere1evation, use Equation 3-15:

used.

7.

6.

:\
,1
j

I

I
I
I
I

I
I
I
I

8. Determine the riprap depth using the same procedures as presented

in the example in Section 5.4.2.2.

5.5 Drop Structures

The use of channel drops permits adjustment of a thalweg which is too

steep for the design conditions.- The structure can be either vertical drops

or sloped drops. The materials can be sheet piling, concrete walls and

I
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footings, or riprap. In urban drainage work it is often desirable to use

low head drops in lieu of a few higher drops.

In most cases, additional bank and bottom protection will be needed

after the first runoff or two when erosional tendencies are field tested.

For this reason, the engineer should allow in his estimates for monies to

be spent during the first two years following construction completion.

~lost common failures of drop structures on sandy soils are due to

undermining, piping, and flow bypassing the structure. The important

factors to be considered in designing drop structures are: (1) head dif-

ferential; (2) seepage flow; (3) channel degradation; (4) lateral migration;

and (5) local scour.

5.5.1 Design Criteria

5.5.1.1 Site Selection

The structure should be located in a reasonably straight section of

channel with neither upstream or downstream curves within 100 to 200 feet

of the structure. The site selected must provide an adequate foundation

for the structure. The foundation material must have the required supporting

strength~ resistance to sliding, and be reasonably homogenous so as to pre-

vent differential or uneven settlement of the structure.

5.5.1.2 Type of Structure

The selection of the type of drop structure depends mainly on the hy-

draulic, morphologic, and soil characteristics of the channel. as well as

the degree of protection ag:.linst d:1m:1ge from storm runoff. Of course,

politic:11, environment:11, and economic factors always play an important

role in thc selection; however, the selection of a drop structure typc should

also consider the range of disch:lrgcs, flow depths and velocities, hC:1d
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differentials, soil size and its characteristics, sediment transport and

storage, seepage forces, up lift forces, and channe I flow regime. The types

of drop structures can be classified as vertical drop structures and sloped

drop structures. Typical drop structures are presented in Tables 5-2 and

5-3. Drop structures using gabions are not recommended due to fast

deterioration.

5.5.1.3 Width of Structure

The width of drop structures depends mainly on the design discharge.

The width should be great enoug~ to permit discharge into the downstream

channel near regime conditions. In this regard, the minimum width of a

structural concrete drop struct~re was suggested as

I
I
I

0"

IV = 1.0 IQ (5-4)

I
I
I
I
I
I
I
I
I
I

, '1

or the unit discharge should no: be more than 100 cfs per foot. For riprap

drop structures, the unit discharge should not be more than J~ cfs per foot.

5.5.1.4 Drop Height

The height of drop structt.::·cs are usu:llly governed by the :lvailable

construction material, required structural ability, and cost. Small struc­

tures formed of riprap are usu.:J.lly most economical; halo/ever, if large rock

is required, it is both expensive and difficult to find. Riprap drop struc­

tures should not be utilized if drop heights exceed four feet. Vertical

drop structures are usually limited to eight feet because of the difficult

stability problem and expensive construction associated with high vertical

retaining walls. Grouted ripr.:J.p drop structures can be used for drop heights

of marc than four feet, however, the diffcrential hydrostatic pressure at

the face may cause the grout to crack. Hence, grouted riprap must bc pro­

vided with a well-designed underdr3in system.
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Table 5-2. Type of Vertical Drop Structures .

[

r
f1

V-I. Concrete vertical

drop structure

/1

V-2. Concrete retaining

wall with riprap

V-3. Soil Conservation

Service Type C

drop structure

r ;,....-.........;..,;.;·..;.'-'::..'.a...;,.....;....;..;•...:•.;.• ....;._.;.:',....;.;...~..'"'.'"':....;~....;.-''-'-..::..a.....;..........:..;---...~...

:....

L..-..-0-'-----.."".-.-._.J,~ L.~,",,:,-:.-:..:-;,,~.,:-. -:-"-:-.-:-:.•:-.':"'.- ..7.1.,122t3te7i5"~?'J)w!

J

V-4. Vertical drops

with preshaped

riprap basin
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Table 5-3. Type of Sloped Drop Structures.

Concrete sloped

drop structure
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5-1.

5-4. Baffled

drops

5·2. Riprap sloped

drop structure

5-3. Concrete sloped

drops with

I j

I ]

I j

I ,
)

. :

I ~

j
.j

I 1
I 1

I
I
I ~

l

~

I
I
I
I
I
I
I
I
I



~l.l

r
r

-,
j, .

:~

.i

\ ~

:.J

1
.J

L

'A

-. ,

108

5.5.1.5 Upstream Flow Conditions

If possible, the flow conditions upstream of drop structures should be

in lower regime because upper regime flow conditions result in higher ap-

proach velocities, standing waves, and possibly antidunes that vary with

time. The flow regime can be estimated by knowing stream power (T V) and
o

the mediam fall diameter of bed sediment. The regime of flow in alluvial

channels has been discussed in Section 2.4.3.

5.5.1.6 Upstream Channel

The channel upstream of the drop structure should be reasonably straight.

Erosion potential should be analyzed and steps should be taken to protect

against it. Channel response to drop structures should be anticipated and

proper control measures should be provided .

When constructing a rectangular drop in a trapezoidal channel, it is

necessary to provide a short transition to limit the high velocities at the

approach to the crest and establish essentially two-dimensional flo\\. An

inlet length of two times the approaching head is recommended. For drop

structures, a dra\" dOhTI water surface profi Ie upstream wi 11 resul t in higher

velocities in the approach channel. Therefore, increased erosion potential

may require local protection of the channel bed and banks.

5.5.1.7 Downstream Channel

The downstre:lm channel should be reasonably str:light. Local scour at

the toe of the structures should be analyzed and steps must be provided to

control it.

If the downstream channel is near its equilibrium slope, erosion imme-

diatcly below the structure due to the turbulence and surging :1ction of the

hydraulic jump can be controlled using riprap or other protective m:1tcri:1l.
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A protected length of four times the jump depth is usually satisfactory. In

some cases, the downstream channel may experience degrading due to channel-

ization or reducing of the incoming sediment supply. The stilling basin must

be designed to accomodate the expected changes in channel bed elevation.

However, the final stable channel bed elevation is difficult to predict, so

a reasonable factor of safety must be selected. The baffle chute drop struc-

ture is recommended for this situation because a stilling basin is not re-

quired and the chute can be extended as required to compensate for unexpected

changes in channel bed elevation .

5.5.1.8 Upstream Cutoff

An adequate cutoff is important to prevent piping, reduce the seepage

force, and to reduce the danger of uplift pressure under the structure. The

depth of the upstream cutoff can be calculated by applying Lane's weighted-

creep ratio as described in Section 3.10. The upstream cutoff should extend

to the channel bank and usually further, depending on the porosity and erod-

ibility of the foundation material.

5.5.1.9 Downstream Cutoff

The upstream cutoff has been referred to as a "seepage" cutoff while

the do~nstream one is considered the "erosion" cutoff. With adequate :It-

tention to energy dissipation, a deep erosion cutoff is not required. The

downstream cutoff is needed to reduce the hydrostatic uplift under the

stilling basin and to prevent undermining of the structure. The \,ing\\'alls,

if used, also must provide an adequate de~ree of cutoff protection under

the structure. In the absence of 'vingwalls, the dOlmstream cutoff must

extend around the sides of the basin and partly up the slope, as ,,,ell as,

across the enJ. In eroJible material, this cutoff shoulJ extend to a depth

of O.5d 2 (d 2 = sequent depth).
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5.5.1.10 Use of Riprap

Riprap can be used to help protect a drop structure. For use of riprap

at inlet channels and protection of channel below the stilling basin, the

design principles and procedures in Section 5.4, for riprap, can be applied.

If riprap is used to form the stilling basin floor, the riprap should be

grouted or preshaped to form a plunge pool. Flood control channels in

urbanized areas are usually dry. If the drop structures have a plunge pool,

the P004 should not be lined with waterproof plastic cloth, but could be

lined with filter cloth to prevent erosion of the material supporting the

riprap.

5.5.1.11 Lateral ~Iigration

Lateral migration occurs is sand-bed channels as described in Section

3.9. Protection of drop structures can be achieved in t~o ways: (1) prevent

channel bend from migrating downstream (i.e., provide bank protection at the

bend upstream of the structure); and (2) channelization with bank protection

so that me:mdering wi 11 not occur near the structure.

5.5.1.12 Width of the Protection

The width of the protection here is defined as the total width of the

drop structure including the drop weir length and protection needed on the

overbank areas in case of overflow. Designing a drop structure in a natural

channel, the channel capacity may be less than the design life of the drop

structure. If the drop is designed only for the natural channel width, some

flow may bypass the structure and possibly cause failure of the structure

by eroding the material on the overbank areas paralleling the structure.

Riprap can be used for the purpose of overbank area protection. The total

width of a drop structure should be designed for the 100-year flood with
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overbank protection extended beyond the limits where the velocity of over-

bank flow is less than an acceptable value. The acceptable velocity is rec-

ommended as 2.5 fps on unlined sandy soils as specified in Section 2.3.lA

of "~lajor Drainage" of the Urban Storm Drainage Criteria ~lanual, Volume 2.

However, a minimum width of ten feet for overbank area protection is

recommended. Figure 5-8 illustrates the necessary total width of a drop

structure considering the foregoing.

As shown in Figure 5-8, Section B-B, the overbank area will be sloped

following the sidewall. The slope of the sidewall should be used as the

design slope of the overbank riprap protection using the maximum flow depth

in the overbank area. Cutoff walls must also be provided upstream and do\\~-

stream to prevent fai lure caused by seepage force and dOlmstream scour. The

design procedures should be the same as the design of drop structure for the

main channel.

5.5.2 Design Standard

5.5.2.1 Vertical Drop Structures

Vertical drop structures generally consist of a vertical retaining wall

followed by a stilling basin immediately dO\\'T1stream. The vertical retaining

wall can be of concrete supported by a footing or sheet piling. The stilling

basin can be formed of concrete slab or riprap. The concrete may be rein-

forced, if structurally and economically justified.

Vertical drop structures are acceptable if:

1. The length of the structure is limited by physical conditions.

2. The drop height is relatively low (up to eight feet). The use

of a vertical drop is limited by the stability problem and expense

associated with the high vertical retaining walls.
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(5-9)

(5-8)

(5-6)

(5-7)

(5 - 5)

d /h 1. 00 D O. 22

P
n

d/h :: 0.54
D 0.425

n

d/h :: 1.66
D 0.27

n

L /h :: 4.30 D 0.27
a n

h :: the height of the drop.

g :: the acceleration of gravity, and

for a vertical drop structure is presented in the follol,ing sections.
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typical vertical drop strUcture is shown in Figure 5-9. The hydraulic

The flow geometry at vertical drop structures can be described as func-

5.5.2.2 Structure Dimensions

where, La ~ the drop length (the distance from the drop wall to the position
where the nappe strikes the floor),

The functions are:

where, q:: the discharge per unit width of crest of overfall,

tions of the drop number, which is defined as

I
I
I : A

3

I
design

1,

I
I
I
I
I
I
I
I
I

(5-10)

the depth at the toe of the nappe or the beginning of the hy­

draulic jump,

L :: 2 H
u

:: the pool depth under the nappe,

1\ :: the specific energy at the liTOp.

L the inlet length, and
uwhere,

d
2

:: the tailwater depth sequent to d l ·

An inlet length is recommended as follo\,5:I
I
I
I

I
I
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5.5.2.3 Aeration

115

mended diameter of aeration hole is six inclles. The aeration hole should

2-4 of "Structures" in the Urban Storm Drainage Criteria 1'-fanual, Volume 2,

(5-12)

(5-11)

as defined in Figure 5-9.d
P

(0.0008 L11)1/2y

ment wall y projects into the flow by an amount

be place above

The aeration will also be adequate if the end contraction on the abut-

A vertical drop must be aerated, otherwise a clinging nappe will result.

The drop should be aerated through both sidewalls. The minimum recom-

p differential pressure between atmosphere and pressure under the
nappe, feet.

The length of the stilling basin must be extended at least one jump

A
5.3 10-4

(
1-1 3 . 64

L
x

1. 64
P

where, A required of aeration hole holes, inches ~
= area or ,

L = length of drop weir, feet,

H = speci fic energy at the drop, feet,

Model tests show that the non-aerated vertical drop can sometimes result in

required can be estimated by the fOllowing equation:

unsteady flo\y and that the discharge coefficient has a wide range of variation.

five, L
b

/d
2

= 6 is recommended .

length beyond where the nappe strikes the floor, which is considered as

the beginning of the jump. The jump length can be determined using Figure

on the abutment wall at each end of the drop. The area of aeration holes

for Froude numbers ranging from two to five. For Froude numbers larger than

The nappe can be aerated by aeration holes or with a simple end contraction

I .,
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where, y = the end contraction on both sides of the abutment wall, feet,

L = the length of drop weir, feet,

H = specific energy at the drop, feet.

5.5.2.4 Stilling Basin Elevation

The proper elevation setting of the stilling basin floor is of greater

importance than the length of the basin. The floor of the stilling basin

must be set a sufficient depth below the minimum iailwater to confine the

hydraulic jump to the basin at all times. The floor must be set sequent

depth d2 or the taill,ater depth 02 below the downstream water level,

whichever is greater. On the 6ne hand, if the tailwater depth is less

than d2 , the hydraulic Jump will form dO\\'J1stream of the basin. On the

other hand, if the taill-'ater depth is greater than d 2 , the jump will be

submerged and ineffective. For free discharge, the stilling basin floor

must also be set at an elevation so that the submergence does not reach the

control depth of the drop crest. The control depth is recorruncnded to be

2/3d above the drop.
c

Here, d
c

is the critical depth of the designed

discharge. A depression of one-quarter of the flol' depth beloH the dOl\'l1-,
.<1.

stream channel bed at the stilling basin is common.

l~
5.5.2.5 Stilling Basin Baffles and Sills

Ij
, ')

..
1

It is possible to reduce the jump length by the installation of acces-

sories, such as baffles and sills, in the stilling basin. When an end sill

is used, the jump length (L
b

in Figure 5-9) can be reduced to 4d
2

. When

both baffles and end sills are used, the jump length can be further reduced

to 3d 2.

l~ For detailed design of baffles and sillS, refer to Hydraulic Design

of Stilling Basins and Energy Dissipators, U.S. Bureau of Reclamation.

J..,
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5.5.2.6 Sloped Drop Structures

The use of sloped drops will generally result in lower cost installations.

Sloped drops can be designed to fit the channel topography needs with little

difficulty. The components of the sloped drop structure are basically the

same as the vertical drop structure as described in Section 5.5.2.2. For

both structures, there must be some means of controlling the flow at the

top and dissipating the energy at the bottom of the structure. A definition

sketch for a sloped drop structure is shown in Figure 5-10. A few of the

differences are discu~sed as follows:

1. The aeration holes are not needed.

2. Sloped drop structures should have faces not steeper than 2:1.

3. Sloped drop structures can be used for higher drops than vertical

drop structures. Although, more structure length is required,

this is more than compensated for by the reduction in vertical

wall height.

4. The length of the structure should be

I L=L +L +L
u a b

(5-13)

I
where, L

u

La

2H

Zh

I
I
I
I
I
I ~..

the hydraulic jump length.

5. Chute blocks, baffles, and end sills may be added to reduce the

length of the structure. For the design of stilling basins with

chute blocks, baffles, and end sills, refer to Hydraulic Design

of Stilling Basins and Energy Dissipators, U.S. Bureau of

Reclamation.
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Figurc 5-10. Definition sketch for a sloped drop structurc.
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5.5.2.7 Design of Drop Structures

The principles of hydraulic design of drop structures are the same for

all drop structures. Special features of different drop structures are

presented in the following sections.

5.5.2.8 Type V-3, Soil Conservation Service Type C Drop Spillway

The Type C drop spillways were developed utilizing theory supported

by model studies as presented in the St. Anthony Falls Hydraulic Laboratory,

Technical Paper No. 15, Series B, "Straight Drop Spillway Stilling Basin,"

by Charless A. Donnelley and Fred W. Blasidell. The design of Type C drop

spillways should conform to the limitations of tested range. Structural

configuration, design limitations, design procedures, and design example

can be found in The Engineering Handbook, Section 11 by the U.S. Soil

Conservation Service.

5.5.2.9 TyPe V-4, Vertical Drops \oJith Preshaped Ripr3p Basin

Theriprap forming the stilling basin floor is preshaped to form a

plunge pool. The depth of the plunge pool C3n be estimated using Equation

3-10.

Design should conform to dimensions by model testing of the pool

because of the serious problems which could occur with an improperly

designed pool.

5.5.2.10 Type S-2, Riprap Sloped Drop Structure

The area in the vicinity of the drop crest is the most critic3l area

for stabilizing the riprap. Steel reinforcement can be applied to increase

the rock stability. As sho\m in Figure 5-11, the horizontal reinforcements

can be placed while the rock is dumped. After p13cement of rock, the
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'5'Z'~"a9'~~§~~m~~~.~7~s,ee, Reinforcement

Figure 5-11. Reinforcement of riprap.



Design a sloped drop structure in a natural or grass lined channel

2. Use 2:1 slope at drop. Assume no head loss through the sloped

vertical steel rods can be stressed to increase the interlock effect of

1500 cfs.

0.19 mm.

5.32 feet.

5 feet,

20 feet,

= 3: 1.

(4.57)2
5 +

2g

b

d
o

H

Flood depth 7 feet.

Bottom \.,ridth

Side slope

Channel depth d

Flow in the channel is estimated as 1400 cfs.

Bank material: 015 = 0.06 mm, D50 = 0.12 mm, DS5

7. Channel cross section is shOlm in Figure 5-12.

5.5.3.1 Solution

121

6. Bed material: D
15

= 0.09 nun, D50 = O.IS mm, DS5 = 0.29 nun.

V SOO/(20 x 5 + 15 x 5) = 4.57 fps

1. Use trapezoidal concrete lined drop. The cross section is the same

drop.

as the channel cross section.

5. DOI<JT1stream flow depth equals five feet.

4. Drop height equals four feet.

3. Design life of the drop structure is 100 years, QIOO

FloodpIa i n \.,r i dt h = 90 fee t ,

2. Channel geometry

1. Channel bank full capacity Q = 800 cfs.

5.5.3 Design Example - Sloped Drop Structure

given the following data:

the riprap.
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rigure 5-12. Cross section of n~tural channel.
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Head available at toe of the sloped drop is:

4.33

= 3.4022.R6

h.40g

211 = 2 x 5.32 = 10.64 feet, use 10 feet-8 inches.

2 x 5.25 = 10.5 feet, use 10 feet-6 inches.

Fr

d
l

= 1.40 feet,

H
T

= 4 + 5.32 = 9.32 feet.

checked for jump locJ.tion to determine the exact length.

VI = 22.86 fps.

below the downstreJ.m channel bed. The basin length can be further

Froude number at the toe of the sloped drop is:

Let d l be the depth at the toe of the slope, solving H =T

d1
2 by trial and error. Using unit discharge of+ (VI /2g)

q = 800/ [ !i( 2if"\ 2 x 3 x 5)] = 32 cfs/foot.

7 . L
u

8. Drop structure dimensions are presented in Figure 5-13.

6. LJ.

5. The basin should be set at 6.07 - 5 = 1.07 (use 1 foot-3 inches).

d2 = 4.33 x 1. 40 = 6.07 feet.

4. Deterr.tine jump length. From Figure 2-4 in the Urban Storm Drainage

Criteria ~1J.nua1 , Volume 2:

Fr = 4..33 :. <\0

Lb .-"
CS = 5.34'

-" . .o~,; ') . -
L

b
= 5 ..3-4 x 6.07 35.45 feet, use 35 feet-6 inches.

3. Determine d2 :

I ,
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10'-8"---+-0>--- 10'-6"-_.1------- 35'- 6" ---------<

Figure 5-13. Design example - main channel .



9. The structure has to be concrete. Riprap will not be stable at
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ical point is located at the downstream end of the structure.

ture is not included in the design. The example only considers

C = 7.0.
w

the bed material0
50

= 0.18 mm,For

The weighted-creep ratio

LL = av
""

,/_/~ .)(' \

LLH
+ 3H

C v 54.92 4.37 7.0.= = <
w 3H 3 x 4.32

[LH = 10.67 + 10.5 + 35.3 = 56.67
'r
: j

ripr:::tp protection :::tt downstream of cutoff to a length of 4d 2 is

recommended.

[L = 11.35 feet.
v

(1/4) [L = 2.84 feet, use 3.0 feet.
v

56.67 + 3LL
v

------3-=-")-- = 7. a,3 x 4. _

5.32 + (5.25 - 6.25) = 4.32 feet.

(1/2) d2 = 3.03 feet = 3.0 feet used.

Let cutoff walls be upstream and downstream and be the same si:e.

Cutoff ,...all depth at dOlmstream re~uired is:

This satisfies the purpose for protectin scour dO\mstre:::tm. HOh'cvcr,

Let,

Cutoff wall depth is:

is classified as fine sand.

the stability of the structure from the erosion point of view.

Compute cutoff requirement.

The head difference will be:

a longitudinal slope of 2:1. The structural design of the struc-

Since the structure is concrete, for preventing piping, the crit-

10.
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11. Protection of the overbank area using riprap.

a. Maximum overbank flow depth d = 7 - 5 = 2.0 feet.
ob

.<

I.~

~
·1,

(

I ,
I'
I

b. Overbank slope along flow direction is 2:1. Since riprap will

not be stable at this slope, a slope of 3.5:1 is used .

c. Assume the overbank energy slope is the same as the channel

energy slope. For main channel, use n = 0.03.

Q = 1.486 AR2/3 Sl/2
0.030

From Figure 5-12, for

Q = 1500 cfs,

A = 315 square feet,

j.
R 3.44 feet,

1500 = ~:~~~ x 315 x (3.44)2/3 Sl/2

S = 0.0018.

d. Velocity at the channel bank

Vob
1.486 (2)2/3 (0.0018)1/2= 0.030

2 0.17 feet.H = (Vob ) /2g =v

3.33 fps,

e. H = 2 + 0.17
ob 2.17 feet.

I ;

I

.,,

Head available at toe of the sloped drop is:

HTB = 2.17 + 5.25 = 7.42 feet.

Assume no head loss through the sloped drop. Let d lB be the

= d l13
2depth at the toe of the sloped, solving HTB

+ (V 1B /2g)

by trial and error using qB = dobVob = 2 x 3.33 = 6.66 efs/foot.

d lB = 0.311 feet,

VlB = 21.41 fps.



is:

dZ/ 3 (0.0018)1/2,

21.41---=--......:....-- = 6. 77
/32.2 x 0.311

1.486
0.030

1
- (I Fr2 - 1) = 9.092 1 + 8

2.5

d = 1.3 feet.

Fr =

6d 2B = 16.95 feet, use 17 feet.

From Figure 5-2, the width of overbank area which needs protection

d 2B = 9.09 x d
lB

= 2.83 feet .

10 (2 - 1.3) = 7.0 feet, use minimum width of 10 feet.

127

the design standard in Section 5-4.

depth:

determined in Step lIe and velocity of 2.5 fps, solve for flow

specified in Section 5.5.1.12. Using the energy slope (S = 0.0018)

Froude number:

stream overbank elevation. Use 10 inches.

m. Riprap for overflow area protection can be determined using

h. L = 3.5 x (4 + 0.83) = 16.91 feet, use 16 feet-II inches.
a

1. Determine width of protection. Alloh'able velocity is 2.5 fps as

i. L = 2H = 2 x 2.17 = 4:34 feet, use 4 feet-4 inches.
u

f. The basin should be set at 2.83 - 2 = 0.83 feet below the down-

J. Overbank drop dimensions are presented in Figure 5-14.

k. Cutoff for seepage reduction is not required (see Section 3.10).

Figure 5-15 presents the design of this example.
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Figure 5-14. Design exa~le - overbank area.
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5.6 Pipe and Culvert Entrance

Design considerations and design criteria for pipe and culvert entrances

are discussed in "Inlets and Culverts" of the Urban Storm Drainage Criteria

Manual, Volume 2. ~Iost cornman failures of pipe and culverts are: (1) grade

wash out resulting from inadequate pipe or culvert capacity or sitting at

the pipe or culvert entrance and consequent overtopping of the grade; (2)

piping is not common in pipe or culvert installations because the heads

involved are usually low and they are not maintained for long periods.

However, if the backfill around the pipe or culvert is not carefully placed

and compacted, there may be void spaces along the barrel which Ivill permit

a large rate of seepage flow; (3) uplift failure at the inlet may occur for

a light~eight pipe if there is inlet control. Sincc it only flows partly

full for inlct control, the "eight of the pipe and the water in it may be

less than the buoyant force acting on the submerged pipe; and (4) pipe or

culvert failure resulting from erosion at the entrance and consequent under-

mining of the pipe or culvert bedding. Channel responses should be inves-

tigated, such as degradation, aggradation, channelization, and urbanization,

for pipe and culvert design. ~Iaintenance is relatively import3nt for pipe

and culvert entrances. Debris and sedimcnt should be removcd after each

storm.

5.6.1 Design Criteria

The design of pipe 3nd culvert entrances should follow the criteria

presented in the Urban Storm Drain3ge Criteria ~tanu:JI. Volume 2 with the

following additional considerations for crosion and sedimentation on s:Jndy

so i Is .
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5.6.1.1 Type of Entrance

Pipe or culvert entrances shall be designed to minimize entrance and

friction losses. Entrances shall also be designed to prevent pipe or cul-

vert failure due to erosion and sedimentation. Entrances with headwalls

are recommended for pipe or culvert installations on sandy soils.

5.6.1.2 Headwall

Headwalls are used for increasing the efficiency of the entrance, pro-

viding embankment stability, and providing embankment protection against

erosion. The height of headwalls ~uld be extended to the embankment slope

and the embankment above the headlvall should be protected against erosion

to the level of water surface plus freeboard for wave action.

5.6.1.3 Wingwalls

Wingwalls may be provided at pipe or culvert entrances to protect the

embankment against erosion. The length of wingwalls is determined by em-

bankment slope. The depth of wingwalls should extend below the expected

scour depth as described in Section 3.6 and 3.7.

5.6.1.4 Headwater

The headwater shall not cause any excessive ponding and sediment depo-

sition upstream of the entrance. The ponding will be likely to cause pipe

or culvert clogging, saturation of f.ills, and deterimental upstream deposits

of debris. Unless the culvert is used as a detention pond outlet, the head-

water shall be at the lOlver elevation of: (1) flO\v velocity in the approach

ch:mne1 shall not bel esst han 2. 5 fee t per sec 0 nd; 0 r ( 2) the he;:1 dIv at er t 0

pipe diameter ratio (culvert rise in case of rectangular culvert) shall not

exceed 1.5 for major flows. For using roadway for detention, frequent main-

tenancc of the pipe or culvert is required.
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5.6.1.5 Approach Channel

The approach channel can be the same geometry of the upstream channel

or be a transitional channel. A transitional channel is best suitable for

pipes or culverts with high headwater to prevent sediment deposition at the

entrance. A channel apron should be provided at the toe of the headwall.

This apron should extend at least 2H upstream from the entrance. Here,

H is the specific energy at the entrance. The top of the apron should not

protrude above the normal streambed elevation. The apron can be riprap,

gabion, or concrete. lVingwalls can be used as channel banks for a tran-

sitional channel. Entrances with wingwalls should be designed with a rein-

forced concrete apron extending beth'een the walls, otherh'ise the wingh'alls

should extend to the depth of total scour (see Section 3.8). The length

of the transitional channel should also extend at le3st 211 upstream from

the entrance. Transitional channels without wing,\'alls should be protected

h'i th riprap, gabion, or concrete. The angl e of trans i t ion should not exceed

45 0 from the centerline of the channel. The approach ch,:mnel mav be sloped

to accomodate 13rge pipes or culverts for limited he3dh'ater.

5.6.1.6 Upstream Channel

If the channel upstream is degr3ding, the pipe or culvert with a lined

entrance will serve as grade control. However, if the upstream channel is

aggrading, the headh'ater at the pipe or cul\'ert entrance I"i 11 accelerate

the silting process. Regular maintenance should be performed to keep the

pipe or culvert In operational conditions.

5.6.1.7 Toe Wall

Toe ''':l 11 s h0 u1d be provided at the ups t r C '::lJn end 0 f the apr0 n . The dcpt h

of the toe w:lll should extend belOl" the expected scour depth as described in

/
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in Sections 3.6 and 3.7. For a lined approach channel (riprap or concrete

lining), toe wall should be provided for both the channel bed and banks.

Riprap may be used upstream of the toe wall to protect channel bed and

banks from scouring.

5.6.2 Definition Sketch of Pipe and Culvert Entrances

Figures 5-16, 5-17, and 5-18 present sketches of pipe or culvert en-

trances that are commonly used. The applicability of each type of entrance

is summarized in Table 5-4.

5.6.3 Design Procedures

1. Determine design discharge.

2.

3.

Use entrance with headwall; size the pipe or culvert according to

Section 4 of "Inlets and Culverts" in the Urban Storm Dr:linage

Criteria Manual, Volume 2 and Section 5.6.1.4 of this report.

Check flow velocity at the entrance and tIle upstream channel due

to the back~ater effect of the headwater using Q = AV.

l.

I.
I ,

-~
I ;

4. Select type of entrance based on the criteria set in Table 5-~.

5. Determine the height of head\.all and the length of wing\,alls, if

required.

6. Examine local scour potential.

7. Determine type of protection required.

8. Size riprap, if used.

9. Determine depth of cutoff.

10. Determine depth of toe wall.

5.6.4 Design Example

Given:

1. Q = 1000 cfs.
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Type A - entrance with headwall, wingwalls, and toe wall.
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Table 5-4. Pipe and Culvert Entrances.

Descriptions Type A Type B Type C

I. Concrete wingwalls x x

2. Concrete bottom x x

3. Riprap bottom x x x

4. Riprap channel bank x

5. Headlvall x x x

6. Toe wall x x x

7. Cutoff IvaI 1 x

8. Available headwater from channel
Invert > 1. 5D x x x

9. Available headwater from ch::lnne 1
Invert < 1.5D x

10. Backwater in approach channel allolVed x x

II. Backwater in approach channel not allm,ed x

12. Low approaching velocity x



I
I
I
I
I

1
:-

.1...

137

2. S = 0.002.

3. Approach channel cross section as shown in Figure 5-19.

4. The roadway crossing as shown in Figure 5-20.

5. Downstream tailwater depth is 4.8 feet.

6. Downstream channel has the same cross section as the upstream

channel.

I
I

1
:J

7. Channel bed material: 0 15 = 0.09 mm, 0
50

= O.lS mm, D
S5

5.6.4.1 Solution

1. Q = 1000 cfs.

0.29 mm.

I
I
I
I
I
I
I
I
I
I

1
1

.i

. ~

I

;

I
1

2. Two ten foot by five foot box culverts are used. The flow is inlet

control. The headwater is 7.25 feet.

~. Velocity in the upstream channel

d 7.25 feet,

2A = 273.76 + 118.16 = 391.92 feet,

V = 1000/391.92 = 2.55 fps > 2.5 fps.

4. Type A is best suited for this entr:lnce bec:luse ,... ingh':lll IS requi red

and there is enough head for hcadh':l ter .

5. Design Type A entrance:

a. Set height of headwall six inches above the headwater.

b. Length of wingwall required:

3(7.75 - 5.8) = 5.85 feet, use 6 feet.

c. The ten foot by five foot culvert has a wall thickness of ten

inches. The twin box culvert layout is shOlvn in Figure 5-21.

6. Protect the approach channel to a distance 2H upstream of the

culvert inlet.

I
I

?V­
II = Y +

1 2g

")

= 7.25 + (5.75)'"
2g

7.76 feet,
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Figure 5-19. Channel cross section.

,

1-'--50'----·\

Figure 5-20. Roadway cross section.
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Figure 5-21. Twin box culvert layout.
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vert ica 1 wa 11 :

shown in Figure 5-22.

2.48

v

100.83 feet,

34.3 feet (from Figures 5-19 and 5-22),

3.89 feet,

2= 391.92 feet,

= 2,55 fps,

2.15( ~~2~ )0.4 (0.23)°·33 =

R

v

a

A

Fr =
1

p

Y
s

=
~

Y = 2.48 x 7.25 = 18.0 feet.s

2H = 2 x 7.76 = 15.5 feet, use 16 feet .

feet with 3:1 ratio and the channel bank is protected with riprap

1S . ° fee t sh0 u1d be expec ted a t t he nos e 0 f t he Iv i ngwall .

uneconomical (needs 23.2 feet), the wingwall is extended to 16

local scour should be expected. Use Equation 3-8 because of the

y
) 0.4 (Fr

l
)0.33s

2.15 ( a
=

Y1 Y
1

where, Y
1 = 7.25 feet,

If the approach channel is not protected, a local scour depth of

Since a concrete wingwall extended to the channel side slope is

is no scour potential in the channel. However, at the transition,

ne1 is 2.55 fps, which is less than the velocity upstream, there

(see Figure 5-22). The plan view and section of the inlet are

7. Examine scour potential. Since the average velocity in the chan-

I
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rigure 5-22. Design example - culvert entrance.
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8. Size of riprap. The critical point is at the nose of the wingwall.

A velocity of 1.5 times the channel velocity is used at the nose of

the wingwall:

v = 1.5 x 5.75 = 8.64 fps,

R 4.52 feet,

45.4,

from Table 5-1, use Type VL riprap.

9. Determine depth of cutoff. The bed material IS fine sand.

C = 7.0,w

Head differential:

7.25 + 2 - 4.8 = 4.45 feet,

ELH = 6 + 90 = 96 feet,

n av

96 + 3Hv
7.0,=3 x 4.45

H = 0.85 feet.v

Use one foot upstre~m cutoff.

10. Since the scour potential at the upstream channel is protected by

riprap, a toe wall at the end of the concrete apron should only be

extended to the depth of riprap and filter, which is 12 inches.

The toe wall should also be provided for the channel bank.

5.7 Pipe and Culvert Outlets

The outlet is intended to contain the high velocity and minimize head

loss whi Ie £101" is expanded from the pipe or culvert back to the ch:mnel.

At the outlet end of ~ pipe or culvert '., the flol. occurs as a highly concen-

tr;lted, fast-moving jet which has considerable pot('nti~l for c~using dam~ge.
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The jet, with its associated eddies, will cause erosion downstream of the

structure, undermine the outlet, and form out a wide, deep scour hole In

the downstream channel. Since a decelerating flow In inherently unstable,

flow separation may occur at the outlet causing the jet to impinge against

a downstream bank. In order to prevent the high outlet velocity endangering

the outlet structure and erosion of the downstream channel, a long outlet

transition should be provided or the energy of the jet should be dissipated

before the flow is released to the downstream channel.

5.7.1 Design Criteria

5.7.1.1 Outlet Transition

Experiments have shown that separation can be avoided in an out 1et I.;i th

straight walls diverging at a lateral expansion angle. The angle of lateral

expansion can be found from Figures 5-6 and 5-7 in "~Iajor Drainage" of the

Urban Storm Drainage Criteria ~lanual, Volume 2. The length of protection

should be determined following the criteria presented in Section 5.6.3 of

"t>laj or Drainage" In the Urban Storm Drai nage Cri teria t>lanu.:11, Vo 1ume 2.

5.7.1.2 Energy Dissipators

Energy dissipators are very effective for protecting the channel erosion

at a pipe or culvert outlet. The energy of the jet would be dissipated before

entering the dOlffistream channel. Types of energy dissipators are presented

in Section 2 of "Structures" in the Urban Storm Drainage Criteria t>lanu.:11.

Volume 2 and Section 5.5, entitled "Drop Structures", of this report .

5.7.1.3 Downstream Ch.:1nnels

The downstream channel should be reason.:1bly straight to avoid the outlet

jet impinging against the dOlmstream b:ll1k. DOlmstream curves within 100 to

200 feet of the outlet should be avoided.
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The pipe or culvert outlets may be the same geometry as the downstream

channel. The channel bed and banks should be protected with riprap or gab ion

to a length depending on the ratio of tailwater to the flood depth at the

outlet. The length of channel protection can be determined as described

in Section 5.6.3 of "~1ajor Drainage" of the Urban Storm Drainage Criteria

Manual, Volume 2. A degradation and aggradation analysis should be per-

formed to determine whether the downstream is a degrading or aggrading channel.

An aggrading downstream channel tends to increase the tailwater depth and

therefore, reduces the pipe or culvert capacity or increases the headwater.

A degrading dOlffistream channel would cause the exposure of the structure

and consequent failure of the structure.

5.7.1.4 Headwall

Headlyalls are used for providing embankment stability and embankment

protection against erosion. The height of headwalls should be extended to

the embankment slope and the embankment above the headwall should be pro-

tected against erosion to the level of water surface plus freeboard for

",,'ave act ion.

5.7.1.5 Wing~alls

Wingwalls may be provided at pipe or culvert outlets to protect embank-

ments against erosion. The length of wingwalls is determined by embankment

slope. The depth of winglyalls should extend below the expected scour depth

as described in Section 3.6 and 3.7 of this report.

5.7.1.6 Cutoff

Cutoff should be provided at the end of the pipe or culvert section to

prevent the undermining of the structure. Cutoff should also be provided at
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the end of transition, riprap, natural channel, energy dissipator, and drop

structures to prevent the undermining and loss of lining material. The depth

of these cutoffs should extend below the scour depth using methods presented

in Section 3.6 and 3.7.

5.7.1.7 Embankment Protection

At locations where roadway overflow is allowed, the downstream embank-

ment face should be protected with riprap.

5.7.2 Definition Sketch of Pipe and Culvert Outlets

Figures 5-23, 5-24, and 5-25 present sketches of pipe or culvert outlets

that are commonly used. The applicability of each type of outlet is s~ma-

rized in Table 5-5.

5.7.3 Design Procedures

1. Determine design discharge.

2. Size the pipe or culvert according to Section 4 of "Inlets and

Culverts" in the Urban Storm Drainage Criteria ~Ianual, Volume 7

~. Select type of outlet based on criteria set in Table 5-5.

4. Design the selected outlet.

5. Determine the requirement of downstream channel protection.

6. Size riprap, if required.

7. Determine the requirement of cutoff walls.

Design examples for Type C outlet can be found in Section 5.6 of "Hajor

Drainage" of the Urban Storm Drainage Cri teria ~lanual, Volume 2. Design

example for Type B outlet can be found in Section 5.5 of this report.
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Table 5-5. Pipe and Culvert Outlets.

Descriptions Type A Type B Type C

l. Concrete wingwall x x x
(depends on embankment slope)

2. Concrete bottom and bank x x

3. Riprap bottom and bank x

4. DOImstream channel protection x x
(beyond the outlet length)

5. Headwall x x x

6. Erosion cutoff x x x

7. Steep channel where drops
are required x

8. Pipe or culvert width is approximately
the same as channel bottom \o/idth x x
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5.8 Concrete Lined Channels

The general design considerations for concrete lined channels have been

presented in Section 2.2 of "~lajor Drainage" in the Urban Storm Drainage

Criteria Manual, Volume 2. Most common problems of concrete lined channels

are due to bedding and liner failures. The causes of failures are: (I)

liner cracking due to settlement of the subgrade; (2) liner cracking due

to the removal of bed and bank material by seepage force; (3) liner cracking

and floating due to hydrostatic back pressure from high groundwater; and (4)

channel lining damage due to freezing and resultant heaving of the saturated

subgrade.

Lack of maintenance will permit the growth of vegetation through the

conrete lining and sediment deposition In the channel which will increase

the flow resistance. The reduction in channel capacity can cause overflow

at design discharges and consequently, permit the erosion of overbank material

and failure of concrete lining.

5.8.1 Design Criteria

5.8.1.1 Channel Geometry

For both construction and maintenance consideration, the channel side

slope should not be steeper then 1.5:1. The bottom width to flow depth

ratio is usually from one to two.

5.8.1.2 Velocity

Concrete lined channels are usually used for channels having a Froude

number in excess of 0.8 and/or when velocities exceed five feet per second

in erosive sandy soil. The maximum velocity in unreinforced lining should

be less than eight feet per second. rIOh' condition at Froude numbers ne:lr
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one is unstable and should be avoided. For flow conditions at Froude num-

bers larger than one, continuous two-way reinforcement is required.

5.8.1.3 Thickness

The thickness of concrete lining should be from 6 to 12 inches depending

on channel capacity and stability of channel against hydrostatic force and

other forces acting on the channel. Unrein forced concrete lining should

have contraction joints at proper intervals to prevent cracking. Contraction

joints should be spaced from 10 to 15 feet, depending on the size of chan-

nel and the thickness of lining. Reinforced concrete lining is recommended

for channels on sandy soils.

5.8.1.4 Roughness Coefficient

Roughness coefficient used should be as the values listed in Table 2-3

of the Urban Storm Drainage Criteria ~Ianual, Volume 2 and should not be lower

than 0.013.

5.8.1.5 Bedding

Long-term stability of concrete lined channels depends in part on proper

bedding. Undisturbed soils often are satisfactory for a foundation for

lining without further treatment. Expansive clays are usually an extreme

hazard to concrete lining and should be avoided, if predictable. Filter

underneath the lining is recommended to protect the fine material from

creeping along the lining. A layer of well-graded gravel should be placed

over the ch:mnel prior to ch:mnel lining. The specifications of filters

should be as described in Section 5.3.1 of "~Iajor Drainage" in the Urban

Storm Drainage Criteria Manual, Volume 2.
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5.8.1.6 Channel Transitions

Since concrete lined channels are usually used at locations where ex-

cessive seepage exists or smaller channel cross sections are required, tran-

sitions will be required both upstream and downstream of the concrete lined

channel to reduce turbulence. Transitions should be lined with concrete

or riprap to reduce scour potential.

5.8.1.7 Underdrains

The probability of damaging the concrete lining due to hydrostatic back

pressure and sub grade erosion can be greatly reduced by providing underdrains.

There are two types of artificial drainage installations. One type consists

of four or six inch tile placed in gravel-filled trenches along one or both

toes of the inside slopes. These longitudinal drains are either connected

to tranverse cross drains which discharge the water belolY the canal or to

pump pits, or extend through the lining and connect to outlet boxes on the

floor of the canal. The outlet boxes are equipped with one-way flap valves

which relieve any external pressure that is greater than the water pressure

on the upper surface of the canal base, but prevent backflo\•. The second

type consists of permeable gravel blanket of selected material or sand and

gravel pockets, drained into the canal at frequent intervals (10 to 20 feet)

by flap valves in the invert. A drawing of a flap valve for use without

tile pipe and in a fine gravel and sand subgrade is sho\ffl in Figure 5-26.

Both the tile and pipe system and the unconnected flap valve type must be

encased in a filter that will prevent piping of sub grade material into the

pipe or through the valve. For detailed underdrains refer to Lining for

Irrigation Canals published by the U.S. Department of the Interior, Bureau

of Reclamation.
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Figure 5-26. Flap valve installation for a canal unJcrJrain.
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5.8.1.8 Weep Holes

Weep holes need to be provided to reduce uplift force on the concrete

lining. The spacing of weep holes should not exceed four feet.

5.8.1.9 Cutoffs

Cutoff walls should be provided at both the upstream and downstream end

of the concrete lined channel to reduce seepage force and prevent the lining

failure due to scour, undermining, and piping. The depth of cutoff walls

should extend below the expected scour depth as described in Sections 3.6

and 3.7 of this report.

5.8.1.10 Overbank Protection

Overbank areas should be protected with riprap to prevent the concrete

lining failure due to channel overflow. Riprap protection should extend

2d beyond the channel bank into the overbank area. Here, d is the depth

of the channel.

5.9 Low-Flow Channels

Urbanization and encroachment on channels require straightening of the

thalweg and also increasing the slope. As the channel steepens, the velocity

increases, multiple channels can develop, and the channel is generally un-

stable and changes position with both time and stage. Low-flow channels can

be used to confine low flows, and to reduce scouring, meandering, and silting

problems. Low-flow channels arc generally used in wide and shallow channels

wheie the sediment transport capacity is low in the reach reSUlting in de-

position of part of the incoming sediment.
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5.9.1 Design Criteria

5.9.1.1 Design Discharge

Low-flow channels are generally designed for annual flooding to keep

the channel from braiding. The braided stream is unstable, changes its

alignment rapidly, and is difficult to work with.

5.9.1.2 Channel Slope

The equilibrium slope of low-flow channels is usually milder than the

main channel because the velocities are higher and flow is more confined.

Stable lo\~-flow channels should be designed with its equilibrium slope to

avoid scouring or silting problems. Grade control structures are usually

used to maintain the equilibrium slope.

5.9.1.3 Channel Geometry

The width, and width to depth ratio, of low-flow channels should be

designed following the past history of the stream. Low-flow channels formed

in undisturbed reaches can be used as a guide for low-flow channel design

because they are formed naturally and should be relatively stable.

5.9:1.4 Bank Protection

Stable low-flow channels require stabilization of the low-flow channel

banks to prevent channel meandering. Concrete or riprap can be used for

this purpose. The bank protection should extend to the expected scour depth

as described in Section 3.6 and 3.7.

5.10 Trickle Channels

Trickle channels confine trickle flows of one-half to one percent of

the lOO-year flow with the intent of controlling thalweg degradation, ag-

gradation anJ/or meandering, and to minimize maintenance from excessive



I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I

1
j

1•

"1
J

. ,

. "

ISS

vegetation buildup. Trickle channels should always be constructed of con-

crete for maintaining the required self-cleaning velocities. Trickle chan-

nels are usually small compared with the flood channel. If the channel is

aggrading during a flood event, the trickle channel will be silted. On the

other hand, if the channel is degrading during a flood event, the trickle

channel will be washed away due to the channel bed scouring. Trickle chan-

nels are not recommended for sand-bed channels unless the channel cross

section is lined.
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